
NORTH ARROW

ARROW INDICATES TRUE NORTH

TICK INDICATES PLAN NORTH

SECTION CALLOUT

INDICATES A SIMILAR CONDITION

LOCATION ON SHEET

DETAIL CALLOUT

CONTROL OR DATUM POINT

NAME OF ELEVATION (IF APPLICABLE)

ELEVATION ABOVE FINISHED FLOOR

GRID BUBBLE

EXISTING BUILDING GRID SYMBOL

KEYNOTE

KEYNOTE NUMBER (SEE LEGEND ON SHEET)

DOOR CALLOUT

DOOR NUMBER

WINDOW CALLOUT

WINDOW NUMBER

(SEE WINDOW SCHEDULE)

ROOM EXITING INFORMATION

AREA (SQ FT)

OCCUPANT LOAD FACTOR (REFER TO TABLE 1004.5)

OCCUPANT LOAD (AREA DIVIDED BY LOAD FACTOR)

SHEET WHERE SECTION IS DRAWN

INDICATES A SIMILAR CONDITION

LOCATION ON SHEET

SHEET WHERE SECTION IS DRAWN

NUMBER OF EXITS REQUIRED (REFER TO TABLE 1006.2.1)

WIC CASEWORK TAG

MANUFACTURER REFERENCE AND MODEL NUMBER

CABINET WIDTH

CABINET HEIGHT

CABINET DEPTH
WD HT DP

WI999 L

09-WF1

101A

(TYPICAL FOR EXTERIOR)

SHEET WHERE ELEVATION IS DRAWN

LOCATION ON SHEET

ELEVATION CALLOUT

INTERIOR FINISH CALLOUT

MATERIAL FINISH TYPE
(SEE FINISH SCHEDULE)

1001

150 SF

OFFICE

OL
OLF
OT
2

__________________________________________________________________

1
AX.XX

SIM

FIRST FLOOR

+0' - 0"

X

X

MATCHLINE REFERENCE

LOCATION ON SHEET

SHEET WHERE PLAN IS DRAWN

?

WALL TYPE CALLOUT

WALL TYPE MARK - SEE A10.11 

AX.XXA4 A2

A1

A3

(TYPICAL FOR INTERIOR)

SHEET WHERE ELEVATION IS DRAWN

LOCATION ON SHEET

ELEVATION CALLOUT

00
GRID NUMBER

NEW BUILDING GRID SYMBOL

FA

AX.XX

1

TN

PN

18/AX.XX LOCATION & SHEET WHERE 
ELEVATION IS DRAWN

(FOR EXTERIOR AND INTERIOR)
ELEVATION CALLOUT - ALT.

AS6A

LOCK

OCCUPANCY TYPE

AS4A
55 1FB

WALL STC RATING

WALL FIRE RATING TYPE

__________________________________________________________________
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COVER SHEET

R231571X00

HMC ARCHITECTS

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

2101 CAPITOL AVE, SUITE 100 SACRAMENTO, CA 95816
916.368.7990

ARCHITECT

FOLSOM CORDOVA UNIFIED
SCHOOL DISTRICT
1965 Birkmont Drive, Rancho Cordova, CA 95742
916.294.9000

OWNER

WARREN CONSULTING ENGINEERS
1117 WINDFIELD WAY, SUITE 110 EL DORADO HILLS, CA 95762
916.985.1870

CIVIL

CAPITAL ENGINEERING
11020 SUN CENTER DR, SUITE 100 RANCHO CORDOVA, CA
95670
916.851.3500

MECHANICAL & PLUMBING

EDGE ELECTRICAL CONSULTING
400 R ST, SUITE 333 SACRAMENTO, CA 95811
916.256.2460

ELECTRICAL

MTW GROUP
2707 K ST, SUITE 201 SACRAMENTO, CA 95816
916.369.3990

LANDSCAPE

FCUSD

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION
735 HALIDON WAY, FOLSOM, CA 95630

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1. CONSTRUCTION DOCUMENTS DESCRIBE 
THE PRODUCTS, SYSTEMS, QUANTITIES, 
CONFIGURATION, AND PERFORMANCE 
SPECIFICATIONS THAT DELIVER THE 
OVERALL DESIGN INTENT OF THE PROJECT. 

2. THE CONSTRUCTION DOCUMENT 
DRAWINGS AND SPECIFICATIONS ARE 
COMPLEMENTARY, AND WHAT IS REQUIRED 
BY ONE SHALL BE AS BINDING AS IF 
REQUIRED BY BOTH.

3. PERFORMANCE BY THE CONSTRUCTION 
TEAM SHALL BE CONSISTENT WITH THE 
CONSTRUCTION DRAWINGS AND 
SPECIFICATIONS AS NECESSARY TO 
DELIVER THE INDICATED RESULTS OF THE 
DESIGN INTENT.

4. VERIFY ALL DIMENSIONS, LOCATIONS OF 
EXISTING UTILITIES, AND CONDITIONS ON 
THE JOB SITE PRIOR TO THE START OF 
WORK OR PORTIONS OF THE WORK. 
NOTIFY THE ARCHITECT IMMEDIATELY OF 
ANY DISCREPANCIES BETWEEN THE 
ACTUAL FIELD CONDITIONS AND THE 
CONSTRUCTION DOCUMENTS. EXISTING 
CONDITIONS ARE INDICATED AS A RESULT 
OF FIELD OBSERVATIONS, INFORMATION 
SHOWN ON AVAILABLE DOCUMENTS AND 
FIELD CONDITIONS AT THE TIME OF 
PREPARATION.

5. ALL MATERIALS AND WORKMANSHIP SHALL 
COMPLY WITH ALL GOVERNING CODES, 
ORDINANCES, REGULATIONS AND LAWS.

6. THE DESIGN ADEQUACY AND SAFETY OF 
ERECTION BRACING, SHORING, 
TEMPORARY SUPPORTS AND 
SCAFFOLDING IS THE SOLE 
RESPONSIBILITY OF THE CONTRACTOR.

7. WHERE ANY CONFLICT OCCURS BETWEEN 
THE REQUIREMENTS OF LAWS, CODES, 
ORDINANCES, RULES AND REGULATIONS, 
THE MOST STRINGENT SHALL GOVERN.

8. IN NO CASE SHALL WORKING DIMENSIONS 
BE SCALED FROM PLANS, SECTIONS OR 
DETAILS ON THE DRAWINGS.

9. DETAILS MARKED 'TYPICAL' SHALL APPLY IN 
ALL CASES UNLESS SPECIFICALLY NOTED 
OTHERWISE.

10. ENACT ALL MEASURES TO PROTECT AND 
SAFEGUARD ALL EXISTING ELEMENTS TO 
REMAIN FROM BEING DAMAGED. REPLACE 
OR REPAIR EXISTING ELEMENTS DAMAGED 
BY THE EXECUTION OF THIS CONTRACT TO 
EQUAL OR BETTER CONDITION.

11. PRIOR TO THE START OF WORK THE 
CONTRACTOR SHALL COORDINATE 
BETWEEN THE REQUIREMENTS OF ALL 
DISCIPLINES HEREIN AND BETWEEN THE 
REQUIREMENTS OF ALL DRAWINGS AND 
SPECIFICATIONS IN ORDER THAT ALL ITEMS 
SATISFACTORILY RELATE TO ONE 
ANOTHER. NOTIFY ARCHITECT 
IMMEDIATELY REGARDING ANY ITEMS THAT 
CANNOT BE COORDINATED.

12. CONTRACTOR SHALL EXERCISE EXTREME 
CAUTION IN EXCAVATING AND TRENCHING 
ON THIS SITE TO AVOID EXISTING DUCTS, 
PIPING, CONDUIT, ETC. AND TO PREVENT 
HAZARD TO PERSONNEL AND/OR TO 
EXISTING UNDERGROUND UTILITIES OR 
STRUCTURES. THE CONTRACTOR SHALL 
IMMEDIATELY NOTIFY THE ARCHITECT 
SHOULD SUCH UNIDENTIFIED CONDITIONS 
BE DISCOVERED. THESE DRAWINGS AND 
SPECIFICATIONS DO NOT INCLUDE THE 
NECESSARY COMPONENTS FOR 
CONSTRUCTION SAFETY.

FOR A COMPLETE LIST OF APPLICABLE NFPA STANDARDS 
REFER TO 2022 CBC (SFM) CHAPTER 35 AND CALIFORNIA FIRE 
CODE CHAPTER 80. 
SEE CALIFORNIA BUILDING CODE, CHAPTER 35 FOR STATE OF 
CALIFORNIA AMENDMENTS TO NFPA STANDARDS.

PARTIAL LIST OF APPLICABLE CODES

2022 CALIFORNIA ADMINISTRATIVE (CAC) CODE, 
PART 1, TITLE 24 C.C.R. 

2022 CALIFORNIA BUILDING CODE (CBC), PART 2, 
TITLE 24 C.C.R.

2022 CALIFORNIA ELECTRICAL CODE (CEC), PART 3, 
TITLE 24 C.C.R.

2022 CALIFORNIA MECHANICAL CODE (CMC) PART 
4, TITLE 24 C.C.R.

2022 CALIFORNIA PLUMBING CODE (CPC), PART 5, 
TITLE 24 C.C.R.

2022 CALIFORNIA ENERGY CODE (CEC), PART 6, 
TITLE 24 C.C.R.

2022 CALIFORNIA FIRE CODE (CFC), PART 9, TITLE 
24 C.C.R.

2022 CALIFORNIA EXISTING BUILDING CODE (CEBC), 
PART 10, TITLE 24 C.C.R.

2022 CALIFORNIA GREEN BUILDING STANDARDS 
CODE (CALGREEN), PART 11, TITLE 24 C.C.R. 

2022 CALIFORNIA REFERENCED STANDARDS, PART 
12,TITLE 24 C.C.R.

APPLICABLE STANDARDS

FOR A LIST OF APPLICABLE STANDARDS, INCLUDING 
CALIFORNIA BUILDING AMENDMENTS TO THE NFPA 
STANDARDS, REFER TO CBC CHAPTER 25 AND CFC 
CHAPTER 80.

PARTIAL LIST OF APPLICABLE STANDARDS

NFPA 13 STANDARD FOR AUTOMATIC 
FIRE SPRINKLER SYSTEMS (CA 
AMENDED)

NFPA 14 STANDARD FOR STANDPIPE 
AND HOSE SYSTEMS (CA 
AMENDED)

NFPA 17 STANDARD FOR DRY 
CHEMICAL EXTINGUISHING 
SYSTEMS

NFPA 17A STANDARD FOR WET CHEMICAL 
EXTINGUISHING SYSTEMS

NFPA 20 STANDARD FOR STATIONARY 
PUMPS FOR FIRE PROTECTION

NFPA 22 STANDARD FOR WATER TANKS 
FOR PRIVATE FIRE PROTECTION

NFPA 24 STANDARD FOR THE 
INSTALLATION OF PRIVATE FIRE 
MAINS AND THEIR 
APPURTENANCES (CA AMENDED)

NFPA 72 NATIONAL FIRE ALARM & 
SIGNALING CODE (CA AMENDED)

NFPA 80 STANDARD FOR FIRE DOORS AND 
OTHER OPENING PROTECTIVES

NFPA 2001 STANDARD ON CLEAN AGENT 
FIRE EXTINGUISHING SYSTEMS 
(CA AMENDED)

UL 300 STANDARD FOR FIRE TESTING OF 
FIRE EXTINGUISHING SYSTEMS 
FOR PROTECTION OF 
COMMERCIAL COOKING 
EQUIPMENT

UL 464 AUDIBLE SIGNAL APPLIANCES 
FOR FIRE ALARM AND SIGNALING 
SYSTEMS, INCLUDING 
ACCESSORIES

UL 521 STANDARD FOR HEAT 
DETECTORS FOR FIRE 
PROTECTIVE SIGNALING 
SYSTEMS

UL 1971 STANDARD FOR SIGNALING 
DEVICES FOR THE HEARING 
IMPAIRED

ICC 300 STANDARD FOR BLEACHERS, 
FOLDING AND TELESCOPING 
SEATING AND GRANDSTANDS

2022 ED.

2019 ED.

2021 ED.

2021 ED.

2019 ED.

2013 ED.

2019 ED.

2022 ED.

2019 ED.

2018 ED.

2005 
(R2014)

2003 ED.

1999 ED.
(R2005)

2002 ED.
(R2018)

2017 ED.

A LIGHT MODERNIZATION WHICH INCLUDES
• PATH OF TRAVEL UPGRADE TO THE CAMPUS, INCLUDING LANDSCAPE    

REFRESH
• ACCESSIBILITY UPGRADE TO RESTROOMS AND CLASSROOMS
• MINOR UPDATE TO HEAT DETECTORS ADDED HVAC SPLIT SYSTEM TO

UTILITY ROOM.
• DEFERRED SUBMITTALS: NONE

(X) THE DRAWINGS OR SHEETS LISTED ON THE INDEX SHEET WITH AN (C,E,M,L,P )
(   ) THIS DRAWING PAGE OF SPECIFICATIONS/CALCULATIONS

HAVE BEEN PREPARED BY OTHER DESIGN PROFESSIONALS OR CONSULTANTS WHO ARE LICENSED AND/OR 
AUTHORIZED TO PREPARE SUCH DRAWINGS IN THIS STATE. IT HAS BEEN EXAMINED BY ME FOR:

1) DESIGN INTENT AND APPEARS TO MEET THE APPROPRIATE REQUIREMENTS OF TITLE 24, CALIFORNIA 
CODE OF REGULATIONS AND THE PROJECT SPECIFICATIONS PREPARED BY ME, AND

2) COORDINATION WITH MY PLANS AND SPECIFICATIONS AND IS ACCEPTABLE FOR INCORPORATION INTO 
THE CONSTRUCTION OF THIS PROJECT.

THE STATEMENT OF GENERAL CONFORMANCE "SHALL NOT BE CONSTRUED AS RELIEVING ME OF MY RIGHTS, 
DUTIES, AND RESPONSIBILITIES UNDER SECTIONS 17302 AND 81138 OF THE EDUCATION CODE AND SECTIONS 
4-336, 4-341 AND 4-344" OF TITLE 24, PART 1. (TITLE 24, PART 1, SECTION 4-317 (B))

I CERTIFY THAT:

ALL DRAWINGS OR SHEETS LISTED ON THE SHEET INDEX WITH AN (*) IS/ARE IN GENERAL CONFORMANCE WITH 
THE PROJECT DESIGN AND HAS/HAVE BEEN COORDINATED WITH THE PROJECT PLANS AND SPECIFICATIONS.

______________________________________________ 2/xxx/2023
__________________________________________
SIGNATURE DATE
ARCHITECT OR ENGINEER DESIGNATED TO BE IN 
GENERAL RESPONSIBLE CHARGE

MICHAEL RATH_____________________________________
PRINT NAME

C-25193                                                       07-31-25
LICENSE NUMBER RENEWAL DATE

NOTE:
OTHER ABBREVIATIONS USED ON THESE 
DRAWINGS ARE CONSIDERED STANDARDS IN 
THE BUILDING INDUSTRY.  CONTACT ARCHITECT 
FOR NECESSARY CLARIFICATION.

FRP FIBERGLASS REINFORCED PLASTIC
FRT FIRE RETARDANT TREATED
FS FINISH SURFACE
FTG FOOTING
GB GRAB BAR
GFRC GLASS FIBER REINFORCED 

CONCRETE
GL GLASS TYPE
GLB GLUE LAMINATED BEAM
GYP BD GYPSUM BOARD
GYP PLAS GYPSUM PLASTIC
HB HOSE BIBB
HD HEAVY DUTY 
HDR HEADER
HDWR HARDWARE
HGT HEIGHT
HM HOLLOW METAL
HP HIGH POINT
HSS HOLLOW STEEL SECTION
ID INSIDE DIAMETER
INT INTERIOR
INV INVERT
LANDS LANDSCAPE
LAV LAVATORY
LLH LONG LEG HORIZONTAL
LLV LONG LEG VERTICAL
LP LOW POINT
LT WT LIGHT WEIGHT
LVR LOUVER
MACH MACHINE
MB MACHINE BOLT
MDF MEDIUM DENSITY FIBERBOARD
MDO MEDIUM DENSITY OVERLAY
MECH MECHANICAL
MED MEDIUM 
MEMB MEMBRANE
MFR MANUFACTURER
MH MANHOLE
MO MASONRY OPENING
MTD MOUNTED
MTL METAL
NIC NOT IN CONTRACT
NR NON RATED
NRC NOISE REDUCTION COEFFICIENT
NTS NOT TO SCALE
O/ OVER
O/A OVERALL
OC ON CENTER
OD OUTSIDE DIAMETER
OFCI OWNER FURNISHED, CONTRACTOR 

INSTALLED
OFOI OWNER FURNISHED, OWNER

INSTALLED
OFVI OWNER FURNISHED, VENDOR

INSTALLED
OH OPPOSITE HAND
OPER OPERABLE
OPNG OPENING
ORD OVERFLOW ROOF DRAIN
P/L PROPERTY LINE
PA PUBLIC ADDRESS
PAF POWDER ACTUATED FASTENER

PAVING
PCC PORTLAND CEMENT CONCRETE 

PAVING
PED PEDESTRIAN
PERF PERFORATED
PERIM PERIMETER
PERP PERPENDICULAR
PH PANIC HARDWARE
PIV POST INDICATOR VALVE
PL PLATE
PLAM PLASTIC LAMINATE
PLAS PLASTER
PLUMB PLUMBING
PNL PANEL
PNT PAINT / PAINTED
POC POINT OF CONNECTION
POLY ISO POLYISOCYANURATE
PREFIN PREFINISHED
PREP PREP / PREPARATION

(E) EXISTING
AB ANCHOR BOLT
AC PAVING ASPHALTIC CONCRETE PAVING

ACC ACCESS/ACCESSIBLE
ACP ACOUSTICAL CEILING PANEL
ACT ACOUSTICAL CEILING TILE
ADJ ADJACENT/ADJUSTABLE
AFF ABOVE FINISH FLOOR
AGG AGGREGATE
AHU AIR HANDLING UNIT
ARCH ARCHITECTURAL
ATT ATTENUATION
AUTO AUTOMATIC
BD BOARD
BLCG BLOCKING
BUR BUILT UP ROOFING
CABT CABINET
CF CUBIC FEET
CFCI CONTRACTOR FURNISHED, 

CONTRACTOR INSTALLED 

CFOI CONTRACTOR FURNISHED,
OWNER INSTALLED

CG CORNER GUARD
CJ CONTROL JOINT
CL CENTER LINE
CLF CHAIN LINK FENCE
CLR CLEAR
CMU CONCRETE MASONRY UNIT
CO CLEANOUT
COL COLUMN
COMP COMPRESSION / COMPOSITE
CF CUBIC FEET
COORD COORDINATE
CORR CORRUGATED
CT CERAMIC TILE
CTSK COUNTER SKUNK
CW CURTAINWALL
DEPR DEPRESSED / DEPRESSION
DF DRINKING FOUNTAIN
DIM DIMENSION
DISP DISPENSER
DS DOWNSPOUT
DTL DETAIL
DW DISHWASHER
E/W EACH WAY
EIFS EXTERIOR INSULATION FINISH 
SYSTEM
EJ EXPANSION JOINT
ELEC ELECTRICAL
ELEV ELEVATION / ELEVATOR
ENCL ENCLOSE / ENCLOSURE

EOS EDGE OF SLAB
EP ELECTRICAL PANEL
EQ EQUAL
ESC ESCUTCHEON
EWC ELECTRIC WATER COOLER
EXP EXPOSED
FA FIRE ALARM
FD FLOOR DRAIN
FDC FIRE DEPARTMENT CONNECTION
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER W/ CABINET
FF FINISH FLOOR
FG FINISH GRADE
FH FIRE HYDRANT
FHC FIRE HOSE CABINET
FSH FLAT HEAD SCREW
FIN FINISH
FLR FLOOR
FOC FACE OF CONCRETE
FOF FACE OF FINISH
FOM FACE OF MASONRY
FOS FACE OF STUD
FP FIREPROOFING
FR FIRE RATED
FRG FIRE RATED GLASS

PTC POST TENSIONED CONCRETE
PTD PAPER TOWEL DISPENSER
PTN PARTITION
PTS PNEUMATIC TUBE STATION / 

SYSTEM
PVC POLYVINYL CHLORIDE
PVMT PAVEMENT
QT QUARRY TILE
R RADIUS, RISER
RB RESILIENT BASE
RD ROOF DRAIN
RECEPT RECEPTACLE
REF REFERENCE
REFL REFLECT(ED), (IVE)
REFL REFLECT(ED), (IVE)
REFR REFRIGERATOR
REINF REINFORCE/REINFORCED/ 

REINFORCEMENT
REM REMOVE
RH ROUND HEAD
RHS ROUND HEAD SCREW
RO ROUGH OPENING
ROW RIGHT OF WAY
SCH SCHEDULE (FOR PIPE)
SCHED SCHEDULE / SCHEDULING
SD STORM DRAIN / SOAP DISPENSER
SECT SECTION
SG SAFETY GLASS
SHT SHEET
SHTG SHEATHING
SMS SHEET METAL SCREW
SND SANITARY NAPKIN DISPOSAL
SOV SHUT OFF VALVE
SPEC SPECIFICATIONS
SS STAINLESS STEEL
STC SOUND REMISSION CLASS
STL STEEL
STSMS SELF TAPPING SHEET METAL 
SCREW
SUSP SUSPENDED
SV SHEET VINYL
SYM SYMMETRICAL
T TREAD
T&B TOP AND BOTTOM
TO TOP OF
TOC TOP OF CURB / CONCRETE
TOP TOP OF PARAPET
TOS TOP OF STEEL
TOW TOP OF WALL
TPD TOILET PAPER DISPENSER
TS TACKABLE SURFACE
U/C UNDER CABINET (OR COUNTER
UNO UNLESS NOTED OTHERWISE
UR URINAL
VAC VACUUM
VB VAPOR BARRIER
VCT VINYL COMPOSITION TILE 
VIF VERIFY IN FIELD
VTR VENT THROUGH ROOF
VWC VINYL WALL COVERING
W/ WITH
W/O WITHOUT
WB WOOD BASE
WC WATER CLOSET
WD WOOD
WDW WINDOW
WGT WEIGHT
WH WATER HEATER
WP WATERPROOFING/WALL

PROTECTION
WR WATER RESISTANT
WRGB WATER RESISTANT GYPSUM 

BOARD
WS WOOD SCREW
WSCT WAINSCOT
WWF WELDED WIRE FABRIC

GENERAL NOTES CODES

PROJECT DESCRIPTION

SHEET INDEX

VICINITY MAPABBREVIATIONS

STATEMENT OF GENERAL CONFORMANCE

SYMBOL LEGEND

13. CHANGES TO THE APPROVED DRAWINGS 
AND/OR SPECIFICATIONS SHALL BE MADE 
BY ADDENDA OR A CHANGE ORDER.

14. CUTTING, BORING, SAWCUTTING OR 
DRILLING THROUGH THE EXISTING OR NEW 
STRUCTURAL ELEMENTS SHALL NOT TO BE 
STARTED UNTIL THE DETAILS HAVE BEEN 
REVIEWED AND APPROVED BY THE 
ARCHITECT, AND STRUCTURAL ENGINEER 
OF RECORD.

15. ALL WORK SHALL CONFORM TO 2022 
EDITION TITLE 24, CALIFORNIA CODE OF 
REGULATION (CCR)

16. THE LIMIT OF WORK LINE SHOWS THESE 
DRAWINGS IS AN APPROXIMATE LIMIT OF 
WORK ONLY. REFER TO CONSULTANT 
DRAWINGS FOR ADDITIONAL WORK, 
INCLUDING BUT NOT LIMITED TO 
INSTALLATION OF CONDUIT, MANHOLES, 
PULLBOXES, ETC WHICH ARE TO BE PART 
OF THIS WORK, ALTHOUGH OCCURRING 
OUTSIDE OF SHOWN LIMIT OF WORK LINES.

17. FABRICATION AND INSTALLATION OF 
DEFERRED SUBMITTAL ITEMS SHALL NOT 
BE STARTED UNTIL CONTRACTOR'S 
DRAWINGS, SPECIFICATIONS, AND 
ENGINEERING CALCULATIONS FOR THE 
ACTUAL SYSTEMS TO BE INSTALLED HAVE 
BEEN ACCEPTED AND SIGNED BY THE 
ARCHITECT OR STRUCTURAL ENGINEER 
AND APPROVED BY THE DSA. LIST 
DEFERRED SUBMITTAL ITEMS FOR THIS 
PROJECT. 

18. CHANGE TO THE APPROVED DRAWINGS 
AND SPECIFICATIONS SHALL BE MADE BY 
ADDENDA OR CONSTRUCTION CHANGE 
DOCUMENT (CCD) APPROVED BY DSA, AS  
REQUIRED BY SECTION 4-338, PART 1, TITLE 
24 CCR.

19. A "DSA CERTIFIED" PROJECT INSPECTOR 
EMPLOYED BY THE DISTRICT (OWNER) AND 
APPROVED BY DSA SHALL PROVIDE 
CONTINUOUS INSPECTION OF WORK. THE 
DUTIES OF THE INSPECTOR ARE DEFINED 
IN SECTION 4-342, PART 1, TITLE 24, CCR. 
INSPECTOR TO BE CLASS 3.

20. A DSA ACCEPTED TESTING LABORATORY 
DIRECTLY EMPLOYED BY THE DISTRICT 
(OWNER) SHALL CONDUCT ALL THE 
REQUIRED TESTS AND INSPECTIONS FOR 
THE PROJECT. THE REPORTS SHALL BE 
SUBMITTED TO ARCHITECT OF RECORD, 
STRUCTURAL ENGINEER OF RECORD, 
OWNER, INSPECTOR OR RECORD, AND THE 
DSA FIELD ENGINEER. THE REPORTS OF 
ANY FAILURES OF TESTS AND INSPECTIONS 
ARE TO BE SUBMITTED TO DSA DISTRICT 
STRUCTURAL ENGINEER. 

21. GRADING PLANS, DRAINAGE 
IMPROVEMENTS, ROAD AND ACCESS 
REQUIREMENTS AND ENVIRONMENTAL 
HEALTH CONSIDERATIONS SHALL COMPLY 
WITH ALL LOCAL ORDINANCES. 

22. SAFETY DURING CONSTRUCTION SHALL 
COMPLY WITH CFC CHAPTER 33. 

23. THE INTENT OF THESE DRAWINGS AND 
SPECIFICATIONS IS THAT THE WORK OF 
THE ALTERATION, REHABILITATION, OR 
RECONSTRUCTION IS TO BE IN 
ACCORDANCE WITH TITLE 24, CCR. SHOULD 
ANY EXISTING CONDITIONS SUCH AS 
DETERIORATION OR NON-COMPLYING 
CONSTRUCTION BE DISCOVERED WHICH IS 
NOT COVERED BY THE DSA APPROVED 
CONTRACT DOCUMENTS WHEREIN THE 
FINISHED WORK WILL NOT COMPLY WITH 
TITLE 24, CCR,, A CONSTRUCTION CHANGE 
DOCUMENT (CCD), OR A SEPARATE SET OF 
PLANS AND SPECIFICATIONS DETAILING 
AND SPECIFYING THE REQUIRED WORK 
SHALL BE SUBMITTED TO AND APPROVED 
BY DSA BEFORE PROCEEDING WITH THE 
WORK. (SECTION 4-317(C), PART 1, TITLE 24, 
CCR)

24. CONTRACTOR IS TO REVIEW AND COMPLY
WITH ALL REQUIREMENTS AND MITIGATION 
MEASURES SET FORTH IN BOTH THE 
ENVIRONMENTAL IMPACT REPORT  
(ADDENDUM TO THE ENVIRONMENTAL 
IMPACT REPORT | SCH NO. 2002071120) 
INCLUDING  ATTACHED BIOLOGICAL 
RESOURCES TECHNICAL REPORT.

25. NO DUMPING OR PLACING OF ANY DIRT OR 
DEBRIS SHALL BE ALLOWED OUTSIDE OF 
THE CONTRACTORS LIMIT OF WORK AREA.

NUMBER NAME

GENERAL SHEET

G0.10 COVER SHEET

G1.11 CODE SITE PLAN

CIVIL

C0.1 CIVIL COVER SHEET

C0.2 TOPOGRAPHIC SURVEY

C1.1 DEMOLITION PLAN

C2.1 GRADING PLAN

C3.1 DETAILS

LANDSCAPE

L0.1 LANDSCAPE DEMOLITION PLAN

L0.2 LANDSCAPE DEMOLITION PLAN

L0.3 IRRIGATION DEMOLITION PLAN

L0.4 IRRIGATION DEMOLITION PLAN

L1.1 TREE PLANTING PLAN

L1.2 TREE PLANTING PLAN

L2.1 SHRUB/TURF PLANTING PLAN

L2.2 SHRUB/TURF PLANTING PLAN

L3.1 LANDSCAPE IRRIGATION PLAN

L3.2 LANDSCAPE IRRIGATION PLAN

L4.1 LANDSCAPE PLANTING DETAIL

L4.2 LANDSCAPE IRRIGATION DETAIL

L4.3 LANDSCAPE IRRIGATION DETAIL AND CALCULATION

ARCHITECTURE

A1.01 DEMOLITION SITE PLAN

A1.11 IMPROVEMENT SITE PLAN

A1.21 ENLARGED SITE PLANS

AA2.10 UNIT A - DEMOLITION FLOOR PLAN

AA2.11 UNIT A - IMPROVEMENT FLOOR PLAN & EXTERIOR ELEVATIONS

AA2.12 UNIT A - FINISH AND SIGNAGE PLAN

AA3.10 UNIT A - DEMOLITION REFLECTED CEILING PLAN

AA3.11 UNIT A - IMPROVEMENT REFLECTED CEILING PLAN

AA7.11 UNIT A - ENLARGED PLANS & INTERIOR ELEVATIONS

AA8.11 UNIT A - INTERIOR ELEVATIONS

AB2.10 UNIT B - DEMOLITION FLOOR PLAN

AB2.11 UNIT B - IMPROVEMENT FLOOR PLAN & EXTERIOR ELEVATION

AB2.12 UNIT B - FINISH AND SIGNAGE PLAN

AC2.10 UNIT C - DEMOLITION FLOOR PLAN

AC2.11 UNIT C - IMPROVEMENT FLOOR PLAN

AC2.12 UNIT C - FINISH AND SIGNAGE PLAN
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AD8.11 UNIT D - INTERIOR ELEVATIONS
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AE2.10 UNIT E - DEMOLITION FLOOR PLAN

AE2.11 UNIT E - IMPROVEMENT FLOOR PLAN & EXTERIOR ELEVATIONS
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AF2.12 UNIT F - FINISH AND SIGNAGE PLAN
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AG2.10 UNIT G - DEMOLITION FLOOR PLAN

AG2.11 UNIT G - IMPROVEMENT FLOOR PLAN

AG2.12 UNIT G - FINISH AND SIGNAGE PLAN

AG3.10 UNIT G - DEMOLITION REFLECTED CEILING PLAN

AG3.11 UNIT G - IMPROVEMENT REFLECTED CEILING PLAN

AG7.11 UNIT G - ENLARGED PLANS & INTERIOR ELEVATIONS

AG8.11 UNIT G - INTERIOR ELEVATIONS

AG8.12 UNIT G - INTERIOR ELEVATIONS

A9.11 DOOR SCHEDULE

A10.01 SITE AND GATE DETAILS

A10.02 SITE DETAILS

A10.11 WALL DETAILS

A10.12 WALL DETAILS

A10.61 CASEWORK DETAILS

A10.71 ACCESSORY ITEM TYPES AND MOUNTING HEIGHTS

A10.81 SIGNAGE DETAILS

A10.91 MISCELLANEOUS DETAILS

PLUMBING

P0.01 PLUMBING GENERAL NOTES AND LEGENDS

P0.02 PLUMBING FIXTURE CONNECTION SCHEDULE

PA2.10 UNIT A – PLUMBING DEMOLITION PLAN

PA2.11 UNIT A – PLUMBING IMPROVEMENT PLAN

PB2.10 UNIT B – PLUMBING DEMOLITION PLAN

PB2.11 UNIT B – PLUMBING IMPROVEMENT PLAN

PC2.10 UNIT C – PLUMBING DEMOLITION PLAN

PC2.11 UNIT C – PLUMBING IMPROVEMENT PLAN

PD2.10 UNIT D – PLUMBING DEMOLITION PLAN

PD2.11 UNIT D – PLUMBING IMPROVEMENT PLAN

PE2.10 UNIT E – PLUMING DEMOLITION PLAN

PE2.11 UNIT E – PLUMBING IMPROVEMENT PLAN

PF2.10 UNIT F – PLUMBING DEMOLITION PLAN

PF2.11 UNIT F – PLUMBING IMPROVEMENT PLAN

PG2.10 UNIT G – PLUMBING DEMOLITION PLAN

PG2.11 UNIT G – PLUMBING IMPROVEMENT PLAN

MECHANICAL

M0.01 HVAC GENERAL NOTES AND LEGENDS

M0.02 HVAC SCHEDULES

MA2.10 UNIT A - HVAC DEMOLITION PLAN

MA2.11 UNIT A - HVAC IMPROVEMENT PLAN

MG2.10 UNIT G - HVAC DEMOLITION PLAN

MG2.11 UNIT G - HVAC IMPROVEMENT PLAN

M5.01 HVAC DETAILS

ELECTRICAL

E0.01 ELECTRICAL COVER SHEET

E1.11 ELECTRICAL DEMOLITION SITE PLAN

E1.12 ELECTRICAL SITE PLAN

E2.11 ELECTRICAL FLOOR PLANS BUILDING A

E2.21 ELECTRICAL FLOOR PLAN BUILDING B

E2.31 ELECTRICAL FLOOR PLANS BUILDINGS D AND E

E2.41 ELECTRICAL FLOOR PLANS BUILDING G

E3.01 ELECTRICAL DETAILS

E4.01 LIGHTING CONTROL DETAILS

E5.01 TITLE 24 FORMS

E6.01 FIRE ALARM CUT SHEETS
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CODE SITE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1" = 30'-0"

CODE SITE PLAN 1

SHEET NOTES

SN.01 PARKING LOT ENTRANCE SIGN
TOW AWAY SIGN UPGRADED UNDER THIS
APPLICATION

SN.02 UNISEX STAFF RESTROOM
UPGRADED UNDER THIS APPLICATION

SN.03 UNISEX STUDENT RESTROOM
UPGRADED UNDER THIS APPLICATION

SN.04 BOYS RESTROOM
UPGRADED UNDER THIS APPLICATION

SN.05 GIRLS RESTROOM
UPGRADED UNDER THIS APPLICATION

SN.06 DRINKING FOUNTAIN
UPGRADED UNDER THIS APPLICATION

SN.07 STUDENT UNISEX RESTROOM
PER APPLICATION  02-66828

SN.08 EXISTING FIRE LANE
SN.09 EXISTING STANDARD STAFF UNISEX RESTROOM
SN.10 STAFF UNISEX RESTROOM

PER APPLICATION  02-66828

1. SITE WALKWAYS SHALL PROVIDE A BARRIER-FREE P.O.T.  
ABRUPT CHANGES IN LEVEL ALONG ANY P.O.T. ARE 
ALLOWED UP TO 1/2". ONLY ABRUPT CHANGES IN ELEVATION 
UP TO 1/4" ARE ALLOWED TO HAVE A VERTICAL TRANSITION. 
ABRUPT CHANGES IN ELEVATION BETWEEN 1/4" AND 1/2" 
SHALL BE BEVELED WITH A SLOPE  NO GREATER THAN 1-
UNIT VERTICAL TO 2-UNITS HORIZONTAL. 

2.  WALKWAYS SHALL BE FREE OF GRATINGS WHEREVER 
POSSIBLE. GRATING WHICH OCCUR WITHIN THE P.O.T. 
SHALL HAVE OPENINGS WHICH DO NOT EXCEED 1/2" IN THE 
DIRECTION OF TRAVEL PER CBC SECTION 11B-302.3.

3.  AN ABRUPT DROP-OFF CHANGE IN ELEVATION AT THE EDGE 
OF ANY WALK  INTO AN ADJACENT PLANTER 
SHALL NOT EXCEED 4".

4.  SLOPES IN THE DIRECTION OF THE P.O.T. GREATER THAN 1-
UNIT VERTICAL TO 20-UNITS HORIZONTAL SHALL BE 
CONSIDERED A RAMP AND WILL REQUIRE HANDRAILS ON 
BOTH SIDES PER CBC SECTION 11B-505 SLOPES IN THE 
DIRECTION OF THE P.O.T. ALONG WALKWAYS SHALL NOT 
EXCEED 5%. CROSS SLOPES IN THE P.O.T. ALONG 
WALKWAYS SHALL NOT EXCEED 2%.

5.  ALL WALKWAYS WITHIN THE P.O.T. SHALL BE A 
MINIMUM OF 48" IN WIDTH. SURFACES WITH A SLOPE OF 5% 
OR LESS SHALL BE AT LEAST AS SLIP-RESISTANT AS THAT 
PROVIDED BY A LIGHT BROOM FINISH. SURFACES WITH A 
SLOPE OF MORE THAN 5% SHALL BE AT LEAST AS SLIP-
RESISTANT AS THAT PROVIDED BY A MEDIUM BROOM 
FINISH.

6.  OBJECTS PROTRUDING INTO THE P.O.T. SHALL NOT REDUCE 
THE CLEAR WIDTH OR MANEUVERING SPACE WITHIN THE 
P.O.T. PER CBC SECTION 11B-307.

DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE IN CHARGE STATEMENT: THE POT IDENTIFIED 
IN THESE CONSTRUCTION DOCUMENTS IS COMPLIANT WITH THE CURRENT APPLICABLE 
CALIFORNIA BUILDING CODE ACCESSIBILITY PROVISIONS FOR PATH OF TRAVEL REQUIREMENTS 

FOR ALTERATIONS, ADDITIONS AND STRUCTURAL REPAIRS. AS PART OF THE DESIGN OF THIS 
PROJECT, THE POT WAS EXAMINED AND ANY ELEMENTS, COMPONENTS OR PORTIONS OF THE 
POT THAT WERE DETERMINED TO BE NON-COMPLIANT

1) HAVE BEEN IDENTIFIED AND
2) THE CORRECTIVE WORK NECESSARY TO BRING THEM INTO COMPLIANCE HAS BEEN 
INCLUDED WITHIN THE SCOPE OF THIS PROJECT'S WORK THROUGH DETAILS, DRAWINGS, AND 
SPECIFICATIONS INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS. 

ANY NONCOMPLIANT ELEMENTS, COMPONENTS OR PORTIONS OF THE POT THAT WILL NOT BE 
CORRECTED BY THIS PROJECT BASED ON VALUATION THRESHOLD LIMITATIONS OR A FINDING OF 
UNREASONABLE HARDSHIP ARE SO INDICATED IN THESE CONSTRUCTION DOCUMENTS.

DURING CONSTRUCTION, IF POT ITEMS WITHIN THE SCOPE OF THE PROJECT REPRESENTED AS 
CODE COMPLIANT ARE FOUND TO BE NON-CONFORMING BEYOND REASONABLE CONSTRUCTION 
TOLERANCES, THEY SHALL BE BROUGHT TO COMPLIANCE WITH THE CBC AS PART OF THIS 
PROJECT BY MEANS OF A CONSTRUCTION CHANGE DOCUMENT.

EXISTING PATH OF TRAVEL (POT): ARCHITECT STATEMENT

EXISTING BUILDING DESIGNATION

UNIT DESCRIPTION DSA APPLICATION # AREA (SF) OCCUPANCY CONST. TYPE NOTES

UNIT A ADMINISTRATION 66828 3,008 B2 V-N NON-SPRINKLERED

UNIT B MULTIPURPOSE 66828 8,838 A2-1 WITH B AND S-1 V-1 HR STAGE
SPRINKLERED
ONLY

UNIT C LIBRARY 66828 4,562 E1 V-N NON-SPRINKLERED

UNIT D CLASSROOMS BUILDING 66828 6,624 E1 V-N NON-SPRINKLERED

UNIT E CLASSROOMS BUILDING 66828 6,347 E1 V-N NON-SPRINKLERED

UNIT F CLASSROOMS BUILDING 66828 6,347 E1 V-N NON-SPRINKLERED

UNIT G KINDERGARTEN 66828 3,598 E1 V-N NON-SPRINKLERED

UNIT P1 RELOCATABLE
CLASSROOM

02-50586 960 E1 V-N NON-SPRINKLERED

UNIT P2 RELOCATABLE
CLASSROOM

02-100397 960 E1 V-N NON-SPRINKLERED

UNIT P3 STUDENT CARE 113774 1920 E1 V-N NON-SPRINKLERED

TN

PN

PARKING LOT 'A' ACCESSIBLE PARKING STALL CALCULATION

TOTAL PARKING STALL COUNT:
ACCESSIBLE PARKING STALLS

61 STALLS
(TABLE 11B-208.2)

REQUIRED ACCESSIBLE STALLS:
REQUIRED VAN ACCESSIBLE STALLS:
ACCESSIBLE STALLS PROVIDED:

3 (51-75 TOTAL STALLS)
1 (1-6 ACCESSIBLE STALLS)

3 STANDARD & 1 VAN

TOTAL PARKING STALL COUNT:
ACCESSIBLE PARKING STALLS

10 STALLS
(TABLE 11B-208.2)

REQUIRED ACCESSIBLE STALLS:
REQUIRED VAN ACCESSIBLE STALLS:
ACCESSIBLE STALLS PROVIDED:

1 (1-25 TOTAL STALLS)
1 (1-6 ACCESSIBLE STALLS)

1 VAN

PARKING LOT 'B' ACCESSIBLE PARKING STALL CALCULATION
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1. PRIOR TO START OF CONSTRUCTION CONTRACTOR REQUIRED TO CONTACT:
NAME, TITLE: __________________
PHONE NUMBER: ________________
TO SET UP A MEETING ON SITE TO OPERATE THE EXISTING SPRINKLER IRRIGATION
SYSTEM AND DISCUSS THE MODIFICATIONS THAT ARE TO BE MADE TO THE EXISTING
SYSTEM TO ACCOMMODATE FOR THE NEW CONSTRUCTION.

2. CONTRACTOR TO OPERATE AND PROGRAM EXISTING SPRINKLER IRRIGATION SYSTEM
THAT IS TO REMAIN IN ORDER TO PROVIDE WATER TO THE EXISTING LANDSCAPE TO
REMAIN.

3. CONTRACTOR TO REMOVE ALL EXISTING PIPE AND SPRINKLER HEADS WHEN THEY ARE
IN NEW PLANTING AREAS.

4. CONTRACTOR TO RESTORE AND REPAIR ANY EXISTING SPRINKLER IRRIGATION SYSTEM
OR EXISTING LANDSCAPE WHICH IS IN AREAS TO REMAIN THAT IS DAMAGED BY NEW
WORK.

5. ALL WORK TO EXISTING SPRINKLER IRRIGATION SYSTEM TO BE COMPLETED PRIOR TO
SITE DEMOLITION.
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EXISTING LANDSCAPE IRRIGATION TO REVISED

PRE-CONSTRUCTION SPRINKLER IRRIGATION NOTES

1. PRIOR TO START OF CONSTRUCTION CONTRACTOR REQUIRED TO CONTACT:
NAME, TITLE: __________________
PHONE NUMBER: ________________
TO SET UP A MEETING ON SITE TO OPERATE THE EXISTING SPRINKLER IRRIGATION
SYSTEM AND DISCUSS THE MODIFICATIONS THAT ARE TO BE MADE TO THE EXISTING
SYSTEM TO ACCOMMODATE FOR THE NEW CONSTRUCTION.

2. CONTRACTOR TO OPERATE AND PROGRAM EXISTING SPRINKLER IRRIGATION SYSTEM
THAT IS TO REMAIN IN ORDER TO PROVIDE WATER TO THE EXISTING LANDSCAPE TO
REMAIN.

3. CONTRACTOR TO REMOVE ALL EXISTING PIPE AND SPRINKLER HEADS WHEN THEY ARE
IN NEW PLANTING AREAS.

4. CONTRACTOR TO RESTORE AND REPAIR ANY EXISTING SPRINKLER IRRIGATION SYSTEM
OR EXISTING LANDSCAPE WHICH IS IN AREAS TO REMAIN THAT IS DAMAGED BY NEW
WORK.

5. ALL WORK TO EXISTING SPRINKLER IRRIGATION SYSTEM TO BE COMPLETED PRIOR TO
SITE DEMOLITION.

MATCHLINE, SEE SHEET L0.3
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LANDSCAPE LEGENDKEY

PLANTING AND TURF INSTALLATION SEASONS AND CONDITIONS

GENERAL LANDSCAPE REQUIREMENTS/NOTES

ENVIRONMENTAL REQUIREMENTS:

PROTECTION:

TREES - NOT ALL SYMBOLS SHOWN

EXISTING TREES TO REMAIN

PLANT QUANTITY
PLANT KEY

CONCRETE MOWSTRIP

SOIL TESTING/SOIL IMPROVEMENT:

EXISTING LANDSCAPE AND SPRINKLER IRRIGATION SYSTEM

DIRECTED BY LANDSCAPE ARCHITECT, DO NOT CUT TREE LEADERS, AND REMOVE ONLY INJURED OR DEAD 
HORTICULTURAL PRACTICE. PRUNE TREES TO RETAIN REQUIRED HEIGHT AND SPREAD. UNLESS OTHERWISE 
SPECIFICATIONS SHALL PREVAIL. PRUNE, THIN OUT AND SHAPE TREES IN ACCORDANCE WITH ANSI STANDARD 
DRAWINGS. WHERE DRAWINGS OR SPECIFICATIONS ARE IN CONFLICT WITH ANSI Z60.1, DRAWINGS AND 
AMERICAN STANDARD FOR NURSERY STOCK, EXCEPT AS OTHERWISE STATED IN SPECIFICATIONS OR SHOWN ON 
PLANTS SHALL BE IN ACCORDANCE WITH AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) ANSI Z60.1- 

BRANCHES FROM FLOWERING TREES.  

PLANT MATERIAL STANDARDS

SOIL PERCOLATION

ROOT BARRIER, INSTALL WHERE SHOWN ON PLANS

1. NO PLANTING SHALL BE STARTED UNTIL SPRINKLER IRRIGATION SYSTEM HAS BEEN TESTED BY CONTRACTOR
IN PRESENCE OF OWNER'S REPRESENTATIVE AND NOTED DEFICIENCIES CORRECTED.

2. NO PLANTING SHALL BE STARTED UNTIL SOIL PREPARATION AND FINISH GRADING OPERATIONS HAVE BEEN
COMPLETED AND APPROVED BY THE OWNER'S REPRESENTATIVE.

3. QUANTITIES SHOWN ON PLANT MATERIAL LIST ARE APPROXIMATE. PROVIDE QUANTITIES INDICATED ON
LANDSCAPE PLAN.

4. PLANT MATERIAL IS SUBJECT TO APPROVAL OF OWNER'S REPRESENTATIVE.

5. SEE SHEET L4.1 FOR PLANTING INSTALLATION DETAILS.

GENERAL: PROCEED WITH WORK IN ORDERLY AND TIMELY MANNER TO COMPLETE INSTALLATION OF LANDSCAPING
WITHIN CONTRACT LIMITS.

EXISTING CONSTRUCTION: EXECUTE WORK IN AN ORDERLY AND CAREFUL MANNER TO PROTECT NEW CONCRETE
WALKS, WORK OF OTHER TRADES, AND OTHER IMPROVEMENTS.

EXISTING UTILITIES: DETERMINE LOCATION OF UNDERGROUND UTILITIES AND PERFORM WORK IN A MANNER WHICH
WILL AVOID POSSIBLE DAMAGE. HAND EXCAVATE, AS REQUIRED, TO MINIMIZE POSSIBILITY OF DAMAGE TO
UNDERGROUND UTILITIES. MAINTAIN GRADE STAKES SET BY OTHERS UNTIL REMOVAL IS MUTUALLY AGREED UPON
BY ALL PARTIES CONCERNED. BE RESPONSIBLE FOR PROTECTION OF EXISTING UTILITIES WITHIN CONSTRUCTION
AREA; REPAIR DAMAGE TO UTILITIES THAT OCCUR AS A RESULT OF OPERATIONS OF THIS WORK.

LANDSCAPING: PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS,
OPERATIONS BY OTHER CONTRACTORS AND TRADES AND TRESPASSERS. MAINTAIN PROTECTION DURING
INSTALLATION AND MAINTENANCE PERIODS. TREAT, REPAIR OR REPLACE DAMAGED LANDSCAPE WORK AS
DIRECTED AT NO ADDITIONAL COST TO CONTRACT.

ADVERSE CONDITIONS: WHEN CONDITIONS DETRIMENTAL TO SOD OR PLANT GROWTH ARE ENCOUNTERED, SUCH
AS RUBBLE FILL, ADVERSE DRAINAGE CONDITIONS, OR OBSTRUCTIONS, NOTIFY OWNER'S REPRESENTATIVE BEFORE
STARTING WORK.

NO WORK SHALL BE DONE WHEN GROUND IS FROZEN, SNOW COVERED, TOO WET OR IN AN OTHERWISE
UNSUITABLE CONDITION FOR AMENDING SOIL, FINISH GRADING OR PLANTING.

SEE SPECIFICATIONS 32 90 00, SECTION 3.02 SOIL TESTING AND SECTION 3.03 PREPARATION.

EXCAVATE 10 PLANTING PITS IN RANDOM AREAS OF SITE. FILL EXCAVATED PLANTING PITS WITH WATER TO
1/2 DEPTH OF PIT. PITS SHOULD DRAIN WITHIN 4 HOURS. IF PLANTING PITS DO NOT DRAIN, NOTIFY
INSPECTOR IMMEDIATELY. PLANTING SHALL NOT BE STARTED UNTIL OWNER'S REPRESENTATIVE HAS RESOLVED
A METHOD TO REMEDY DRAINAGE ISSUE.

WORK LIMITS OF THIS PROJECT EXTEND INTO AREAS THAT WERE PREVIOUSLY DEVELOPED UNDER OTHER
CONTRACTS. PRIOR TO START OF WORK, CONTRACTOR SHALL MEET WITH OWNER'S REPRESENTATIVE TO LOCATE
ALL CONNECTIONS CALLED FOR ON DRAWINGS. WORK LIMITS/FENCING SHALL BE LAID OUT BY CONTRACTOR AND
VERIFIED BY OWNER'S REPRESENTATIVE. FENCE TO BE INSTALLED AND IRRIGATION SYSTEM SHALL BE TESTED
WITH CONTRACTOR, INSPECTOR, AND OWNER'S REPRESENTATIVE PRESENT.  DEFICIENCIES SHALL BE NOTED AT
THIS TIME AND ARE THE RESPONSIBILITY OF OWNER. AT COMPLETION OF WORK, SYSTEM WILL AGAIN BE TESTED,
DEFICIENCIES NOTED AT THIS TIME THAT WERE NOT NOTED PREVIOUSLY WILL BE RESPONSIBILITY OF
CONTRACTOR. EXISTING LANDSCAPE THAT HAS BEEN DAMAGED DUE TO CONSTRUCTION SHALL BE RESTORED TO
ORIGINAL CONDITION BY CONTRACTOR AT NO ADDITIONAL COST TO OWNER. PRIOR TO MAKING ANY CONNECTION
TO MAIN LINE, CONTRACTOR SHALL NOTIFY OWNER 1 WEEK IN ADVANCE SO ADJUSTMENTS TO EXISTING
WATERING PROGRAMS CAN BE MADE.

24" BOX 1 GLE. GLEDITSIA TRIACANTHOS 'SUNBURST' ... HONEY LOCUST LOW
24" BOX 2 PIS. PISTCIA CHINENSIS 'KEITH DAVEY' ... CHINESE PISTACHE LOW
24" BOX 2 QUE. QUERCUS AGRIFOLIA ... COAST LIVE OAK LOW
24" BOX 2 ULM. ULMUS 'FRONTIER' ... FRONTIER ELM LOW

BOTANICAL NAME ... COMMON NAME

TREES:

TREE MATERIAL LIST
QTY.SIZE KEY WATER

USE

TREE PLANTING PLAN
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PLANTING AND TURF INSTALLATION SEASONS AND CONDITIONS

GENERAL LANDSCAPE REQUIREMENTS/NOTES

ENVIRONMENTAL REQUIREMENTS:

PROTECTION:

TREES - NOT ALL SYMBOLS SHOWN

EXISTING TREES TO REMAIN

PLANT QUANTITY
PLANT KEY

CONCRETE MOWSTRIP

SOIL TESTING/SOIL IMPROVEMENT:

EXISTING LANDSCAPE AND SPRINKLER IRRIGATION SYSTEM

DIRECTED BY LANDSCAPE ARCHITECT, DO NOT CUT TREE LEADERS, AND REMOVE ONLY INJURED OR DEAD 
HORTICULTURAL PRACTICE. PRUNE TREES TO RETAIN REQUIRED HEIGHT AND SPREAD. UNLESS OTHERWISE 
SPECIFICATIONS SHALL PREVAIL. PRUNE, THIN OUT AND SHAPE TREES IN ACCORDANCE WITH ANSI STANDARD 
DRAWINGS. WHERE DRAWINGS OR SPECIFICATIONS ARE IN CONFLICT WITH ANSI Z60.1, DRAWINGS AND 
AMERICAN STANDARD FOR NURSERY STOCK, EXCEPT AS OTHERWISE STATED IN SPECIFICATIONS OR SHOWN ON 
PLANTS SHALL BE IN ACCORDANCE WITH AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) ANSI Z60.1- 

BRANCHES FROM FLOWERING TREES.  

PLANT MATERIAL STANDARDS

SOIL PERCOLATION

ROOT BARRIER, INSTALL WHERE SHOWN ON PLANS

1. NO PLANTING SHALL BE STARTED UNTIL SPRINKLER IRRIGATION SYSTEM HAS BEEN TESTED BY CONTRACTOR
IN PRESENCE OF OWNER'S REPRESENTATIVE AND NOTED DEFICIENCIES CORRECTED.

2. NO PLANTING SHALL BE STARTED UNTIL SOIL PREPARATION AND FINISH GRADING OPERATIONS HAVE BEEN
COMPLETED AND APPROVED BY THE OWNER'S REPRESENTATIVE.

3. QUANTITIES SHOWN ON PLANT MATERIAL LIST ARE APPROXIMATE. PROVIDE QUANTITIES INDICATED ON
LANDSCAPE PLAN.

4. PLANT MATERIAL IS SUBJECT TO APPROVAL OF OWNER'S REPRESENTATIVE.

5. SEE SHEET L4.1 FOR PLANTING INSTALLATION DETAILS.

GENERAL: PROCEED WITH WORK IN ORDERLY AND TIMELY MANNER TO COMPLETE INSTALLATION OF LANDSCAPING
WITHIN CONTRACT LIMITS.

EXISTING CONSTRUCTION: EXECUTE WORK IN AN ORDERLY AND CAREFUL MANNER TO PROTECT NEW CONCRETE
WALKS, WORK OF OTHER TRADES, AND OTHER IMPROVEMENTS.

EXISTING UTILITIES: DETERMINE LOCATION OF UNDERGROUND UTILITIES AND PERFORM WORK IN A MANNER WHICH
WILL AVOID POSSIBLE DAMAGE. HAND EXCAVATE, AS REQUIRED, TO MINIMIZE POSSIBILITY OF DAMAGE TO
UNDERGROUND UTILITIES. MAINTAIN GRADE STAKES SET BY OTHERS UNTIL REMOVAL IS MUTUALLY AGREED UPON
BY ALL PARTIES CONCERNED. BE RESPONSIBLE FOR PROTECTION OF EXISTING UTILITIES WITHIN CONSTRUCTION
AREA; REPAIR DAMAGE TO UTILITIES THAT OCCUR AS A RESULT OF OPERATIONS OF THIS WORK.

LANDSCAPING: PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS,
OPERATIONS BY OTHER CONTRACTORS AND TRADES AND TRESPASSERS. MAINTAIN PROTECTION DURING
INSTALLATION AND MAINTENANCE PERIODS. TREAT, REPAIR OR REPLACE DAMAGED LANDSCAPE WORK AS
DIRECTED AT NO ADDITIONAL COST TO CONTRACT.

ADVERSE CONDITIONS: WHEN CONDITIONS DETRIMENTAL TO SOD OR PLANT GROWTH ARE ENCOUNTERED, SUCH
AS RUBBLE FILL, ADVERSE DRAINAGE CONDITIONS, OR OBSTRUCTIONS, NOTIFY OWNER'S REPRESENTATIVE BEFORE
STARTING WORK.

NO WORK SHALL BE DONE WHEN GROUND IS FROZEN, SNOW COVERED, TOO WET OR IN AN OTHERWISE
UNSUITABLE CONDITION FOR AMENDING SOIL, FINISH GRADING OR PLANTING.

SEE SPECIFICATIONS 32 90 00, SECTION 3.02 SOIL TESTING AND SECTION 3.03 PREPARATION.

EXCAVATE 10 PLANTING PITS IN RANDOM AREAS OF SITE. FILL EXCAVATED PLANTING PITS WITH WATER TO
1/2 DEPTH OF PIT. PITS SHOULD DRAIN WITHIN 4 HOURS. IF PLANTING PITS DO NOT DRAIN, NOTIFY
INSPECTOR IMMEDIATELY. PLANTING SHALL NOT BE STARTED UNTIL OWNER'S REPRESENTATIVE HAS RESOLVED
A METHOD TO REMEDY DRAINAGE ISSUE.

WORK LIMITS OF THIS PROJECT EXTEND INTO AREAS THAT WERE PREVIOUSLY DEVELOPED UNDER OTHER
CONTRACTS. PRIOR TO START OF WORK, CONTRACTOR SHALL MEET WITH OWNER'S REPRESENTATIVE TO LOCATE
ALL CONNECTIONS CALLED FOR ON DRAWINGS. WORK LIMITS/FENCING SHALL BE LAID OUT BY CONTRACTOR AND
VERIFIED BY OWNER'S REPRESENTATIVE. FENCE TO BE INSTALLED AND IRRIGATION SYSTEM SHALL BE TESTED
WITH CONTRACTOR, INSPECTOR, AND OWNER'S REPRESENTATIVE PRESENT.  DEFICIENCIES SHALL BE NOTED AT
THIS TIME AND ARE THE RESPONSIBILITY OF OWNER. AT COMPLETION OF WORK, SYSTEM WILL AGAIN BE TESTED,
DEFICIENCIES NOTED AT THIS TIME THAT WERE NOT NOTED PREVIOUSLY WILL BE RESPONSIBILITY OF
CONTRACTOR. EXISTING LANDSCAPE THAT HAS BEEN DAMAGED DUE TO CONSTRUCTION SHALL BE RESTORED TO
ORIGINAL CONDITION BY CONTRACTOR AT NO ADDITIONAL COST TO OWNER. PRIOR TO MAKING ANY CONNECTION
TO MAIN LINE, CONTRACTOR SHALL NOTIFY OWNER 1 WEEK IN ADVANCE SO ADJUSTMENTS TO EXISTING
WATERING PROGRAMS CAN BE MADE.

24" BOX 1 GLE. GLEDITSIA TRIACANTHOS 'SUNBURST' ... HONEY LOCUST LOW
24" BOX 2 PIS. PISTCIA CHINENSIS 'KEITH DAVEY' ... CHINESE PISTACHE LOW
24" BOX 2 QUE. QUERCUS AGRIFOLIA ... COAST LIVE OAK LOW
24" BOX 2 ULM. ULMUS 'FRONTIER' ... FRONTIER ELM LOW

BOTANICAL NAME ... COMMON NAME

TREES:

TREE MATERIAL LIST
QTY.SIZE KEY WATER

USE

MATCHLINE, SEE SHEET L1.1

L1.2
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BLDG  E

BLDG  C

BLDG  A

BLDG  B

BLDG  D

BLDG

BLDG

BLDG

VAN

NO PARKING
NO

PARKING

77-JUN.
25-RHA.U.

23-MYO.

DECOMPOSED
GRANITE

33-MYO.
10-CAL.

33-GRE.N.

 4-CAL.
26-LOM. 17-JUN.

19-CAL.
16-SAL.

7-ANI.
5-CEA.

14-TEU.
 3-ANI. 3-LOR.

11-RHA.U.

21-TRA.

1-GRE.N.
16-SAL.

13-LOR.

40-GRE.L.
 9-ANI.

BARK MULCH ONLY

BARK MULCH ONLY

6-TEU.

BARK MULCH
ONLY

91-HYP.
15-RHA.J.

25-MYO.

9-NAN.
24-TEU.

7 - AAA.

KEY LANDSCAPE LEGEND

TREE OUTLINE FOR REFERENCE

SHRUBS

BARK MULCH ONLY

CONCRETE MOWSTRIP

PLANT QUANTITY

PLANT KEY

EXISTING LANDSCAPE AND SPRINKLER AREAS TO REMAIN

EXISTING LANDSCAPE AND SPRINKLER IRRIGATION SYSTEM

PLANT MATERIAL STANDARDS

SOIL PERCOLATION

PLANTING AND TURF INSTALLATION SEASONS AND CONDITIONS

GENERAL LANDSCAPE REQUIREMENTS/NOTES

SOIL TESTING/SOIL IMPROVEMENT:

ENVIRONMENTAL REQUIREMENTS:

PROTECTION:

SHRUBS

EXISTING LAWN TO BE REPAIRED (SLIT SEED)

1. NO PLANTING SHALL BE STARTED UNTIL SPRINKLER IRRIGATION SYSTEM HAS BEEN TESTED BY CONTRACTOR
IN PRESENCE OF OWNER'S REPRESENTATIVE AND NOTED DEFICIENCIES CORRECTED.

2. NO PLANTING SHALL BE STARTED UNTIL SOIL PREPARATION AND FINISH GRADING OPERATIONS HAVE BEEN
COMPLETED AND APPROVED BY THE OWNER'S REPRESENTATIVE.

3. QUANTITIES SHOWN ON PLANT MATERIAL LIST ARE APPROXIMATE. PROVIDE QUANTITIES INDICATED ON
LANDSCAPE PLAN.

4. PLANT MATERIAL IS SUBJECT TO APPROVAL OF OWNER'S REPRESENTATIVE.

5. SEE SHEET L4.1 FOR PLANTING INSTALLATION DETAILS.

EXISTING TREES TO REMAIN

WORK LIMITS OF THIS PROJECT EXTEND INTO AREAS THAT WERE PREVIOUSLY DEVELOPED UNDER OTHER
CONTRACTS. PRIOR TO START OF WORK, CONTRACTOR SHALL MEET WITH OWNER'S REPRESENTATIVE TO LOCATE
ALL CONNECTIONS CALLED FOR ON DRAWINGS. WORK LIMITS/FENCING SHALL BE LAID OUT BY CONTRACTOR AND
VERIFIED BY OWNER'S REPRESENTATIVE. FENCE TO BE INSTALLED AND IRRIGATION SYSTEM SHALL BE TESTED
WITH CONTRACTOR, INSPECTOR, AND OWNER'S REPRESENTATIVE PRESENT.  DEFICIENCIES SHALL BE NOTED AT
THIS TIME AND ARE THE RESPONSIBILITY OF OWNER. AT COMPLETION OF WORK, SYSTEM WILL AGAIN BE TESTED,
DEFICIENCIES NOTED AT THIS TIME THAT WERE NOT NOTED PREVIOUSLY WILL BE RESPONSIBILITY OF
CONTRACTOR. EXISTING LANDSCAPE THAT HAS BEEN DAMAGED DUE TO CONSTRUCTION SHALL BE RESTORED TO
ORIGINAL CONDITION BY CONTRACTOR AT NO ADDITIONAL COST TO OWNER. PRIOR TO MAKING ANY CONNECTION
TO MAIN LINE, CONTRACTOR SHALL NOTIFY OWNER 1 WEEK IN ADVANCE SO ADJUSTMENTS TO EXISTING
WATERING PROGRAMS CAN BE MADE.

PLANTS SHALL BE IN ACCORDANCE WITH AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) ANSI Z60.1-
AMERICAN STANDARD FOR NURSERY STOCK, EXCEPT AS OTHERWISE STATED IN SPECIFICATIONS OR SHOWN ON
DRAWINGS. WHERE DRAWINGS OR SPECIFICATIONS ARE IN CONFLICT WITH ANSI Z60.1, DRAWINGS AND
SPECIFICATIONS SHALL PREVAIL. PRUNE, THIN OUT AND SHAPE TREES IN ACCORDANCE WITH ANSI STANDARD
HORTICULTURAL PRACTICE. PRUNE TREES TO RETAIN REQUIRED HEIGHT AND SPREAD. UNLESS OTHERWISE
DIRECTED BY LANDSCAPE ARCHITECT, DO NOT CUT TREE LEADERS, AND REMOVE ONLY INJURED OR DEAD
BRANCHES FROM FLOWERING TREES.

EXCAVATE 10 PLANTING PITS IN RANDOM AREAS OF SITE. FILL EXCAVATED PLANTING PITS WITH WATER TO
1/2 DEPTH OF PIT. PITS SHOULD DRAIN WITHIN 4 HOURS. IF PLANTING PITS DO NOT DRAIN, NOTIFY
INSPECTOR IMMEDIATELY. PLANTING SHALL NOT BE STARTED UNTIL OWNER'S REPRESENTATIVE HAS RESOLVED
A METHOD TO REMEDY DRAINAGE ISSUE.

NO WORK SHALL BE DONE WHEN GROUND IS FROZEN, SNOW COVERED, TOO WET OR IN AN OTHERWISE
UNSUITABLE CONDITION FOR AMENDING SOIL, FINISH GRADING OR PLANTING.

SEE SPECIFICATIONS 32 90 00, SECTION 3.02 SOIL TESTING AND SECTION 3.03 PREPARATION.

EXISTING CONSTRUCTION: EXECUTE WORK IN AN ORDERLY AND CAREFUL MANNER TO PROTECT NEW CONCRETE
WALKS, WORK OF OTHER TRADES, AND OTHER IMPROVEMENTS.

EXISTING UTILITIES: DETERMINE LOCATION OF UNDERGROUND UTILITIES AND PERFORM WORK IN A MANNER WHICH
WILL AVOID POSSIBLE DAMAGE. HAND EXCAVATE, AS REQUIRED, TO MINIMIZE POSSIBILITY OF DAMAGE TO
UNDERGROUND UTILITIES. MAINTAIN GRADE STAKES SET BY OTHERS UNTIL REMOVAL IS MUTUALLY AGREED UPON
BY ALL PARTIES CONCERNED. BE RESPONSIBLE FOR PROTECTION OF EXISTING UTILITIES WITHIN CONSTRUCTION
AREA; REPAIR DAMAGE TO UTILITIES THAT OCCUR AS A RESULT OF OPERATIONS OF THIS WORK.

LANDSCAPING: PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS,
OPERATIONS BY OTHER CONTRACTORS AND TRADES AND TRESPASSERS. MAINTAIN PROTECTION DURING
INSTALLATION AND MAINTENANCE PERIODS. TREAT, REPAIR OR REPLACE DAMAGED LANDSCAPE WORK AS
DIRECTED AT NO ADDITIONAL COST TO CONTRACT.

ADVERSE CONDITIONS: WHEN CONDITIONS DETRIMENTAL TO SOD OR PLANT GROWTH ARE ENCOUNTERED, SUCH
AS RUBBLE FILL, ADVERSE DRAINAGE CONDITIONS, OR OBSTRUCTIONS, NOTIFY OWNER'S REPRESENTATIVE BEFORE
STARTING WORK.

GENERAL: PROCEED WITH WORK IN ORDERLY AND TIMELY MANNER TO COMPLETE INSTALLATION OF LANDSCAPING
WITHIN CONTRACT LIMITS.

LAWN (SOD)

BOTANICAL NAME ... COMMON NAME

SHRUBS:

GROUNDCOVER:

PLANT MATERIAL LIST
SIZE WATER

USEQTY. KEY

5 G.C. 32 ANI.  ANIGOZANTHOS FLAVIDUS ... KANGAROO PAW LOW
5 G.C. 103 CAL. CALLISTEMON VIMINALIS 'LITTLE JOHN' ... DWARF WEEPING BOTTLEBRUSH LOW
5 G.C. 55 GRE.N. GREVILLEA NOELII ... GREVILLEA LOW
5 G.C. 96 LOM. LOMANDRA 'PLATINUM BEAUTY' ... PLATINUM BEAUTY LOMANDRA LOW
5 G.C. 23 LOR. LOROPETALUM CHINENSE 'RUBRUM' ... CHINESE FRINGE FLOWER LOW
5 G.C. 9 NAN. NANDINA DOMESTICA ... HEAVENLY BAMBOO LOW
5 G.C.  15 RHA.J. RHAPHIOLEPIS INDICA 'JACK EVANS' ... PINK INDIA HAWTHORN MEDIUM
5 G.C.  61 RHA.U. RHAPHIOLEPIS UMBELLATA 'SOUTHERN MOON' ... YEDDA HAWTHORN LOW
5 G.C. 48 SAL. SALVIA MICROPHYLLA 'HOT LIPS' ... HOT LIPS SAGE LOW

5 G.C. 94 JUN. JUNIPERUS SABINA 'BUFFALO' ... JUNIPER LOW
5 G.C. 71 GRE.L. GREVILLEA LANIGERA 'MT. TAMBORITHA' ... WOOLY GREVILLEA LOW
5 G.C. 91 HYP. HYPERICUM CALYCINUM ... AARON'S BEARD MEDIUM
1 G.C. 205 MYO. MYOPORUM PARVIFOLIUM ... MYOPORUM LOW
5 G.C. 38 TEU. TEUCRIUM CHAMAEDRYS ... GERMANDER LOW
5 G.C.  39 TRA. TRACHELOSPERMUM ASIATICUM ... ASIAN JASMINE  MEDIUM

SHRUB/TURF PLANTING PLAN
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BLDG  G

BLDG  F

CONCRETE
MOWSTRIP

25-RHA.U.
 6-CAL.

32-MYO.

11-CAL.
12-GRE.N.

53-CAL.
70-LOM.

26-MYO.
 7-LOR.

9-ANI.
10-CEA.

 9-GRE.N.
18-TRA.
16-SAL.

31-GRE.L.
 4-ANI.

BARK MULCH ONLY

BARK MULCH ONLY

66-MYO.

7 - AAA.

KEY LANDSCAPE LEGEND

TREE OUTLINE FOR REFERENCE

SHRUBS

BARK MULCH ONLY

CONCRETE MOWSTRIP

PLANT QUANTITY

PLANT KEY

EXISTING LANDSCAPE AND SPRINKLER AREAS TO REMAIN

EXISTING LANDSCAPE AND SPRINKLER IRRIGATION SYSTEM

PLANT MATERIAL STANDARDS

SOIL PERCOLATION

PLANTING AND TURF INSTALLATION SEASONS AND CONDITIONS

GENERAL LANDSCAPE REQUIREMENTS/NOTES

SOIL TESTING/SOIL IMPROVEMENT:

ENVIRONMENTAL REQUIREMENTS:

PROTECTION:

SHRUBS

EXISTING LAWN TO BE REPAIRED (SLIT SEED)

1. NO PLANTING SHALL BE STARTED UNTIL SPRINKLER IRRIGATION SYSTEM HAS BEEN TESTED BY CONTRACTOR
IN PRESENCE OF OWNER'S REPRESENTATIVE AND NOTED DEFICIENCIES CORRECTED.

2. NO PLANTING SHALL BE STARTED UNTIL SOIL PREPARATION AND FINISH GRADING OPERATIONS HAVE BEEN
COMPLETED AND APPROVED BY THE OWNER'S REPRESENTATIVE.

3. QUANTITIES SHOWN ON PLANT MATERIAL LIST ARE APPROXIMATE. PROVIDE QUANTITIES INDICATED ON
LANDSCAPE PLAN.

4. PLANT MATERIAL IS SUBJECT TO APPROVAL OF OWNER'S REPRESENTATIVE.

5. SEE SHEET L4.1 FOR PLANTING INSTALLATION DETAILS.

EXISTING TREES TO REMAIN

WORK LIMITS OF THIS PROJECT EXTEND INTO AREAS THAT WERE PREVIOUSLY DEVELOPED UNDER OTHER
CONTRACTS. PRIOR TO START OF WORK, CONTRACTOR SHALL MEET WITH OWNER'S REPRESENTATIVE TO LOCATE
ALL CONNECTIONS CALLED FOR ON DRAWINGS. WORK LIMITS/FENCING SHALL BE LAID OUT BY CONTRACTOR AND
VERIFIED BY OWNER'S REPRESENTATIVE. FENCE TO BE INSTALLED AND IRRIGATION SYSTEM SHALL BE TESTED
WITH CONTRACTOR, INSPECTOR, AND OWNER'S REPRESENTATIVE PRESENT.  DEFICIENCIES SHALL BE NOTED AT
THIS TIME AND ARE THE RESPONSIBILITY OF OWNER. AT COMPLETION OF WORK, SYSTEM WILL AGAIN BE TESTED,
DEFICIENCIES NOTED AT THIS TIME THAT WERE NOT NOTED PREVIOUSLY WILL BE RESPONSIBILITY OF
CONTRACTOR. EXISTING LANDSCAPE THAT HAS BEEN DAMAGED DUE TO CONSTRUCTION SHALL BE RESTORED TO
ORIGINAL CONDITION BY CONTRACTOR AT NO ADDITIONAL COST TO OWNER. PRIOR TO MAKING ANY CONNECTION
TO MAIN LINE, CONTRACTOR SHALL NOTIFY OWNER 1 WEEK IN ADVANCE SO ADJUSTMENTS TO EXISTING
WATERING PROGRAMS CAN BE MADE.

PLANTS SHALL BE IN ACCORDANCE WITH AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) ANSI Z60.1-
AMERICAN STANDARD FOR NURSERY STOCK, EXCEPT AS OTHERWISE STATED IN SPECIFICATIONS OR SHOWN ON
DRAWINGS. WHERE DRAWINGS OR SPECIFICATIONS ARE IN CONFLICT WITH ANSI Z60.1, DRAWINGS AND
SPECIFICATIONS SHALL PREVAIL. PRUNE, THIN OUT AND SHAPE TREES IN ACCORDANCE WITH ANSI STANDARD
HORTICULTURAL PRACTICE. PRUNE TREES TO RETAIN REQUIRED HEIGHT AND SPREAD. UNLESS OTHERWISE
DIRECTED BY LANDSCAPE ARCHITECT, DO NOT CUT TREE LEADERS, AND REMOVE ONLY INJURED OR DEAD
BRANCHES FROM FLOWERING TREES.

EXCAVATE 10 PLANTING PITS IN RANDOM AREAS OF SITE. FILL EXCAVATED PLANTING PITS WITH WATER TO
1/2 DEPTH OF PIT. PITS SHOULD DRAIN WITHIN 4 HOURS. IF PLANTING PITS DO NOT DRAIN, NOTIFY
INSPECTOR IMMEDIATELY. PLANTING SHALL NOT BE STARTED UNTIL OWNER'S REPRESENTATIVE HAS RESOLVED
A METHOD TO REMEDY DRAINAGE ISSUE.

NO WORK SHALL BE DONE WHEN GROUND IS FROZEN, SNOW COVERED, TOO WET OR IN AN OTHERWISE
UNSUITABLE CONDITION FOR AMENDING SOIL, FINISH GRADING OR PLANTING.

SEE SPECIFICATIONS 32 90 00, SECTION 3.02 SOIL TESTING AND SECTION 3.03 PREPARATION.

EXISTING CONSTRUCTION: EXECUTE WORK IN AN ORDERLY AND CAREFUL MANNER TO PROTECT NEW CONCRETE
WALKS, WORK OF OTHER TRADES, AND OTHER IMPROVEMENTS.

EXISTING UTILITIES: DETERMINE LOCATION OF UNDERGROUND UTILITIES AND PERFORM WORK IN A MANNER WHICH
WILL AVOID POSSIBLE DAMAGE. HAND EXCAVATE, AS REQUIRED, TO MINIMIZE POSSIBILITY OF DAMAGE TO
UNDERGROUND UTILITIES. MAINTAIN GRADE STAKES SET BY OTHERS UNTIL REMOVAL IS MUTUALLY AGREED UPON
BY ALL PARTIES CONCERNED. BE RESPONSIBLE FOR PROTECTION OF EXISTING UTILITIES WITHIN CONSTRUCTION
AREA; REPAIR DAMAGE TO UTILITIES THAT OCCUR AS A RESULT OF OPERATIONS OF THIS WORK.

LANDSCAPING: PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS,
OPERATIONS BY OTHER CONTRACTORS AND TRADES AND TRESPASSERS. MAINTAIN PROTECTION DURING
INSTALLATION AND MAINTENANCE PERIODS. TREAT, REPAIR OR REPLACE DAMAGED LANDSCAPE WORK AS
DIRECTED AT NO ADDITIONAL COST TO CONTRACT.

ADVERSE CONDITIONS: WHEN CONDITIONS DETRIMENTAL TO SOD OR PLANT GROWTH ARE ENCOUNTERED, SUCH
AS RUBBLE FILL, ADVERSE DRAINAGE CONDITIONS, OR OBSTRUCTIONS, NOTIFY OWNER'S REPRESENTATIVE BEFORE
STARTING WORK.

GENERAL: PROCEED WITH WORK IN ORDERLY AND TIMELY MANNER TO COMPLETE INSTALLATION OF LANDSCAPING
WITHIN CONTRACT LIMITS.

LAWN (SOD)

BOTANICAL NAME ... COMMON NAME

SHRUBS:

GROUNDCOVER:

PLANT MATERIAL LIST
SIZE WATER

USEQTY. KEY

5 G.C. 32 ANI.  ANIGOZANTHOS FLAVIDUS ... KANGAROO PAW LOW
5 G.C. 103 CAL. CALLISTEMON VIMINALIS 'LITTLE JOHN' ... DWARF WEEPING BOTTLEBRUSH LOW
5 G.C. 55 GRE.N. GREVILLEA NOELII ... GREVILLEA LOW
5 G.C. 96 LOM. LOMANDRA 'PLATINUM BEAUTY' ... PLATINUM BEAUTY LOMANDRA LOW
5 G.C. 23 LOR. LOROPETALUM CHINENSE 'RUBRUM' ... CHINESE FRINGE FLOWER LOW
5 G.C. 9 NAN. NANDINA DOMESTICA ... HEAVENLY BAMBOO LOW
5 G.C.  15 RHA.J. RHAPHIOLEPIS INDICA 'JACK EVANS' ... PINK INDIA HAWTHORN MEDIUM
5 G.C.  61 RHA.U. RHAPHIOLEPIS UMBELLATA 'SOUTHERN MOON' ... YEDDA HAWTHORN LOW
5 G.C. 48 SAL. SALVIA MICROPHYLLA 'HOT LIPS' ... HOT LIPS SAGE LOW

5 G.C. 94 JUN. JUNIPERUS SABINA 'BUFFALO' ... JUNIPER LOW
5 G.C. 71 GRE.L. GREVILLEA LANIGERA 'MT. TAMBORITHA' ... WOOLY GREVILLEA LOW
5 G.C. 91 HYP. HYPERICUM CALYCINUM ... AARON'S BEARD MEDIUM
1 G.C. 205 MYO. MYOPORUM PARVIFOLIUM ... MYOPORUM LOW
5 G.C. 38 TEU. TEUCRIUM CHAMAEDRYS ... GERMANDER LOW
5 G.C.  39 TRA. TRACHELOSPERMUM ASIATICUM ... ASIAN JASMINE  MEDIUM

MATCHLINE, SEE SHEET L2.1
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EXISTING BOOSTER
PUMP

EXISTING BACKFLOW
PREVENTION DEVICE

EXISTING AUTOMATIC
CONTROLLER

VAN

NO PARKING
NO

PARKING

RAINBIRD CONTROL PEB-PRS-D SERIES WITH DISK FILTER AND BASELINE BL-5201 SINGLE STATION 

SPRINKLER IRRIGATION LEGEND

GATE VALVE INSTALLLED IN A VALVE BOX WITH TOP OF BOX SET FLUSH TO FINISH GRADE.

3" SIZE, ASTM D1785, PVC SCHEDULE 40.

VALVES SHALL HAVE LOCKING RUBBER COVERS, INSTALLED IN VALVE BOXES. TOP OF
RAINBIRD 44NP OR APPROVED EQUAL.

GATE VALVE TO BE LINE SIZE.

BASELINE CENTRAL CONTROL SYSTEM:

KEY

IN PLANTED AREAS: 24" MINIMUM COVER.
TRENCH DEPTH:

UNDER PAVED AREAS: 24" MINIMUM COVER.

TYPE:

TYPE:

TRENCH DEPTH:

UNDER PAVED AREAS: 24" MINIMUM COVER.

IN PLANTED AREAS: 
BUBBLER HEADS: - 12" MINIMUM COVER.

VALVE BOX SHALL HAVE BOLT DOWN LID AND TOP SET LEVEL TO FINISH GRADE.

PVC SCHEDULE 40 SLEEVES ARE REQUIRED FOR ALL PIPING UNDER PAVEMENT.

PVC SCHEDULE 40 SLEEVES ARE REQUIRED FOR ALL PIPING UNDER PAVEMENT.

AUTOMATIC CONTROLLER:

POINT OF CONNECTION:

GATE VALVE:

PRESSURE MAIN LINE:

LATERAL LINE:

QUICK COUPLER VALVE:

AUTOMATIC DRIP IRRIGATION VALVE/FILTER/PRESSURE REGULATOR:

INDICATES CONTROL VALVE AND STATION NUMBER

INDICATES CONTROL VALVE SIZE
INDICATES GALLONS PER MINUTE0.00

00

BOOSTER PUMP:
BOOSTER PUMP SHALL BE BY V-POWER EQUIPMENT, MODEL #110MTW03252021-1-5VFD-208-3
CONTACT CHRIS MURRAY AT 916-266-6743.

INLET PRESSURE: 30 PSI 
OUTLET PRESSURE: 75 PSI 
MIN/MAX WATER DEMAND: 30 GPM/110 GPM
POWER INPUT: 208V, 3 PHASE

TYPE:
NIBCO NO T-113 WITH A NON-RISING STEM AND HANDWHEEL.

ASTM D1785, PVC SCHEDULE 40, SOLVENT WELD. ALL UNSIZED PIPE SHALL BE 3/4" SIZE.

EXISTING BACKFLOW TO BE REMOVED:
WHEN NEW MAINLINE IS READY TO BE CONNECTED, CUT AND CAP EXISTING MAINLINE
UPSTREAM OF BACKFLOW, AND REMOVE BACKFLOW.

CONTRACTOR TO ADD VALVE TAGS TO ALL EXISTING VALVES ON SITE.

IRRIGATION SYSTEM OPERATING WATER PRESSURE: 70 PSI
MAXIMUM FLOW IS 110 GPM

POINT OF CONNECTION 'A':
CONTRACTOR SHALL LOCATE EXISTING BACKFLOW PREVENTION DEVICE (TO BE REMOVED AFTER MAINLINE
CONNECTION IS COMPLETED)INDICATED ON CIVIL SHEETS. CONNECT AT DOWNSTREAM OF THE EXISTING
BACKFLOW AND EXTEND AS INDICATED ON DRAWINGS.

POINT OF CONNECTION 'B':
CONTRACTOR SHALL LOCATE 4" MAINLINE INSTALLED DURING SITE WORK INDICATED ON CIVIL SHEETS.
CONNECT AND INSTALL NEW BOOSTER PUMP AT THIS POINT.

POINT OF CONNECTION 'C':
CONTRACTOR SHALL LOCATE NEW BACKFLOW PREVENTION DEVICE INDICATED ON CIVIL SHEETS. CONNECT
AT THIS POINT AND EXTEND AS INDICATED ON DRAWINGS.

1"

BASELINE 1000 CONTROLLER, TOP ENTRY PEDESTAL WITH ETHERNET MODEM, WEB ACCESS, 
BL-1000P/R36/BL-BMW2-PLUS/SURGE - 100 STATION TWO WIRE CONTROLLER

BASE MANAGER WEB 2-1, AND SQUARE-D SURGE SUPPRESSOR (#SDSA1175)

COORDINATE 110V SERVICE AND POWER CONNECTION WITH ELECTRICAL SUB-CONTRACTOR.
COORDINATE ETHERNET CONNECTION WITH THE ELECTRICAL SUB-CONTRACTOR.

SURGE PROTECTOR FOR AUTOMATIC CONTROLLER - GROUNDING ROD/PLATE TO BE INSTALLED
AS PER THE GROUNDING DETAIL.

CONTACT TOM NOONAN AT EWING IRRIGATION, AT 916-812-5034 FOR ORDERING AND
PRE-CON MEETING.

BASELINE POWERED BICODER IN A STAINLESS STEEL WALL MOUNT ENCLOSURE: BL-5200XS-R24
POWERED BICODER:

EXISTING MAIN LINE:

WITH SQUARE-D SURGE SUPPRESSOR (#SDSA1175)

BASELINE 3" NORMALLY OPEN NETAFIM HYDROMETER #BL-BHM300-NO

HYDROMETER VALVE:H

BASELINE BL-5201MV BICODER INCLUDED IN VALVE FOR MASTER VALVE FEATURE.
HYDROMETER VALVE TO BE CONNECTED TO AUTOMATIC CONTROLLER VIA THE TWO-WIRE PATH

BASELINE BL-5308 BICODER TO BE INSTALLED FOR FLOW SENSING FEATURE.

HB

TREE BUBBLER HEADS (TWO HEADS PER SYMBOL):
HUNTER: PCB-50 BUBBLER NOZZLE WITH HVC CHECK VALVE.

SHRUB BUBBLER HEADS:
HUNTER HEB-20 NOZZLE WITH IH RISER.

RAINBIRD PEB-PRS-D SERIES OR APPROVED EQUAL.
VALVE SHALL HAVE PRESSURE REGULATION OPTION.

AUTOMATIC CONTROL VALVE:

HOSE BIB FOR EXISTING PLANTER BOXES:
SEE DETAIL L4.3-2.

USE BORING PROCEDURES WHEN ENCOUNTERING ROOTS 1" SIZE AND LARGER.
ALL TRENCHING WILL BE PERFORMED BY HAND. DO NOT CUT ROOTS 1" IN DIAMETER OR LARGER.
OR CANOPY COVER. WITHIN THIS AREA NO STORAGE OR PARKING WILL BE PERMITTED.
THE PROTECTION AREA UNDER ANY EXISTING TREE THAT IS TO REMAIN IS DEFINED BY ITS DRIP LINE

EXISTING TREE PROTECTION AREA:

FULL, THREE QUARTER, HALF, THIRD AND QUARTER SPRAY PATTERNS.

RAINBIRD: RD06-S-P45 BODY WITH HUNTER MP1000 SERIES NOZZLES. (45 PSI REGULATION)

TORO: S700C-PC-3.0-SA
RAINBIRD: 5004-PC-SAM-SS-6

HUNTER I-20-04-SS-3.5

HUNTER: I-20-04-SS-4.0

RAINBIRD: 5004-PC-SAM-SS-6
TORO: S700C-PC-4.5-SA

TORO: S700C-FC-6.0-SA
RAINBIRD: 5004-FC-SAM-SS-8

HUNTER: I-20-04-SS-5.0

HUNTER: PROS-06-PRS40-CV WITH HUNTER MP1000 SERIES NOZZLES. (40 PSI REGULATION)

HUNTER: I-20-04-SS-3.0

RAINBIRD: 5004-PC-SAM-SS-4
TORO: S700C-PC-2.0-SA

RAINBIRD: RD06-S-P45 BODY WITH HUNTER MP2000 SERIES NOZZLES. (45 PSI REGULATION)

FULL, HALF, AND QUARTER SPRAY PATTERNS.

LAWN POP-UP INTERMEDIATE ROTOR HEADS:

LAWN POP-UP SPRAY HEADS:

LAWN POP-UP SPRAY HEADS:

FULL CIRCLE

HALF CIRCLE

QUARTER CIRCLE

THREE QUARTER

HUNTER: PROS-06-PRS40-CV WITH HUNTER MP2000 SERIES NOZZLES. (40 PSI REGULATION)

NO ROOTS ARE TO BE EXPOSED LONGER THAN 48 HOURS.

DECODER.

SPRINKLER IRRIGATION NOTES

1. COMPOSITE BASE SHEET: PROPOSED IMPROVEMENTS SHOWN ON DRAWINGS ARE SUPERIMPOSED ON A COMPOSITE BASE SHEET. THE
COMPOSITE BASE SHEET IS A COMPILATION OF ARCHITECTURAL, ENGINEERING, AND OTHER DATA THAT IS PROVIDED. THE LANDSCAPE
ARCHITECT SHALL NOT BE HELD LIABLE FOR CHANGES, INACCURACIES, OMISSIONS, OR ERRORS PERTAINING TO THE COMPOSITE BASE
SHEET. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THESE DOCUMENTS. ANY DISCREPANCIES NEED TO BE BROUGHT TO THE
ATTENTION OF THE DESIGN TEAM AND RESOLVED PRIOR TO CONTINUATION OF WORK.

2. DESIGN PRESSURE SHOWN ON PLANS HAS BEEN FURNISHED BY WATER COMPANY OR WATER DISTRICT SERVING SITE. VERIFY PRESSURE
ON-SITE PRIOR TO THE INSTALLATION OF ANY SPRINKLER IRRIGATION EQUIPMENT. IF THERE IS A DISCREPANCY, NOTIFY OWNER'S
REPRESENTATIVE IMMEDIATELY IN WRITING SO ADJUSTMENTS CAN BE MADE BY LANDSCAPE ARCHITECT. FAILURE TO REPORT
DISCREPANCIES AND CONTINUANCE OF WORK WILL RESULT IN ALL RE-DESIGN COSTS BEING CHARGED TO CONTRACTOR.

3. DETERMINE LOCATION OF UNDERGROUND UTILITIES. DAMAGE CAUSED BY INSTALLATION OF THIS WORK SHALL BE REPAIRED TO
SATISFACTION OF GOVERNING AGENCY OR OWNER AT NO ADDITIONAL COST TO THE CONTRACT.

4. SPRINKLER OVER SPRAY SHALL NOT BE ALLOWED ON PUBLIC SIDEWALKS, BUILDING WALLS OR FENCES. MINIMUM OVERSPRAY MAY
OCCUR IN PARKING AREAS. USE ADJUSTABLE NOZZLES WHENEVER POSSIBLE TO CONTROL SPRINKLER OVERSPRAY.

5. ALL LOCAL CODES AND ORDINANCES SHALL BE COMPLIED WITH. IF THERE IS A CONFLICT, NOTIFY OWNER'S REPRESENTATIVE
IMMEDIATELY.

6. TESTING:
A.  PRESSURE TEST ALL UNDERGROUND PIPING AS FOLLOWS:

SYSTEMS WITH BOOSTER PUMP:
MAIN LINE - AT 100 PSI FOR 4 HOURS.
LATERAL LINES - AT 100 PSI FOR 2 HOURS.

SYSTEMS WITH OUT BOOSTER PUMP:
MAIN LINE - AT STATIC PSI FOR 4 HOURS.
LATERAL LINES - AT STATIC PSI FOR 2 HOURS.

B.  COVERAGE TEST: NOTE: PRIOR TO REQUESTING COVERAGE TEST, INSURE ALL HEADS ARE SET PLUMB, NOZZLES ARE ADJUSTED
PROPERLY AND SYSTEM HAS BEEN CHECKED FOR AUTOMATION.  REQUEST OWNER'S REPRESENTATIVES PRESENCE ON-SITE WHEN
SPRINKLER SYSTEM IS COMPLETELY INSTALLED AND FULLY AUTOMATIC. PROVIDE ADEQUATE PERSONNEL AT THIS MEETING TO
ADJUST AND FINE TUNE SYSTEM TO SATISFACTION OF OWNER'S REPRESENTATIVE.

7. LAYOUT ALL WORK PRIOR TO TRENCHING OPERATIONS TO DETERMINE IF MINOR MODIFICATIONS OR ADJUSTMENTS WILL BE REQUIRED.

8. INSTALL ALL SPRINKLER HEADS PERPENDICULAR TO SLOPES OR GRADE.

9. CONTROL WIRE SHALL BE UF-14, COLOR FOR LEAD AND WHITE FOR COMMON. SPLICES SHALL BE PERMITTED AT VALVE BOX LOCATIONS
ONLY.

10. PROVIDE AND INSTALL AUTOMATIC CONTROLLER AND UF-14 CONTROL WIRE. ELECTRICAL SUBCONTRACTOR SHALL PROVIDE 110V
SERVICE AND SERVICE HOOKUP FROM POWER SOURCE TO AUTOMATIC CONTROLLER.

11. COORDINATE ALL WORK WITH OTHER TRADES SO PROGRESS OF WORK IS NOT INTERRUPTED AND CAN BE COMPLETED IN A TIMELY
MANNER.

12. NO PLANTING SHALL BE STARTED UNTIL ALL SPRINKLER WORK HAS BEEN TESTED AND APPROVED IN PRESENCE OF OWNER'S
REPRESENTATIVE.

13. FOR SPRINKLER IRRIGATION INSTALLATION DETAILS, SEE SHEETS NO. L4.2 , L4.3.

IRRIGATION HYDROZONE INFORMATION TABLE
STATION

#/HYDROZONE
PLANT WATER USE

TYPE PLANT FACTOR (PF)
HYDROZONE AREA

(HA) (SQ.FT.) PF x HA (SQ.FT.)
IRRIGATION

EFFICIENCY (IE) ETWU (GALLONS)
1 LAWN - HIGH 0.8 25,447 20357.6 0.75 846,496

2 SHRUB - LOW 0.3 26,909 8072.7 0.81 310,809

TOTAL AREA 52,356 ETWU TOTAL 1,157,305

TOTAL AREA (SLA) 25,447

Eto (Folsom) 50.3

ESTIMATED TOTAL WATER USAGE (ETWU) = (ETo)(0.62)((PF)(HA)/IE+SLA) = GAL/YEAR

MAXIMUM APPLIED WATER ALLOWANCE (MAWA) = (ETo)(0.62)[(0.45 x LA)+(0.55 x SLA)] = GAL/YEAR

MAWA TOTAL 1,171,223

Plant Water Use Type Plant Factor

Very Low 0 - 0.1

Low 0.2 - 0.3

Medium 0.4 - 0.6

High 0.7 - 1.0

SLA 1.0

Irrigation Efficiency IE

Overhead 0.75

Drip 0.81
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RAINBIRD CONTROL PEB-PRS-D SERIES WITH DISK FILTER AND BASELINE BL-5201 SINGLE STATION 

SPRINKLER IRRIGATION LEGEND

GATE VALVE INSTALLLED IN A VALVE BOX WITH TOP OF BOX SET FLUSH TO FINISH GRADE.

3" SIZE, ASTM D1785, PVC SCHEDULE 40.

VALVES SHALL HAVE LOCKING RUBBER COVERS, INSTALLED IN VALVE BOXES. TOP OF
RAINBIRD 44NP OR APPROVED EQUAL.

GATE VALVE TO BE LINE SIZE.

BASELINE CENTRAL CONTROL SYSTEM:

KEY

IN PLANTED AREAS: 24" MINIMUM COVER.
TRENCH DEPTH:

UNDER PAVED AREAS: 24" MINIMUM COVER.

TYPE:

TYPE:

TRENCH DEPTH:

UNDER PAVED AREAS: 24" MINIMUM COVER.

IN PLANTED AREAS: 
BUBBLER HEADS: - 12" MINIMUM COVER.

VALVE BOX SHALL HAVE BOLT DOWN LID AND TOP SET LEVEL TO FINISH GRADE.

PVC SCHEDULE 40 SLEEVES ARE REQUIRED FOR ALL PIPING UNDER PAVEMENT.

PVC SCHEDULE 40 SLEEVES ARE REQUIRED FOR ALL PIPING UNDER PAVEMENT.

AUTOMATIC CONTROLLER:

POINT OF CONNECTION:

GATE VALVE:

PRESSURE MAIN LINE:

LATERAL LINE:

QUICK COUPLER VALVE:

AUTOMATIC DRIP IRRIGATION VALVE/FILTER/PRESSURE REGULATOR:

INDICATES CONTROL VALVE AND STATION NUMBER

INDICATES CONTROL VALVE SIZE
INDICATES GALLONS PER MINUTE0.00

00

BOOSTER PUMP:
BOOSTER PUMP SHALL BE BY V-POWER EQUIPMENT, MODEL #110MTW03252021-1-5VFD-208-3
CONTACT CHRIS MURRAY AT 916-266-6743.

INLET PRESSURE: 30 PSI 
OUTLET PRESSURE: 75 PSI 
MIN/MAX WATER DEMAND: 30 GPM/110 GPM
POWER INPUT: 208V, 3 PHASE

TYPE:
NIBCO NO T-113 WITH A NON-RISING STEM AND HANDWHEEL.

ASTM D1785, PVC SCHEDULE 40, SOLVENT WELD. ALL UNSIZED PIPE SHALL BE 3/4" SIZE.

EXISTING BACKFLOW TO BE REMOVED:
WHEN NEW MAINLINE IS READY TO BE CONNECTED, CUT AND CAP EXISTING MAINLINE
UPSTREAM OF BACKFLOW, AND REMOVE BACKFLOW.

CONTRACTOR TO ADD VALVE TAGS TO ALL EXISTING VALVES ON SITE.

IRRIGATION SYSTEM OPERATING WATER PRESSURE: 70 PSI
MAXIMUM FLOW IS 110 GPM

POINT OF CONNECTION 'A':
CONTRACTOR SHALL LOCATE EXISTING BACKFLOW PREVENTION DEVICE (TO BE REMOVED AFTER MAINLINE
CONNECTION IS COMPLETED)INDICATED ON CIVIL SHEETS. CONNECT AT DOWNSTREAM OF THE EXISTING
BACKFLOW AND EXTEND AS INDICATED ON DRAWINGS.

POINT OF CONNECTION 'B':
CONTRACTOR SHALL LOCATE 4" MAINLINE INSTALLED DURING SITE WORK INDICATED ON CIVIL SHEETS.
CONNECT AND INSTALL NEW BOOSTER PUMP AT THIS POINT.

POINT OF CONNECTION 'C':
CONTRACTOR SHALL LOCATE NEW BACKFLOW PREVENTION DEVICE INDICATED ON CIVIL SHEETS. CONNECT
AT THIS POINT AND EXTEND AS INDICATED ON DRAWINGS.

1"

BASELINE 1000 CONTROLLER, TOP ENTRY PEDESTAL WITH ETHERNET MODEM, WEB ACCESS, 
BL-1000P/R36/BL-BMW2-PLUS/SURGE - 100 STATION TWO WIRE CONTROLLER

BASE MANAGER WEB 2-1, AND SQUARE-D SURGE SUPPRESSOR (#SDSA1175)

COORDINATE 110V SERVICE AND POWER CONNECTION WITH ELECTRICAL SUB-CONTRACTOR.
COORDINATE ETHERNET CONNECTION WITH THE ELECTRICAL SUB-CONTRACTOR.

SURGE PROTECTOR FOR AUTOMATIC CONTROLLER - GROUNDING ROD/PLATE TO BE INSTALLED
AS PER THE GROUNDING DETAIL.

CONTACT TOM NOONAN AT EWING IRRIGATION, AT 916-812-5034 FOR ORDERING AND
PRE-CON MEETING.

BASELINE POWERED BICODER IN A STAINLESS STEEL WALL MOUNT ENCLOSURE: BL-5200XS-R24
POWERED BICODER:

EXISTING MAIN LINE:

WITH SQUARE-D SURGE SUPPRESSOR (#SDSA1175)

BASELINE 3" NORMALLY OPEN NETAFIM HYDROMETER #BL-BHM300-NO

HYDROMETER VALVE:H

BASELINE BL-5201MV BICODER INCLUDED IN VALVE FOR MASTER VALVE FEATURE.
HYDROMETER VALVE TO BE CONNECTED TO AUTOMATIC CONTROLLER VIA THE TWO-WIRE PATH

BASELINE BL-5308 BICODER TO BE INSTALLED FOR FLOW SENSING FEATURE.

HB

TREE BUBBLER HEADS (TWO HEADS PER SYMBOL):
HUNTER: PCB-50 BUBBLER NOZZLE WITH HVC CHECK VALVE.

SHRUB BUBBLER HEADS:
HUNTER HEB-20 NOZZLE WITH IH RISER.

RAINBIRD PEB-PRS-D SERIES OR APPROVED EQUAL.
VALVE SHALL HAVE PRESSURE REGULATION OPTION.

AUTOMATIC CONTROL VALVE:

HOSE BIB FOR EXISTING PLANTER BOXES:
SEE DETAIL L4.3-2.

USE BORING PROCEDURES WHEN ENCOUNTERING ROOTS 1" SIZE AND LARGER.
ALL TRENCHING WILL BE PERFORMED BY HAND. DO NOT CUT ROOTS 1" IN DIAMETER OR LARGER.
OR CANOPY COVER. WITHIN THIS AREA NO STORAGE OR PARKING WILL BE PERMITTED.
THE PROTECTION AREA UNDER ANY EXISTING TREE THAT IS TO REMAIN IS DEFINED BY ITS DRIP LINE

EXISTING TREE PROTECTION AREA:

FULL, THREE QUARTER, HALF, THIRD AND QUARTER SPRAY PATTERNS.

RAINBIRD: RD06-S-P45 BODY WITH HUNTER MP1000 SERIES NOZZLES. (45 PSI REGULATION)

TORO: S700C-PC-3.0-SA
RAINBIRD: 5004-PC-SAM-SS-6

HUNTER I-20-04-SS-3.5

HUNTER: I-20-04-SS-4.0

RAINBIRD: 5004-PC-SAM-SS-6
TORO: S700C-PC-4.5-SA

TORO: S700C-FC-6.0-SA
RAINBIRD: 5004-FC-SAM-SS-8

HUNTER: I-20-04-SS-5.0

HUNTER: PROS-06-PRS40-CV WITH HUNTER MP1000 SERIES NOZZLES. (40 PSI REGULATION)

HUNTER: I-20-04-SS-3.0

RAINBIRD: 5004-PC-SAM-SS-4
TORO: S700C-PC-2.0-SA

RAINBIRD: RD06-S-P45 BODY WITH HUNTER MP2000 SERIES NOZZLES. (45 PSI REGULATION)

FULL, HALF, AND QUARTER SPRAY PATTERNS.

LAWN POP-UP INTERMEDIATE ROTOR HEADS:

LAWN POP-UP SPRAY HEADS:

LAWN POP-UP SPRAY HEADS:

FULL CIRCLE

HALF CIRCLE

QUARTER CIRCLE

THREE QUARTER

HUNTER: PROS-06-PRS40-CV WITH HUNTER MP2000 SERIES NOZZLES. (40 PSI REGULATION)

NO ROOTS ARE TO BE EXPOSED LONGER THAN 48 HOURS.

DECODER.

SPRINKLER IRRIGATION NOTES

1. COMPOSITE BASE SHEET: PROPOSED IMPROVEMENTS SHOWN ON DRAWINGS ARE SUPERIMPOSED ON A COMPOSITE BASE SHEET. THE
COMPOSITE BASE SHEET IS A COMPILATION OF ARCHITECTURAL, ENGINEERING, AND OTHER DATA THAT IS PROVIDED. THE LANDSCAPE
ARCHITECT SHALL NOT BE HELD LIABLE FOR CHANGES, INACCURACIES, OMISSIONS, OR ERRORS PERTAINING TO THE COMPOSITE BASE
SHEET. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THESE DOCUMENTS. ANY DISCREPANCIES NEED TO BE BROUGHT TO THE
ATTENTION OF THE DESIGN TEAM AND RESOLVED PRIOR TO CONTINUATION OF WORK.

2. DESIGN PRESSURE SHOWN ON PLANS HAS BEEN FURNISHED BY WATER COMPANY OR WATER DISTRICT SERVING SITE. VERIFY PRESSURE
ON-SITE PRIOR TO THE INSTALLATION OF ANY SPRINKLER IRRIGATION EQUIPMENT. IF THERE IS A DISCREPANCY, NOTIFY OWNER'S
REPRESENTATIVE IMMEDIATELY IN WRITING SO ADJUSTMENTS CAN BE MADE BY LANDSCAPE ARCHITECT. FAILURE TO REPORT
DISCREPANCIES AND CONTINUANCE OF WORK WILL RESULT IN ALL RE-DESIGN COSTS BEING CHARGED TO CONTRACTOR.

3. DETERMINE LOCATION OF UNDERGROUND UTILITIES. DAMAGE CAUSED BY INSTALLATION OF THIS WORK SHALL BE REPAIRED TO
SATISFACTION OF GOVERNING AGENCY OR OWNER AT NO ADDITIONAL COST TO THE CONTRACT.

4. SPRINKLER OVER SPRAY SHALL NOT BE ALLOWED ON PUBLIC SIDEWALKS, BUILDING WALLS OR FENCES. MINIMUM OVERSPRAY MAY
OCCUR IN PARKING AREAS. USE ADJUSTABLE NOZZLES WHENEVER POSSIBLE TO CONTROL SPRINKLER OVERSPRAY.

5. ALL LOCAL CODES AND ORDINANCES SHALL BE COMPLIED WITH. IF THERE IS A CONFLICT, NOTIFY OWNER'S REPRESENTATIVE
IMMEDIATELY.

6. TESTING:
A.  PRESSURE TEST ALL UNDERGROUND PIPING AS FOLLOWS:

SYSTEMS WITH BOOSTER PUMP:
MAIN LINE - AT 100 PSI FOR 4 HOURS.
LATERAL LINES - AT 100 PSI FOR 2 HOURS.

SYSTEMS WITH OUT BOOSTER PUMP:
MAIN LINE - AT STATIC PSI FOR 4 HOURS.
LATERAL LINES - AT STATIC PSI FOR 2 HOURS.

B.  COVERAGE TEST: NOTE: PRIOR TO REQUESTING COVERAGE TEST, INSURE ALL HEADS ARE SET PLUMB, NOZZLES ARE ADJUSTED
PROPERLY AND SYSTEM HAS BEEN CHECKED FOR AUTOMATION.  REQUEST OWNER'S REPRESENTATIVES PRESENCE ON-SITE WHEN
SPRINKLER SYSTEM IS COMPLETELY INSTALLED AND FULLY AUTOMATIC. PROVIDE ADEQUATE PERSONNEL AT THIS MEETING TO
ADJUST AND FINE TUNE SYSTEM TO SATISFACTION OF OWNER'S REPRESENTATIVE.

7. LAYOUT ALL WORK PRIOR TO TRENCHING OPERATIONS TO DETERMINE IF MINOR MODIFICATIONS OR ADJUSTMENTS WILL BE REQUIRED.

8. INSTALL ALL SPRINKLER HEADS PERPENDICULAR TO SLOPES OR GRADE.

9. CONTROL WIRE SHALL BE UF-14, COLOR FOR LEAD AND WHITE FOR COMMON. SPLICES SHALL BE PERMITTED AT VALVE BOX LOCATIONS
ONLY.

10. PROVIDE AND INSTALL AUTOMATIC CONTROLLER AND UF-14 CONTROL WIRE. ELECTRICAL SUBCONTRACTOR SHALL PROVIDE 110V
SERVICE AND SERVICE HOOKUP FROM POWER SOURCE TO AUTOMATIC CONTROLLER.

11. COORDINATE ALL WORK WITH OTHER TRADES SO PROGRESS OF WORK IS NOT INTERRUPTED AND CAN BE COMPLETED IN A TIMELY
MANNER.

12. NO PLANTING SHALL BE STARTED UNTIL ALL SPRINKLER WORK HAS BEEN TESTED AND APPROVED IN PRESENCE OF OWNER'S
REPRESENTATIVE.

13. FOR SPRINKLER IRRIGATION INSTALLATION DETAILS, SEE SHEETS NO. L4.2 , L4.3.

IRRIGATION HYDROZONE INFORMATION TABLE
STATION

#/HYDROZONE
PLANT WATER USE

TYPE PLANT FACTOR (PF)
HYDROZONE AREA

(HA) (SQ.FT.) PF x HA (SQ.FT.)
IRRIGATION

EFFICIENCY (IE) ETWU (GALLONS)
1 LAWN - HIGH 0.8 25,447 20357.6 0.75 846,496

2 SHRUB - LOW 0.3 26,909 8072.7 0.81 310,809

TOTAL AREA 52,356 ETWU TOTAL 1,157,305

TOTAL AREA (SLA) 25,447

Eto (Folsom) 50.3

ESTIMATED TOTAL WATER USAGE (ETWU) = (ETo)(0.62)((PF)(HA)/IE+SLA) = GAL/YEAR

MAXIMUM APPLIED WATER ALLOWANCE (MAWA) = (ETo)(0.62)[(0.45 x LA)+(0.55 x SLA)] = GAL/YEAR

MAWA TOTAL 1,171,223

Plant Water Use Type Plant Factor

Very Low 0 - 0.1

Low 0.2 - 0.3

Medium 0.4 - 0.6

High 0.7 - 1.0

SLA 1.0

Irrigation Efficiency IE

Overhead 0.75

Drip 0.81

MATCHLINE, SEE SHEET L3.1

L3.2
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TREE PLANTING AND STAKING DETAIL

ROOTBALL:  PLACE 2" ABOVE FINISH GRADE

AS ROOTBALL.

FINISH GRADE

PLANTING PIT:
TWICE AS WIDE 

THE SECOND WATERING OF THE BASIN.
APPLY AS PER MANUFACTURER'S INSTRUCTIONS WITH
VITAMIN B-1: SUPERTHRIVE, LIQUINOX START OR EQUAL.  

NOTES:
1.

INSTALL ARBORGUARD TREE PROTECTION WHEN TREES ARE IN2.
LAWN AREAS.

ARBORGUARD
SEE NOTE #2.

TREE TO HAVE DOMINANT MAIN LEADER.3.
TREE STAKES ARE INTENDED TO HOLD THE TREE UPRIGHT,4.
IF NEEDED, TALLER TREE STAKES ARE TO BE USED.
TREE BRANCHES EXTENDING MORE THAN 4" OVER A WALKWAY5.
MUST BE PRUNED UP TO AN 80" CLEARANCE PER
CBC 1133B.8.6.1

PLANTING TABLETS: 7 GRAM
GRO-POWER TABLETS. USE 12 FOR 15
G.C. SIZE; 18 FOR 24"  BOX SIZE AND
24 FOR 36" BOX SIZE.

BACKFILL MATERIAL: 50% NATIVE SOIL AND
50% SOIL AMENDMENT, WHICH SHALL BE
A 90% BARK BASE PRODUCT, 0-1/4"
SIZE TREATED TO HAVE 1% NITROGEN.
CROWN THEN FIRM TO REDUCE SETTLING.

EARTH BASIN: DIAMETER 12" LARGER THAN
THE ROOT BALL. NOT REQ'D IN TURF AREAS.

MULCH: 3" DEPTH, PULL BARK 4" AWAY FROM

TREE STAKES: MIN. SIZE 2" X 2" X 8' RWD.
STAKES OR LODGEPOLE PINE STAKES 2" DIA. BY
8', COPPER NAPTHANATE TREATED (GREEN
COLOR) WITH 10 INCH TAPERED POINT. STAKE
TO BE OUTSIDE OF THE ROOTBALL, AND TOP OF
STAKE TO BE TRIMMED TO BE 1-2" ABOVE THE
TOP CINCH TIE.

VINYL CINCH TIES - SHALL BE VIRGIN FLEXIBLE
VINYL MEETING ASTM-D-412 STANDARDS. MATERIAL
SHALL BE BLACK FOR ULTRAVIOLET  RESISTANCE.
FOR 15 GAL TREES USE 24" LENGTH,  AND 32"
FOR ALL LARGER SIZE TREES. USE ONE -  1" #8
GALVANIZED SCREW WITH WASHER TO AFFIX TO
STAKE.

THE TREE TRUNK

1 ROOT BARRIER CONTROL DETAIL

NDS INC. OR APPROVED EQ.
BY:

ROOT BARRIER

1. SEE TREE PLANTING DETAIL FOR ADDITIONAL INFORMATION.
NOTE:

TREE SHALL BE LOCATED IN CENTER OR MIDPOINT OF PLANTER.

TREE ROOT BARRIER IS TO BE INSTALLED IN LOCATIONS SHOWN ON THE PLANS.

TREE ROOT BARRIER SHALL BE INSTALLED ADJACENT TO EDGE OF PAVING AS DETAILED

2.

3.

TREE ROOT BARRIER PROTECTION
1.

15 GAL SIZE TREE OR LARGER:
24" MODULAR ROOT BARRIER PANEL

DEEP ROOT PARTNERS OR

PAVING

FINISH GRADE:
SET 1" BELOW
TOP OF CONCRETE

PLACE ROOT BARRIER SO THAT VERTICAL RIBS FACE TOWARD THE TREE.

4.

TOP OF ROOT BARRIER
SET 1/2" ABOVE FINISH
GRADE OF SOIL

5.

CONTRACTOR TO REMOVE ALL CONCRETE SPOILS FROM FLATWORK, CURBS OR OTHER CONCRETE STRUCTURES
TO ENSURE THE ROOT BARRIER IS ADJACENT TO THE CONCRETE AND VERTICAL.  ANGLED INSTALLATION IS 
NOT ACCEPTABLE.

2

FINISH GRADE

SHRUB PLANTING DETAIL

NOTE: VITAMIN B-1 SUPERTHRIVE LIQUINOX

     INSTRUCTIONS WITH SECOND WATERING

     OR EQUAL. APPLY AS PER MANUFACTURE'S

     OF THE BASIN.

PLANTING PIT:
TWICE AS WIDE AS THE ROOT BALL
AND 1" LESS THAN THE DEPTH OF THE
ROOT BALL

PLANT TABLETS:
USE 3 FOR 1 GAL. CAN SIZE.
USE 9 FOR 5 GAL. CAN SIZE.

BACKFILL MATERIAL:
A. FOR PLANTING NOT CALLING FOR
UNIFORM ROTOTILLING OF PLANTING
AREA: UNIFORMLY MIXED 50/50 NATIVE
SOIL/SOIL AMENDMENT.

B. FOR PLANTING CALLING FOR UNIFORM
ROTOTILLING OF PLANTING AREA: USE
ROTOTILLED SOIL.
COMPACT TO REDUCE SETTLING.

EARTH BASIN: DIAMETER 12"
LARGER THAN THE ROOTBALL

MULCH: 3" DEPTH, MAKE SURE IT IS
PULLED BACK FROM THE BASE OF THE
MAIN STEM.

ROOTBALL-PLANT WITH TOP OF
ROOTBALL 1" ABOVE FINISH GRADE.

3

2.

LAWN AREA

1. 

*

NOTES:

1
"

*

SHRUB/GROUND COVER AREA

9" CONCRETE MOWSTRIP DETAIL

1/2" EDGER FINISH

#4 REBAR, CONT.

FINISH GRADE

3
 1

/2
"

9"

USE 1/2" FELT EXPANSION JOINT MATERIAL

AT ALL CHANGES OF DIRECTIONS AND AT 10' O.C.

WHEN SURFACE DRAINAGE IS INTENDED TO FLOW

TOWARD AND ACROSS MOWSTRIP, SOIL SURFACE

SHALL BE FLUSH WITH TOP OF MOWSTRIP. UNLESS

OTHERWISE NOTED SOIL SHALL BE 1" BELOW TOP

OF MOWSTRIP.

3. ALL CONCRETE SHALL BE 5 SACK MIX, 2800 PSI

AT 28 DAYS AFTER POUR.

4. FINISH SHALL BE FINE BROOM.

4

HARDSCAPE LANDSCAPE AREA

LANDSCAPE GRADE ADJACENT TO HARDSCAPE DETAIL

1. 

NOTES:

FINISH GRADE OF SOIL TO BE 1" BELOW ADJACENT HARDSCAPE FOR 

BOTH LAWN AREAS AND PLANTER BED AREAS

2. BARK MULCH DEPTH DOES NOT DICTATE THE ELEVATION OF THE FINISH GRADE 

3. BARK MULCH TO BE FEATHERED DOWN TO 1" DEPTH, 12" FROM EDGE OF HARDSCAPE

1"

FINISH GRADE

BARK MULCH

3"

5
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BRICK, 3 REQ'D. SPACED @ 1/3 PTS.

CARSON VALVE BOX, MODEL 910
WITH BOLT DOWN COVER, GREEN 
COLOR, OR APPROVED EQUAL.

SIDE VIEW

8" DIA. PVC PIPE EXTENSION

4" LONG - 2 REQ.

EVENLY UNDER BASE OF BOX.

GATE VALVE DETAIL, 3" SIZE AND SMALLER

SCH. 40 MALE ADAPTER - 2 REQ.

SCH 80 THREADED NIPPLE

SCH 80 UNION - 2 REQ.

1" ROUND RIVER ROCK, 6" DEPTH

6
"

M
AI
N
 L
IN
E 

D
EP

TH

3
"

LENGTH AS REQ'D.

FINISH GRADE

MAIN LINE PIPE

BRONZE GATE VALVE

MAINLINE PIPE
8" DIA. PVC PIPE EXTENSION

CUT PIPE EXTENSION TO FIT
OVER MAINLINE, EXTENDING
BELOW MAINLINE PIPE 3"

AS SURROUNDING UNDISTURBED SOIL.
COMPACT SOIL AROUND PLASTIC VALVE BOX TO SAME DENSITY 1.

NOTE:

3
"

6
"

2

BRICK, 3 REQ'D., SPACED @ 1/3

QUICK COUPLING VALVE DETAIL

QUICK COUPLING VALVE:

OF ADJACENT PAVING.

INSTALL 6" AWAY FROM EDGE

FINISH GRADE

CLAMP - MIN. (3) PLACES

STAINLESS STEEL SCREW

(36" LONG)

2" X 2" X 1/4" ANGLE IRON

NOTES:

OF ADJACENT SURFACE.
USE TEFLON TAPE ON ALL THREADED CONNECTIONS.

INSTALL VALVE BOXES SO THAT THE TOP OF THE BOX IS FLUSH WITH THE TOP

3
" 
M
AX

.

SCH. 80 THREADED NIPPLE,

SCH. 40 P.V.C. 90 DEGREE ELL

SCH. 40 90 DEGREE STREET ELL

6" DEPTH OF 1" ROUND RIVER ROCK 
BELOW VALVE

PRESSURE MAIN LINE

SCH. 40 90 DEGREE STREET ELL

6
" 
M
IN
.

12" IN LENGTH
SCH 80 THREADED NIPPLE

M
AI
N
 L
IN
E 

D
EP

TH PTS. EVENLY UNDER BASE OF BOX

12" IN LENGTH

3
'

COLOR, OR APPROVED EQUAL.
WITH BOLT DOWN COVER, GREEN 
CARSON VALVE BOX, MODEL 910

1.

2.

3

AUTOMATIC CONTROL VALVE/BALL VALVE DETAIL

AUTOMATIC CONTROL VALVE

COLOR OR APPROVED EQUAL.
WITH BOLT DOWN COVER, GREEN 
CARSON VALVE BOX, MO.1220-12

BRASS BALL VALVE

FINISH GRADE

SCH 80 UNION

SCH 80 THREADED NIPPLE,

COMMON WIRE SEE NOTE 5

1" ROUND RIVER ROCK, 6" DEEP

SCH. 80 THREADED NIPPLE,

AS THE AUTOMATIC CONTROL

MAIN LINE FITTING OUTLET, PIPING

LENGTH AS REQ'D.
SCH. 80 THREADED NIPPLE

VALVE SIZE.

SCH 80 THREADED NIPPLE,

SCH 80 THREADED 45 ELL (TYP.)

P.V.C. ADAPTER (TYP.)

LATERAL FOR POP-UP 
AND BUBBLER HEADS

HEADS
LATERAL FOR ROTOR

FINISH GRADE

USE EXTENSIONS AS REQ'D.

BRICK, 4 REQ'D. PLACE

30 PSI
70 PSI
50 PSI
30 PSI

MANUFACTURERS RECOMMENDATIONS TO THE PRESSURE AS FOLLOWS:
6. FOR VALVES WITH PRESSURE REGULATION FEATURE, SET VALVE PRESSURE AS PER

BUBBLER HEADS:
POP-UP ROTOR HEADS:
INTERMEDIATE POP-UP ROTOR HEADS:
POP-UP SPRAY HEADS:

NOTES:
1. SET VALVE BOX LEVEL WITH FINISH GRADE.
2. INSTALL VALVE BOX EXTENSIONS AS REQUIRED.

SPLICES IN WIRE SHALL BE PERMITTED ONLY AT VALVE LOCATIONS.
3. CONNECT ALL WIRES WITH WEATHER TIGHT CONNECTORS.

5. PROVIDE 18" EXPANSION LOOP OF COILED WIRE AT EACH WIRE

4. TAPE AND BUNDLE WIRE EVERY 10 FEET

   CONNECTION IN VALVE BOX.

AND ALL FITTINGS BETWEEN THE
MAIN LINE FITTING AND THE 
UNION SHALL BE THE SAME SIZE

6" IN LENGTH

4" IN LENGTH, 2 REQ'D.

2"

EVENLY UNDER BASE OF BOX.

4" IN LENGTH

3
"

1
'-
6
" 8
" 
M
IN
.

1
2
"

1
'-
6
"

VALVE BOX, SETTINGS, AND CLEARANCES COMPONENTS INSTALLATION

M
AI
N
LI
N
E 

D
EP

TH

A1 A1

VALVE ID TAG

OTHER AUTOMATIC CONTROL 
VALVE ON SAME CONTROLLER

COMMON AND LEAD WIRE TO 

4

PRESSURE REGULATOR DRIP IRRIGATION VALVE DETAIL

1" SIZE DRAIN ROCK, 6" MINIMUM DEPTH

SCH 80 UNION

BRICK, 4 REQ'D. SPACED

SCH 40 MALE ADAPTER

EVENLY UNDER BASE OF BOX

CONTROL VALVE WITH PRESSURE REGULATION

OR APPROVED EQUAL.
WITH BOLT DOWN COVER, GREEN COLOR
CARSON VALVE BOX, MODEL 1220-12

DISC FILTER 

TO DRIP

6
"

1
2
"

PVC LATERAL LINE

AS THE AUTOMATIC CONTROL

MAIN LINE FITTING OUTLET, PIPING

VALVE SIZE.

AND ALL FITTINGS BETWEEN THE
MAIN LINE FITTING AND THE 
UNION SHALL BE THE SAME SIZE

LENGTH AS REQ'D.
SCH. 80 THREADED NIPPLE

SCH 80 THREADED NIPPLE,

SCH 80 THREADED 45 ELL (TYP.)

4" IN LENGTH

A1

VALVE ID TAG

BRASS BALL VALVE

FINISH GRADE

8
" 
M
IN
.

NOTES:
1. SET VALVE BOX LEVEL WITH FINISH GRADE.
2. INSTALL VALVE BOX EXTENSIONS AS REQUIRED.

SPLICES IN WIRE SHALL BE PERMITTED ONLY AT VALVE LOCATIONS.
3. CONNECT ALL WIRES WITH WEATHER TIGHT CONNECTORS.

5. PROVIDE 18" EXPANSION LOOP OF COILED WIRE AT EACH WIRE

4. TAPE AND BUNDLE WIRE EVERY 10 FEET

   CONNECTION IN VALVE BOX.

2"

7

NOTES:

TREE BUBBLER HEAD DETAIL

SEE TREE PLANTING DETAIL FOR ADDITIONAL INFORMATION.

+1'-0"

LINE
DEPTH

LATERAL

LAWN AREA

TREE

EARTH BERM WHEN NOT IN

CENTER LINE OF SPRINKLER HEAD

LATERAL LINE, SEE PLAN.

1.

ROOT ZONE WATERING SYSTEM

INSTALL RZWS SLEEVE OVER TUBE TO HELP PREVENT SOIL INTRUSION.2.

8

PIPE TRENCH DETAIL

PRESSURE MAIN LINE

TRENCH WIDTH SHALL BE PIPE SIZE
PLUS MINIMUM 3" ON EACH SIDE

NON PRESSURE SPRAY LATERAL LINE

2
4
" 
M
IN
.

1
8
" 
M
IN
.

REFER TO SPECIFICATIONS AND PLAN SHEETS FOR MORE INFORMATION.

NOTES:

1.

FINISHED GRADE

NATIVE SOIL:
85% COMPACTION IN LANDSCAPE AREAS

WHEN TRENCHES ARE LOCATED UNDER PAVEMENT, COMPACTION RATE2.
FOR THE BACKFILL SHALL COMPLY WITH THE COMPACTION RATES REQUIRED
FOR THOSE PAVING SECTIONS.

SEE NOTE 2 FOR ADDITIONAL INFO.

1
2
" 
M
IN
.

NON PRESSURE ROTOR LATERAL LINE

PIPES TO HAVE A MINIMUM OF 6" HORIZONTAL SEPARATION WHEN PLACED 3.
IN THE SAME TRENCH ALONG WITH A MINIMUM OF 6" VERTICAL SEPARATION
BETWEEN PIPES.

TRENCH WIDTH

CONTROL WIRES TO BE LOCATED
ADJACENT TO THE BASE OF THE
PRESSURE MAINLINE. BUNDLE & TAPE
AT 10'-0" INTERVAL TO PIPE. WIRE
NOT TO BE PLACED ABOVE PRESSURE
MAINLINE.

3" MIN

3
" 
M
IN

CLEAN, ROCK-FREE SOIL OR SAND.
SEE SPECIFICATION.

3
" 
M
IN

TRACER WIRE

3" MIN NATIVE SOIL CAN BE USED IF
COMPLETELY CLEAN OF ROCK.

5

LATERAL PIPE AS PER PLAN 

HUNTER IH FITTING WITH
HEB SERIES EMITTER AND
SCREEN CV

FINISH GRADE 

HUNTER IH FITTING, 1/2"
FPT CONNECTION FROM
LATERAL

HUNTER IH RISER, HOSE
LENGTH AS REQUIRED

SCHEDULE 40 PVC
T-FITTING (SST)

SHRUB BUBBLER DETAIL

LA
TE

R
AL

 L
IN
E

D
EP

TH

9

1.
AUTOMATIC CONTROLLER TO BE INSTALLED PLUMB AND LEVEL.

CONCRETE SLAB
SEE ARCHITECTURAL DRAWINGS

AUTOMATIC CONTROLLER DETAIL

NOTES:

5
4
"

2.

(2) 3/8" x 3" LAG BOLTS, USE 
BOTTOM BRACKET AS GUIDE

(2) 3/8"x 3" LAG BOLTS, USE
ENCLOSURE TEMPLATE FOR EXACT LOCATION
LEAVE 1/8" GAP BETWEEN WALL AND HEAD

1/2" ELECTRICAL CONDUIT.
COORDINATE WITH ELECTRICAL
SUBCONTRACTOR.

2" CONDUIT FOR IRRIGATION
CONTROL VALVE WIRE

FRONTSIDE

1
2
" 
M
IN

AUTOMATIC CONTROLLER

BUILDING WALL

COORDINATE EXACT LOCATION WITH ELECTRICAL SUBCONTRACTOR.

1/2" CONDUIT FOR
ETHERNET CABLE (IF
NEEDED)

ANTENNA (OPTIONAL)

ANTENNA (OPTIONAL)

ALL CONDUITS ABOVE GRADE TO BE (GRC) GALVANIZED3.
RIGID CONDUIT, WRAP WITH 10 MIL CONDUIT TAPE WHEN BELOW
GRADE TO 6" ABOVE GRADE

GRC CONDUIT SWEEP

PVC CONDUIT

1/2" CONDUIT FOR ADDITIONAL
WIRES (IF NEEDED)

SEAL ALL CONNECTION TO BE WATER TIGHT4.

CHANNEL STRUT ATTACHED TO
WALL WITH PIPES STRAPPED
DOWN WITH PIPE CLAMPS,
INSTALL AS NEEDED

1
2
" 
M
IN

1

PROVIDE A SEPARATE SLEEVE FOR EACH LATERAL OR MAIN CROSSING.
SLEEVES TO BE LARGE ENOUGH TO ACCEPT THE PIPE AND FITTINGS TO BE ENCASED.
SEE PLAN FOR LOCATION.

PROVIDE A SEPARATE SLEEVE FOR CONTROL WIRE

ALL PIPE AND FITTINGS TO BE SCHEDULE 40, P.V.C.

PAVING

SLEEVE

SECTION

SLEEVE DETAIL

LOCATE AT EACH END OF SLEEVE. REMOVE STAKES WHEN
2X4 STAKE, 4' LONG, WITH TOP 1 FOOT PAINTED ORANGE

PIPING IS INSTALLED.

"X" = DEPTH, SEE SPRINKLER IRRIGATION LEGEND.

TAPE ALL ENDS WITH DUCT TAPE TO PREVENT ENTRY OF SOIL.

NOTES:

24"

"X
"

24"

1.

2.
3.
4.
5.

MAINLINE OR
LATERAL LINE
PIPE

SCORE PAVEMENT WITH INDICATION
OF SLEEVE LOCATION

6
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SHEET NOTES

KEYNOTES

LANDSCAPE IRRIGATION DETAIL
AND CALCULATION

g  r  o  u  p

AND   PLANNING
LANDSCAPE   ARCHITECTURE

2707 K Street, Suite 201
Sacramento, CA 95816
916 369-3990

23068

Peter D. Larimer C-5284

TYPICAL VALVE BOX LAYOUT

RCV
A-11

QCV

RCV
A-12

6" TYPICAL

1
'-
0
" 
TY

PI
C
AL

RECTANGULAR VALVE BOX, WITH LOCKING LID, 
PER SPECIFICATIONS, TYPICAL.  BOX TYPE, 
SIZE, COLOR AND LID MARKINGS AS REQUIRED
PER SPECIFICATIONS.  VERIFY QUANTITY AND
LOCATION(S) PER PLAN.

EDGE OF WALK, WALL, FENCING, BUILDING, 
ETC., TYPICAL.

CIRCULAR VALVE BOX, WITH LOCKING LID, 
PER SPECIFICATIONS, TYPICAL.  BOX TYPE, 
SIZE, COLOR AND LID MARKINGS AS REQUIRED
PER SPECIFICATIONS.  VERIFY QUANTITY AND
LOCATION(S) PER PLAN.

ALIGN VALVE BOXES PARALLEL TO EACH
OTHER AND PERPENDICULAR TO EDGES

NOTE: 
1.

ETC., TYPICAL.
OF WALKS, WALLS, FENCING, BUILDINGS,

REFER TO SPECIFICATIONS FOR 
ADDITIONAL VALVE BOX INSTALLATION

2.

REQUIREMENTS.
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FH

FH

FH

FH

FH

FH

FH

FH

FH

UNIT B

UNIT C

UNIT A

UNIT G

UNIT F

UNIT E

UNIT DDN.01 

DN.02

DN.03

UNIT P1

UNIT P2

UNIT P3

DN.04 

DN.06 

DN.05 

LEGEND

ASPHALT CONCRETE PAVING

LANDSCAPE

CONCRETE WALK / PAVING

MATCH LINE

PROPERTY LINE

EXPANSION JOINT

CONTROL JOINT

CHAIN LINK FENCE

ORNAMENTAL FENCE

CMU WALL

TRUNCATED DOMES

EXISTING BUILDINGSX

UNIT DESIGNATION

EMERGENCY ACCESS LANE

ACCESSIBLE PATH OF TRAVEL

x' FENCE HEIGHT

DEMOLITION GENERAL NOTES

1 PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2 ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3 EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT

4 REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5 REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6 CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7 SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8 SEE OTHER DISCIPLINES FOR ADDITIONAL DEMOLITION
SCOPE AND REQUIREMENTS.

T
H

E
 L

IN
E

 S
H

O
W

N
 A

B
O

V
E

 I
S

  
E

X
A

C
T

L
Y

 O
N

E
 I
N

C
H

 L
O

N
G

  
A

T
 T

H
IS

 
S

H
E

E
T

S
 O

R
IG

IN
A

L
 P

A
G

E
 S

IZ
E

SHEET NAME:

SHEET:

ISSUE
DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

2
/2

0
/2

0
2
4
 1

:2
3
:3

8
 P

M

A
u

to
d

e
s
k
 D

o
c
s
:/

/R
2
3
1
5
7
1
X

0
0
 F

C
U

S
D

 G
o

ld
 R

id
g

e
 E

le
m

e
n

ta
ry

 S
c
h

o
o

l 
M

o
d

/R
2
3
1
5
7
1
X

0
0
-A

-D
O

C
U

M
E

N
T

A
T

IO
N

.r
v
t

A1.01

DEMOLITION SITE PLAN
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DEMOLITION SITE PLAN 1
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TN

PN

DEMOLITION NOTES
DN.01 REMOVE AND SALVAGE ACCESSIBLE PARKING SIGNAGE.

STORE IN SAFE LOCATION FOR RE-INSTALLATION.
DN.02 REMOVE AND SALVAGE LAMP POST.

STORE IN SAFE LOCATION FOR RE-INSTALLATION.
DN.03 PORTION OF EXISTING CONCRETE TO BE REMOVED. SEE 

CIVIL DRAWINGS FOR ADDITIONAL INFORMATION.
DN.04 REMOVE EXISTING HANDRAILS SEE CIVIL DRAWINGS
DN.05 REMOVE EXISTING CHAINLINK FENCE SEE CIVIL AND 

LANDSCAPE DRAWINGS FOR ADDITIONAL INFORMATION.
DN.06 REMOVE EXISTING CHAINLINK GATE SEE CIVIL AND 

LANDSCAPE DRAWINGS FOR ADDITIONAL INFORMATION.
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(E) P
ARKING LOT A

(E) PARKING LOT B

UNIT A

UNIT B

UNIT C

UNIT D

UNIT E

UNIT F

UNIT G

UNIT P1

UNIT P2

UNIT P3

__________________________________________________________________
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1
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__________________________________________________________________
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2
A1.21
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10
A10.01

__________________________________________________________________

10
A10.01

32.38

__________________________________________________________________

4
A1.21

__________________________________________________________________

3
A1.21

__________________________________________________________________

7
A1.21

SN.01

SN.02

8

A10.02

LEGEND

ASPHALT CONCRETE PAVING

LANDSCAPE

CONCRETE WALK / PAVING

MATCH LINE

PROPERTY LINE

EXPANSION JOINT

CONTROL JOINT

CHAIN LINK FENCE

ORNAMENTAL FENCE

CMU WALL

TRUNCATED DOMES

EXISTING BUILDINGSX

UNIT DESIGNATION

EMERGENCY ACCESS LANE

ACCESSIBLE PATH OF TRAVEL

x' FENCE HEIGHT

T
H

E
 L

IN
E

 S
H

O
W

N
 A

B
O

V
E

 I
S

  
E

X
A

C
T

L
Y

 O
N

E
 I
N

C
H

 L
O

N
G

  
A

T
 T

H
IS

 
S

H
E

E
T

S
 O

R
IG

IN
A

L
 P

A
G

E
 S

IZ
E

SHEET NAME:

SHEET:

ISSUE
DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

2
/2

0
/2

0
2
4
 1

:2
4
:1

7
 P

M

A
u

to
d

e
s
k
 D

o
c
s
:/

/R
2
3
1
5
7
1
X

0
0
 F

C
U

S
D

 G
o

ld
 R

id
g

e
 E

le
m

e
n

ta
ry

 S
c
h

o
o

l 
M

o
d

/R
2
3
1
5
7
1
X

0
0
-A

-D
O

C
U

M
E

N
T

A
T

IO
N

.r
v
t

A1.11

IMPROVEMENT SITE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

1" = 30'-0"

IMPROVEMENT SITE PLAN 1

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

SHEET NOTES

TN

PN

32.38 SEAT WALL

SN.01 NEW CURB PER CIVIL
SN.02 NEW CONDENSING UNIT ON CURB SEE MECHANICAL 

DRAWINGS
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1. REFER TO SHEET G0.10 FOR TYPICAL SYMBOLS AND 
ABBREVIATIONS

2. REFER TO LANDSCAPE DRAWINGS FOR PAVING AND 
PLANTING INFORMATION

3. REFER TO MECHANICAL, ELECTRICAL, AND PLUMBING 
DRAWINGS FOR UTILITY INFORMATION

4. CONTRACTOR IS RESPONSIBLE FOR 
REPAIR/REPLACEMENT OF ALL HARDSCAPING/PLANTING 
OUTSIDE OF LIMIT OF WORK LINE FOR CONNECTION OF 
UNDERGROUND UTILITIES

5. PROVIDE 3/4" CHAMFER AT EXPOSED EDGES OF 
CONCRETE, UNLESS OTHERWISE INDICATED.

SN.03 TYP.
6

A10.81

SN.01 TYP.

SN.05 TYP.

SN.04 TYP.

SN.07 TYP.

32.28
13

A10.01

32.10
3

A10.02

TYP.

11

A10.01

SN.06

SN.14

SN.12

SN.02 TYP.

32.35

SN.13

SN.12

4

A10.02
SN.08

9'
 - 

0"

4
5

° 
T

Y
P

.

8'
 - 

0"

5'
 - 

0"

SN.06

SN.12

32.34

22' - 0"

18' M
IN.

3' - 0"

11

A10.01

11

A10.01

11

A10.01

9'
 - 

0"

9'
 - 

0"

CL

CL

CL

CL

CL

CL
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 - 

0"

9'
 - 

0"
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S
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R
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E
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.

3'-0" M
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O
O

T
H

8" M
A

X
.

6" M
IN

.

__________________________________________________________________

2
A10.01
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2
A10.01

SN.11, TYP.

32.36

32.37SN.09,

32.37 SN.09
9

A10.01

9

A10.01

1

A10.01

9

A10.02

60" MIN. CLR.

G
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TE
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ID
TH

 C
LR

.

6'

32.36

32.37

1

A10.01

SN.10

2' MIN.

2' MIN.

32.37 SN.10

5

A10.01

5

A10.01

6'

LEGEND

ASPHALT CONCRETE PAVING

LANDSCAPE

CONCRETE WALK / PAVING

MATCH LINE

PROPERTY LINE

EXPANSION JOINT

CONTROL JOINT

CHAIN LINK FENCE

ORNAMENTAL FENCE

CMU WALL

TRUNCATED DOMES

EXISTING BUILDINGSX

UNIT DESIGNATION

EMERGENCY ACCESS LANE

ACCESSIBLE PATH OF TRAVEL

x' FENCE HEIGHT

TYP.
3' - 

0"

32.10
3
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4
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SN.06

SN.08SN.06

20' - 
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SN.05

6"

6'-0" M
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32.37 SN.10
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SHEET NOTES

SN.01 4" WIDE BORDER ACCESS AISLE; COLOR: BLUE
SN.02 4" WIDE LINE STRIPING; COLOR: WHITE
SN.03 SYMBOL OF ACCESSIBILITY
SN.04 CENTER WITHIN ACCESS AISLE, PAINT IN 12" HIGH 

LETTERS; "NO PARKING" COLOR: WHITE
SN.05 PERIMETER BOARDER WITH DIAGONAL STRIPES AT 36"

O.C. COLOR OF PAINTED STRIPES SHALL CONTRAST WITH 
THE  CONCRETE

SN.06 8% SLOPE MAX.
SN.07 CONCRETE CURB
SN.08 RETAINING CONCRETE CURB - PAINT YELLOW FACE AND 

TOP OF CURB
SN.09 PR 3' WIDE GATES
SN.10 3' WIDE GATE
SN.11 PROVIDE CENTRAL POST EQUAL BETWEEN  COLUMNS
SN.12 REINSTALL EXISTING ACCESSIBLE PARKING SIGNAGE
SN.13 REINSTALL EXISTING VAN ACCESSIBLE PARKING SIGNAGE
SN.14 REINSTALL EXISTING LAMP POST
SN.15 EXISTING VAN ACCESSIBLE PARKING SIGNAGE TO REMAIN    
SN.16 LEVEL SURFACE 1.9% MAX IN ALL DIRECTIONS
SN.17 EXISTING DRAIN INLET 

1" = 10'-0"
6ENLARGED PLAN - PARKING LOT A

1" = 10'-0"

1ENLARGED SITE PLAN - PARTIAL - UNIT
A FENCING

1" = 10'-0"

5ENLARGED PLAN - PARTIAL - UNIT G
FENCING

05.20 STEEL GUARDRAIL W/ HANDRAIL

32.10 TRUNCATED DOMES

32.28 PRECAST CONCRETE BUMPER

32.34 SIGNAGE: VAN ACCESSIBLE PARKING STALL

32.35 SIGNAGE: ACCESSIBLE PARKING STALL

32.36 DECORATIVE METAL FENCE

32.37 DECORATIVE METAL FENCE GATE

1" = 10'-0"
2ENLARGED PLAN - DROP OFF

1" = 10'-0"

4ENLARGED PLAN - PARTIAL - UNIT F
FENCING

1" = 10'-0"

3ENLARGED PLAN - EXISTING VAN
ACCESSIBLE STALL - PARKING LOT B

1" = 10'-0"

ENLARGED PLAN - RAMP 7
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PRINCIPAL

A104

WORK

A105

RECEPTION

A101

OFFICE

A102

LOUNGE

A108

CLOSET

A103

CLOSET

A117

COMP. SERV.

A109

MECH.

A107

JAN.

A106

CONFERENCE

A116

NURSE

A115

MECH.

A110

CLOSET

A119

__________________________________________________________________

2
AA2.10

UTIL.

A112

TOILET

A114

TOILET

A111

TOILET

A113

DN.09

DN.10

SN.01, TYP

DN.15

DN.17

DN.04

DN.04

DN.12

DN.12

TOILET

A111

UTIL.

A112

TOILET

A114

TOILET

A113

DN.07

DN.08

DN.07

DN.11

DN.09

DN.10

DN.14

DN.03

DN.06

DN.01
DN.02
DN.04

DN.13

DN.05

DN.05DN.06

DN.08

DN.01
DN.02
DN.04

DN.08

DN.06

DN.07
DN.01
DN.02
DN.04

DN.15

DN.16 DN.16

DN.16

DN.12

DN.12

DN.12

DN.18

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH

1/8" = 1'-0"

UNIT A DEMOLITION FLOOR PLAN 1
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DN.01 REMOVE EXISTING FLOOR FINISH & PREPARE FLOOR TO 
RECEIVE NEW FINISHES. 

DN.02 REMOVE EXISTING WALL FINISH TO STUD & PREPARE TO RECEIVE 
NEW WORK.

DN.03 REMOVE NON-BEARING WALL AND CONCRETE CURB IN IT'S 
ENTIRETY. PATCH AND REPAIR AT POINT OF ANCHORAGE. 
PREPARE TO RECEIVE NEW WORK.

DN.04 REMOVE ALL TOILET ACCESSORIES, INCLUDING TOILET 
PAPER DISPENSERS, SEAT COVER DISPENSERS, SOAP 
DISPENSERS, PAPER TOWEL DISPENSERS, AND 
SANITARY NAPKIN DISPENSERS; RETURN TO OWNER.

DN.05 REMOVE EXISTING DOOR , HARDWARE AND FRAME.
DN.06 REMOVE EXISTING WATER CLOSET. 
DN.07 REMOVE EXISTING LAVATORY. 
DN.08 REMOVE EXISTING GRAB BAR. 
DN.09 REMOVE EXISTING SINK.
DN.10 REMOVE EXISTING COUNTERTOP.
DN.11 REMOVE EXISTING UPPER CABINET, TYP OF 2. PATCH AND 

REPAIR AT POINTS OF ANCHORAGE AND PREPARE FOR 
INSTALLATION OF NEW CASEWORK.

DN.12 REMOVE EXISTING SIGNAGE.  PATCH AND PREPARE FOR NEW 
SIGNAGE.

DN.13 REMOVE EXISTING LOWER CABINET, TYP OF 2. PATCH AND 
REPAIR AT POINTS OF ANCHORAGE AND PREPARE FOR 
INSTALLATION OF NEW CASEWORK.

DN.14 REMOVE AND SALVAGE EXISTING MARKERBOARD; RETURN 
TO OWNER.

DN.15 REMOVE WALL BASE AROUND EXISTING CASEWORK.
DN.16 REMOVE EXISTING MIRROR. 
DN.17 REMOVE STOREFRONT MULLIONS AND GLAZING & PREPARE 

FOR A NEW CONFIGURED STOREFRONT WITH A SINGLE DOOR.
DN.18 REMOVE PORTION OF WALL FINISH ABOVE FOR WALL 

FRAMING TO RECEIVE BLOCKING FOR NEW UNIT SEE 
MECHANICAL.

1/4" = 1'-0"

UNIT A - TOILET ROOMS - ENLARGED DEMO 2

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

DEMOLITION NOTES

SHEET NOTES

LEGEND - DEMOLITION PLANS
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PRINCIPAL

A104

RECEPTION

A101

OFFICE

A102

WORK

A105

LOUNGE

A108

CONFERENCE

A116

NURSE

A115

MECH.

A110

MECH.

A107

JAN.

A106

CLOSET

A103

CLOSET

A117

COMP. SERV.

A109
CLOSET

A119

__________________________________________________________________

1
AA7.11

TOILET

A111

UTIL.

A112

TOILET

A113

TOILET

A114

22.11

SN.02

A
1
1
1
A

A
1
1
4
A

SN.01, TYP

______________________
2

AA2.11

A101B

08.04

A113A

2

AA2.11

14

A10.71

S
N

.0
2

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE

1
0
1
A

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

TYP.

10.28

6

AA2.11

8

AA2.11

5

AA2.11

4

AA2.11

3

AA2.11

7

AA2.11

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

2' - 10 1/2" 3' - 2" 2' - 10 1/2"

2
' -

 0
 1

/2
"

3
' -

 0
 1

/2
"

2
' -

 1
"

1

A10.81

GLASS DSA APP 66828

(E) STORE FRONT WITH TEMPERED

VIF MULLIONS & HEAD OF (N) STORE FRONT 
ALIGN W/ (E) STORE FRONT HEAD FRAME AND 
MULLIONS.

(E) T (E) T (E) TT T

(E) 5 1/8" X 12" GLULAM BEAM

(N) STOREFRONT ENTRANCE 
SYSTEM PER PLAN

DIMENSION PT. 

(E) ADJACENT STOREFRONT

4 1/2" VIF TO MATCH

(E) GYP BD. PATCH BACK AND REPAIR
TO MATCH ADJACENT WALL FINISHES
@ (E) STOREFRONT

PLASTER T-MOLDING
WITH WEEP HOLES

WD. SHIM W/ SEALANT
AND BACKER ROD @ INTERIOR 
AND EXTERIOR 

(E) 1/2" STRUCTURAL PLYWOOD
O/2x8 WD STUDS UP TO T.O. 
FRAMING

(E)  EXTERIOR PLASTER O/ 
PLYWOOD EXT. WALL PATCH
BACK AND REPAIR TO MATCH 
ADJACENT WALL FINISHES SEE

10

A10.11

ANCHOR W/#12 WD SCREWS @ 12" 
O.C. 4" MIN. FROM ENDS. MIN. 1" 
EMBED. 

1
/4

" 
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

.

(E) 7x4x3/8 TUBE STEEL COLUMN

(N) STOREFRONT ENTRANCE 
SYSTEM PER PLAN

DIMENSION PT. 

SHIM AS REQUIRED, SEALANT
AND BACKER ROD @ INTERIOR 
AND EXTERIOR 

BREAK METAL, FINISH TO MATCH 
STOREFRONT WINDOW SYSTEM

(E) ADJACENT STOREFRONT

4 1/2" VIF TO MATCH

ANCHOR W/#10 SMS @18" O.C.

DOOR

ALUMINUM THRESHOLD SET IN 
FULL BED OF MASTIC

#12 X 2" SCREWS WITH 
EXPANSION SHIELDS @ 9" O.C.

DOOR BOTTOM

FLOOR COVERING 
WHERE OCCURS

2   

.   TYP.

M
A

X
.

1
/2

"

MAX1   

NEW CONCRETE WALK SEE
CIVIL DRAWINGS

(N) STOREFRONT ENTRANCE 
SYSTEM PER PLAN

DIMENSION PT. 

SHIM AS REQUIRED

BACKER ROD AND SEALANT

DIMENSION PT. 

(E) GYPSUM WALLBOARD. PATCH 
BACK AND REPAIR
TO MATCH ADJACENT WALL FINISHES

PLASTER T-MOLDING

(E) 1/2" STRUCTURAL PLYWOOD
O/2x8 WD STUDS UP TO T.O. FRAMING

(E)  EXTERIOR PLASTER O/ 
PLYWOOD EXT. WALL PATCH
BACK AND REPAIR TO MATCH 
ADJACENT WALL FINISHES SEE

10

A10.11

(E) ADJACENT STOREFRONT

4 1/2" VIF TO MATCH

ANCHOR W/#12 WD SCREWS @ 12" 
O.C. 4" MIN. FROM ENDS. MIN. 1" 
EMBED. 

(E) WALL BEYOND

STOREFRONT WINDOW SYSTEM

CONT. CAULK JOINT EACH SIDE

FINISH FLOOR MATERIAL 
WHERE OCCURS

3/8" HILTI KB-TZ (2" MIN. EMBED)
AT 24" ON CENTER MAX.
MIN. 6" FROM EACH END.
MIN. (3) PER SILL 
[TORQUE: 60 FT-LB] 

EXISTING SLAB ON GRADE

24. GA GSM FLSHG EXT. CONC.

NEW CONCRETE WALK SEE
CIVIL DRAWINGS

(E) 5 1/8" X 12" GLULAM BEAM

(N) STOREFRONT ENTRANCE 
SYSTEM PER PLAN

DIMENSION PT. 

(E)  EXTERIOR PLASTER O/ 
PLYWOOD EXT. WALL PATCH
BACK AND REPAIR TO MATCH 
ADJACENT WALL FINISHES SEE

(E) GYP BD. PATCH BACK AND REPAIR
TO MATCH ADJACENT WALL FINISHES
@ (E) STOREFRONT

PLASTER T-MOLDING
WITH WEEP HOLES

WD. SHIM W/ SEALANT
AND BACKER ROD @ INTERIOR 
AND EXTERIOR 

(E) 1/2" STRUCTURAL PLYWOOD
O/2x8 WD STUDS UP TO T.O. 
FRAMING

10

A10.11

(E) ADJACENT STOREFRONT

4 1/2" VIF TO MATCH

ANCHOR W/#12 WD SCREWS @ 12" 
O.C. 4" MIN. FROM ENDS. MIN. 1" 
EMBED. 
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1/8" = 1'-0"

UNIT A - IMPROVEMENT FLOOR PLAN 1

UNIT A

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

RECEPTION A101 253.22 SF 15.00 SF 17

OFFICE A102 536.57 SF B 150.00 SF 4

CLOSET A103 20.43 SF 150.00 SF 1

PRINCIPAL A104 279.82 SF B 150.00 SF 2

WORK A105 380.82 SF B 150.00 SF 3

JAN. A106 28.29 SF 150.00 SF 1

MECH. A107 22.12 SF 150.00 SF 1

LOUNGE A108 485.76 SF B 150.00 SF 4

COMP. SERV. A109 22.14 SF 150.00 SF 1

MECH. A110 24.06 SF 150.00 SF 1

TOILET A111 46.07 SF 150.00 SF 1

UTIL. A112 45.67 SF 150.00 SF 1

TOILET A113 52.37 SF - 150.00 SF 1

TOILET A114 37.93 SF 150.00 SF 1

NURSE A115 172.68 SF B 150.00 SF 2

CONFERENCE A116 282.65 SF B 150.00 SF 2

CLOSET A117 25.87 SF 150.00 SF 1

CLOSET A119 7.54 SF 150.00 SF 1

Grand total 45

08.04 STOREFRONT

10.28 ROOM IDENTIFICATION SIGN

22.11 SINK

KEYNOTES

SHEET NOTES

SN.01 EXISTING ROOF OVERHANG ABOVE
SN.02 VIF MULLIONS & HEAD OF (N) STORE FRONT ALIGN W/ (E)

STORE FRONT HEAD FRAME AND MULLIONS.

LEGEND - IMPROVEMENT PLANS

1/4" = 1'-0"

UNIT A - PARTIAL EXTERIOR ELEVATION 2

3" = 1'-0"

STOREFRONT DOOR HEAD 5

3" = 1'-0"

STOREFRONT DOOR JAMB @ T.S. COLUMN 4

3" = 1'-0"

STOREFRONT DOOR THESHOLD 3

3" = 1'-0"

STOREFRONT JAMB @ EXIST. EXT. WALL 7

3" = 1'-0"

STOREFRONT SILL 6

3" = 1'-0"

STOREFRONT HEAD 8
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Francis Mendez Jr
Snapshot

Francis Mendez Jr
Snapshot

Francis Mendez Jr
Set to INCORPORATED

Francis Mendez Jr
Set to INCORPORATED



CONFERENCE

A116

NURSE

A115

AA8.112D

2A

2B

2C

AA8.111D

1A

1B

1C

LOUNGE

A108

MECH.

A110

TOILET

A111

WPP1

RSNCB1

RSN1

UTIL.

A112

TOILET

A113

WPP1

RSNCB1

RSN1

TOILET

A114

WPP1

RSNCB1

RSN1

RECEPTION

A101

OFFICE

A102

CLOSET

A117

COMP. SERV.

A109

CLOSET

A103

WORK

A105

JAN.

A106

MECH.

A107

PRINCIPAL

A104

10.28 10.28

10.24

10.28

10.28

10.28

10.2810.23

10.2810.28

10.28

10.28

10.20

10.19

10.19

10.20

10.19

10.64 SN.02

SN.02

SN.02

SN.02

SN.02

SN.02

SN.03

SN.03

SN.01, TYP

SN.06

SN.06

SN.06

SN.06

SN.06

SN.06

SN.06SN.06

SN.06 SN.06

SN.06 SN.06

SN.06

10.23

10.28

SN.03

SN.03

10.28 SN.07

SN.04

10.21

10.43

SN.05
SN.04

10.28

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT A - FINISH AND SIGNAGE PLAN 1
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UNIT A - FINISH AND SIGNAGE PLAN
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10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.21 NON-ACCESSIBLE TOILET ROOM DIRECTIONAL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.24 TACTILE EXIT SIGN - EXIT ROUTE

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

10.64 NON-ACCESSIBLE TOILET ROOM WALL SIGN

SHEET NOTES
SN.01 EXISTING ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "UNISEX"
SN.03 30"x48" CLEAR FLOOR SPACE
SN.04 PATCH & REPAIR CARPET AT NEW DOOR THRESHOLD.
SN.05 PATCH & REPAIR CARPET AT LOCATION OF DOOR REMOVAL.
SN.06 NO FINISH SCOPE
SN.07 PATCH & REPAIR ADJACENT FINISHES AS NECESSARY FROM 

STOREFRONT REPLACEMENT SCOPE. 
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OFFICE

A102

PRINCIPAL

A104

WORK

A105

LOUNGE

A108

CLOSET

A103

CLOSET

A117

COMP. SERV.

A109

CLOSET

A119

TOILET

A111

MECH.

A110

JAN.

A106

MECH.

A107

UTIL.

A112

TOILET

A114

TOILET

A113

NURSE

A115

CONFERENCE

A116

DN.03

DN.01

DN.02

DN.03

DN.01

DN.02

DN.01

DN.03

SN.01SN.01 SN.01

SN.01
SN.01

SN.01
SN.01

SN.01

SN.01

SN.01

SN.01
SN.01SN.01

DN.04

DEMOLITION GENERAL NOTES

1. PROTECT ALL ITEMS NOT NOTED TO BE REMOVED OR MODIFIED. 
REPAIR ALL DAMAGED ITEMS TO SAME CONDITION AS BEFORE 
DAMAGE OCCURRED.

2. REMOVE ALL ITEMS SCHEDULED FOR DEMOLITION INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK.

3. ALL ITEMS TO BE REMOVED AND NOT REINSTALLED SHALL BE 
DISPOSED OF OFF SITE.

4. REMOVE ALL ITEMS REQUIRED TO INSTALL NEW WORK 
WHETHER OR NOT SPECIFICALLY SHOWN TO BE REMOVED OR 
MODIFIED.

5. SEE MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL 
DEMOLITION INFORMATION.

EXISTING WALL TO REMAIN

EXISTING WALL TO BE DEMOLISHED

EXISTING GYPSUM BOARD, 
PLASTER, OR STUCCO 
CEILING TO BE DEMOLISHED

SURFACE MOUNTED LIGHT 
FIXTURE TO BE DEMOLISHED

EXHAUST AIR REGISTER 
TO BE DEMOLISHED

LEGEND - DEMOLITION RCP
T
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UNIT A - DEMOLITION REFLECTED CEILING PLAN
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1/8" = 1'-0"

UNIT A - DEMO REFLECTED CEILING PLAN 1

SN.01 NO CEILING DEMOLITION SCOPE IN THIS ROOM

SHEET NOTES

DN.01 REMOVE EXISTING LIGHT FIXTURE IN ITS ENTIRETY.
DN.02 REMOVE AND SALVAGE EXISTING EXHAUST REGISTER. STORE 

IN A SAFE LOCATION FOR REINSTALLATION.
DN.03 REMOVE EXISTING CEILING FINISH. REMOVE AND REPLACE 

CEILING JOISTS AS NECESSARY FOR WALL RELOCATION. 
PREPARE CEILING TO RECEIVE SCHEDULED WORK.

DN.04 REMOVE EXISTING CEILING FINISH AS NECESSARY FOR 
PIPING SUPPORTS

DEMOLITION NOTES
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WOOD STUD WALL

EXISTING WALL

GYPSUM BOARD
REF: CEILING TAGS

CEILING TYPE

HEIGHT ABOVE FINISH FLOOR

RECESSED LIGHT FIXTURE

SURFACE MOUNTED LIGHT FIXTURE

RECESSED LIGHT FIXTURE

EXHAUST AIR REGISTER

SURFACE MOUNTED LIGHT FIXTURE

ACCESS DOOR

1'-0" AFF

TYPE FIN

LEGEND - IMPROVEMENT RCP

CEILING FINISH

OFFICE

A102

PRINCIPAL

A104

WORK

A105

JAN.

A106

MECH.

A107

LOUNGE

A108

CLOSET

A103

CLOSET

A117

COMP. SERV.

A109

CLOSET

A119

TOILET

A114

TOILET

A113

NURSE

A115

UTIL.

A112

TOILET

A111

MECH.

A110

8'-0" AFF

GB PNT1

8'-0" AFF

GB PNT1

8'-0" AFF

GB PNT1

CONFERENCE

A116

SN.01 SN.01

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01SN.01

SN.02

SN.02

SN.02

SN.04

SN.05

SN.03

SN.03

SN.03

SN.03
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UNIT A - IMPROVEMENT REFLECTED CEILING PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00
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SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT A - REFLECTED CEILING PLAN 1

SN.01 NO CEILING SCOPE
SN.02 LEVEL 5 FINISH
SN.03 PATCH AND REPAIR CEILING TO INSTALL NEW LIGHT 

FIXTURE.
SN.04 PATCH AND REPAIR WALL ABOVE DOOR TO INSTALL 

BLOCKING FOR NEW MECHANICAL EQUIPMENT
SN.05 PATCH AND REPAIR CEILING TO INSTALL PIPE SUPPORTS 

REQUIRED FOR NEW MECHANICAL EQUIPMENT

SHEET NOTES

GENERAL NOTES
1. LIGHT FIXTURES & MECHANICAL REGISTERS ARE SHOWN FOR 

LOCATION PURPOSES ONLY, REFER TO ELECTRICAL & MECHANICAL 
DRAWINGS FOR ADDITIONAL INFORMATION.

2. ALL CEILING HEIGHTS ARE FROM A.F.F.

KEYNOTES

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25



UTIL.
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CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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UNIT A - ENLARGED PLANS & INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630
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1/4" = 1'-0"

UNIT A - TOILET ROOMS - ENLARGED PLAN 1

1/4" = 1'-0"

2AA111 TOILET

1/4" = 1'-0"

2BA111 TOILET

1/4" = 1'-0"

2CA111 TOILET

1/4" = 1'-0"

2DA111 TOILET

1/4" = 1'-0"

A113 TOILET 3A
1/4" = 1'-0"

A113 TOILET 3B
1/4" = 1'-0"

A113 TOILET 3C
1/4" = 1'-0"

A113 TOILET 3D

1/4" = 1'-0"

A114 TOILET 4A
1/4" = 1'-0"

A114 TOILET 4B
1/4" = 1'-0"

A114 TOILET 4C
1/4" = 1'-0"

A114 TOILET 4D

09.04 WALL PROTECTION PANELING O/ MOISTURE RESISTANT
GYPSUM BOARD

09.09 RESINOUS COVE BASE

10.18 18X36 MIRROR

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.21 NON-ACCESSIBLE TOILET ROOM DIRECTIONAL SIGN

10.22 GRAB BAR

10.28 ROOM IDENTIFICATION SIGN

10.64 NON-ACCESSIBLE TOILET ROOM WALL SIGN

10.65 DOOR SIGN NON-ACCESSIBLE TOILET ROOM

22.04 FLOOR MOUNTED TOILET

22.11 SINK

22.13 LAVATORY

KEYNOTES

SHEET NOTES
SN.01 SIGN TO READ "UNISEX"
SN.02 30"x48" CLEAR FLOOR SPACE
SN.03 60" DIA. TURNING SPACE
SN.04 T-SHAPED TURNING SPACE WITHIN A 60 INCH SQUARE. WITH 

2 ARMS AND A BASE 36 INCHES WIDE. ARMS SHALL BE CLEAR 
OF OBSTRUCTIONS 12 INCHES MINIMUM IN EACH DIRECTION, 
AND THE BASE SHALL BE CLEAR OF OBSTRUCTIONS 24 INCHES 
MINIMUM. ONLY 1 ARM OF T-SHAPED SPACE TO INCLUDE KNEE 
AND TOE CLEARANCES AT LAVATORY AS SHOWN ON PLAN. 

SN.05 INSTALL BLOCKING FOR NEW MECHANICAL EQUIPMENT ABOVE 
DOOR SEE MECHANICAL DRAWINGS

SN.06 PATCH AND REPAIR WALL TO RECEIVE NEW DOOR FRAME
SN.07 TOILET PAPER DISPENSER, O.F.O.I.
SN.08 PAPER TOWEL DISPENSER, O.F.O.I.
SN.09 SOAP DISPENSER, O.F.O.I.
SN.10 36"
SN.11 48"
SN.12 TOILET SEAT COVER DISPENSER, O.F.O.I.

ADULT HEIGHT

ELEMENTARY HEIGHT

ADULT HEIGHT

GENERAL NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.
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10.28

SN.07

10.23 SN.08

10.20

10.19

10.19

10.64

SN.10

SN.10

SN.10

09.08 RB
1

SN.06

PNT
GYP BD

1
SN.11

10.21

10.28

PNT
GYP BD

1
SN.11

09.08 RB
1

SN.06

SN.01
SN.02
D.A.

SN.04 12.01

SN.05

22.11 SN.03, D.A.

PLAM
2

PLAM
1

09.08

SN.12

RB
1

6

A10.61

SN.13, SN.14

6

A10.11

27 33 24

WI211 L

36 33 24

WI154B12.01

10.19

10.20

22.11

SN.09

D.A.

SN.10

SN.10

SN.05

D.A.

18" MIN. CLR

36 30 15

WI302 L

27 30 15

WI301 L

PLAM
1

TYP

PLAM
2

PLAM
1

TYP

09.08

SN.12

RB
1

5

A10.61

SN.07

XXX
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CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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UNIT A - INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL
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1/4" = 1'-0"

1AA108 LOUNGE

1/4" = 1'-0"

1BA108 LOUNGE

1/4" = 1'-0"

1CA108 LOUNGE

1/4" = 1'-0"

1DA108 LOUNGE

1/4" = 1'-0"

A115 NURSE 2C
1/4" = 1'-0"

A115 NURSE 2B
1/4" = 1'-0"

A115 NURSE 2A
1/4" = 1'-0"

A115 NURSE 2D

09.08 RESILIENT BASE

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.21 NON-ACCESSIBLE TOILET ROOM DIRECTIONAL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.64 NON-ACCESSIBLE TOILET ROOM WALL SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.11 SINK

KEYNOTES

GENERAL NOTES

SHEET NOTES
SN.01 REMOVE (E) DOORS, (E) DOOR HINGES, AND (E) ALL-AROUND 

CLOSE BASE. PATCH AND REPAIR HOLES LEFT FROM REMOVAL 
TO MATCH (E) FINISH. REMOVE (E) SOAP AND PAPER TOWEL 
DISPENSERS AND RETURN TO OWNER FOR RELOCATION. 

SN.02 PROVIDE RUBBER BASE INSIDE OF CABINET.
SN.03 WRAP ALL EXPOSED PIPES.
SN.04 PROVIDE PLASTIC LAMINATE ACCESS PANEL AND APRON.
SN.05 PROVIDE SIDE SPLASH.
SN.06 PROVIDE RUBBER BASE ON THIS WALL ONLY.
SN.07 (E) CLOCK/SPEAKER
SN.08 (E) FIRE EXTINGUISHER
SN.09 FINISHED END PANEL
SN.10 SIGN TO READ "UNISEX"
SN.11 PAINT WALL WITH DEMOLITION SCOPE.
SN.12 PROVIDE RUBBER BASE AT NEW AND EXISTING CASEWORK ONLY.
SN.13 EXTENT OF WALL INFILL.
SN.14 MATCH (E) WALL TEXTURE ON ADJACENT WALLS.

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.
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STAGE

B104

MULTIPURPOSE

B101

KITCHEN

B102

STORAGE

B103

MECH.

B119

MECH.

B105

LIFT

B106

SUPPLY

B107

CORRIDOR

B108

STORAGE

B109

GIRLS

B110

BOYS

B111

P.E.

B112

UTIL. / MECH.

B113

TEACHERS
WORKROOM

B114

STORAGE

B116

STORAGE

B115

COMPUTER

B118

JANITOR OFFICE

B117

__________________________________________________________________

2
AB2.10

SN.01, TYP

DN.03

GIRLS

B110

BOYS

B111

DN.01

DN.02

DN.04

DN.01

DN.04

DN.05

DN.02

DN.05

DN.06

DN.06

DN.06

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH
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1/8" = 1'-0"

UNIT B - DEMOLITION FLOOR PLAN 1

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

DN.01 REMOVE EXISTING RECESSED TOILET PAPER DISPENSER 
AND STORE FOR REINSTALLATION. PREPARE WALL AS 
NECESSARY FOR RELOCATION OF RECESSED TOILET PAPER 
DISPENSER.

DN.02 REMOVE EXISTING DOOR, HARDWARE AND FRAME.
DN.03 REMOVE EXISTING DRINKING FOUNTAIN AND PREPARE FOR 

INSTALLATION OF NEW DRINKING FOUNTAIN.
DN.04 REMOVE EXISTING SURFACE MOUNTED TOILET PAPER 

DISPENSER. RETURN TO OWNER.
DN.05 REMOVE EXISTING SIGNAGE.
DN.06 REMOVE EXISTING PAPER TOWEL DISPENSER & SOAP 

DISPENSER. RETURN TO OWNER. FILL SCREW HOLES FROM 
REMOVAL SCOPE.

1/4" = 1'-0"

UNIT B - TOILET ROOMS - ENLARGED DEMO 2

DEMOLITION NOTES

SHEET NOTES

LEGEND - DEMOLITION PLANS
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STAGE

B104
KITCHEN

B102

MECH.

B119

STORAGE

B103

MECH.

B105

LIFT

B106

SUPPLY

B107
STORAGE

B109

GIRLS

B110

BOYS

B111

P.E.

B112

MULTIPURPOSE

B101

TEACHERS
WORKROOM

B114

UTIL. / MECH.

B113

COMPUTER

B118

JANITOR OFFICE

B117

STORAGE

B116

STORAGE

B115

CORRIDOR

B108

__________________________________________________________________

2
AB2.11

SN.01, TYP

22.07

(E
) 

1
'-
6

"

______________________
3

AB2.11

__________________________________________________________________

8
A10.11

5'-6"

SN.02

(E
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4
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(E
) 

4
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M
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. 
C
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R

(E
) 

3
4

" 
C

L
R

.

(E) 5' - 1" CLR.

(E) 5' CLR.

(E) 16"

(E) 16 1/2"

(E) 4' 9 1/2"

(E) 4' - 9 /12"

BOYS

B111

GIRLS

B110

SN.03

S
N

.0
2

SN.06

SN.03

S
N

.0
2

SN.06

B111A

B110A

SN.04

SN.05

SN.04

SN.05

S
N

.0
2

AB2.113

10.19

10.20

10.19

10.20

SN.07

SN.07

SN.08

SN.08

(E) 48" CLR.

SN.09

SN.09

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

10.20

10.19

10.20

10.19

SN.07

SN.07

SN.08

SN.08

10.28

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE

1
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UNIT B - IMPROVEMENT FLOOR PLAN & EXTERIOR
ELEVATION
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GOLD RIDGE ELEMENTARY SCHOOL
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1/8" = 1'-0"

UNIT B - IMPROVEMENT FLOOR PLAN 1
1/4" = 1'-0"

UNIT B - TOILET ROOMS - ENLARGED PLAN 2

UNIT B

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

MULTIPURPOSE B101 4612.92 SF A2 15.00 SF 308

KITCHEN B102 352.25 SF B 150.00 SF 3

STORAGE B103 49.48 SF 100.00 SF 1

STAGE B104 937.28 SF A2 15.00 SF 63

MECH. B105 45.82 SF 100.00 SF 1

LIFT B106 42.19 SF 100.00 SF 1

SUPPLY B107 242.07 SF 100.00 SF 3

CORRIDOR B108 110.45 SF 100.00 SF 2

STORAGE B109 181.55 SF 100.00 SF 2

GIRLS B110 223.42 SF 100.00 SF 3

BOYS B111 185.15 SF 100.00 SF 2

P.E. B112 184.58 SF E 100.00 SF 2

UTIL. / MECH. B113 105.29 SF 100.00 SF 2

TEACHERS WORKROOM B114 749.94 SF B 150.00 SF 5

STORAGE B115 88.22 SF 100.00 SF 1

STORAGE B116 57.22 SF 100.00 SF 1

JANITOR OFFICE B117 68.26 SF 100.00 SF 1

COMPUTER B118 35.55 SF 100.00 SF 1

MECH. B119 60.64 SF 100.00 SF 1

19 403

SN.01 EXISTING ROOF OVERHANG ABOVE
SN.02 30"x48" CLEAR SPACE
SN.03 60" DIA. TURNING SPACE
SN.04 SOAP DISPENSER, O.F.O.I. 
SN.05 PAPER TOWEL DISPENSER, O.F.O.I. 
SN.06 EXISTING RECESSED TOILET PAPER DISPENSER, REINSTALLED. 

INSTALLATION LOCATION PER DETAIL 1/A10.71. PATCH BACK 
WALL TILE AS NECESSARY FROM DEMOLITION AND 
RELOCATION SCOPE.

SN.07 SIGN TO READ "BOYS"
SN.08 SIGN TO READ "GIRLS"
SN.09 PATCH AND REPAIR WALL TO RECEIVE NEW DOOR FRAME.

KEYNOTES

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.28 ROOM IDENTIFICATION SIGN

22.07 DRINKING FOUNTAIN

ELEMENTARY HEIGHT

1/4" = 1'-0"

UNIT B - PARTIAL EXTERIOR ELEVATION 3

LEGEND - IMPROVEMENT PLANS
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SN.01, TYP

10.19

10.20

10.19

10.20

STAGE

B104
KITCHEN

B102

MECH.

B119

STORAGE

B103

MECH.

B105

LIFT

B106

SUPPLY

B107
STORAGE

B109

GIRLS

B110

BOYS

B111

P.E.

B112

MULTIPURPOSE

B101

TEACHERS
WORKROOM

B114

UTIL. / MECH.

B113

COMPUTER

B118

JANITOR OFFICE

B117

STORAGE

B116

STORAGE

B115

CORRIDOR

B108

SN.02

SN.02

SN.03

SN.03

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04

SN.04 SN.04

SN.04

SN.04

SN.04

SN.04

SN.05

SN.05

10.28

10.23

10.28

10.2310.28

10.28

10.28

10.28 10.28

10.28

10.23

10.28

10.23

10.28

10.23

10.28

10.28 10.28 10.23 10.28

10.23

10.2810.28

10.28

10.2410.28

10.28

10.28

10.23

10.28

10.23

10.28

10.28

10.28

10.28

10.26

10.43

10.26 SN.06

SN.07 GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT B - FINISH AND SIGNAGE PLAN 1
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AB2.12

UNIT B - FINISH AND SIGNAGE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "BOYS"
SN.03 SIGN TO READ "GIRLS"
SN.04 NO FINISH SCOPE.
SN.05 EXISTING TILE PATCH BACK SCOPE ONLY.
SN.06 OCC: 308
SN.07 OCC: 63

KEYNOTES

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.24 TACTILE EXIT SIGN - EXIT ROUTE

10.26 OCCUPANT LOAD SIGN

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN
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SPECIAL ED

C113

MECH.

C112

UTIL.

C111

RSP

C110

WORK / A.V.

C109

COMPUTER

C108

MECH.

C107

STAFF TOILET

C106

STAFF TOILET

C105

PSYCH

C104

SPEECH

C103

JANITOR

C102

__________________________________________________________________

2
AC2.10

LIBRARY

C101

DN.01

DN.03

DN.02

DN.03

DN.02DN.02

DN.03

DN.02

DN.03

5
'-
0

"

DN.05

DN.06

DN.06

SN.01, TYP.

STAFF TOILET

C106

STAFF TOILET

C105

DN.04DN.04

DN.07
DN.08
DN.11

DN.04

DN.10

DN.09

DN.13

DN.12

DN.12

DN.09

DN.13

DN.10

DN.04

DN.07
DN.08
DN.11

DN.14

DN.14

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH
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UNIT C - DEMOLITION FLOOR PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
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1/8" = 1'-0"

UNIT C - DEMOLITION FLOOR PLAN 1
1/4" = 1'-0"

UNIT C - TOILET ROOMS - ENLARGED DEMO 2

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

DEMOLITION NOTES

SHEET NOTES

DN.01 REMOVE EXTENTS OF CARPET, PREPARE SURFACE TO 
ACCEPT FINISHES SCHEDULED. 

DN.02 REMOVE EXISTING SINK.
DN.03 REMOVE EXISTING COUNTERTOP.
DN.04 REMOVE EXISTING SIGNAGE.
DN.05 REMOVE WALL BASE AROUND ENTIRE ROOM, INCLUDING 

ALL EXISTING CASEWORK. PATCH & REPAIR WALLS TO 
ACCEPT FINISHES SCHEDULED.

DN.06 REMOVE WALL BASE AROUND EXISTING CASEWORK.
DN.07 REMOVE EXISTING FLOOR FINISH & PREPARE FLOOR TO 

RECEIVE NEW FINISHES.
DN.08 REMOVE INTERIOR WALL FINISHES BACK TO FRAMING.
DN.09 REMOVE EXISTING WATER CLOSET. STORE AND PROTECT 

FOR REINSTALLATION.
DN.10 REMOVE EXISTING LAVATORY. STORE AND PROTECT FOR 

REINSTALLATION.
DN.11 REMOVE EXISTING TOILET PAPER DISPENSERS, SEAT 

COVER DISPENSERS, SOAP DISPENSERS, PAPER TOWEL 
DISPENSERS, AND SANITARY NAPKIN DISPENSERS. RETURN 
TO OWNER.

DN.12 REMOVE EXISTING GRAB BAR. 
DN.13 REMOVE EXISTING MIRROR. 
DN.14 REMOVE AND SALVAGE EXISTING DOOR THRESHOLD. 

STORE AND PROTECT FOR REINSTALLATION.

LEGEND - DEMOLITION PLANS
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SPECIAL ED

C113

RSP

C110

MECH.

C112

UTIL.

C111

COMPUTER

C108

WORK / A.V.

C109

JANITOR

C102

SPEECH

C103

PSYCH

C104

STAFF TOILET

C105

STAFF TOILET

C106

MECH.

C107

__________________________________________________________________

1
AC7.11

SN.01, TYP

22.12

22.12 22.12

22.12

LIBRARY

C101

SERVER

C114
SN.02

SN.02

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE
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UNIT C - IMPROVEMENT FLOOR PLAN
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GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL
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2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT C - IMPROVEMENT FLOOR PLAN 1

UNIT C

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

LIBRARY C101 1480.64 SF E 20.00 SF 75

JANITOR C102 64.33 SF - 100.00 SF 1

SPEECH C103 134.38 SF E 20.00 SF 7

PSYCH C104 132.98 SF E 20.00 SF 7

STAFF TOILET C105 43.56 SF - 100.00 SF 1

STAFF TOILET C106 40.72 SF - 100.00 SF 1

MECH. C107 42.70 SF - 100.00 SF 1

COMPUTER C108 594.19 SF E 20.00 SF 30

WORK / A.V. C109 185.10 SF - 100.00 SF 2

RSP C110 458.21 SF E 20.00 SF 23

UTIL. C111 53.89 SF - 100.00 SF 1

MECH. C112 91.06 SF - 100.00 SF 1

SPECIAL ED C113 861.82 SF E 20.00 SF 44

SERVER C114 39.19 SF - 0

14 194

SHEET NOTES
SN.01 ROOF OVERHANG ABOVE
SN.02 NON-ACCESSIBLE RESTROOM. SCOPE OF WORK LIMITED TO 

FINISHES ONLY.

22.12 SINK WITH BUBBLER

KEYNOTES

LEGEND - IMPROVEMENT PLANS
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"

10.23

10.28

10.43

WCPT
1

10.64

10.21

SPECIAL ED

C113

(E)

RB#

(E)

RSP

C110

(E)

*

(E)

MECH.

C112

UTIL.

C111

WORK / A.V.

C109

(E)

*

(E)

COMPUTER

C108

MECH.

C107

STAFF TOILET

C106

WPP1

RSNCB1

RSN1

STAFF TOILET

C105

WPP1

RSNCB1

RSN1

PSYCH

C104

SPEECH

C103

JANITOR

C102

LIBRARY

C101

SERVER

C11410.43 10.43

10.23

10.28

10.23

10.28

10.23

10.28

AC8.111D

AC8.11

3A

AC8.11

2A

2C

2B2D

1B

1A

1C

3D

3C

3B

SN.01, TYP.

10.65

10.65 SN.03

SN.03

SN.02

SN.02

SN.02

SN.02

SN.02

SN.02

SN.02

SN.02

SN.02

10.28

10.23

10.28

10.28

10.28

10.28

10.28

10.28

10.28

10.28

10.2310.23

10.28

10.28

(E) CPT

SN.04

SN.04

10.21

10.64 SN.04

10.26

10.43

SN.05

10.43

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT C - FINISH AND SIGNAGE PLAN 1
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UNIT C - FINISH AND SIGNAGE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL
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FILE NO.:  34-19 A NO.:  02-121931
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KEYNOTES

SHEET NOTES

SN.01 ROOF OVERHANG ABOVE
SN.02 NO FINISH SCOPE
SN.03 SIGN TO READ "UNISEX"
SN.04 SIGN TO READ "ACCESSIBLE RESTROOM IN BUILDING A"
SN.05 PROVIDE OCCUPANT LOAD SIGN AT LOCATION OF PREVIOUS 

OCCUPANT LOAD SIGN. OCC: 75

10.21 NON-ACCESSIBLE TOILET ROOM DIRECTIONAL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.26 OCCUPANT LOAD SIGN

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

10.64 NON-ACCESSIBLE TOILET ROOM WALL SIGN

10.65 DOOR SIGN NON-ACCESSIBLE TOILET ROOM
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STAFF TOILET

C105

STAFF TOILET

C106

10.21

10.21

10.19

10.19

SN.02

SN.02

AC7.112D

AC7.113D

3A

3B

3C

2A

2B

2C

SN.08

SN.07

SN.05

SN.04

SN.05

SN.04

SN.06
SN.03

10.18

10.64

10.64

SN.02

SN.02

SN.01

SN.01

WPP
1

SN.08

SN.06

SN.07

SN.03

SN.04

TYP.

09.04

10.18
WPP

1

TYP.

09.09 RSNCB
1

WPP
1

4

A10.11

3

A10.11
TYP

TYP

SN.05

WPP
1

WPP
1

WPP
1

TYP.

09.04

4

A10.11

3

A10.11
TYP

TYP

WPP
1

SN.04

SN.06

SN.03

SN.07

10.18 SN.08

SN.05

TYP.

09.09
RSNCB

1

WPP
1

XXX
XXXXX

XXX

CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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UNIT C - ENLARGED PLANS & INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00
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SACRAMENTO, CA, 95816 
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1/4" = 1'-0"

UNIT C - TOILET ROOMS - ENLARGED PLAN 1

1/4" = 1'-0"

C106 STAFF TOILET 3A
1/4" = 1'-0"

C106 STAFF TOILET 3B
1/4" = 1'-0"

C106 STAFF TOILET 3C
1/4" = 1'-0"

C106 STAFF TOILET 3D

1/4" = 1'-0"

C105 STAFF TOILET 2B
1/4" = 1'-0"

C105 STAFF TOILET 2A
1/4" = 1'-0"

C105 STAFF TOILET 2C
1/4" = 1'-0"

C105 STAFF TOILET 2D

09.04 WALL PROTECTION PANELING O/ MOISTURE RESISTANT
GYPSUM BOARD

09.09 RESINOUS COVE BASE

10.18 18X36 MIRROR

10.19 TOILET ROOM DOOR SIGN

10.21 NON-ACCESSIBLE TOILET ROOM DIRECTIONAL SIGN

10.64 NON-ACCESSIBLE TOILET ROOM WALL SIGN

KEYNOTES

SHEET NOTES
SN.01 EXISTING DOOR THRESHOLD, REINSTALLED.
SN.02 SIGN TO READ "UNISEX"
SN.03 EXISTING LAVATORY, REINSTALLED IN THE SAME LOCATION.
SN.04 EXISTING FLOOR MOUNTED WATER CLOSET, REINSTALLED IN 

THE SAME LOCATION.
SN.05 TOILET PAPER DISPENSER, O.F.O.I.
SN.06 PAPER TOWEL DISPENSER, O.F.O.I.
SN.07 SOAP DISPENSER, O.F.O.I.
SN.08 INSTALLED IN THE SAME LOCATION AS THE PREVIOUS MIRROR.

GENERAL NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.

ADULT HEIGHT

ADULT HEIGHT
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SN.01
SN.02
D.A.

SN.04

22.12 SN.03, D.A.

12.01

SN.05

PLAM
2

PLAM
1

09.08

SN.10

RB
1

6

A10.61

10.28

SN.01
SN.02
D.A.

SN.04 SN.01
SN.02
D.A.

12.01

SN.05

12.01

SN.05

22.12 SN.03, D.A.

PLAM
1

PLAM
2

PLAM
2

09.08 RB
1

SN.10

09.08 RB
1

SN.10

6

A10.61
TYP.

10.23

22.12

SN.01
SN.02
D.A.

SN.03, D.A.

SN.04 12.01

SN.05

SN.09

PLAM
2

PLAM
1

6

A10.61

10.28 10.23

10.43

SN.07

SN.08

SN.09

TYP.

10.23

SN.07

10.43

SN.08

SN.09

SN.07

SN.08

SN.07

10.43

TYP.

09.08 RB
1SN.06

XXX
XXXXX

XXX

CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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UNIT C - INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/4" = 1'-0"

C109 WORK / A.V. 1D

1/4" = 1'-0"

C110 RSP 2A

1/4" = 1'-0"

3AC113 SPECIAL ED

1/4" = 1'-0"

C109 WORK / A.V. 1A
1/4" = 1'-0"

C109 WORK / A.V. 1B
1/4" = 1'-0"

C109 WORK / A.V. 1C

1/4" = 1'-0"

C110 RSP 2B
1/4" = 1'-0"

C110 RSP 2C
1/4" = 1'-0"

C110 RSP 2D

1/4" = 1'-0"

3BC113 SPECIAL ED

1/4" = 1'-0"

3CC113 SPECIAL ED

1/4" = 1'-0"

3DC113 SPECIAL ED

09.08 RESILIENT BASE

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.12 SINK WITH BUBBLER

KEYNOTES

GENERAL NOTES

SHEET NOTES
SN.01 REMOVE (E) DOORS, (E) DOOR HINGES, AND (E) ALL-AROUND 

CLOSE BASE. PATCH AND REPAIR HOLES LEFT FROM REMOVAL 
TO MATCH (E) FINISH. REMOVE (E) SOAP AND PAPER TOWEL 
DISPENSERS AND RETURN TO OWNER FOR RELOCATION. 

SN.02 PROVIDE RUBBER BASE INSIDE OF CABINET.
SN.03 WRAP ALL PIPES.
SN.04 PROVIDE PLASTIC LAMINATE ACCESS PANEL AND APRON.
SN.05 PROVIDE SIDE SPLASH.
SN.06 PROVIDE RUBBER BASE AT ALL WALLS AND CASEWORK 

AROUND ENTIRE ROOM.
SN.07 (E) MARKERBOARD
SN.08 (E) CLOCK/SPEAKER
SN.09 (E) FIRE EXTINGUISHER
SN.10 PROVIDE RUBBER BASE AT NEW AND EXISTING CASEWORK ONLY.

KEYNOTES

GENERAL NOTES

SHEET NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25



CLASSROOM

D106

CLASSROOM

D101

CLASSROOM

D102

CLASSROOM

D105

CLASSROOM

D104

CLASSROOM

D103

MECH.

D109

GIRLS

D110

ELEC.

D108

BOYS

D107

__________________________________________________________________

3
AD2.10

__________________________________________________________________

2
AD2.10

MECH.

D112

MECH.

D111

DN.03

DN.02 DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

SN.01, TYP

DN.08 DN.08 DN.08

DN.08DN.08DN.08

DN.01 DN.01 DN.01

DN.01 DN.01 DN.01

DN.05

DN.06

DN.04

DN.07

DN.07

BOYS

D107

DN.09

DN.09

DN.11

DN.05

DN.06

DN.04

DN.07

DN.07

GIRLS

D110

DN.10
DN.09

DN.11

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH
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AD2.10

UNIT D - DEMOLITION FLOOR PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT D - DEMOLITION FLOOR PLAN 1

DN.01 REMOVE EXTENTS OF VINYL COMPOSITION TILE 
FLOORING, PREPARE SURFACE TO ACCEPT FINISHES 
SCHEDULED. REMOVE EXISTING RUBBER TRANSITION AT 
EDGE OF EXISTING CARPET. 

DN.02 REMOVE EXISTING SINK.
DN.03 REMOVE EXISTING COUNTERTOP.
DN.04 REMOVE EXISTING RECESSED TOILET PAPER DISPENSER. 

STORE AND PROTECT FOR REINSTALLATION. PREPARE WALL 
TO RECEIVE NEW WORK.

DN.05 REMOVE EXISTING DOOR, FRAME AND HARDWARE.
DN.06 REMOVE EXISTING DRINKING FOUNTAIN.
DN.07 REMOVE EXISTING SIGNAGE.
DN.08 REMOVE WALL BASE AROUND ENTIRE ROOM, INCLUDING 

ALL EXISTING CASEWORK. PATCH & REPAIR WALLS TO 
ACCEPT FINISHES SCHEDULED.

DN.09 REMOVE EXISTING PAPER TOWEL DISPENSER & SOAP 
DISPENSER. RETURN TO OWNER. FILL SCREW HOLES FROM 
REMOVAL SCOPE.

DN.10 REMOVE EXISTING RECESSED PAPER TOWEL DISPENSER. 
RETURN TO OWNER. PREPARE WALL TO RECEIVE NEW WORK.

DN.11 REMOVE EXISTING TOILET PAPER DISPENSER. RETURN TO 
OWNER. FILL SCREW HOLES FROM REMOVAL SCOPE.

1/4" = 1'-0"

UNIT D - BOYS - ENLARGED DEMO 2
1/4" = 1'-0"

UNIT D - GIRLS - ENLARGED DEMO 3

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

SHEET NOTES

DEMOLITION NOTES

LEGEND - DEMOLITION PLANS
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CLASSROOM

D101

CLASSROOM

D106

CLASSROOM

D102

CLASSROOM

D105

CLASSROOM

D103

CLASSROOM

D104

MECH.

D109

ELEC.

D108

BOYS

D107

GIRLS

D110

MECH.

D112

MECH.

D111

__________________________________________________________________

3
AD2.11

__________________________________________________________________

2
AD2.11

SN.01, TYP

22.12 22.12 22.12

22.12 22.12 22.12

AD2.11

5

AD2.11

4

12.01 12.01 12.01

12.01 12.01 12.01

CLR.

34" MIN.

SN.05

SN.08

5
' -

 1
" 

C
L

R
.

4
'-
9
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L

R
.

1
8
"

D
1
0
7
A

BOYS

D107

SN.06

SN.07

22.07

SN.04

__________________________________________________________________

8
A10.11

10.20

10.19

SN.03

SN.03
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LR.

44" M
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(E) 46" CLR.

(E
) 
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SN.04
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GIRLS

D110

SN.06
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__________________________________________________________________

8
A10.11

10.20

10.19 SN.02

SN.02
SN.04

C
LR

.
44

" M
IN

.

(E
) 

1
8

 1
/2

"

(E) 46" CLR.

SN.10

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

22.07

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

10.19

10.20

SN.02

SN.02

22.07

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

10.19

10.20

SN.03

SN.03

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE
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AD2.11

UNIT D - IMPROVEMENT FLOOR PLAN & EXTERIOR
ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT D - IMPROVEMENT FLOOR PLAN 1
1/4" = 1'-0"

UNIT D - TOILET ROOM - ENLARGED PLAN 2
1/4" = 1'-0"

UNIT D - TOILET ROOM - ENLARGED PLAN 3

UNIT D

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

CLASSROOM D101 915.95 SF E 20.00 SF 46

CLASSROOM D102 919.54 SF E 20.00 SF 46

CLASSROOM D103 890.57 SF E 20.00 SF 45

CLASSROOM D104 890.57 SF E 20.00 SF 45

CLASSROOM D105 919.54 SF E 20.00 SF 46

CLASSROOM D106 915.95 SF E 20.00 SF 46

BOYS D107 228.46 SF 100.00 SF 3

ELEC. D108 68.08 SF 100.00 SF 1

MECH. D109 172.32 SF 100.00 SF 2

GIRLS D110 267.61 SF 100.00 SF 3

MECH. D111 20.19 SF 100.00 SF 1

MECH. D112 20.19 SF 100.00 SF 1

12 285

SHEET NOTES
SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "GIRLS"
SN.03 SIGN TO READ "BOYS"
SN.04 30"x48" CLEAR SPACE
SN.05 60" DIA. TURNING CIRCLE
SN.06 SOAP DISPENSER, O.F.O.I. 
SN.07 PAPER TOWEL DISPENSER, O.F.O.I. 
SN.08 (E) RECESSED TOILET PAPER DISPENSER, REINSTALLED. 

INSTALLATION LOCATION PER DETAIL 1/A10.71. PATCH BACK 
WALL TILE AS NECESSARY FROM DEMOLITION AND 
RELOCATION SCOPE. 

SN.09 PATCH BACK WALL AND FINISHES AS NECESSARY FROM 
REMOVAL OF RECESSED PAPER TOWEL DISPENSER.

SN.10 PATCH AND REPAIR WALL TO RECEIVE NEW DOOR FRAME.

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.07 DRINKING FOUNTAIN

22.12 SINK WITH BUBBLER

KEYNOTES

ADULT HEIGHT ADULT HEIGHT

1/4" = 1'-0"

UNIT D - PARTIAL EXTERIOR ELEVATION 5
1/4" = 1'-0"

UNIT D - PARTIAL EXTERIOR ELEVATION 4

LEGEND - IMPROVEMENT PLANS
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AD8.12

1C

AD8.12

2C

AD8.11

2A

AD8.11

1A

5
'-
0

"

5
'-
0

"

5
'-
0

"

10.23

10.28

10.43

10.23

10.28

10.43 10.43

10.23

10.28

10.23

10.28

10.43

10.23

10.28

10.43

10.23

10.28

10.43

10.20

10.20

1B

1C

1D2B

2C

2D

2A

2B2D

1A

1B1D

10.19

10.19 SN.02

SN.02

SN.03

SN.03

CLASSROOM

D101

CLASSROOM

D106

CLASSROOM

D102

CLASSROOM

D105

CLASSROOM

D103

CLASSROOM

D104

MECH.

D109

ELEC.

D108

BOYS

D107

GIRLS

D110

MECH.

D112

MECH.

D111

SN.01, TYP

SN.04

SN.04

SN.05

SN.04

SN.04

SN.05

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

5
'-
0

"

5
'-
0

"

5
'-
0

"WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

SN.06 CWT
1

SN.06
CWT

1

SN.06
CWT

1
10.28

10.28

10.28

10.28

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT D - FINISH AND SIGNAGE PLAN 1
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AD2.12

UNIT D - FINISH AND SIGNAGE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "GIRLS"
SN.03 SIGN TO READ "BOYS"
SN.04 NO FINISH SCOPE.
SN.05 (E) TILE PATCH BACK SCOPE ONLY.
SN.06 PATCH BACK WALL AND FINISHES AS NECESSARY FROM 

REMOVAL OF RECESSED TOILET ACCESSORIES.

KEYNOTES
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SN.01
SN.02
D.A.

SN.04

22.12 SN.03, D.A.

12.01

SN.05

10.23

SN.09

PLAM
2

PLAM
1

6

A10.61

10.43

SN.07

SN.08

SN.07

TYP.

09.08 RB
1SN.06

SN.01
SN.02
D.A.

SN.0412.01

SN.05

22.12 SN.03, D.A.

10.23

SN.09

PLAM
2

PLAM
1

6

A10.61

SN.07 SN.07

SN.08 10.43

TYP.

09.08 RB
1SN.06

XXX
XXXXX

XXX

CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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AD8.11

UNIT D - INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/4" = 1'-0"

1AD101 CLASSROOM

1/4" = 1'-0"

1BD101 CLASSROOM

1/4" = 1'-0"

1CD101 CLASSROOM

1/4" = 1'-0"

1DD101 CLASSROOM

1/4" = 1'-0"

2AD103 CLASSROOM

1/4" = 1'-0"

2BD103 CLASSROOM

1/4" = 1'-0"

2CD103 CLASSROOM

1/4" = 1'-0"

2DD103 CLASSROOM

SIM: E104, F103

SIM: D102, E105, E106, F101, F102

09.08 RESILIENT BASE

10.23 TACTILE EXIT SIGN - EXIT

10.43 ASSISTIVE LISTENING SYSTEM SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.12 SINK WITH BUBBLER

KEYNOTES

GENERAL NOTES

SHEET NOTES
SN.01 REMOVE (E) DOORS, (E) DOOR HINGES, AND (E) ALL-AROUND 

CLOSE BASE. PATCH AND REPAIR HOLES LEFT FROM REMOVAL 
TO MATCH (E) FINISH. REMOVE (E) SOAP AND PAPER TOWEL 
DISPENSERS AND RETURN TO OWNER FOR RELOCATION. 

SN.02 PROVIDE RUBBER BASE INSIDE OF CABINET.
SN.03 WRAP ALL PIPES.
SN.04 PROVIDE PLASTIC LAMINATE ACCESS PANEL AND APRON.
SN.05 PROVIDE SIDE SPLASH.
SN.06 PROVIDE RUBBER BASE AT ALL WALLS AND CASEWORK 

AROUND ENTIRE ROOM.
SN.07 (E) MARKERBOARD
SN.08 (E) CLOCK/SPEAKER
SN.09 (E) FIRE EXTINGUISHER

KEYNOTES

GENERAL NOTES

SHEET NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.
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SN.07

SN.09

10.23 SN.04
SN.01
SN.02
D.A.

12.01

SN.05

22.12 SN.03, D.A.

PLAM
2

PLAM
1

6

A10.61

SN.07

SN.08

SN.06

10.43

TYP.

09.08 RB
1

SN.07 SN.07

SN.08

10.43

SN.04
SN.01
SN.02
D.A.

12.01

SN.05

22.12 SN.03, D.A.

10.23

SN.09

PLAM
2

PLAM
1

6

A10.61

TYP.

09.08 RB
1SN.06

XXX
XXXXX

XXX

CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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AD8.12

UNIT D - INTERIOR ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

SIM: D106, E101, E102, F105, F106

SIM: E103, F104

1/4" = 1'-0"

1AD104 CLASSROOM

1/4" = 1'-0"

1BD104 CLASSROOM

1/4" = 1'-0"

1CD104 CLASSROOM

1/4" = 1'-0"

1DD104 CLASSROOM

1/4" = 1'-0"

2AD105 CLASSROOM

1/4" = 1'-0"

2BD105 CLASSROOM

1/4" = 1'-0"

2CD105 CLASSROOM

1/4" = 1'-0"

2DD105 CLASSROOM

09.08 RESILIENT BASE

10.23 TACTILE EXIT SIGN - EXIT

10.43 ASSISTIVE LISTENING SYSTEM SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.12 SINK WITH BUBBLER

KEYNOTES

GENERAL NOTES

SHEET NOTES
SN.01 REMOVE (E) DOORS, (E) DOOR HINGES, AND (E) ALL-AROUND 

CLOSE BASE. PATCH AND REPAIR HOLES LEFT FROM REMOVAL 
TO MATCH (E) FINISH. REMOVE (E) SOAP AND PAPER TOWEL 
DISPENSERS AND RETURN TO OWNER FOR RELOCATION. 

SN.02 PROVIDE RUBBER BASE INSIDE OF CABINET.
SN.03 WRAP ALL PIPES.
SN.04 PROVIDE PLASTIC LAMINATE ACCESS PANEL AND APRON.
SN.05 PROVIDE SIDE SPLASH.
SN.06 PROVIDE RUBBER BASE AT ALL WALLS AND CASEWORK 

AROUND ENTIRE ROOM.
SN.07 (E) MARKERBOARD
SN.08 (E) CLOCK/SPEAKER
SN.09 (E) FIRE EXTINGUISHER

KEYNOTES

GENERAL NOTES

SHEET NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS NECESSARY 
FROM DEMOLITION SCOPE.
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CLASSROOM

E106

CLASSROOM

E105

CLASSROOM

E104

CLASSROOM

E103

CLASSROOM

E102

CLASSROOM

E101

BOYS

E110

MECH.

E109

ELEC.

E108

MECH.

E111

MECH.

E112

__________________________________________________________________

2
AE2.10

SN.01, TYP

DN.03

DN.02 DN.02

DN.03

DN.02

DN.03

DN.03

DN.02 DN.02

DN.03

DN.02

DN.03

DN.04 DN.04 DN.04

DN.04DN.04DN.04

DN.01 DN.01 DN.01

DN.01 DN.01 DN.01

DN.07

DN.06

DN.05

DN.08

DN.10

DN.09

BOYS

E110

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH
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AE2.10

UNIT E - DEMOLITION FLOOR PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931
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2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT E - DEMOLITION FLOOR PLAN 1
1/4" = 1'-0"

UNIT E - TOILET ROOM - ENLARGED DEMO 2

DN.01 REMOVE EXTENTS OF VINYL COMPOSITION TILE 
FLOORING, PREPARE SURFACE TO ACCEPT FINISHES 
SCHEDULED. REMOVE EXISTING RUBBER TRANSITION AT 
EDGE OF EXISTING CARPET. 

DN.02 REMOVE EXISTING SINK.
DN.03 REMOVE EXISTING COUNTERTOP.
DN.04 REMOVE WALL BASE AROUND ENTIRE ROOM, INCLUDING 

ALL EXISTING CASEWORK. PATCH & REPAIR WALLS TO 
ACCEPT FINISHES SCHEDULED.

DN.05 REMOVE EXISTING RECESSED TOILET PAPER DISPENSER. 
STORE AND PROTECT FOR REINSTALLATION. PREPARE WALL 
TO RECEIVE NEW WORK.

DN.06 REMOVE EXISTING DOOR, DOOR FRAME AND HARDWARE.
DN.07 REMOVE EXISTING DRINKING FOUNTAIN.
DN.08 REMOVE EXISTING SIGNAGE.
DN.09 REMOVE EXISTING PAPER TOWEL DISPENSER & SOAP 

DISPENSER. RETURN TO OWNER. FILL SCREW HOLES FROM 
REMOVAL SCOPE.

DN.10 REMOVE EXISTING TOILET PAPER DISPENSER. RETURN TO 
OWNER. FILL SCREW HOLES FROM REMOVAL SCOPE.

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

SHEET NOTES

DEMOLITION NOTES

LEGEND - DEMOLITION PLANS
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CLASSROOM

E101

CLASSROOM

E102

CLASSROOM

E103

CLASSROOM

E104

CLASSROOM

E105

CLASSROOM

E106

ELEC.

E108

MECH.

E109

BOYS

E110

MECH.

E111

MECH.

E112

__________________________________________________________________

2
AE2.11

22.12 22.12 22.12

22.12 22.12 22.12

SN.01, TYP

______________________
3

AE2.11

12.01 12.01 12.01

12.01 12.01 12.01

BOYS

E110

CLR.

34" MIN.

SN.03

SN.04

SN.07

5
' -

 1
" 
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L

R
.1

8
"

4
' -

 9
" 

C
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R
.

E
1
1
0
A

SN.06

SN.05

__________________________________________________________________
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A10.11

10.20

10.19

SN.02

SN.02

SN.03

4
8

" 
M

IN
. 
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R

.
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LR

.

44" M
IN

.

(E) 46" CLR.

(E
) 

1
'-
6

"

SN.08

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

22.07

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

10.19

10.20

SN.02

SN.02

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE

1
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AE2.11

UNIT E - IMPROVEMENT FLOOR PLAN & EXTERIOR
ELEVATIONS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

TN

PN

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT E - IMPROVEMENT FLOOR PLAN 1
1/4" = 1'-0"

UNIT E - TOILET ROOM - ENLARGED PLAN 2

UNIT E

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

CLASSROOM E101 915.95 SF E 20.00 SF 46

CLASSROOM E102 919.54 SF E 20.00 SF 46

CLASSROOM E103 890.57 SF E 20.00 SF 45

CLASSROOM E104 890.57 SF E 20.00 SF 45

CLASSROOM E105 919.54 SF E 20.00 SF 46

CLASSROOM E106 915.95 SF E 20.00 SF 46

ELEC. E108 69.23 SF 100.00 SF 1

MECH. E109 169.99 SF 100.00 SF 2

BOYS E110 264.20 SF 100.00 SF 3

MECH. E111 20.19 SF 100.00 SF 1

MECH. E112 20.19 SF 100.00 SF 1

11 282

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.07 DRINKING FOUNTAIN

22.12 SINK WITH BUBBLER

SN.01 EXISTING ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "BOYS"
SN.03 30"x48" CLEAR SPACE
SN.04 60" DIA. TURNING CIRCLE
SN.05 SOAP DISPENSER, O.F.O.I.
SN.06 PAPER TOWEL DISPENSER, O.F.O.I. 
SN.07 EXISTING RECESSED TOILET PAPER DISPENSER, REINSTALLED. 

INSTALLATION LOCATION PER DETAIL 1/A10.71. 
PATCH BACK WALL TILE AS NECESSARY FROM DEMOLITION AND 
RELOCATION SCOPE. 

SN.08 PATCH AND REPAIR WALL TO RECEIVE NEW DOOR FRAME.

KEYNOTES

ADULT HEIGHT

1/4" = 1'-0"

UNIT E - PARTIAL EXTERIOR ELEVATION 3

LEGEND - IMPROVEMENT PLANS

TN

PN

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25



5
'-
0

"

10.23

10.28

10.43
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10.28

10.23

10.43

10.28

10.23

10.43

10.23

10.28

10.43
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"

5
'-
0

"

5
'-
0

"

5
'-
0

"

10.23

10.28

10.43

10.23

10.28

10.43

CLASSROOM

E104

CLASSROOM

E105

CLASSROOM

E106

CLASSROOM

E101

CLASSROOM

E102

CLASSROOM

E103

MECH.

E112

MECH.

E111

ELEC.

E108

MECH.

E109

BOYS

E110

10.20

SN.01, TYP

10.19

SN.02

SN.02

SN.03

SN.03

SN.04

SN.03

SN.03

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

10.28

10.28

10.28

10.28

SN.05 CWT
1

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT E - FINISH AND SIGNAGE PLAN 1
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UNIT E - FINISH AND SIGNAGE PLAN
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SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "BOYS"
SN.03 NO FINISH SCOPE
SN.04 (E) TILE PATCH BACK SCOPE ONLY.
SN.05 PATCH BACK WALL AND FINISHES AS NECESSARY FROM 

REMOVAL OF RECESSED TOILET ACCESSORIES.

KEYNOTES
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SN.01, TYP

CLASSROOM

F103

CLASSROOM

F102

CLASSROOM

F101

MECH.

F112

CLASSROOM

F104

CLASSROOM

F105

CLASSROOM

F106

MECH.

F111

ELEC.

F108

MECH.

F109

GIRLS

F110DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.02

DN.03

DN.04 DN.04 DN.04

DN.04DN.04DN.04

DN.01 DN.01 DN.01

DN.01 DN.01 DN.01

DN.06

DN.05

DN.08

GIRLS

F110

DN.11

DN.09 DN.10

DN.07

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH
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UNIT F - DEMOLITION FLOOR PLAN
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735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION
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1/8" = 1'-0"

UNIT F - DEMOLITION FLOOR PLAN 1
1/4" = 1'-0"

UNIT F - TOILET ROOM - ENLARGED DEMO 2

DN.01 REMOVE EXTENTS OF VINYL COMPOSITION TILE 
FLOORING, PREPARE SURFACE TO ACCEPT FINISHES 
SCHEDULED. REMOVE EXISTING RUBBER TRANSITION AT 
EDGE OF EXISTING CARPET. 

DN.02 REMOVE EXISTING SINK.
DN.03 REMOVE EXISTING COUNTERTOP.
DN.04 REMOVE WALL BASE AROUND ENTIRE ROOM, INCLUDING 

ALL EXISTING CASEWORK. PATCH & REPAIR WALLS TO 
ACCEPT FINISHES SCHEDULED.

DN.05 REMOVE EXISTING RECESSED TOILET PAPER DISPENSER. 
STORE AND PROTECT FOR REINSTALLATION. PREPARE WALL 
TO RECEIVE NEW WORK.

DN.06 REMOVE EXISTING DOOR, DOOR FRAME AND HARDWARE.
DN.07 REMOVE EXISTING DRINKING FOUNTAIN.
DN.08 REMOVE EXISTING SIGNAGE.
DN.09 REMOVE EXISTING PAPER TOWEL DISPENSER & SOAP 

DISPENSER. RETURN TO OWNER. FILL SCREW HOLES FROM 
REMOVAL SCOPE.

DN.10 REMOVE EXISTING RECESSED PAPER TOWEL DISPENSER. 
RETURN TO OWNER. PREPARE WALL TO RECEIVE NEW WORK.

DN.11 REMOVE EXISTING TOILET PAPER DISPENSER. RETURN TO 
OWNER. FILL SCREW HOLES FROM REMOVAL SCOPE.

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

SHEET NOTES

DEMOLITION NOTES

LEGEND - DEMOLITION PLANS
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SN.01, TYP

22.12 22.12 22.12

22.12 22.12 22.12

CLASSROOM

F103

CLASSROOM

F102

CLASSROOM

F101

MECH.

F112

CLASSROOM

F104

CLASSROOM

F105

CLASSROOM

F106

MECH.

F111

ELEC.

F108

MECH.

F109

GIRLS

F110

______________________
3

AF2.11

12.01 12.01 12.01

12.01 12.01 12.01

CLR

34" MIN.

SN.03

SN.02

1
8
"

4
' -

 9
" 

C
L

R
.

(E
) 

5
' -

 1
" 

C
L

R
.

F
1
1
0
A

SN.04

SN.05

SN.06

GIRLS

F110

10.20

10.19 SN.07

SN.07

(E
) 

5
' -

 0
" 

M
IN

. 
C

L
R

C
LR

.44
' M

IN
.

22.07

SN.04

__________________________________________________________________

8
A10.11

(E
) 

1
8

"

(E) 46" CLR.

S
N

.0
8

SN.09

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

10.19

10.20

22.07 SN.07

SN.07

PNT
PLSTR

5
TYP

PNT
PLSTR

4
TYP

PNT
PLSTR

3
TYP

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE

1
0
1
A

1/8" = 1'-0"

UNIT F - IMPROVEMENT FLOOR PLAN 1
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UNIT F - IMPROVEMENT FLOOR PLAN & EXTERIOR
ELEVATIONS
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GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION
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1/4" = 1'-0"

UNIT F - TOILET ROOM - ENLARGED PLAN 2

UNIT F

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

CLASSROOM F101 915.95 SF E 20.00 SF 46

CLASSROOM F102 919.54 SF E 20.00 SF 46

CLASSROOM F103 890.57 SF E 20.00 SF 45

CLASSROOM F104 890.57 SF E 20.00 SF 45

CLASSROOM F105 919.54 SF E 20.00 SF 46

CLASSROOM F106 915.95 SF E 20.00 SF 46

ELEC. F108 69.69 SF 100.00 SF 1

MECH. F109 171.11 SF 100.00 SF 2

GIRLS F110 265.34 SF 100.00 SF 3

MECH. F111 20.19 SF 100.00 SF 1

MECH. F112 20.19 SF 100.00 SF 1

11 282

SN.01 EXISTING ROOF OVERHANG ABOVE
SN.02 30"x48" CLEAR SPACE
SN.03 60" DIA. TURNING CIRCLE
SN.04 SOAP DISPENSER, O.F.O.I.
SN.05 PAPER TOWEL DISPENSER, O.F.O.I. 
SN.06 EXISTING RECESSED TOILET PAPER DISPENSER, REINSTALLED. 

INSTALLATION LOCATION PER DETAIL 1/A10.71. PATCH BACK 
WALL TILE AS NECESSARY FROM DEMOLITION AND 
RELOCATION SCOPE. 

SN.07 SIGN TO READ "GIRLS"
SN.08 PATCH BACK WALL AND FINISHES AS NECESSARY FROM 

REMOVAL OF RECESSED PAPER TOWEL DISPENSER.
SN.09 PATCH BACK WALL AND REPAIR WALL TO RECEIVE NEW DOOR 

FRAME

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.07 DRINKING FOUNTAIN

22.12 SINK WITH BUBBLER

KEYNOTES

ADULT HEIGHT

1/4" = 1'-0"

UNIT F - PARTIAL EXTERIOR ELEVATION 3

LEGEND - IMPROVEMENT PLANS
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10.23

10.28

10.23

10.28

10.23

10.28

10.20

10.43 10.43 10.43

10.23

10.28

10.23

10.28

10.23

10.28

10.43 10.43 10.43

CLASSROOM

F103

CLASSROOM

F102

CLASSROOM

F101

CLASSROOM

F106

CLASSROOM

F105

CLASSROOM

F104

MECH.

F112

MECH.

F111

ELEC.

F108

MECH.

F109

GIRLS

F110

5
'-
0

"

5
'-
0

"

5
'-
0

"

10.19

5
'-
0

"

5
'-
0

"

5
'-
0

"

SN.02

SN.02

SN.01, TYP

SN.03

SN.03

SN.03

SN.03

SN.04

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

WCPT
1

(E) CPT

10.28

10.28

10.28

10.28

CWT
1SN.05

SN.05 CWT
1

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT F - FINISH AND SIGNAGE PLAN 1
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UNIT F - FINISH AND SIGNAGE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL
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02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

TN

PN

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "GIRLS"
SN.03 NO FINISH SCOPE
SN.04 (E) TILE PATCH BACK SCOPE ONLY.
SN.05 PATCH BACK WALL AND FINISHES AS NECESSARY FROM 

REMOVAL OF RECESSED TOILET ACCESSORIES.

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN
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CLASSROOM

G104

CLASSROOM

G108

CLASSROOM

G101

PREP

G107

UTILITY

G112

TOILET

G102

TOILET

G105

TOILET

G106

__________________________________________________________________

3
AG2.10

__________________________________________________________________

2
AG2.10

MECH

G109

MECH

G110

MECH

G111

DN.10DN.10

SN.01, TYP

DN.11

DN.10

DN.11

DN.13 DN.13

DN.11 DN.11

DN.12DN.12

TOILET

G103

DN.14
DN.17

DN.16

DN.12

DN.15

DN.14
DN.17

DN.14
DN.17

DN.20

DN.20

DN.20

DN.20DN.20

TOILET

G102

DN.09

DN.04

DN.09

DN.01
DN.02

TOILET

G103

DN.01
DN.02

DN.05
DN.03

DN.06

DN.08

DN.07

DN.18

DN.18

TOILET

G106

TOILET

G105

DN.10

DN.11

DN.09DN.09

DN.06

DN.07

DN.08

DN.07

DN.08

DN.06

DN.01
DN.02

DN.01
DN.02

DN.19

1. PROTECT ALL ADJACENT SURFACES, ITEMS, AND FINISHES
NOT NOTED TO BE DEMOLISHED.

2. ALL AREAS OF INFILL FRAMING AND FINISHED SHALL MATCH
EXISTING MATERIALS UNLESS OTHERWISE SCHEDULED OR 
NOTED IN THE CONSTRUCTION DOCUMENTS.

3. EQUIPMENT NOTED AS "EXISTING TO BE REINSTALLED" WILL
BE REMOVED AND STORED BY THE CONTRACTOR PRIOR TO
START OF DEMOLITION. CONTRACTOR SHALL NOTIFY
OWNER PRIOR TO EQUIPMENT DISCONNECT AND TEST
EQUIPMENT FUNCTIONS, CONDITIONS, AND WORKABILITY
WITH THE OWNER'S REPRESENTATIVE PRIOR TO
DISCONNECT AND STORAGE. THIS EQUIPMENT SHALL BE
REINSTALLED BY THE CONTRACTOR UNDER THIS CONTRACT.

4. REMOVE ALL ITEMS SCHEDULED TO BE REMOVED INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK. WHERE 
EXISTING FINISHES ARE TO REMAIN, INSTALL BLANK COVER 
PLATES OVER ABANDONED OUTLET BOXES AND PATCH
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW FINISH
MATERIAL.

5. REMOVE OR MODIFY ALL ITEMS REQUIRED TO INSTALL NEW
WORK WHETHER OR NOT SPECIFICALLY SHOWN TO BE 
REMOVED OR MODIFIED.

6. CAP ALL ABANDONED UTILITIES BEHIND FINISHES, PREPARE
EXISTING FINISHES AS REQUIRED TO RECEIVE NEW WORK.

7. SEE REFLECTED CEILING PLANS, BUILDING SECTIONS AND 
INTERIOR ELEVATIONS FOR ADDITIONAL DEMOLITION
REQUIREMENTS.

8. REMOVE HOOKS, SCREWS, ANCHORS, BRACKETS, ETC.
TYP LEAVE SURFACES READY TO RECEIVE NEW FINISHES.

9. REMOVE ALL EXISTING ROOM IDENTIFICATION SIGNAGE AND EXIT 
SIGNAGE AND PREPARE FOR INSTALLATION OF NEW SIGNAGE.

DEMOLITION GENERAL NOTES

EXISTING WOOD STUD WALL TO REMAIN

EXISTING WOOD STUD WALL TO REMAIN, 
REMOVE FINISH TO STRUCTURE, UNLESS 
OTHERWISE NOTED

WALL TO BE DEMOLISHED

REMOVE EXTENT OF FLOOR FINISH

T
H

E
 L

IN
E

 S
H

O
W

N
 A

B
O

V
E

 I
S

  
E

X
A

C
T

L
Y

 O
N

E
 I
N

C
H

 L
O

N
G

  
A

T
 T

H
IS

 
S

H
E

E
T

S
 O

R
IG

IN
A

L
 P

A
G

E
 S

IZ
E

SHEET NAME:

SHEET:

ISSUE
DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

2
/2

0
/2

0
2
4
 1

:2
9
:4

5
 P

M

A
u

to
d

e
s
k
 D

o
c
s
:/

/R
2
3
1
5
7
1
X

0
0
 F

C
U

S
D

 G
o

ld
 R

id
g

e
 E

le
m

e
n

ta
ry

 S
c
h

o
o

l 
M

o
d

/R
2
3
1
5
7
1
X

0
0
-A

-D
O

C
U

M
E

N
T

A
T

IO
N

.r
v
t

AG2.10

UNIT G - DEMOLITION FLOOR PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT G - DEMOLITION FLOOR PLAN 1

1/4" = 1'-0"

UNIT G - TOILET ROOM - ENLARGED DEMO 3

1/4" = 1'-0"

UNIT G - TOILET ROOMS - ENLARGED DEMO 2

DN.01 REMOVE EXISTING TILE FLOORING & PREPARE FLOOR TO 
RECEIVE NEW FINISHES.

DN.02 REMOVE INTERIOR WALL FINISHES BACK TO FRAMING.
DN.03 REMOVE NON-BEARING WALL IN IT'S ENTIRETY. PATCH AND 

REPAIR AT POINT OF ANCHORAGE. PREPARE TO RECEIVE 
NEW WORK.

DN.04 REMOVE EXISTING DOOR, DOOR FRAME & HARDWARE.
DN.05 REMOVE EXISTING WATER CLOSET IN IT'S ENTIRETY. CAP 

SUPPLY AND WASTE VENT PIPING.
DN.06 REMOVE EXISTING WATER CLOSET. 
DN.07 REMOVE EXISTING GRAB BAR. STORE AND PROTECT FOR 

REINSTALLATION. 
DN.08 REMOVE EXISTING RECESSED TOILET PAPER DISPENSER. 

STORE AND PROTECT FOR REINSTALLATION.
DN.09 REMOVE EXISTING SIGNAGE.
DN.10 REMOVE EXISTING SINK.
DN.11 REMOVE EXISTING COUNTERTOP.
DN.12 REMOVE EXISTING LOWER CABINET. PATCH AND 

REPAIR AT POINTS OF ANCHORAGE AND PREPARE FOR 
INSTALLATION OF NEW CASEWORK.

DN.13 REMOVE EXISTING CASEWORK IN IT'S ENTIRETY. PATCH AND 
REPAIR AT POINTS OF ANCHORAGE AND PREPARE FOR 
INSTALLATION OF NEW CASEWORK.

DN.14 REMOVE WALL BASE AROUND ENTIRE ROOM, INCLUDING 
ALL EXISTING CASEWORK. PATCH & REPAIR WALLS TO 
ACCEPT FINISHES SCHEDULED.

DN.15 REMOVE EXTENTS OF CARPET. PREPARE SURFACE TO 
ACCEPT FINISHES SCHEDULED.

DN.16 REMOVE EXISTING WALL COVERING FINISH. PATCH AND 
REPAIR WALL AND PREPARE SURFACE FOR NEW WORK.

DN.17 REMOVE EXTENTS OF CARPET AND VINYL COMPOSITION TILE 
FLOORING THROUGHOUT ENTIRE ROOM, PREPARE SURFACE 
TO ACCEPT FINISHES SCHEDULED.

DN.18 REMOVE EXISTING TOILET PAPER DISPENSER. RETURN TO 
OWNER.

DN.19 REMOVE EXISTING DRINKING FOUNTAIN
DN.20 REMOVE AND SALVAGE EXISTING DOOR THRESHOLD. STORE 

AND PROTECT FOR REINSTALLATION.

SN.01 EXISTING ROOF OVERHANG ABOVE TO REMAIN

SHEET NOTES

DEMOLITION NOTES

LEGEND - DEMOLITION PLANS

TN

PN

TN

PN

TN

PN

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25



__________________________________________________________________

3
AG7.11

__________________________________________________________________

1
AG7.11

SN.01, TYP

22.12

22.11

22.12

22.12

22.11

CLASSROOM

G104

CLASSROOM

G108

CLASSROOM

G101

PREP

G107

UTILITY

G112

TOILET

G102

TOILET

G105

TOILET

G106
MECH

G109

MECH

G110

MECH

G111

12.01

12.01

12.01

12.01 12.01

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS. ALL O.F.O.I. ACCESSORIES TO BE INSTALLED AT 
MOUNTING HEIGHTS INDICATED IN A10 SERIES DRAWINGS.

2. DIMENSIONS AT EXTERIOR WALLS ARE TO FACE OF STUD, U.O.N.
3. DIMENSIONS AT INTERIOR WALLS ARE TO CENTER OF STUD, U.O.N.
4. ALL NEW WALLS SHALL RECEIVE FULL HEIGHT BATT INSULATION.
5. SLOPE FLOOR IN WET AREAS TO FLOOR DRAINS, MINIMUM

SLOPE SHALL BE 1 PERCENT (1%) AND SHALL NOT EXCEED 1.8%

IMPROVEMENT GENERAL NOTES

WOOD STUD WALL: PROVIDE 2x6 STUDS 
@ 16" O.C., UNLESS OTHERWISE NOTED. 
PROVIDE INSULATION AT ALL WALLS, U.O.N.

FIRE RATED WALL REQUIRING PROTECTED 
OPENINGS AND PENETRATIONS, IN 
CONCEALED ATTIC SPACES, PROVIDE 
PAINTED SIGNAGE ON WALLS AS SPECIFIED.

HSS COLUMN

EXISTING WALL

Window Covering 
Location

WINDOW (PLAN VIEW) DOOR REFERENCE

1
0
1
A

1/8" = 1'-0"

UNIT G - IMPROVEMENT FLOOR PLAN 1
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UNIT G - IMPROVEMENT FLOOR PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

UNIT G

NAME
ROOM

NUMBER AREA
OCCUPANCY

LOAD FACTOR OCCUPANT LOAD

CLASSROOM G101 1029.14 SF E 20.00 SF 52

TOILET G102 57.69 SF 100.00 SF 1

CLASSROOM G104 975.85 SF E 20.00 SF 49

TOILET G105 41.22 SF 100.00 SF 1

TOILET G106 41.22 SF 100.00 SF 1

PREP G107 163.88 SF 100.00 SF 2

CLASSROOM G108 975.71 SF E 20.00 SF 49

MECH G109 17.61 SF 100.00 SF 1

MECH G110 17.63 SF 100.00 SF 1

MECH G111 18.61 SF 100.00 SF 1

UTILITY G112 20.76 SF 100.00 SF 1

11 159

SN.01 EXISTING ROOF OVERHANG ABOVE

KEYNOTES

SHEET NOTES

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.11 SINK

22.12 SINK WITH BUBBLER

KEYNOTES

LEGEND - IMPROVEMENT PLANS
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CLASSROOM

G101

*

RB#

CPT1

CLASSROOM

G104

(E)

RB#

CPT1

PREP

G107

(E)

RB#

CPT1

TOILET

G106

WPP1

RSNCB1

RSN1

TOILET

G102

WPP1

RSNCB1

RSN1

UTILITY

G112

(E)

(E)

(E)

CLASSROOM

G108

(E)

RB#

CPT1

TOILET

G105

WPP1

RSNCB1

RSN1

G111

MECH

MECH

G109

MECH

G110

AG8.111H AG8.111K

AG8.111D

1A

1B

1C

1F1G

AG8.11 1E

AG8.121D AG8.112D

AG8.113D

3A

3B

3C

1A

1B

1C

2A

2B

2C

SN.01, TYP

10.19

10.20 SN.02

SN.02

10.20

10.19

SN.02

SN.02
10.23

10.28

10.23

10.28

10.23

10.43

10.28 10.28

10.23

10.43

10.20

10.19

10.23 10.28

SN.02

SN.02

10.43

10.2310.28

10.2810.28

WCPT
1

S
N

.0
4

S
N

.0
4

WCPT
1

CPT
1

CPT
1

WCPT
1

CPT
1

CPT
1

WCPT
1

WCPT
1

CPT
1

SN.04

SN.03

SN.03

SN.03SN.03

SN.03 SN.03

S
N

.0
4

WCPT
1

CPT
1

SN.05SN.05

SN.05

8'-0"

6
'-
0

"

6
'-
0

"

8'-0"

8
'-
0

"

8
'-
0

"

10.26

GENERAL NOTES

1. FOR TYPICAL MOUNTING HEIGHTS, LOCATIONS, AND DETAILS 
INCLUDING THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 
SERIES SHEETS.

2. REFER TO INTERIOR ELEVATIONS FOR ADDITIONAL INFORMATION
REGARDING FINISHES & HEIGHTS.

3. WHERE FLOOR FINISH MATERIAL CHANGES AT A DOOR, CENTER
TRANSITION AT THE CENTER OF THE DOOR WHEN IN THE CLOSED
POSITION U.O.N.

4. FOR RESTROOM WALL FINISHES REFER TO ENLARGED FLOOR
PLAN & INTERIOR ELEVATION SHEETS.

LEGEND - FINISH PLANS
EXISTING WALL

WALL

ROOM NAME

101

WF

BF

FF

ROOM NAME

ROOM NUMBER

WALL FINISH - SEE FINISH SCHEDULE

BASE FINISH - SEE FINISH SCHEDULE

FLOOR FINISH - SEE FINISH SCHEDULE

XXX
XXXXX

XXX

MATERIAL - SEE FINISH SCHEDULE

COLOR NUMBER - SEE FINISH SCHEDULE

FINISH (IF APPLICABLE) - SEE FINISH SCHEDULE

MATERIAL TAG

NOTES: (E) = EXISTING FINISH TO REMAIN
* = SEE INTERIOR ELEVATIONS

PAINTING

PNT1 PAINT COLOR 1
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: SEE INTERIOR ELEVATIONS

PNT2 PAINT COLOR 2
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: DOORS & FRAMES

PNT3 PAINT COLOR 3
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT4 PAINT COLOR 4
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PNT5 PAINT COLOR 5
COLOR TO MATCH KELLY MOORE "TBD"
LOCATION: EXTERIOR PLASTER PATCH-BACK

PLASTIC LAMINATE

PLAM1 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: CABINET BODY

PLAM2 PLASTIC LAMINATE
MANUFACTURER: TBD
COLOR: TBD
FINISH: TBD
LOCATION: COUNTERTOP

RESILIENT BASE AND ACCESSORIES

RB1 RUBBER BASE
MANUFACTURER: ROPPE 
STYLE: PINNACLE TYPE TS
MATERIAL: VULCANIZED THERMOSET RUBBER
PROFILE: 4" STANDARD TOE
COLOR: TBD

RESINOUS EPOXY FLOORING

RSN1 RESINOUS EPOXY FLOORING
RSNCB1 MANUFACTURER: DEX-O-TEX

STYLE: TERRACOLOR
COLOR: TBD
NOTE: 6" INTEGRAL COVE BASE TO HAVE MIN. 3/8" RADIUS (RSNCB1)

WALK-OFF CARPETING

WCPT1 WALK-OFF CARPETING
MANUFACTURER: TARKETT
STYLE: ABRASIVE ACTION II (#02578)
COLOR: TBD
LOCATION: SEE DRAWINGS

WALL PROTECTION

WPP1 WALL PROTECTION PANELS
MANUFACTURER: ALTRO
STYLE: PURAGUARD
COLOR: SALT #139
LOCATION: SEE DRAWINGS

SHEET CARPETING

CPT1 SHEET CARPETING
MANUFACTURER: TARKETT
STYLE: AFTERMATH II (#03026)
COLOR: TBD
LOCATION: SEE DRAWINGS

FINISH SCHEDULE

TILING

CWT1 CERAMIC WALL TILE
MANUFACTURER: DALTILE
STYLE: COLOR WHEEL CLASSIC
SIZE: 4-1/4" x 4-1/4" x 5/16"
COLOR: TBD
LOCATION: SEE DRAWINGS

1/8" = 1'-0"

UNIT G - FINISH AND SIGNAGE PLAN 1
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UNIT G - FINISH AND SIGNAGE PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL
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SN.01 ROOF OVERHANG ABOVE
SN.02 SIGN TO READ "UNISEX"
SN.03 REINSTALL EXISTING DOOR THRESHOLD
SN.04 ALIGN
SN.05 NO FINISH SCOPE

SHEET NOTES

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.26 OCCUPANT LOAD SIGN

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.26 OCCUPANT LOAD SIGN

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN
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DN.03

DN.02

DN.01DN.01

DN.02

DN.03

TOILET

G106

TOILET

G105

PREP

G107

CLASSROOM

G108

CLASSROOM

G104

MECH

G110

MECH

G109

UTILITY

G112

CLASSROOM

G101

TOILET

G102

MECH

G111

SN.01

SN.01

SN.01

SN.01

SN.01

SN.01SN.01

SN.01

G103

TOILET

G102

SN.01 SN.01

DEMOLITION GENERAL NOTES

1. PROTECT ALL ITEMS NOT NOTED TO BE REMOVED OR MODIFIED. 
REPAIR ALL DAMAGED ITEMS TO SAME CONDITION AS BEFORE 
DAMAGE OCCURRED.

2. REMOVE ALL ITEMS SCHEDULED FOR DEMOLITION INCLUDING
MOUNTING HARDWARE, ABANDONED SWITCHES, WIRING 
AND SURFACE MOUNTED CONDUIT. SURFACES SHALL BE 
CLEANED AND PREPARED TO RECEIVE NEW WORK.

3. ALL ITEMS TO BE REMOVED AND NOT REINSTALLED SHALL BE 
DISPOSED OF OFF SITE.

4. REMOVE ALL ITEMS REQUIRED TO INSTALL NEW WORK 
WHETHER OR NOT SPECIFICALLY SHOWN TO BE REMOVED OR 
MODIFIED.

5. SEE MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL 
DEMOLITION INFORMATION.

EXISTING WALL TO REMAIN

EXISTING WALL TO BE DEMOLISHED

EXISTING GYPSUM BOARD, 
PLASTER, OR STUCCO 
CEILING TO BE DEMOLISHED

SURFACE MOUNTED LIGHT 
FIXTURE TO BE DEMOLISHED

EXHAUST AIR REGISTER 
TO BE DEMOLISHED

LEGEND - DEMOLITION RCP
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UNIT G - DEMOLITION REFLECTED CEILING PLAN

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

02/22/2024 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1/8" = 1'-0"

UNIT G - DEMO REFLECTED CEILING PLAN 1

SN.01 NO CEILING DEMOLITION SCOPE IN THIS ROOM

SHEET NOTES

DN.01 REMOVE EXISTING LIGHT FIXTURE IN ITS ENTIRETY.
DN.02 REMOVE AND SALVAGE EXISTING EXHAUST REGISTER. STORE 

IN A SAFE LOCATION FOR REINSTALLATION.
DN.03 REMOVE EXISTING CEILING FINISH. REMOVE AND REPLACE 

CEILING JOISTS AS NECESSARY FROM WALL REMOVAL. 
PREPARE CEILING TO RECEIVE NEW WORK.

DEMOLITION NOTES
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TOILET

G106

TOILET

G105

PREP

G107

CLASSROOM

G108

CLASSROOM

G104

MECH

G110

MECH

G109

UTILITY

G112

CLASSROOM

G101

TOILET

G102

MECH

G111

8'-0" AFF

GB PNT1

SN.01

SN.01

SN.01

SN.01

SN.01 SN.01

SN.01

SN.01SN.01

SN.01 SN.02

WOOD STUD WALL

EXISTING WALL

GYPSUM BOARD
REF: CEILING TAGS

CEILING TYPE

HEIGHT ABOVE FINISH FLOOR

RECESSED LIGHT FIXTURE

SURFACE MOUNTED LIGHT FIXTURE

RECESSED LIGHT FIXTURE

EXHAUST AIR REGISTER

SURFACE MOUNTED LIGHT FIXTURE

ACCESS DOOR

1'-0" AFF

TYPE FIN

LEGEND - IMPROVEMENT RCP

CEILING FINISH
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1/8" = 1'-0"

UNIT G - REFLECTED CEILING PLAN 1

SN.01 NO CEILING SCOPE
SN.02 LEVEL 5 FINISH

SHEET NOTES

GENERAL NOTES
1. LIGHT FIXTURES & MECHANICAL REGISTERS ARE SHOWN FOR 

LOCATION PURPOSES ONLY, REFER TO ELECTRICAL & MECHANICAL 
DRAWINGS FOR ADDITIONAL INFORMATION.

2. ALL CEILING HEIGHTS ARE FROM A.F.F.
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CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN
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GOLD RIDGE ELEMENTARY SCHOOL
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FILE NO.:  34-19 A NO.:  02-121931
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09.04 WALL PROTECTION PANELING O/ MOISTURE RESISTANT
GYPSUM BOARD

09.09 RESINOUS COVE BASE

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.22 GRAB BAR

22.04 FLOOR MOUNTED TOILET

22.07 DRINKING FOUNTAIN

KEYNOTES

SHEET NOTES
SN.01 SIGN TO READ "UNISEX"
SN.02 60" DIA. TURN AROUND
SN.03 INSTALLED IN THE SAME LOCATION AS THE PREVIOUS WATER 

CLOSET.
SN.04 EXISTING RECESSED TOILET PAPER DISPENSER, REINSTALLED.
SN.05 30"x48" CLEAR SPACE
SN.06 36"
SN.07 48"
SN.08 INSTALLED IN THE SAME LOCATION AS THE PREVIOUS GRAB BAR.
SN.09 EXISTING DOOR WITHOUT CLOSER TO REMAIN.
SN.10 UNDERCUT DOOR 1" VIF IF DOOR HAS EXISTING UNDERCUT SEE 

MECHANICAL FOR TRANSFER / MAKE-UP AIR REQUIREMENTS.

1/4" = 1'-0"

UNIT G - TOILET ROOM - ENLARGED PLAN 1
1/4" = 1'-0"

G102 TOILET 2A
1/4" = 1'-0"

G102 TOILET 2B
1/4" = 1'-0"

G102 TOILET 2C
1/4" = 1'-0"

G102 TOILET 2D
ELEMENTARY HEIGHT

1/4" = 1'-0"

UNIT G - TOILET ROOMS - ENLARGED PLAN 3

KEYNOTES

SHEET NOTES

GENERAL NOTES

LEGEND

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS 
NECESSARY FROM DEMOLITION SCOPE.

1/4" = 1'-0"

G105 TOILET 4A
1/4" = 1'-0"

G105 TOILET 4B
1/4" = 1'-0"

G105 TOILET 4C
1/4" = 1'-0"

G105 TOILET 4D

1/4" = 1'-0"

G106 TOILET 5A
1/4" = 1'-0"

G106 TOILET 5B
1/4" = 1'-0"

G106 TOILET 5C
1/4" = 1'-0"

G106 TOILET 5D

ELEMENTARY HEIGHT

ELEMENTARY HEIGHT
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FINISH (IF APPLICABLE) - SEE FINISH AND 
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UNIT G - INTERIOR ELEVATIONS
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1/4" = 1'-0"

1AG101 CLASSROOM

1/4" = 1'-0"

1BG101 CLASSROOM

1/4" = 1'-0"

1CG101 CLASSROOM

1/4" = 1'-0"

1DG101 CLASSROOM

1/4" = 1'-0"

1EG101 CLASSROOM

1/4" = 1'-0"

1FG101 CLASSROOM

1/4" = 1'-0"

1GG101 CLASSROOM

1/4" = 1'-0"

1HG101 CLASSROOM

1/4" = 1'-0"

1KG101 CLASSROOM

1/4" = 1'-0"

2AG104 CLASSROOM

1/4" = 1'-0"

2BG104 CLASSROOM

1/4" = 1'-0"

2CG104 CLASSROOM

1/4" = 1'-0"

2DG104 CLASSROOM

1/4" = 1'-0"

G107 PREP 3A
1/4" = 1'-0"

G107 PREP 3B
1/4" = 1'-0"

G107 PREP 3C
1/4" = 1'-0"

G107 PREP 3D

09.08 RESILIENT BASE

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.26 OCCUPANT LOAD SIGN

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

12.02 CASEWORK FILLER PANEL

22.11 SINK

22.12 SINK WITH BUBBLER

KEYNOTES

SHEET NOTES
SN.01 REMOVE (E) DOORS, (E) DOOR HINGES, AND (E) ALL-AROUND 

CLOSE BASE. PATCH AND REPAIR HOLES LEFT FROM REMOVAL 
TO MATCH (E) FINISH. REMOVE (E) SOAP AND PAPER TOWEL 
DISPENSERS AND RETURN TO OWNER FOR RELOCATION. 

SN.02 PROVIDE RUBBER BASE INSIDE OF CABINET.
SN.03 WRAP ALL PIPES.
SN.04 PROVIDE PLASTIC LAMINATE ACCESS PANEL AND APRON.
SN.05 PROVIDE SIDE SPLASH.
SN.06 MATCH (E) WALL TEXTURE ON ADJACENT WALLS.
SN.07 (E) MARKERBOARD
SN.08 (E) CLOCK/SPEAKER
SN.09 (E) FIRE EXTINGUISHER
SN.10 SIGN TO READ "UNISEX"
SN.11 PAINT ENTIRE WALL WITH DEMOLITION SCOPE.
SN.12 EXTENT OF WALL INFILL.
SN.13 FIXED VERTICAL DIVIDER AT OPEN SHELF ONLY.

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS 
NECESSARY FROM DEMOLITION SCOPE.

KEYNOTES

GENERAL NOTES

SHEET NOTES
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CASEWORK ABBREVIATIONS:

WI WOODWORK INSTITUTE

MATERIAL - SEE FINISH AND SIGNAGE PLAN

COLOR NUMBER - SEE FINISH AND SIGNAGE PLAN

FINISH (IF APPLICABLE) - SEE FINISH AND 
SIGNAGE PLAN

MATERIAL TAG:
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UNIT G - INTERIOR ELEVATIONS

R231571X00
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GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL
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09.08 RESILIENT BASE

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

10.43 ASSISTIVE LISTENING SYSTEM SIGN

12.01 PLASTIC LAMINATE CLAD COUNTERTOP

22.12 SINK WITH BUBBLER

KEYNOTES

GENERAL NOTES

SHEET NOTES
SN.01 WRAP ALL PIPES.
SN.02 (E) FIRE EXTINGUISHER
SN.03 PROVIDE SIDE SPLASH.
SN.04 SIGN TO READ "UNISEX"
SN.05 (E) MARKERBOARD
SN.06 (E) CLOCK/SPEAKER

1/4" = 1'-0"

1AG108 CLASSROOM

1/4" = 1'-0"

1BG108 CLASSROOM

1/4" = 1'-0"

1CG108 CLASSROOM

1/4" = 1'-0"

1DG108 CLASSROOM

1. FOR MOUNTING HEIGHTS, LOCATIONS, AND DETAILS, INCLUDING 
THOSE FOR DISABLED ACCESSIBILITY, REFER TO A10 SERIES 
DRAWINGS.

2. FOR TYPICAL ANCHORAGE DETAILS, SEE A10 SERIES DRAWINGS.

3. PATCH & REPAIR WALLS AND/OR TOUCH-UP PAINT AS 
NECESSARY FROM DEMOLITION SCOPE.
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DOOR FRAME LEGEND
DOOR FRAME TYPE

- SEE BELOW

DOOR FRAME 
MATERIAL / FINISH

  - SEE LEGEND

FRM-##XX

FRM-00HM FRM-00AL

FRM-50AL

DOOR FRAME IS PART OF 
CURTAIN WALL/ 
STOREFRONT/ 
DEMOUNTABLE 

PARTITION SYSTEM. SEE 
WINDOW SCHEDULE

DOOR WIDTH

D
O

O
R

 H
E
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H

T

4" 4"

4
"

1
0
"

VISION 
PANEL - CT

DOOR TYPE LEGEND

PNL-F

DOOR PANEL TYPE
- SEE BELOW

DOOR PANEL MATERIAL 
/FINISH

  - SEE LEGEND

PNL-F- XX

PNL-FG

NOTE: ALL DOOR GLAZING TO BE TEMPERED  
SAFETY GLASS

NOTES:

1.  KICK AND ARMOR PLATES TO BE 1/2" FROM EDGE OF DOOR LEAVES FOR PAIR OF DOORS.
2.  ARMOR PLATE AFFIXED TO FIRE RATED DOOR SHALL BE LABELED.
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TYPICAL FINISH HARDWARE

GENERAL NOTES
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

THE PURPOSE OF THIS SHEET IS TO DESCRIBE AND ILLUSTRATE DOOR TYPES.  NOT ALL DOOR 
TYPES SHOWN ARE NECESSARILY USED.  SEE  DOOR SCHEDULE FOR DOOR TYPES USED.

FIRE DOORS, FIRE WINDOWS AND FIRE DAMPERS SHALL HAVE AN APPROVED LABEL OR LISTING 
MARK,  INDICATING THE FIRE PROTECTION RATING WHICH IS PERMANENTLY AFFIXED AT THE 
FACTORY WHERE  FABRICATION AND ASSEMBLY ARE DONE.

SMOKE BARRIER DOORS INSTALLED ACROSS THE CORRIDORS AND EXIT ACCESS DOORS 
LOCATED AT ZONE BOUNDARIES SHALL BE EQUIPPED WITH APPROVED VISION PANELS.

ALL SMOKE BARRIER DOORS LOCATED ON THE FLOOR OR IN THE AFFECTED ZONE SHALL 
COMPLY WITH CBC SECTION 716.2.6.6 AND SHALL BE AUTOMATIC CLOSING UPON ACTIVATION OF 
THE FIRE ALARM OR FIRE SPRINKLER SYSTEM.

ALL DOORS IN THE SMOKE BARRIERS AND OPENING INTO RATED EXIT WAYS SHALL BEAR AN 
APPROVED LABEL BEARING THE LETTER "S" (CBC 716.2.9.3)

ALL INTERIOR DOORS IN A 2-HOUR EXIT ENCLOSURE SHALL BE PROTECTED BY A FIRE 
ASSEMBLY OF NOT LESS THAN 90 MINUTES.  THE MAXIMUM TRANSMITTED TEMPERATURE END 
POINT FOR SUCH DOORS SHALL NOT EXCEED 450 DEGREES F ABOVE AMBIENT AT THE END OF 
30 MINUTES OF THE FIRE EXPOSURE SPECIFIED IN CBC 716.2.2.3.

FIRE ASSEMBLIES REQUIRED TO HAVE 1 1/2 HOURS, 1 HOUR OR 3/4 HOUR FIRE PROTECTION 
RATING SHALL BE EITHER AUTOMATIC OR SELF CLOSING FIRE ASSEMBLIES. AUTOMATIC 
CLOSING FIRE ASSEMBLIES TO BE ACTIVATED BY AN INCREASE IN TEMPERATURE SHALL HAVE 
HEAT-ACTUATING DEVICES INSTALLED ON EACH SIDE OF THE WALL AT THE CEILING HEIGHT 
WHERE THE CEILING IS MORE THAN 3 FEET ABOVE THE TOP OF THE OPENING OR BY A SINGLE 
FUSIBLE LINK IN THE OPENING INCORPORATED IN THE CLOSING DEVICE.

GLASS:
A.  INTERIOR DOORS:

1.  NON-RATED DOORS SHALL HAVE 1/4" CLEAR TEMPERED GLASS MIN, UNO.
2.  ALL RATED DOORS SHALL HAVE 1/4" CLEAR FIRE RATED GLASS MN, UNO.

B.  MAXIMUM GLASS IN FIRE RATED DOORS:
1.  20 MINUTE DOORS: 1296 SQUARE INCHES MAXIMUM.
2.  60 MINUTE DOORS: 100 SQUARE INCHES MAXIMUM.
3.  90 MINUTE DOORS: 100 SQUARE INCHES MAXIMUM PER LITE.

GLAZING IN THE FOLLOWING LISTED AREAS SHALL BE DEEMED TO BE LOCATED IN HAZARDOUS  
LOCATIONS AND SUBJECT TO HUMAN IMPACT, AND AS SUCH SHALL BE REQUIRED TO BE 
COMPOSED OF SAFETY GLAZING:

A.  INGRESS AND EGRESS DOORS.

B.  FIXED PANELS IN SWINGING DOORS.

C.  GLAZING IN FIXED PANELS ADJACENT TO A DOOR WHERE THE NEAREST EXPOSED EDGE 
OF THE GLAZING  IS WITHIN A 24 INCH ARC OF EITHER VERTICAL EDGE OF THE DOOR ON 
A CLOSED POSITION AND WHERE THE BOTTOM EXPOSED EDGE OF THE GLAZING IS LESS 
THAN 60 INCHES ABOVE THE WALKING SURFACE.

D.  GLAZING IN INDIVIDUAL FIXED PANELS WHERE:
1.  THE EXPOSED AREA OF THE INDIVIDUAL PANE EXCEEDS 9 SQUARE FEET.
2.  THE EXPOSED BOTTOM EDGE IS LESS THAN 18 INCHES ABOVE THE FLOOR.
3.  THE EXPOSED TOP EDGE IS GREATER THAN 36 INCHES ABOVE THE FLOOR.
4.  ONE OR MORE WALKING SURFACES WITHIN 36 INCHES HORIZONTALLY OF 
     THE PLANE OF THE GLAZING.

EACH LIGHT OF THE GLAZING SHALL BEAR THE MANUFACTURER'S LABEL DESIGNATING THE 
TYPE AND  THICKNESS OF GLASS. WHEN APPROVED BY THE AGENCY, LABELS MAY BE OMITTED 
FROM OTHER THAN  SAFETY GLAZING MATERIALS, PROVIDED AN AFFIDAVIT IS FURNISHED BY 
THE GLAZING CONTRACTOR  CERTIFYING THAT EACH LIGHT IS GLAZED IN ACCORDANCE WITH 
APPROVED PLANS AND  SPECIFICATIONS. IDENTIFICATION OF GLAZING IN HAZARDOUS 
LOCATIONS AND SUBJECT TO HUMAN  IMPACT SHALL BE ETCHED OR CERAMIC FIRED ON THE 
GLASS AND READABLE FROM THE INSIDE OF  THE BUILDING AFTER INSTALLATIONS.

EXIT DOORS SHALL BE OPENABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR ANY 
SPECIAL  KNOWLEDGE OR EFFORT.

PANIC HARDWARE SHALL COMPLY WITH THE REQUIREMENTS OF CBC SECTION 1010.1.10. THE 
ACTIVATING  MEMBER SHALL BE MOUNTED AT A HEIGHT OF NOT LESS THAN 36 INCHES NOR 
MORE THAN 44 INCHES  ABOVE THE FLOOR. THE UNLATCHING FORCE SHALL NOT EXCEED 15 
POUNDS WHEN APPLIED IN THE  DIRECTION OF TRAVEL.

DOOR ASSEMBLIES, APPROACHES AND FINISH HARDWARE SHALL BE IN COMPLIANCE WITH 
DISABLED  ACCESS CONSTRUCTION STANDARDS.

THE MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED THE FOLLOWING:
A.  EXTERIOR DOORS = 5.0 POUNDS

B.  INTERIOR DOORS = 5.0 POUNDS

C.  FIRE DOORS = 15.0 POUNDS

DOOR OPENING LOCATIONS:
A.  IMMEDIATELY 6" FROM F.O.S. ADJACENT TO A FLANKING WALL U.N.O.

B.  DOOR OPENINGS IN OTHER LOCATIONS ARE LOCATED BY DIMENSIONS.

SEE SPECIFICATIONS FOR HARDWARE SCHEDULE

FINISH FLOOR TRANSITIONS OCCUR AT CENTERLINE OF DOORS, UNLESS NOTED OTHERWISE

ALL INTERIOR DOORS WITH FIRE-RATINGS GREATER THAN 20 MINUTE SHALL HAVE A 
NONCOMBUSTIBLE SILL WITH AN UNDERCUT OF 3/8" MAXIMUM ABOVE THE SILL. 

MIN. 32" CLEAR WIDTH:  AT LEAST ONE ACTIVE LEAF TO MEET 32" CLEAR WIDTH.

THE BOTTOM 10 INCHES OF ALL DOORS AND GATES TO HAVE SMOOTH UNINTERRUPTED 
SURFACE TO ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT 
CREATING A TRAP OR HAZARDOUS CONDITION (CBC. 11B-404.2.10).

DOOR THRESHOLD NOT TO EXCEED 1/2" WITH BEVELED SLOPE NOT MORE THAN 2:1 FOR THE 
UPPER 1/4" (CBC. 11B-303.3).

EACH LIGHT OF SAFETY GLAZING MATERIAL IN HAZARDOUS LOCATIONS AS DEFINED IN SECTION 
2406 OF CHAPTER 24, "GLASS AND GLAZING," SHALL BE IDENTIFIED BY A LABEL WHICH WILL 
SPECIFY THE LABELER, WHETHER THE MANUFACTURER OR INSTALLER, AND STATE THAT 
SAFETY GLAZING MATERIAL HAS BEEN UTILIZED IN SUCH INSTALLATIONS.  THE LABEL SHALL BE 
LEGIBLE AND VISIBLE FROM THE INSIDE OF THE BUILDING AFTER INSTALLATION AND SHALL 
SPECIFY THAT THE LABEL SHALL NOT BE REMOVED.

EACH PANE SHALL BEAR THE MANUFACTURER'S MARK DESIGNATING THE TYPE AND THICKNESS 
OF THE GLASS OR GLAZING MATERIAL.  SAFETY GLAZING SHALL BE IDENTIFIED IN ACCORDANCE 
WITH CBC SECTION 2406.3.  EACH PANE OF TEMPERED GLASS, EXCEPT TEMPERED SPANDREL 
GLASS,  SHALL BE PERMANENTLY IDENTIFIED BY THE MANUFACTURER.  THE IDENTIFICATION 
MARK SHALL BE ACID ETCHED, SAND BLASTED, CERAMIC FIRED, LASER ETCHED, EMBOSSED OR 
OF A TYPE THAT, ONCE APPLIED CANNOT BE REMOVED WITHOUT BEING DESTROYED.  
TEMPERED SPANDREL GLASS SHALL BE PROVIDED WITH A REMOVABLE PAPER MARKING BY 
THE MANUFACTURER.

DOOR MATERIAL/FINISH LEGEND
A
AL
ADG-1
AO

CA
CL
CR
CT
CW

DE

EB
EL
EMC

FA
FF
FG
FGF

HM

ID
IGU
IP

ALARM CONTACT
ALUMINUM
ACOUSTIC DOOR GASKET
AUTOMATIC DOOR OPERATOR

CLEAR ANODIZED
COMBO LOCK
CARD READER
CLEAR TEMPERED GLAZING
CURTAIN WALL

DELAYED EGRESS

"PUSH TO EXIT" EMERGENCY BUTTON
ELECTRICAL LOCK
ELECTRO MECHANICAL CLOSER

FIRE ALARM INTERFACE RELAY
FACTORY FINISHED
FIRE RATED GLASS
FIRE RATED GLASS & FRAMING

HOLLOW METAL

INTEGRATED DOOR ASSEMBLY
INSULATED GLAZING UNITS
INFILL PANEL

KD

MHO

NR

PH
PL
PT

REX
RF

ST
SC
SG
SHD
SP
STL
SM
SF

UC

WD
WS

KNOCK DOWN FRAME

MAGNETIC HOLD OPEN

NOT RATED

PANIC HARDWARE
PLASTIC LAMINATE
PAINT

REQUEST TO EXIT MOTION SENSOR
RF COPPER SHIELDED NON-FERROUS 
SYSTEM

STAIN GRADE WOOD VENEER
SOLID CORE WOOD DOOR
SAFETY GLAZING
SHIELDED DOOR FRAME / GLAZING 
SPANDREL GLAZING
STEEL
SMOKE BARRIER SEAL
STOREFRONT SYSTEM

UNDERCUT

WOOD
WAVE SENSOR

1. FOR DOORS INDICATED WITH "ADG-1" SEE ACOUSTIC DOOR 
GASKET SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS 
IN ADDITION TO ANY REQUIREMENTS OUTLINED IN THE 
DOOR HARDWARE GROUP.
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DOOR SCHEDULE
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DOORS FRAMES

NOTESNO. SIZE TYPE MAT FIN.
RATING
(MIN.) GLASS

HDWR.
GROUP

FRAME
TYPE

FRAME
FINISH HEAD JAMB THRESH

Exterior

A101B 3'-0" x 7'-0" PNL-FG

B110A 3'-0" x 7'-0" PNL-F

B111A 3'-0" x 7'-0" PNL-F

D107A 3'-0" x 7'-0" PNL-F

D110A 3'-0" x 7'-0" PNL-F

E110A 3'-0" x 7'-0" PNL-F

F110A 3'-0" x 7'-0" PNL-F

Interior

A111A 3'-0" x 7'-0" PNL-F NO CLOSER.

A113A 3'-0" x 7'-0" PNL-F TO BE PAINTED

A114A 3'-0" x 7'-0" PNL-F

AL

HM

HM

HM

HM

HM

HM

HM

HM

HM

CA

PT

PT

PT

PT

PT

PT

PT

PT

PT

-

-

-

-

-

-

-

-

-

-

CT

-

-

-

-

-

-

-

-

-

FRM-00AL

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

FRM-00HM

CA

PT

PT

PT

PT

PT

PT

PT

PT

PT

3/A10.12 2/A10.12 1/A10.12

7/A10.12 7/A10.12

7/A10.12 7/A10.12

-

-

-7/A10.12 7/A10.12

3/A10.12 2/A10.12 1/A10.12

3/A10.12 1/A10.12

2/A10.12 1/A10.12

3/A10.12 2/A10.12 1/A10.12

3/A10.12 2/A10.12 1/A10.12

5/AA2.11 4/AA2.11 3/AA2.11

2/A10.12
3/A10.12

01

03

03

03

03

03

03

02

02

02

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25

Francis Mendez Jr
Snapshot
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8' - 0" O.C.
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PICKETS @ 8" O.C.

POST CAP, TYP.

LINE POST

TOP RAIL

INTERMEDIATE RAIL

PICKETS @ 4" O.C.

BOTTOM RAIL

CONCRETE WALK SEE CIVIL

3

A10.01

[ALL-WELDED]

NOTE: SEE SPECIFICATION
32 3119 FOR ADDITIONAL 
FOOTING INFORMATION4
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@
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a
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≤
 6

' -
 0

6
"

1' - 6" @ GATES > 6'-0"
1' - 0" @ GATES ≤ 6'-0"

MAX.

2' - 0" 2"

TOP RAIL

PICKETS @ 8" O.C.

INTERMEDIATE RAIL

SIDE RAIL

LINE POST

PICKETS @ 4" O.C.

FACE OF BUILDING

CONCRETE WALK OR MOW STRIP

BOTTOM RAIL

POST FOOTING COORD. 
LOCATION TO NOT INTRUDE ON 
(E) BUILDING FOOTING

NOTE: SEE SPECIFICATION
32 3119 FOR FOOTING INFORMATION

SEE FOR INFORMATION
NOT SHOWN

1

A10.01

M
A

X
.

4
"

7
"

3
"

TOP FENCE / GATE RAIL

CENTER ASSEMBLY ON POSTS

POST CAP

TOP RAIL

PICKETS @ 8" O.C.

LINE POST BEYOND

INTERMEDIATE RAIL

PICKETS @ 4" O.C., TYP.

SECURITY SCREEN WHERE OCCURS

BOTTOM RAIL

FINISH GRADE

TYP.
3/16"

TYP.
1/8"

DECORATIVE METAL FENCE (GATE SIM.)

[ALL-WELDED]

1
0
"

SECURITY SCREEN

1/2" TUBE

WELD

PICKET

KICK PLATE, WELD ALL AROUND
TO GATE FRAME & 1/2" TUBE.

GATE FRAME

[ALL-WELDED]
NOTE: SECURITY SCREEN AND KICK PLATE ARE TO BE ON PUSH SIDE OF GATE

EA. SIDE

3'-0" MIN

(4'-0" MAX)

X'-X"

(8
'-
0

" 
M

A
X

)

X
'-
X

" 
(S

E
E

 S
IT

E
 P

L
A

N
)

3
' -

 3
 1

/4
"

TOP RAIL

INTERMEDIATE RAIL

SECURITY SCREEN 
(SHOWN SHADED) 
CONTINUOUS BACK SIDE 
OF PICKETS.

PICKETS @ 8" O.C., TYP. 

PICKETS @ 4 "O.C., TYP.

EXIT DEVICE MOUNTING 
PLATE, WELD TO FACE 
OF GATE FRAME

PERIMETER RAIL

KICK PLATE ON PUSH 
SIDE

GATE POST, TYP.

GATE FRAME

CONCRETE WALK

4' ASTRAGAL WELDED TO 
GATE FRAME

.

M
A

X

3
"

.

NOTE: SEE SPECIFICATION
32 3119 FOR FOOTING INFORMATION

7

A10.01

4

A10.01

8

A10.01

[ALL-WELDED]

1"PLAN

GATE POST TYP.

ASTRAGAL, WELD TO GATE 
FRAME

EXIT DEVICE:VON DUPRIN 
CD-AX-98-NL-990, ATTACHED TO 
MOUNTING PLATE W/ VANDAL 
RESISTANT SCREWS

EXIT DEVICE STRIKE MOUNTED
TO GATE POST W/ VANDAL 
RESISTANT SCREWS

SECURITY SCREEN

ASTRAGAL, WELD TO GATE 
FRAME

MOUNTING PLATE

SECTION

INTERMEDIATE RAIL

SECURITY SCREEN, TYP

5/8" TUBE, TYP., WELD TO PICKETS

EXIT DEVICE MOUNTING PLATE
WELD TO GATE FRAME AND 5/8" TUBE

EXIT DEVICE - DRILL (3)  1/8" Ø 
HOLES IN BOTTOM OF MECHANISM 
HOUSING FOR DRAINAGE

PICKET, TYP.

[ALL-WELDED]

9
"MINIMUM

FINE $250

1
1

" 
M

IN
.

M
IN

.

4
"

8" MIN.

T
Y

P
.

1
"

1/4"

1" RADIUS, TYP.

INTERNATIONAL SYMBOL 
OF ACCESSIBILITY:
WHITE 

BLUE BACKGROUND

WHITE BORDER

VAN
ACCESSIBLE

ADDITIONAL TEXT
AT VAN ACCESSIBLE 
STALL

THIS BORDER TO 
REMAIN AT VAN 
ACCESSIBLE SIGN

WHITE TEXT
PER SPECIFICATIONS

DISABLED ACCESSIBLE PARKING STALL

6

A10.81

1/2"

1½" RADIUS, TYP.

BLUE BACKGROUND

WHITE BORDER

WHITE LETTERING
PER SPECIFICATION

Unauthorized vehicles
parked in designated
accessible spaces not 

displaying distinguishing 
placards or special 

license plates issued for
persons with disabilities

will be towed away at
the owner's expense.

Towed vehicles may be
reclaimed at Folsom Police

or by telephoning
916-355-7230

1' - 6 1/8"

1'
 -

 1
0"

1"
  T

Y
P

.

10

A10.01

3
' -

 0
"

(3
'-
0

" 
@

 E
N

T
R

A
N

C
E

 S
IG

N
)

-
6
'-
8
"

6
"

12" Ø

1' - 5"
PARKING LOT ENTRANCE 
SIGN AS OCCURS

DISABLED ACCESSIBLE 
PARKING STALL SIGN AS 
OCCURS

FINISHED GRADE OR 
PAVING AS OCCURS

CONCRETE FOOTING 
W/ SLOPED TOP

2 1/2" STANDARD GALVANIZED 
STEEL POST W/CAP 

BOT. OF SIGN

(BOT. OF SIGN VAN ACCESSIBLE 
SIGN AS OCCURS) 12

A10.01

PRECAST CONCRETE BUMPER,
4' - 0" IN LENGTH

EPOXY ADHESIVE

ASPHALTIC CONCRETE

AGGREGATE BASE

(2) 3/4 Ø X 24" STEEL DOWEL

7"

3"

5
"

SEAL
G

U
N

O

3
"

C
L
R

.

8
"

1
' -

 0
" 

M
IN

.
V

A
R

IE
S

4"

FINISH GRADE OR 
PAVING WHERE 
OCCURS

EPOXY GROUT

2'-0" N.T.S.

PIPE SLEEVE

#4 HAIRPIN

TYP.
1"

4
"

1 1/2" STD. PIPE

#4 CONTINUOUS REBAR 
TOP & BOTTOM

3" Ø STD. PIPE SLEEVE

STEEL CAP, ALIGN W/ T.O. 
HANDRAIL

3/4" Ø BAR @ EACH POST

4" X 4" X 1/4" PLATE FILLET WELDED 
TO PIPE SLEEVE

1/8"

1/8"

CLR.
1 1/2"

1
 1

/2
" 

C
L
R

.

3
'-
0

" 
T

Y
P

.

4
"

1" Ø STD. PIPE HANDRAIL (1 3/8" O.D.)

1/2" RADIUS

ROTATE HAIRPIN INTO STEPS 
WHERE OCCURS

1 1/2" Ø EXTRA STRONG PIPE 
POST @ 4'-0" O.C. MAX, EMBED 7"

3
0
" 

M
A

X

NOTE: 
ALL EXTERIOR METAL PIPES TO 
GALVANIZED PRIMED AND PAINTED, 
U.N.O.

1"

6
' -

 0
"

SECURITY SCREEN

36" MIN. 36" MIN. CLR.

M
A

X

3
"

.

GATE FRAME & 
INTERMEDIATE RAIL
1 3/4" X 12 GA. SQ. 
STEEL TUBE. 

EXIT DEVICE MOUNTING 
PLATE, WELD TO FACE
OF GATE FRAME SEE

1" X 16GA. SQ. 
STEEL TUBE. 
PICKETS 4" O.C. TYP

GATE POST & HEADER 
4" X 11 GA. STEEL SQ. TUBE
CENTER GATE POST AT
GATE LOCATIONS

CONCRETE WALK

4'T X 3" W X10 GSM  ASTRAGAL 
WELDED TO GATE FRAME @ 
EA. GATE

3'
 -

 4
"

NOTES: 
1. ALL CAVITIES BETWEEN KICK PLATE AND FENCING MATERIAL MUST BE CAPPED ON ALL SIDES
2. ALL MATERIALS ARE GALVANIZED TO BE POWDER COATED BLACK 2-3 MILS MIN.
3.SECURITY SCREEN (SHOWN SHADED) CONTINUOUS BACK SIDE OF PICKETS.
4.EACH GATE TO RECEIVE G01 AT DOUBLE GATES
5.NO MANUALLY OPERATED CANE BOLTS ARE ALLOWED ON GATES WITH EXIT DEVICES.

F
O

O
T

IN
G

5'
-0

" 
D

E
E

P

18" DIA.

3" CLR. BETWEEN 
FOOTING BASE 
AND POST

4

A10.01

6

A10.01

8

A10.01

F
O

O
T

IN
G

5'
-0

" 
D

E
E

P

18" DIA.

NIGHT LATCH

METAL EXIT SIGN

+6'-8" MIN. CLR.

COORD. w/ HARDWARE

CLOSER @ EA. GATE 
INCREASE GATE HEIGHT
AS REQ'D. FOR CLOSER

36" MIN. CLR.

REMOVABLE CENTER 
GATE POST AT STRIKE 
LOCATION.

SECURITY SCREEN

36" MIN.

NON-REMOVABLE 
HINGE PINS TYP.

1"
1"

SECTION
PLAN

SECURITY SCREEN
1/2" SQ. X 16 GA. TUBE
WELDED TO GATE & 
FRAME

EXIT DEVICE - DRILL (3)  
1/8" Ø HOLES IN BOTTOM 
OF MECHANISM 
HOUSING FOR DRAINAGE

PICKET, TYP.

EXIT DEVICE: VON DUPRIN
CD-PA-AX-98-NL-990, ATTACHED TO 
DEVICE MOUNTING PLATE W/ VANDAL 
RESISTANT SCREWS DRILL (3) 1/8" Ø 
WEEP HOLES IN BOTTOM OF HOUSING

STRIKE: MOUNTED TO GATE 
POST W/ VANDAL RESISTANT 
SCREWS

GATE POST

SECURITY SCREEN

10 GA. ASTRAGAL, WELD 
TO GATE FRAME 

ELEVATION

PICKET TERMINATES @ LOCK BOX

KEYED LOCK CYLINDER

GATE FRAME - BEHIND ASTRAGAL.
TERMINATE AT LOCK BOX

10 GA. ASTRAGAL

3/4" 1"

+3'-6" ABOVE
FINISH GRADE

PULL HARDWARE

ENCLOSED LOCK BOX

KEYED LOCK CYLINDER & PULL 
HARDWARE

NOTE:
GATES TO RECEIVE
HARDWARE GROUP 
G01

14 GA EXIT DEVICE 
MOUNTING PLATE, 
WELDED TO 1/2" SQ 
TUBE & GATE FRAME

1 
3/

4"

NOTCH MOUNTING PLATE AT 
LOCK BOX, WELD FLUSH W/ BOX

42" CENTERLINE OF 
EXIT DEVICE (BEHIND)
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1/2" = 1'-0"

DECORATIVE METAL FENCE 1

1/2" = 1'-0"

DECORATIVE FENCE @ BUILDING 2

1 1/2" = 1'-0"

SECTION 3

3" = 1'-0"

KICK PLATE 4

1/2" = 1'-0"

DECORATIVE METAL FENCE & GATE 5

3" = 1'-0"

EXIT DEVICE 7

3" = 1'-0"

MOUNTING PLATE 8
3" = 1'-0"

PARKING SIGNAGE 12

3" = 1'-0"

PARKING LOT ENTRANCE SIGN 10

1/2" = 1'-0"

METAL SIGNS 11

1 1/2" = 1'-0"

PRECAST CONCRETE BUMPER 13

1 1/2" = 1'-0"

HANDRAIL DETAIL 16

1/2" = 1'-0"

DECORATIVE METAL FENCE & DOUBLE
GATES

9

3" = 1'-0"

EXIT HARDWARE 6

LI
CE

NSE
D ARCHITECT

STATE OF CALIF
OR

NI
A

MI
CH

AE
L CHESTER RATH

C-25193
REN. 07/31/25

Francis Mendez Jr
Snapshot



TYPICAL SECTION A-A

,

AA

0
.2

"

2.35" 0.9"
0.45"

2
.3

5
"

*NOTE: DETECTABLE WARNING SURFACES
SHALL BE FEDERAL YELLOW FS 33538 PER 
CBC 11B-705.1.1.3.1

A.C. PAVING, 
FLUSH WITH 
RAMP

TRUNCATED DOMES, RECESSED 
FLUSH WITH RAMP

MATCH ADJACENT CUT-OFF CURB 

THICKEN CONCRETE RAMP AS 
NECESSARY  TO PROVIDE 
REQUIRED COVERAGE OF 
REBAR, SEE STRUCTURAL 
DRAWINGS FOR FURTHER 
INFORMATION

3

A10.02

MATCH ADJACENT CURB 
REINFORCING

MATCH REINFORCING AT 
ADJACENT CONCRETE 
PAVING

6" .  3'-0"

8
"

4

A10.02

6

A10.02

6'-0" MIN.

PER PLAN

8% MAX.

1
.9

%
 M

A
X

.

FACE OF CURB

TRUNCATED DOMES

EXPANSION JOINT, TYP

E
.J

.

E
.J

. 4
8
" 

M
IN

.

S
E

E
 P

L
A

N

6"

1
"

V
A

R
IE

S
4

"

CONCRETE RAMP

CONCRETE CURB

TOOLED EDGE

FINISH GRADE

#4 REBAR, CONT.

RAMP REINFORCING

MATCH THICKENED EDGE @ 
ADJACENT CONCRETE PAVING

MIN.

6' - 3" , TYP.

48" MIN

SEE PLAN

8% MAX.8% MAX. 1
.9

%
 M

A
X

.

TRUNCATED DOMES

2

A10.02

4

A10.02

E
.J

.

E
.J

.

C
L
E

A
R

 O
F

 T
R

U
N

C
A

T
E

D
 D

O
M

E
S

3
6

" 
M

IN
. 
S

M
O

O
T

H
 S

U
R

F
A

C
E

6
'-
0
" 

M
IN

3
6
" 

M
IN

3/8" EXPANSION JOINT

TRUNCATED 
DOMES, RECESSED
FLUSH WITH RAMP

MATCH REINFORCING AT 
ADJACENT CONCRETE PAVING

.  3'-0"

6"

`
RAMP

THICKEN CONCRETE RAMP AS 
NECESSARY TO PROVIDE 
REQUIRED COVERAGE OF REBAR

3

A10.02

2 1/2"

N.T.S.

36" O.C. 3/4" CHAMFER

M
IN

.

1
' 
- 

8
"

1' - 0"

3
"

2" CLR.

FINISH GRADE AS OCCURS

3/4" CHAMFER - TYP

CONCRETE WALL / BENCH

1/2" EXPANSION JOINT

CONCRETE WALK

1
' 
- 

6
"

M
IN

.

1
' 
- 

8
"

S
E

E
 C

IV
IL

PROVIDE EXPANSION 
JOINTS @ 20'-0" O.C., TYP.

#4 HORIZ. @ 16" O.C. EA. FACE

#4 VERT @ 24" O.C.  EA. FACE

V
A

R
IE

S

NOTE:

1. PROVIDE VERTICAL EXPANSION
JOINT @ 40'-0" O.C.

FINISHED GRADE
AS OCCURS

CONC. MOW STRIP AT FENCING.  
PROVIDE EXPANSION JOINT @ EA. 
FENCE POST AND TOOLED 
CONTROL JOINT @ MID POINT.  (2) #4 
BARS, CONTINUOUS, T&B

FENCE POST
WHERE OCCURS

FENCE POST FOOTING
WHERE OCCURS

1' - 6"

3" = 1'-0"

TRUNCATED DOMES 3

1 1/2" = 1'-0"

CURB RAMP 2

1/4" = 1'-0"

CURB RAMP 5

1 1/2" = 1'-0"

RETAINING CURB 4

1/4" = 1'-0"

CURB RAMP 1

1 1/2" = 1'-0"

BLENDED TRANSITION 6
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1" = 1'-0"

LOW CONCRETE WALL BENCH 8

1" = 1'-0"

MOW STRIP 9
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INTERIOR FINISH

WALL FRAMING PER PLAN 

WALL PROTECTION PANEL

SEE INTERIOR ELEVATION
A.F.F

A

CEILING WHERE OCCURS

WALL FRAMING PER PLAN

SEALANT

EPOXY FLOORING 
AND COVE BASE

ALUM. J-MOLD

WALL PROTECTION PANEL

6"

ALUMINUM J-MOLD PER PANEL MFR.

GYPSUM WALLBOARD (WATER RESISTANT) 

(E) CONCRETE SLAB, PREPARED 
FOR FLOORING INSTALLATION

F.F.E.

SEALANT

ALUMINUM J-MOLD

CEILING

A

9" M
AX.

(E) S
TUD SPACING

(E) GYPSUM WALLBOARD

(E) WOOD STUD

6" x 14 GA. METAL STRAP (50KSI) BACKING PLATE, CONT. 
ACROSS 2 STUD BAYS / 3 STUDS MIN. U.O.N., SECURE TO 
STUDS W/ 3 - #10 WD SCREWS SPACED 2" O.C. @ EA. STUD 
W/ 2" EMBED. TYP. USE ADDITIONAL PL. AS NECESSARY. 
PAINT METAL STRAP AT ALL EXPOSED LOCATIONS.

2x WOOD BLOCKING TYP.

WOOD STUDS

16d TOENAIL TOP & BOTTOM, PROVIDE
(1) ADDITIONAL NAIL @ BLKG.
LARGER THAN 2x6

A34 CLIPS
EACH END,
TOP & BOT.
W/8-8d x 1-1/2"
NAILS EA. CLIP

3xWD. BLKG., TYP.

WOOD STUDS

A35 CLIPS EACH END,
TOP & BOTTOM
W/8d x 1-1/2"
NAILS EA. CLIP

WOOD BLKG.

ROTATE CLIPS
TOP & BOTTOM AT
EACH STUD SPACE

WOOD STUDS

A35 CLIPS EACH END,
TOP & BOTTOM
W/10-8d x 1-1/2"
NAILS EA. CLIP

4x WD. BLKG.

VERT. 2X

ELEVATION

VERT. 3X HORIZ. 3X OR 4X

SECTIONS

HORIZ. 3X OR 4X

ELEVATION

VERT. 4X

NOTE: MINIMUM WOOD BLOCKING DEPTH 2" NOMINAL U.N.O. TYP.

EPOXY RESIN FLOOR TO EXTEND UP WALL
BOTH SIDES

(N) 2x6 PRESSURE TREATED WOOD SILL
ANCHOR W/ (N) 5/8" DIA. TITEN
MECH. GALV.  ANCHORS W/3" EMBED.
PROVIDE TITENS 32" O.C. AND 4" MIN. / 12" 
MAX. FROM EA. END OF EA. PLATE.

INSULATION AS OCCURS

2x6 WOOD WALL FRAMING 
AT 16" O.C.

FINISH PER INTERIOR ELEVATIONS

GYPSUM WALL BOARD
AT TOILET ROOMS, PROVIDE 
MOISTURE AND MOLD RESISTANT 
GYPSUM WALL BOARD.

SIM.

6

A10.11

FOR TOP OF WALL TO CEILING 
CONNECTION 
REFER TO 11

A10.11

6
" 

M
IN

.

6
" 

M
IN

.

(E) LINTEL HEADER

NEW 2x NAILER @ PERIMETER 
OF OPENING  TYP, USE 2-16d @ 
16" CC TO (E) FRAMING

NEW STUDS TO MATCH (E)

(E) STUD FRAMING

PROVIDE A34 CLIP TYP AT TOP 
AND BOTTOM

(E) WOOD FRAMING

INTERIOR FINISH PER 
SCHEDULE, TYP.

2X WOOD FRAMING

(E) INTERIOR FINISH PER 
SCHEDULE, TYP.

NEW 2x NAILER
2 - 16d NAILS @ 16 O.C.

SIM.

6

A10.11

INSULATION WHERE OCCURS TO
MATCH EXISTING WALL

(E) WOOD STUD

INTERIOR FINISH PER 
PLANS

(E) STRUCTURAL 
PLYWOOD 
SHEATHING

(N) LATH & PLASTER

LAP (N) BACKING 
PAPER O/ (E) BACKING 
PAPER, 4" MIN.

FLASHING 
MEMBRANE

LAP (N) LATH O/ 
(E) LATH

NOTES:
1. REMOVE (E) FINISH COAT 4" BEYOND (N) & PROVIDE 12" WIDE FIBERGLASS TAPE, WHICH IS 
APPLIED OVER (E) & (N) BROWN COAT. FEATHER (N) FINISH COAT INTO (E) FINISH COAT.

(E) BACKING 
PAPER, TO REMAIN

(E) LATH, REMOVE, 
LEAVING 4" 
EXPOSED

MIN.

4"5"4"

O/ (E) & (N) BACKING PAPER

FLASHING MEMBRANE

4X6 HORIZONTAL 
BLOCKING AT NEW 
DRINKING FOUNTAINS

(E) PLASTER

S.S. BACK PANEL 
WHERE OCCURS

(E) STUDS

4X6 HORIZONTAL 
BLOCKING PER 

DRINKING FOUNTAIN

(E) PLASTER

EXTERIOR GRADE PLYWOOD, FILL 
OPENING AS REQD.  MATCH 
ADJACENT SHEATHING

LATH AND PLASTER, PATCH 
OPENING AND PAINT TO 
MATCH (E) ADJACENT WALL. 
FOR WEATHERPROOFING 
AT INFILL SEE

VARIES

OPENING

NOTES:
1. 2 LAYERS: WEATHER BARRIER / BLDG. PAPER TO MATCH (E) OVER 

SHEATHING. INSTALL TO PRODUCE A SHINGLE AFFECT WITH (E)

1

A10.11

10

A10.11

9

A10.11

PLAN 

ELEVATION

4' - 4" CLEAR, MIN.

M
IN

.

,
1
'-
7

"

M
A

X
.

.
1
'-
1
1
"

.

.2'-6" MIN.

T.O. WALK
OR FIN. FLR.

1
' -

 8
"

1
9
" 

M
A

X
.

1
8

" 
M

IN
.

1
7

" 
M

IN
.

5'-4" CLEAR, MIN.

NOTE:  FOR MOUNTING HEIGHT 
SEE: 

S.S BACK PANEL 

MIN

1' - 6" 1' - 4" 1' - 6"

GUARDRAIL WHERE OCCURS

BOTTLE FILLER WHERE OCCURS

E
.S

.=
 4

1
" 

M
A

X

A
=

 4
4
" 

M
A

X

EQ EQ

13

A10.71

1

A10.71

30" x 48" CLEAR FLOOR SPACE

DTC CLIP @ EA JST 
INSTALL PER MANUF.

NON BEARING 
STUD WALL

DTC CLIP @ EA JST 
INSTALL PER MANUF.

NON BEARING 
STUD WALL

1
/4

" 
C

L
R

.

1
/4

" 
C

L
R

.

(E) 2X10 @ 24" O.C.

PROVIDE BLOCKING 
AS -REQ'D
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6" = 1'-0"

WALL PROTECTION PANEL - TOP 4

6" = 1'-0"

WALL PROTECTION PANEL @ COVED BASE 3

12" = 1'-0"

METAL STRAP BACKING PLATE 2

3" = 1'-0"

TYPICAL WOOD BLOCKING 1

1 1/2" = 1'-0"

(N) WALL AT TOILET ROOMS 5

1/2" = 1'-0"

DOOR INFILL FRAMING 6

3" = 1'-0"

INTERIOR WALL INFILL 7

3" = 1'-0"

EXTERIOR LATH AND PLASTER PATCH
BACK

10

1" = 1'-0"

IMPROVEMENT DETAIL AT PLASTER 8

1/2" = 1'-0"

DRINKING FOUNTAIN ALCOVE 9

1" = 1'-0"

NON-BEARING WALL TO JOISTS 11
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DOOR

ALUMINUM THRESHOLD SET 
IN FULL BED OF MASTIC, 
NGP 429 OR EQUAL 

#12 X 2" SCREWS WITH 
EXPANSION SHIELDS @ 9" O.C.

DOOR BOTTOM

DOOR

ALUMINUM THRESHOLD SET IN 
FULL BED OF MASTIC, 
NGP 896HD OR EQUAL 

#12 X 2" SCREWS WITH 
EXPANSION SHIELDS @ 9" O.C.

DOOR BOTTOM

FLOOR COVERING WHERE OCCURS

INSWINGING DOOR

OUTSWINGING DOOR

A

B

FLOOR COVERING WHERE 
OCCURS

M
A

X
. 
T

Y
P

1
/2

"

.   TYP.MAX1   

2   

MAX1   

2   

.   TYP.

EXPANSION JOINT

EXPANSION JOINT

1/
2"

M
A

X
. 

T
Y

P

V
E

R
T

IC
A

L 
T

Y
P

1/
4"

 M
A

X

LATH & PLASTER

SEALANT

GYPSUM WALLBOARD

INTERIOR FINISH MATERIAL
WHERE OCCURS

PRESSED METAL FRAME, WIDEN
FOR INT. FINISH MATERIAL

CASING BEAD

BACKER ROD & SEALANT

NOTES:

1. FOR FRAME DIMENSIONS AND DETAIL, SEE

2. FOR FLASHING MEMBRANE AND BACKING 
PAPER INSTALLATION, SEE

FLASHING MEMBRANE & BACKING 
PAPER NOT SHOWN FOR CLARITY, 
EXTEND INTO CASING BEAD

SIM.

5

A10.12

4

A10.12

LATH & PLASTER

WOOD FRAMING

SEALANT

STRUCT. PLYWOOD

GYPSUM WALLBOARD

INTERIOR FINISH MATERIAL
WHERE OCCURS

PRESSED METAL FRAME, WIDEN
FOR INT. FINISH MATERIAL

NOTES:

1. FOR FRAME DIMENSIONS AND DETAIL. SEE

2. FOR FLASHING MEMBRANE AND BACKING 
PAPER INSTALLATION, SEE

3. SEE SPECIFICATION 08 7100 FOR ANCHOR INFO

DOOR  AS OCCURS

FLASHING MEMBRANE & BACKING 
PAPER NOT SHOWN FOR CLARITY, 
EXTEND INTO CASING BEAD

CASING BEAD W/ WEEP HOLES

5

A10.12

4

A10.12

ROUGH OPENING IN WALL

STEP 7:  INSTALL BACKING PAPER, 
FIRST LAYER AS RECOMMENDED BY 
THE MANUFACTURER. TERMINATE IN 
PLASTER CASING BEAD

STEP 1: APPLY CONTINUOUS BEAD OF 
FLASHING SEALANT AT OPENING EDGE OF 
HEAD AND JAMBS

STEP 2: INSTALL PRESSED METAL FRAME, 
EMBEDDING FLANGES INTO WET FLASHING 
SEALANT AND FASTEN FRAME INTO PLACE

FINISHED
FLOOR

CASING BEAD 
W/ WEEP 
HOLES

EXTERIOR 
FINISH

GRADE @ 
PLANTING AREA 
WHERE OCCURS

STEP 8: INSTALL 2ND LAYER OF 
BACKING PAPER PER 
SPECIFICATION, TERMINATE IN 
PLASTER CASING BEAD.

EXPLODED VIEW

COMPLETED VIEW

9"

7 
11

/1
6"

1'
 -

 2
 1

1/
16

"2
"

4
"

STEP 3: INSTALL FLASHING 
MEMBRANE OVER FLANGES AT 
JAMBS TO 4 INCHES ABOVE 
DOOR HEAD

STEP 4: INSTALL GSM HEAD 
FLASHING, EXTEND TO OUTSIDE 
EDGE OF EXPOSED STUCCO 
CASING BEAD

STEP 5: INSTALL FLASHING 
MEMBRANE OVER GSM HEAD 
FLASHING TO 1 INCH BEYOND 
OUTER EDGE OF FLASHING 
MEMBRANE AT JAMBS. FOLD 
DOWN BACKING PAPER, FIRST 
LAYER FLAP AT HEAD AND TAPE 
CUTS WITH BACKING PAPER TAPE.

DOOR FRAME 
FLANGE

TOP OF CONC. 
CURB

STEP 6:INSTALL BOARDWALL INSULATION 
wh/ OCCURS

EXTERIOR INTERIOR

4
"

2
"

FACE OF FINISH

G.S.M. HEAD FLASHING @ HEAD
ONLY (NO SEALANT). 
PAINT TO MATCH DOOR FRAME 
CONTINUOUS NAILING FLANGE
@ HEAD & JAMBS

STEEL ANCHOR STRAP @ WOOD 
FRAMING ONLY.

WIDEN FRAME AS REQ'D TO 
MAINTAIN 3/4" CLEARANCE FROM 
FACE OF FINISH TO FRAME EDGE,
TYP., CONFIRM FINISH THICKNESS

PRESSED METAL FRAME

3/4" x 5/8" GLAZING STOP
WHERE OCCURS

INSULATED GLASS @ 
TRANSOM WHERE  OCCURS

NOTES:

1. AT RATED OPENINGS, GYP. BD. SHALL PENETRATE THE THROAT OF THE FRAME 1/2" MIN, WHILE OTHER 
    WALL FINISH MATERIALS ARE ONLY ALLOWED TO ABUT THE FRAME EDGE.

2. SEE DETAIL                 FOR TYP. NAIL FIN DOOR FLASHING MEMBRANE AND BACKING PAPER INSTALLATION.

3.SEE SPECIFICATION 08 7100 FOR ANCHOR INFO

1
/2

"5
/8

"

1 15/16" 1 15/16"6 5/8"VARIES

3/4"

JAMB ANCHOR

4

A10.12

INTERIOR FINISH MATERIAL
WHERE OCCURS

GYPSUM WALLBOARD

WALL FRAMING

SEALANT EACH SIDE

PRESSED METAL FRAME,
WIDEN AS REQUIRED FOR INT.
FINISH MATERIAL

DOOR

NOTES:
1. FOR FRAME DIMENSIONS AND DETAIL SEE

AT DOORS WITH CLOSERS

8" MAX

6

A10.12

FACE OF FINISH

STEEL ANCHOR STRAP @
WOOD STUD FRAMING

PRESSED METAL FRAME

WIDEN FRAME AS REQ'D TO
MAINTAIN 3/4" CLEARANCE FROM
FACE OF FINISH TO FRAME EDGE,
TYP. CONFIRM FINISH THICKNESS

NOTES:

1. AT RATED OPENINGS, GYP. BD. SHALL PENETRATE THE  THROAT OF THE FRAME 1/2" MIN., WHILE OTHER WALL 
FINISH MATERIALS ARE ONLY ALLOWED TO ABUT THE FRAME EDGE. 

2. SEE SPECIFICATION 08 7100 FOR ANCHOR INFO 

3/4"
3/4"

2
"

5
/8

"

1 15/16" VARIES 1 15/16"

3/4" x 5/8" GLAZING STOP 
WHERE OCCURS

2 11/16" INSULATED GLASS WHERE
OCCURS
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3" = 1'-0"

EXTERIOR DOOR THRSHOLD 1

3" = 1'-0"

EXTERIOR DOOR JAMB 2

3" = 1'-0"

EXTERIOR DOOR HEAD 3

1/4" = 1'-0"

NAIL FIN DOOR FLASHING 4

3" = 1'-0"

TYP. EXT. DOOR FRAME - HEAD /JAMB @
EXIST. EXT. WALL

5

3" = 1'-0"

INTERIOR DOOR HEAD/JAMB 7

3" = 1'-0"

TYP. INT. DOOR FRAME - HEAD/JAMB 6
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3
4

" 
M

A
X

.

SINK PLASTIC LAMINATE o/ 2 LAYERS 3/4" 
MEDIUM-DENSITY FIBERBOARD W/ 
NO-DRIP ROLL-FORM EDGE

PLASTIC LAMINATE APRON

REMOVABLE PLASTIC 
LAMINATE ACCESS PANEL 
ON SUSPENSION FITTINGS

(E) MELAMINE BACK

(E) MELAMINE SIDES

RUBBER BASE

2
7

" 
M

IN
.

FINISH FLOOR, TO CONTINUE 
INSIDE OF CABINET

(E) GYPSUM WALLBOARD

6" MAX.

9
" 

M
IN

.

2'-1"

8" MIN.

4'
 -

 0
"

3'
 -

 0
"

ADJUSTABLE SHELVES

SHELF PIN HOLES

PLASTIC LAMINATE OVER 3/4" 
MEDIUM-DENSITY FIBERBOARD

WI# PER PLAN

WI# PER PLAN

PLASTIC LAMINATE o/ 2 LAYERS 3/4" 
MEDIUM-DENSITY FIBERBOARD W/ 
3MM PVC EDGE BANDING

WHERE (E) WOOD BLOCKING DOES NOT 
OCCUR IN WALL, ATTACH TO METAL 
STRAP BACKING PLATE WITH #12 S.M.S. @ 
12" O.C. WITH MIN. 3-THREAD PROJECTION 
BEYOND STRAP BACKING. SEE

7
'-
0

"

ADJUSTABLE SHELVES

SHELF PIN HOLES

PLASTIC LAMINATE OVER 3/4" 
MEDIUM-DENSITY FIBERBOARD

FINISH FLOOR

RUBBER BASE

(E) GYPSUM WALLBOARD

__________________________________________________________________

1
A10.61
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1
A10.61

__________________________________________________________________

1
A10.61

__________________________________________________________________

1
A10.61
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1
A10.61

1'-0"

2

A10.11

G

F

C

B A

SCRIBE TOP TO WALL AND CAULK

#8 x 3/4" R.H.W.S. @ EA. CLIP ANGLE

2" LONG x 1-1/2" x 2" x 1/8 CLIP
ANGLE @ 16" O.C.

WOOD SHIM AS REQ'D, TYP.

#14x4" P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER CABINET)
WITH 2-1/2" MIN. PENETRATION INTO VERT. 4x6 BLKG PER

1/2" x 3" WOOD NAILER, TYP.

FINISHED WALL FACE :
NO FINISH BEHIND CABINET EXCEPT GYP. BD. AND/ OR PLYWOOD

G

SCRIBE TOP TO WALL AND CAULK

WOOD SHIM AS REQ'D, TYP.

#14x4" P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER CABINET)
WITH 2-1/2" MIN. PENETRATION INTO VERT. 4x6 BLKG PER

1/2" x 3" WOOD NAILER, TYP.

FINISHED  WALL FACE :
NO FINISH BEHIND CABINET EXCEPT GYP. BD. AND/ OR PLYWOOD

NOTE:
MAX. DEPTH OF WALL HUNG UPPER 
CABINET NOT TO EXCEED 1'-6"

F

#14x4" P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER CABINET)
WITH 2-1/2" MIN. PENETRATION INTO VERT. 4x6 BLKG PER

1/2" x 3" WOOD NAILER, TYP.

FINISHED FACE OF WALL

WOOD SHIM AS REQ'D, TYP.

E

FINISHED FACE OF WALL

BACKSPLASH AS OCCURS (SEE INTERIOR ELEVATIONS), SCRIBE TO WALL

2x4 WOOD CLEAT, CONTINUOUS

COUNTERTOP, SCRIBE TO WALL & CAULK WHERE NO SPLASH OCCURS

SUB-TOP OF CABINET

#12x2" P.H.W.S. @ 16" O.C. MIN.

#14x4" P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER CABINET)
WITH 1-1/2" MIN. PENETRATION INTO VERT. 2x6 BLKG PER

6"

6d @6" O.C. MAX., TYP.

D

CAULK SPLASH TO WALL

BACKSPLASH AS OCCURS (SEE INTERIOR ELEVATIONS), SCRIBE TO WALL

COUNTERTOP, SCRIBE TO WALL & CAULK WHERE NO SPLASH OCCURS

TOP OF CABINET OR SUB-TOP WHERE OCCURS

#8 x 3/4" R.H.W.S. @ EA. CLIP ANGLE

2" LONG x 1-1/2" x 2" x 1/8 CLIP ANGLE @ 16" O.C.

#14x4" P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER CABINET)
WITH 1-1/2" MIN. PENETRATION INTO VERT. 2x6 BLKG PER

1/2" x 3" WOOD NAILER, TYP.

FINISHED FACE OF WALL

WOOD SHIM AS REQ'D, TYP.

C

WOOD SHIM AS REQ'D, TYP.

#14x4" GALVANIZED P.H.W.S. 6" FROM EACH END @ 16" O.C. (2 MIN. PER 
CABINET) WITH 1-1/2" MIN. PENETRATION INTO VERT. 2x6 BLKG PER

1/2" x 3" WOOD NAILER, TYP.

FINISHED  WALL FACE :
NO FINISH BEHIND CABINET EXCEPT
GYP. BD. AND/ OR PLYWOOD

B

CASEWORK FRONT

PRESSURE TREATED 2x4 WOOD NAILER - FULL WIDTH OF CASEWORK UNIT

6d FIN. NAILS @ 6" O.C.

CASEWORK DOOR OR DRAWER

RUBBER BASE

2" @ CASEWORK < 2'-0" DEEP
4" @ CASEWORK 2'-0" DEEP & DEEPER

FINISH FLOOR

#10x2" F.H.W.S. @ 12" O.C. 1" MIN. EMBED

.145" DIA. x3"  GALVANIZED POWER DRIVEN FASTENER & FIN. WASHER @ 1'-0" 
O.C. & @ EACH END MIN. W/ 1 1/2" MIN. PENETRATION EA. END OF NAILER

A

BASE/UPPER TALL ISLAND/BOOK STANDS

B

AT CABINETS
GREATER THAN
5'-0" TALL

CABINETS - N.T.S.

A AAB

C D

F

G G

E

NOTE: DETAIL DOES NOT 
APPLY AT ACCESSIBLE 
SINK LOCATIONS 

1

A10.11

1

A10.11

1

A10.11

1

A10.11

1

A10.11

1

A10.11
PRESSURE TREATED 2x WOOD NAILER3

4
" 

M
A

X
.

SINK PLASTIC LAMINATE o/ 2 LAYERS 3/4" 
MEDIUM-DENSITY FIBERBOARD W/ 
NO-DRIP ROLL-FORM EDGE

PLASTIC LAMINATE APRON

REMOVABLE PLASTIC 
LAMINATE ACCESS PANEL 
ON SUSPENSION FITTINGS

PLASTIC LAMINATE BACK

PLASTIC LAMINATE SIDES

RUBBER BASE

2
7

" 
M

IN
.

FINISH FLOOR, TO CONTINUE 
INSIDE OF CABINET

(E) GYPSUM WALLBOARD

6" MAX.

9
" 

M
IN

.

2'-1"

WHERE (E) WOOD BLOCKING DOES NOT OCCUR 
IN WALL, ATTACH TO METAL STRAP BACKING 
PLATE WITH #12 S.M.S. @ 12" O.C. WITH MIN. 3 
THREAD PROJECTION BEYOND STRAP BACKING. SEE

2

A10.11

__________________________________________________________________

1
A10.11

__________________________________________________________________

1
A10.11

8" MIN.

C

B

SIM

1'
 -

 0
"

3'
 -

 0
"

3'
 -

 0
"

FIXED SHELF

SHELF PIN HOLES

PLASTIC LAMINATE OVER 3/4" 
MEDIUM-DENSITY FIBERBOARD

WI# PER PLAN

WI# PER PLAN

PLASTIC LAMINATE o/ 2 LAYERS 3/4" 
MEDIUM-DENSITY FIBERBOARD W/ 
3MM PVC EDGE BANDING

WHERE (E) WOOD BLOCKING DOES NOT 
OCCUR IN WALL, ATTACH TO METAL 
STRAP BACKING PLATE WITH #12 S.M.S. @ 
12" O.C. WITH MIN. 3-THREAD PROJECTION 
BEYOND STRAP BACKING. SEE

7
'-
0

"

ADJUSTABLE SHELVES

SHELF PIN HOLES

PLASTIC LAMINATE OVER 3/4" 
MEDIUM-DENSITY FIBERBOARD

FINISH FLOOR

RUBBER BASE

(E) GYPSUM WALLBOARD

__________________________________________________________________

1
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__________________________________________________________________

1
A10.61

__________________________________________________________________

1
A10.61

ADJUSTABLE SHELF

PLASTIC LAMINATE o/ 3/4" 
MEDIUM-DENSITY FIBERBOARD

__________________________________________________________________

1
A10.61

__________________________________________________________________

1
A10.61

1'-0"

2

A10.11

G

F

C

B A

2'-1"

1
9

" 
M

IN
.

SINK PER PLUMBING DWGS

PLASTIC LAMINATE o/ 2 LAYERS 3/4" 
MEDIUM-DENSITY FIBERBOARD W/ 
NO-DRIP ROLL-FORM EDGE

PLASTIC LAMINATE APRON

WRAP EXPOSED PIPES

RUBBER BASE

FINISH FLOOR, TO CONTINUE 
INSIDE OF CABINET

(E) GYPSUM WALLBOARD

2
4

" 
M

A
X

.

1"

FRAMING PER PLAN

PLASTIC LAMINATE BACK

PLASTIC LAMINATE SIDES

__________________________________________________________________

1
A10.11

WHERE (E) WOOD BLOCKING DOES NOT OCCUR 
IN WALL, ATTACH TO METAL STRAP BACKING 
PLATE WITH #12 S.M.S. @ 12" O.C. WITH MIN. 3 
THREAD PROJECTION BEYOND STRAP BACKING. SEE

2

A10.11

__________________________________________________________________

1
A10.11

C

B
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CASEWORK DETAILS

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL

12/13/2023 R231571X00

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

1 1/2" = 1'-0"

MODIFIED (E) SINK CABINET 6
1 1/2" = 1'-0"

KINDERGARTEN CUBBIES 3

1 1/2" = 1'-0"

BASE CABINET ANCHOR 1

1 1/2" = 1'-0"

ACCESSIBLE SINK CABINET 5

1 1/2" = 1'-0"

KINDERGARTEN CUBBIES 2
1 1/2" = 1'-0"

SINK CABINET @ KINDERGARTEN 4
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GYP. BD.

GYP. BD.

RECESSED
ACCESSORY

FLUSH
WALL FINISH 
PER PLAN

GRAB (WHERE OCCURS)

GYP. BD.

WALL FINISH 
PER PLAN

SEMI-RECESSED 
ACCESSORY 

GYP. BD.

P
R

O
JE

C
T

IO
N

4
" 

M
A

X
.

A. RECESSED TOILET ACCESSORY B. SEMI-RECESSED TOILET ACCESSORY

TRIM PER MANUF. 
(TYP)

SOUND BATTS SOUND BATTS

C
L
R

1
 1

/2
"

F.O.F.

STILE

SHOE

LEVELING PLATE

(2) 3/8" Ø HILTI KBTZ. CONC. 
ANCHOR W/2-5/16" MIN. EMBED. 
(ICC ESR-1917) PER PILASTER

WOOD STUD WALL 
ASSEMBLY

WALL FINISH

PARTITION PANEL 
OR WALL POST

BACKING SEE 

CONT. 19 GA. SS MOUNTING 
BRACKET FULL HEIGHT OF 
PANEL

#12 SS. TORX SCREW SECURED 
TO WALL

NOTE:
1.VERIFY W/ PARTITION MFR. FOR BACKING LOCATIONS AND PANEL   
   INSTALLATION.
2. SEE DETAIL                              FOR PARTITION ANCHORAGE AT FLOOR/3 A10.71

A.TOILET PARTITION AT WALL

B. PLAN @PARTITION PANEL TO STILE
EMBED, TYP

1 1/2" MIN

#12 X 7/16" SS. TORX SCREW 
SECURED @PANEL

HEADRAIL BRACING

MOUNTING BRACKET, 
W/ (2) #12 SS. TORX 
SCREW SECURED TO 
WALL, (2) #12 X 7/16" 
SS. TORX SCREW 
SECURED @PANEL PARTITION 

STILE

PARTITION 
PANEL

(SS CONT. MOUNTING 
BRACKET PER PANEL, 
LOCATION PER MFR'S 
REQUIREMENT, THRU 
BOLTED SS PIN-IN-HEAD 
TORX SEX BOLT FASTENERS 
SECURED @STILE

/1 A10.11

3 1/2" CONCRETE SLEEVE, FILL
W/ NON-SHRINK GROUT, TYP.

1 1/2" DIA. STANDARD
STEEL PIPE, GRIND
ALL JOINTS AND EDGES
SMOOTH - HOT DIP GALVANIZED

6"

4"

R 6"

DRINKING FOUNTAIN

FACE OF WALL

3'
 -

 4
"

1'
 -

 1
" 9" 7 
1/

2"

ALL AROUND
4" MIN

FRONT OF D.F.
2" BEYOND

SLOPE GROUT

REINFORCING AT CONCRETE 
PAVING

THICKENED CONCRETE

#4 REBAR EA. SIDE OF POST

3" MIN

16

A10.71

1

A10.61

1

A10.61

1

A10.61

1

A10.61

1

A10.81

1

A10.61

3

A10.81

14

A10.71

8

A10.71

8

A10.71

2

A10.81

CASEWORK SINK CABINET

SIGNAGE
MOUNTING

SN.15

16" 24˝

S
N

.2
1

26
˝

D
.A

.=
 1

6 ½
" 

M
A

X
.

S
T

D
=

 1
6"

D
.A

.=
 1

5½
" 

M
IN

.

SN.22

SN.09

AT WALL

S
N

.0
7

S
N

.1
2

S
N

.0
7

36"

SN.10

S
N

.1
8

SN.04

FRONTSIDE

FLOOR MOUNTED WATER CLOSET

17 1/2" 24"

S
N

.2
1

35
"

D
.A

.=
 1

8 ½
" 

M
A

X

S
T

D
=

 1
6"

D
.A

.=
 1

7½
" 

M
IN

.

SN.22

D.A= 8"
STD= 12"

S
T

D
=

 2
7"

D
.A

.=
 1

9"
  M

IN
.

SN.09

25″

AT WALL

S
N

.0
7

S
N

.1
2

S
N

.0
7

S
N

.2
1

35
"

36"

SN.03

D
.A

.=
 3

9 "

S
T

D
=

  4
2"

SN.10

S
N

.1
8

SN.04

FRONTSIDE

FLOOR MOUNTED WATER CLOSET

1½
" 

C
LR

.

(ADULT)(ELEMENTARY)

S
T

D
=

 2
4"

D
.A

.=
 1

8"

S
N

.2
6

E
.S

.=
 2

4"
A

=
 2

7"

11" MIN.

S
N

.2
8

E
.S

.=
 2

6"
A

=
 2

9"

MIN.
17˝

SN.29
8"

A
=

 3
4"

K
=

 2
4"

E
.S

.=
 3

1"

M
IN

.

9"
SN.27

LAV. / SINK (ELEVATION)

FIXTURE AND ACCESSORY HEIGHTS 

M
IN

.
18

 1
/2

"
M

IN
.

18
 1

/2
"

M
IN

.
30

"

MIN.
48"

MAX
6˝ SN.16

SN.12

SN.12

LAV. / SINK (PLAN)
25" MAX

17" MIN, SN.14

WRAP EXPOSED PIPE
WITH INSULATION.

HI-LO DRINKING
FOUNTAIN

S
N

.2
5

K
 / 

E
.S

.=
 3

0"
A

=
 3

5½
" 

M
A

X

S
N

.2
6

A
=

  2
7"

42
" 

M
A

X

38
 ½

" 
M

IN
.

A
=

 3
9"

E
.S

.=
 3

6"

S
N

.1
1

A
=

 3
9

K
=

 2
7"

E
.S

.=
  3

3"

A
=

 3
9"

K
=

 2
7"

E
.S

.=
 3

4"

S
N

.1
7

MIRROR PAPER TOWEL
DISPENSER

SOAP
DISPENSER

FURNITURE EQUIPMENT HEIGHTS

9"

4
' -

 6
" 

U
.O

.N
.

4
' -

 1
1

"

SN.05

OR

SN.19

SN.13

SN.08

AT WALL AT WALL

SN.06

S
N

.2
6

E
.S

.=
 2

4"
A

=
 2

7"

48
" 

M
A

X

SN.01

SN.02

 U
.O

.N
.

2
' -

 1
0

"

U
.O

.N
.

4
' -

 6
" 

, 
T

Y
P

.

7
' -

 0
"

A
=

 3
4"

K
=

 2
4"

E
.S

.=
 3

1"

SN.24

S
N

.2
5

EQ EQ

1½" CLR. 25" MIN. 1½" CLR.

13

A10.71

10.20

10.28 10.23

10.19 SN.05

22.11

22.0705.05

10.22

10.22 48"

22.0422.05

10.22

10.22 48" D.A.= 8"
STD= 12"

C
LR

.
1 

1/
2"

SN.20

SN.23

D
.A

.=
 3

6 "

S
T

D
=

 4
0"

SN.20

SN.03

SN.23

__________________________________________________________________

8
A10.11

12

A10.71

12

A10.71

AT PARTITION AT PARTITION

SN.01 TOP OF SHELF
SN.02 MIDDLE SHELF FIXED
SN.03 AT ACCESSIBLE WATER CLOSETS, FLUSH CONTROL HANDLE 

SHALL BE MOUNTED ON THE WIDE SIDE OF THE TOILET 
ENCLOSURE.

SN.04 DIMENSION TO CENTERLINE OF TOILET PAPER ROLL POSITION
SN.05 PROVIDE AT ALL TOILET ROOM DOORS
SN.06 AT DISABLED ACCESSIBLE CASEWORK
SN.07 TO FACE OF FINISH
SN.08 FOR SIGNS MOUNTED BACK-TO-BACK ON WINDOW GLAZING, 

SEE SPECIFICATIONS FOR REQUIREMENTS.
SN.09 62" CLR MIN. TO FINISH WALL/ PARTITION/FIXTURE
SN.10 TOP OF OPENING
SN.11 34" MAX. IF MIRROR IS NOT MOUNTED OVER A LAV. OR 

COUNTER; TOP OF MIRROR 74" MIN. FOR HIGH SCHOOL & 
ADULTS.

SN.12 FACE OF OBJECTS OR WALLS
SN.13 CENTERLINE OF SIGN.
SN.14 19" MINIMUM AT SINK
SN.15 BOTTOM EDGE OF REFLECTIVE SURFACE
SN.16 FROM FARTHEST DEPTH OF THE CLEAR FLOOR SPACE TO 

FACE OF PLUMBING AND OTHER OBSTACLES
SN.17 TO CENTERLINE CONTROL.
SN.18 FRONT EDGE OF WATER CLOSET.
SN.19 CENTERLINE OF SYMBOL.
SN.20 TOILET PAPER DISPENSER, O.F.O.I.; 3" MAX PROJECTION, 

SEMI-RECESSED AT D.A.
SN.21 TOP OF GRAB BAR
SN.22 TOP OF SEAT
SN.23 TOILET SEAT COVER DISPENSER, O.F.O.I.
SN.24 TO TOP OF SINK RIM; WHERE OCCURS.
SN.25 BUBBLER HEIGHT
SN.26 MINIMUM KNEE CLEARANCE.
SN.27 MAXIMUM HEIGHT
SN.28 MINIMUM APRON CLEARANCE

GENERAL NOTES

SHEET NOTES

1. TYPICAL MOUNTING HEIGHTS AND DETAILS APPLY TO
ENTIRE PROJECT, WHETHER REFERENCED OR NOT, 
UNLESS OTHERWISE NOTED.

2. ALL DISABLED ACCESSIBLE DIMENSIONS, ARE 
MAXIMUM DIMENSIONS UNLESS OTHERWISE NOTED.

3.    HEIGHTS ARE MEASURED FROM FINISH FLOOR, 
UNLESS OTHERWISE NOTED.

LEGEND
A         ADULT / STAFF
E.S.     ELEMENTARY SCHOOL
K         KINDERGARTEN

SINK WHERE OCCURS: INSULATE 
HOT WATER & DRAIN PIPING.
SINK 6 1/2" MAX DEPTH

SEE PLANS FOR CLEAR 
FLOOR SPACE REQUIREMENTS

CLOSE BASE WHERE OCCURS

NOTES:
1. DOORS NOT TO BE PROVIDED AT
    ACCESSIBLE SINK CABINET.

2. MODIFY BASE AS SHOWN TO
    ALLOW FOR WHEELCHAIR ACCESS.

3. EXTEND FLOORING TO BACKSIDE
    OF CABINET.

A
=

3
4
"

A
=

 2
9
"

30" M
IN. C

LR. 

19 1/2"MIN.

APRON

E
S

=
 2

6
"

E
S

=
 3

1
"

K
=

 2
4
"

1-1/2"

3/4" = 1'-0"PLAN

SIDE GRAB BAR :
EXTEND BEYOND FRONT 
OF TOILET AS SHOWN

REAR GRAB BAR

FINISHED FACE OF WALL

AT WOOD STUD WALL OR BLOCKING:
(3) #10" STAINLESS STEEL VANDAL RESISTANT
HEAD WOOD SCREW WITH 1-1/2" MIN.
PENETRATION INTO VERT. 4x BLKG. PER

STAINLESS STEEL GRAB BAR

ROUND STAINLESS STEEL FLANGE

EQ EQ 11" MAX

11
" 

M
A

X

1

A10.11

INTERIOR FINISH, GYP. BD. OR
CERAMIC TILE WHERE OCCURS

AT WOOD WALL:
MIRROR CLIP WITH #6 O.H.W.S. AT 4"
FROM EACH END & AT 24" O.C. MAX.,
W/MIN. 1" PENETRATION INTO
2x BLKG. PER

MIRROR

PROVIDE MASTIC AT ALL EDGES
AND AT 12" O.C. IN FIELD

MIRROR FRAME FASTENED SAME AS
ABOVE

1

A10.11

PLASTIC PARTITION

STAINLESS STEEL ROUND FLANGE

(3) #10-24 STAINLESS STEEL
VANDAL RESISTANT HEAD SEX
BOLTS PER ROUND FLANGE

STAINLESS STEEL GRAB BAR

1-1/2"
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1 1/2" = 1'-0"

RECESSED & SEMI-RECESSED TOILET
ACCESSORY

7
6" = 1'-0"

PARTITION TO FLOOR 3

3" = 1'-0"

TOILET/ URINAL PARTITION ANCHORAGE 4

3/4" = 1'-0"

DRINKING FOUNTAIN GUARDRAIL 13
1/4" = 1'-0"

TYPICAL MOUNTING HEIGHTS AND
ATTACHMENT REFERENCES

1

1/2" = 1'-0"

DISABLED ACCESSIBLE CASEWORK 14

KEYNOTES
05.05 STEEL GUARDRAIL

10.19 TOILET ROOM DOOR SIGN

10.20 ACCESSIBLE TOILET ROOM WALL SIGN

10.22 GRAB BAR

10.23 TACTILE EXIT SIGN - EXIT

10.28 ROOM IDENTIFICATION SIGN

22.04 FLOOR MOUNTED TOILET

22.05 FLOOR MOUNTED TOILET WITH TANK

22.07 DRINKING FOUNTAIN

22.11 SINK

3" = 1'-0"

TYPICAL GRAB BAR AT WALL 8
3" = 1'-0"

MIRROR ATTACHMENT 16
3" = 1'-0"

TYPICAL GRAB BAR AT PARTITION 12
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BOYS GIRLS

BOYS GIRLS
UNISEX

UNISEX

1' - 0" EQUILATERAL 1' - 0" 1' - 0"

NOTE:

1. TEXT ON DOOR SYMBOL TO BE AS
INDICATED ON DRAWINGS

1 1/2" HIGH FLUSH 
CHARACTERS 
(TYP)

RADIUS:
1/8" MIN., 1/4" 
MAX. (TYP)

EASE EDGES, 
1/8" MIN. (TYP)

(T
Y

P
)

1/
4"

 M
A

X
.

E
Q

E
Q

ROOM IDENTIFICATION SIGN

0000 0000 0000
0000 0000 0000

EQ

1' - 0"

9/16" MAX.

1/8" MIN.

BASELINE A

6
"

E
Q 1
/2

"
1

/2
"

BASELINE B

1
/2

" 
M

IN

E
Q

NOTES:  (COMPLY W/ CBC 11B-703)

1. MATERIAL TO BE 1/4" THICK W/ EASED EDGES.
2. COLOR OF BACKGROUND TO CONTRAST W/ COLOR OF DOOR (70%).
3. COLOR OF SYMBOL AND LETTERS TO CONTRAST W/ BACKGROUND.
4. ALL BRAILLE IS CA CONTRACTED (GRADE 2) PER CBC 11B-703.3.
5. CHARACTERS TO BE 1" HIGH.
6. VERIFY ROOM NAME BEFORE FABRICATION.
7. BASELINE A (BOT. OF HIGHEST LEVEL OF TEXT) = 59" A.F.F MAX., 

BASELINE B (LOWEST LINE OF BRAILLE) = 49" A.F.F MIN. 
(REFER TO 1/A10.71 FOR ACTUAL HEIGHT AND LOCATION).

EQ

TEXT WITH RAISED CHARACTERS:
ROOM NAME & NUMBER
AS DIRECTED BY OWNER

BRAILLE, CENTER
BELOW TEXT, TYP.

00000001/
2"

 M
A

X
.

3/
8"

 M
IN

.

10"

NON-ACCESSIBLE TOILET ROOM IDENTIFICATION SIGN

0000000
9 

1/
2"

 T
Y

P

3/
8"

M
IN

.
1/

2"
 M

A
X

.
3/

8"
 M

IN
.

0000000

10"

0000000 BASELINE A

BASELINE B

7"10"

TYP.

TYP.

T
Y

P
.

6"

ROOM NAME: TEXT WITH 
RAISED CHARACTERS, TYP

TYP.

6"
INTERNATIONAL SYMBOL 
OF ACCESSIBILITY, TYP

BOYS GIRLS UNISEX

BRAILLE, CENTER
BELOW TEXT, TYP.

ACCESSIBLE TOILET ROOM IDENTIFICATION SIGN

¼" R, TYP.

9 
1/

2"
 T

Y
P

3/
8"

M
IN

.

BASELINE A

BASELINE B

TYP.

TYP.

ROOM NAME: TEXT WITH 
RAISED CHARACTERS, TYP

UNISEX
BRAILLE, CENTER BELOW TEXT, TYP.

¼" R, TYP.

BRAILLE

NOTES:

1. BASELINE A = 59" A.F.F. MAX, BASELINE B = 49" A.F.F.MIN. (REFER TO 1/A10.71 

FOR ACTUAL HEIGHT AND LOCATION).
2. EACH GRADE - LEVEL EXTERIOR EXIT DOOR, WITH ILLUMINATED EXIT SIGN,  

SHALL BE IDENTIFIED BY "EXIT".
3. EACH EXIT DOOR FROM AN INTERIOR ROOM, WITH ILLUMINATED EXIT SIGN, 

SHALL BE IDENTIFIED BY "EXIT ROUTE".
4. EACH DOOR AT STAIRWAYS LEADING TO GRADE - LEVEL EXTERIOR EXIT SHALL 

BE IDENTIFIED BY "EXIT STAIR DOWN".
5. STAIR LANDINGS SHALL BE IDENTIFIED AS DESCRIBED IN SPECIFICATIONS.
6. EXIT DOORS LEADING TO EXIT BY MEANS OF AN EXIT ENCLOSURE, EXIT 

PASSAGEWAY OR EXTERIOR BALCONY SHALL BE IDENTIFIED BY "EXIT ROUTE"
7. INCREASE SIZE OF SIGN TO ACCOMMODATE ADDITIONAL TEXT AS NEEDED. 

CHARACTER HEIGHT, WHEN NOT INDICATED, SHALL BE 5/8" MIN.

E X I T

PER CBC SEC 1013.4 AND 11B-703

6"

3
 1

/2
"

1
"

1
/2

"

. 3/16" MIN.

4X STROKE MAX. RAISED CHARACTER (TACTILE)

BASELINE A

BOT. OF HIGHEST LEVEL OF TEXT

BASELINE B

LOWEST LINE OF BRAILLE

"EXIT ROUTE" IN 5/8" HIGH RAISED
CHARACTERS, WHERE INDICATED

¼" R, TYP.

(B) DISPLAY CONDITIONS(A) SYMBOL PROPORTIONS

1:1 3" = 1'-0"

INTERNATIONAL SYMBOL OF ACCESS FOR HEARING IMPAIRED

ASSISTIVE

T
Y

P

5/
8"

 M
IN

AVAILABLE AT

LISTENING

SYSTEM

7"

1' - 2"

T
Y

P
.

1/
2"

6"

5"

¼" R, TYP.

ADMINISTRATION 

OFFICE 

PROPORTIONS
TOILET ROOM DIRECTIONAL SIGN

PROVIDE DIRECTIONAL SIGN WHERE SHOWN.

1" RADIUS TYP.

ACCESSIBLE
RESTROOMS

SITE DIRECTIONAL SIGN

BACKGROUND 
COLOR

WHITE 
BOARDER TYP.

1/2" TYP.

1' - 0" TYP.

1'
 -

 3
" 

T
Y

P
.

INTERNATIONAL 
SYMBOL OF 
ACCESSIBILITY, 
TYP.

WHITE TEXT1"
 T

Y
P

.

FOR PARKING STALLS SURFACE:
3'-0" X 3'-0" MIN. SIGN DIMENSION.
PAINT REFLECTIVE WHITE ON
BLUE FIELD. BLUE TO BE
EQUAL TO COLOR 15090
IN AMS-STD 595C

DISPLAY CONDITIONS

11
 1

/2
" 

T
Y

P

3/
8"

M
IN

.
1/

2"
 M

A
X

.
3/

8"
 M

IN
.

BASELINE A

BASELINE B

10"

TYP.

TYP.

TEXT WITH RAISED 
CHARACTERS, TYP

INTERNATIONAL SYMBOL 
OF ACCESSIBILITY, TYP

BRAILLE, CENTER
BELOW TEXT, TYP.

¼" R, TYP.

ACCESSIBLE
RESTROOM

DIRECTIONAL ARROW

12
" 

T
Y

P

3/
8"

M
IN

.
1/

2"
 M

A
X

.
3/

8"
 M

IN
.

BASELINE A

BASELINE B

10"

TYP.

TYP.

TEXT WITH RAISED 
CHARACTERS, TYP

INTERNATIONAL SYMBOL 
OF ACCESSIBILITY, TYP

BRAILLE, CENTER
BELOW TEXT, TYP.

¼" R, TYP.

ACCESSIBLE
RESTROOM

IN BUILDING A

DIRECTIONAL ARROW
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1 1/2" = 1'-0"

TOILET ROOM DOOR SYMBOL SIGN 3

1 1/2" = 1'-0"

ROOM IDENTIFICATION SIGNS 1

6" = 1'-0"

TACTILE EXIT SIGNAGE 2

12" = 1'-0"

ASSISTIVE LISTENING SYSTEM 4

1 : 1

SYMBOL OF ACCESSIBILITY 6

3" = 1'-0"

NON-ACCESSIBLE TOILET ROOM
DIRECTIONAL SIGN

7

3" = 1'-0"

NON-ACCESSIBLE TOILET ROOM BUILDING
DIRECTIONAL SIGN

8
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RESINOUS FLOORING

CARPET

CONCRETE SLAB, TYP

RUBBER 153 JOINING MOLDING

CARPET TO RESINOUS

RESINOUS TO RESILIENT

RESINOUS FLOORING

RUBBER 165 REDUCER

RESILIENT FLOORING

1
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1.
2.

3.

A.

B.

MP

MP

MD

MD

PP

PP

E

E

ALL MECHANICAL, PLUMBING, AND ELECTRICAL COMPONENTS SHALL BE ANCHORED AND INSTALLED PER
THE DETAILS ON THE DSA-APPROVED CONSTRUCTION DOCUMENTS. THE FOLLOWING COMPONENTS SHALL
BE ANCHORED OR BRACED TO MEET THE FORCE AND DISPLACEMENT REQUIREMENTS PRESCRIBED IN THE
2022 CBC SECTIONS 1617A.1.18 THROUGH 1617A.1.26 AND ASCE 7-16 CHAPTERS 13, 26, AND 30:

ALL PERMANENT EQUIPMENT AND COMPONENTS.
TEMPORARY, MOVABLE OR MOBILE EQUIPMENT THAT IS PERMANENTLY ATTACHED (E.G., HARD
WIRED) TO THE BUILDING UTILITY SERVICES SUCH AS ELECTRICITY, GAS OR WATER.
“PERMANENTLY ATTACHED” SHALL INCLUDE ALL ELECTRICAL CONNECTIONS EXCEPT PLUGS FOR
110/220 VOLT RECEPTACLES HAVING A FLEXIBLE CABLE.
TEMPORARY, MOVABLE OR MOBILE EQUIPMENT WHICH IS HEAVIER THAN 400 POUNDS OR HAS A
CENTER OF MASS LOCATED 4 FEET OR MORE ABOVE THE ADJACENT FLOOR OR ROOF LEVEL
THAT DIRECTLY SUPPORT THE COMPONENT IS REQUIRED TO BE RESTRAINED IN A MANNER
APPROVED BY DSA.

THE FOLLOWING MECHANICAL AND ELECTRICAL COMPONENTS SHALL BE POSITIVELY ATTACHED TO THE
STRUCTURE BUT NEED NOT DEMONSTRATE DESIGN COMPLIANCE WITH THE REFERENCES NOTED ABOVE.
THESE COMPONENTS SHALL HAVE FLEXIBLE CONNECTIONS PROVIDED BETWEEN THE COMPONENT AND
ASSOCIATED DUCTWORK, PIPING, AND CONDUIT.  FLEXIBLE CONNECTIONS MUST ALLOW MOVEMENT IN BOTH
TRANSVERSE AND LONGITUDINAL DIRECTIONS:

COMPONENTS WEIGHING LESS THAN 400 POUNDS AND HAVING A CENTER OF MASS LOCATED
4 FEET OR LESS ABOVE THE ADJACENT FLOOR OR ROOF LEVEL THAT DIRECTLY SUPPORT
THE COMPONENT.
COMPONENTS WEIGHING LESS THAN 20 POUNDS, OR IN THE CASE OF DISTRIBUTED SYSTEMS,
LESS THAN 5 POUNDS PER FOOT, WHICH ARE SUSPENDED FROM A ROOF OR FLOOR OR HUNG
FROM A WALL.

THE ANCHORAGE OF ALL MECHANICAL, ELECTRICAL AND PLUMBING COMPONENTS SHALL BE SUBJECT TO THE
APPROVAL OF THE DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE OR STRUCTURAL ENGINEER
DELEGATED RESPONSIBILITY AND ACCEPTANCE BY DSA. THE PROJECT INSPECTOR WILL VERIFY THAT ALL
COMPONENTS AND EQUIPMENT HAVE BEEN ANCHORED IN ACCORDANCE WITH THE ABOVE REQUIREMENTS.

PIPING, DUCTWORK, AND ELECTRICAL DISTRIBUTION SYSTEMS SHALL BE BRACED TO COMPLY WITH THE FORCES
AND DISPLACEMENTS PRESCRIBED IN ASCE 7-16 SECTION 13.3 AS DEFINED IN ASCE 7-16 SECTIONS 13.6.5, 13.6.6,
13.6.7, 13.6.8; AND 2022 CBC, SECTIONS 1617A.1.24, 1617A.1.25 AND 1617A.1.26.

THE METHOD OF SHOWING BRACING AND ATTACHMENTS TO THE STRUCTURE FOR THE IDENTIFIED DISTRIBUTION
SYSTEM ARE AS NOTED BELOW. WHEN BRACING AND ATTACHMENTS ARE BASED ON A PREAPPROVED INSTALLATION
GUIDE (E.G., HCAI OPM FOR 2013 CBC OR LATER), COPIES OF THE BRACING SYSTEM INSTALLATION GUIDE OR MANUAL
SHALL BE AVAILABLE ON THE JOBSITE PRIOR TO THE START OF AND DURING THE HANGING AND BRACING OF THE
DISTRIBUTION SYSTEMS. THE STRUCTURAL ENGINEER OF RECORD SHALL VERIFY THE ADEQUACY OF THE STRUCTURE
TO SUPPORT THE HANGER AND BRACE LOADS.

MECHANICAL PIPING (MP), MECHANICAL DUCTS (MD), PLUMBING PIPING (PP), ELECTRICAL DISTRIBUTION SYSTEMS (E):

OPTION 1: DETAILED ON THE APPROVED DRAWINGS WITH PROJECT SPECIFIC NOTES
AND DETAILS.

OPTION 2: SHALL COMPLY WITH HCAI (OSHPD) PREAPPROVAL (OPM #) # 0043-13.

R

WM WATER METERWM

GM

GPR

GW GREASE WASTE PIPINGGW

GAS METER

GAS PRESSURE REGULATOR

GAS SEISMIC VALVE

DOUBLE CHECK VALVE

ANGLE VALVE

BALL VALVE

AREA DRAIN

BACKFLOW PREVENTER, REDUCED PRESSURE, 

AD

V

WO

WOV

WHA

VB

WCO

WSP

CHECK VALVE

CHASIS GREASE

BUTTERFLY VALVE

CALIBRATED BALANCE VALVE

CG

CKV

RELIEF VALVE OR PRESSURE

& TEMPERATURE RELIEF VALVE

PRESSURE REDUCING VALVE

VENT PIPING

WASTE OIL VENT

WASTE OIL

VENT , VENT RISER , VENT THRU ROOF

VITRIFIED CLAY PIPE

VALVE IN VALVE BOX (VALVE TYPE SYMBOL AS 

WATER HAMMER ARRESTER

REQUIRED FOR VALVE TYPE USED)

VALVE WITH MOTOR ACTUATOR

SOLENOID VALVE WITH MOTOR ACTUATOR

WALL CLEANOUT

WET STAND PIPE

PIV

FH

FDC

GAGE COCK

GASOLINE

GASOLINE VENT

GAS - HIGH PRESSURE

GAS - MEDIUM PRESSURE

GAS - LOW PRESSURE

GAS COCK , PLUG COCK

GATE VALVE

HOSE BIBB

CLEANOUT

GAS PRESSURE REGULATOR VALVE

GLOBE VALVE

GALLONS PER MINUTE

HOT WATER PIPING

HOT WATER RETURN 

HOPPER DRAIN , HUB DRAIN

GA

HG

MG

G

GSCK , PC

GV

CO

GPR

GPM

GLV

HD

HB

HW

HWRET

HOT WATER (TEMP. ˜F)

HOT WATER RETURN (TEMP. ˜F)

(  ) HW

(  ) HWR

HOT WATER PIPING WITH HEAT TRACE TAPE

POST INDICATOR VALVE

FIRE HYDRANT

FIRE DEPARTMENT CONNECTION

HW

GREASE VENTGV

HOT WATER PIPING RISEHWR

HOT WATER PIPING DROPHWD

HOT WATER RETURN RISEHWRET(R)

HOT WATER RETURN DROPHWRET(D)

8. PRIOR TO ANY SOLENOID VALVE, QUIK CLOSING VALVE, ETC.  PROVIDE AND INSTALL SHOCK ABSORBER

OFFSET VENTS THRU ROOF 10 FEET MINIMUM FROM AIR INTAKES AND 4 FEET FROM OUTSIDE WALLS.

PENETRATIONS OF RATED ASSEMBLIES SHALL BE FIRE-STOPPED.  FIRE STOPPING SHALL BE AN APPROVED

CONDENSATE DRAIN LINE CONNECITONS TO MECHANICAL UNITS SHALL INCLUDE MINIMUM 4" DEEP "P" TRAP 

OF REQUIRED SIZE.

MATERIAL OF THE ENFORCING AGENCY.

AND CLEANOUTS AT ALL OFFSETS.

11.

10.

9.

DOMESTIC HOT WATER HEATERS SHALL BE SEISMICALLY SECURED TO BUILDING STRUCTURE WITH ADEQUATE

PROVIDE GAS SHUT-OFF VALVE, UNION AND DIRT LEG AT EACH GAS CONNECTION TO MECHANICAL

SEE ARCHITECTURAL DRAWINGS FOR BUILDING DIMENSIONS AND EXACT LOCAITONS OF PLUMBING FIXTURES.

COORDINATE LOCATION OF PIPING WITH OTHER TRADES ON THIS PROJECT.

CONCEAL ALL PIPING IN WALL FURRING, PARTITIONS, ETC., EXCEPT AT MECHANICAL ROOMS.

PROVIDE GATE VALVES ON WATER PIPE BRANCHES TO EQUIPMENT AND PLUMBING FIXTURES.  PROVIDE 

ACCESS PANELS WHEN LOCATED IN FURRED SPACES OR ABOVE NON-REMOVABLE CEILINGS.  ALL VALVES

SEAL ALL PIPE PENETRATIONS THRU FLOORS WATERTIGHT.

STRUCTURAL SUPPORT WITH ANCHOR BOLTS TO WITHSTAND 0.29 LATERAL AND VERTICAL LOADS.

EQUIPMENT.

SHALL BE FULL LINE SIZE.

7.

6.

5.

4.

3.

2.

1.

OTHER WORK, ETC., PRIOR TO TRENCHING OR INSTALLING OF ANY NEW WORK.

FIELD VERIFY EXACT SIZES, LOCATIONS AND ELEVATIONS OF ALL PIPING CONNECTIONS, 

OFFSET ALL RISERS AND DROPS TO AVOID PENETRATIONS AT TOP PLATES.

ALL MECHANICAL UNITS ARE SHOWN FOR REFERENCE AND COORDINATION ONLY.  SEE "M" SHEETS.12.

13.

14.
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PLUMBING GENERAL NOTES AND LEGENDS

MEP COMPONENT ANCHORAGE NOTE

PIPING, DUCTWORK AND ELECTRICAL
DISTRIBUTION SYSTEM BRACING NOTE

ABBREVIATIONSYMBOLDESCRIPTIONABBREVIATIONSYMBOL

PLUMBING LEGEND PLUMBING LEGEND cont'd

DESCRIPTION

PLUMBING GENERAL NOTES

%

QC

INI

R
E
G
IS
T
E
R
ED

PRO
FESSIONAL

E
N
GI
N
E
E
R

AI

NROFILACFOE
TA

TS

LACINAHCE
M

M 33498

Exp. 9/30/24

DATE SIGNED: %%U            2/19/24

%

QC

INI

R
E
G
IS
T
E
R
ED

PRO
FESSIONAL

E
N
GI
N
E
E
R

AI

NROFILACFOE
TA

TS

LACINAHCE
M

M 33498

Exp. 9/30/24

DATE SIGNED: %%U            2/19/24

PIPING, DUCTWORK & ELECTRICAL
DISTRIBUTION SYSTEM BRACING NOTE

%

QC

INI

R
E
G
IS
T
E
R
ED

PRO
FESSIONAL

E
N
GI
N
E
E
R

AI

NROFILACFOE
TA

TS

LACINAHCE
M

M 33498

Exp. 9/30/24

DATE SIGNED: %%U XX/XX/202X 

ISSUE
DATEDESCRIPTION∆

R231571X00

2101 CAPITOL AVENUE, SUITE 100,
SACRAMENTO, CA, 95816
916 368 7990 / www.hmcarchitects.com

ISSUE
DATEDESCRIPTION∆

R231571X00

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

DATE: 02/22/2024



REMARKS
MANUFACTURER AND MODEL No.

TRIM

MANUFACTURER AND MODEL No.

FAUCET OR VALVE

MANUFACTURER AND MODEL No.

FIXTURE WASTE

BRANCH OUTLET

COLD WATER

BRANCH OUTLET BRANCH OUTLET

HOT WATER
VENTADA

PLUMBING FIXTURE SPECIFICATION & CONNECTION SCHEDULE

SYMBOL FIXTURE

4" 4" 1" 3/4" - -2"INTEGRAL

STANDARD

FLUSH TANK

FLOOR MOUNTED

WATER CLOSET

WC-1

ELEMENTARY ACCESSIBLE

"AMERICAN STANDARD" CADET 2462.100, 1.1 GPF FLOOR

MOUNTED, ELONGATED FRONT, PRESSURE ASSISTED

SIPHON JET TANK TYPE.  15" RIM HEIGHT.

SEAT: "CHURCH" MODEL 295SSCT OR "BEMIS" MODEL

1955SSCT. PROVIDE WITH SELF- SUSTAINING CONCEALED

CONCEALED CHECK HINGES, ONE PIECE STAINLESS STEEL

POSTS. WHITE COLOR. SUPPLY STOP: "BRASS CRAFT"

MODEL SR-3712-DL.

WHERE USED FOR CBC ACCESSIBLE WATER

CLOSETS, THE FLUSH TRIP LEVER SHALL BE

MOUNTED ON THE WIDE SIDE OF THE

WATER CLOSET ENCLOSURE.

PROVIDE SLOT FOR BUBBLER AT 15° ANGLE 

FAUCET IN CENTER OF SIDE SPLASH.

THE EDGE OF THE COUNTERTOP.  INSTALL

THAT THE BUBBLER WILL BE WITHIN 5" OF

ARRANGE FINAL INSTALLATION OF SINK SUCH

AND P-TRAP.  INSTALL P-TRAP FLUSH TO WALL.

"ELKAY" MODEL LKAD18, OFFSET STRAINER DRAIN 

RESISTANT PINS.  BACKING PLATE SHALL BE 14 GAUGE SS 

BACKING PLATE AT BUBBLER AND FAUCET FOR VANDAL 

RIM. PROVIDE REAR DRAIN LOCATION, VANDAL RESISTANT

18 GAUGE STAINLESS STEEL, SIDE LEDGES WITH SELF-

19-1/2" FRONT TO BACK, 31" WIDE x 6-1/2" DEPTH OVERALL.

"ELKAY" MODEL DRKADQ311965, 

SINK

COUNTER MOUNTED

COLD WATER ONLY

W/BUBBLER

S-1 1-1/2" --1/2"3/4"1-1/2"2"

FORMED AS A CHANNEL.
FROM FRONT OF THE SINK, AND INSTALL

THE BUBBLER AT 15° ANGLE

"CHICAGO" ECAST MODEL 350-E35ABCP

GOOSENECK FAUCET, "HAWS" 5054LF BUBBLER, VANDAL

RESISTANT. PROVIDE VANDAL PROOF PIN (VPP) IN

BUBBLER AND FAUCET, ARRANGE TO MATE WITH SLOTS

IN SINK. PROVIDE 1.5 GPM VANDAL RESISTANT LAMINAR

FLOW AERATOR.

2" 1-1/2" 3/4" 1/2" 3/4" 1/2"1-1/2"S-2

ADMIN/CONF./NURSE

HOT AND COLD WATER

COUNTER MOUNTED

SINK

"ELKAY" MODEL LRADQ221965

19-1/2" FRONT TO BACK, 22" WIDE x 6-1/2" DEPTH OVERALL.

18 GAUGE STAINLESS STEEL, LEDGE BACK WITH SELF-

RIM. PROVIDE SINGLE FAUCET HOLE.  PROVIDE REAR DRAIN

LOCATION.  PROVIDE FACTORY ADHERED VANDAL RESISTANT

"ELKAY" MODEL LKAD35, OFFSET CRUMB CUP STRAINER

WITH REMOVABLE BASKET AND P-TRAP.  INSTALL P-TRAP

BACKING PLATE AT FAUCET, AND SLOT AT FAUCET FOR 

VANDAL RESISTANT PINS.

FLUSH TO WALL.

"CHICAGO" ECAST MODEL 50-E35VPABCP

GOOSENECK FAUCET, 1.5 GPM VANDAL RESISTANT LAMINAR

FLOW AERATOR AND RIGID/SWING FAUCET. PROVIDE

VANDAL RESISTANT PIN IN FAUCET, ARRANGED TO MATE

WITH SLOT IN SINK.

COMPARTMENT.  INSTALL P-TRAP FLUSH TO WALL.

FOR BOTH COMPARTMENTS.

WITH REMOVABLE BASKET AND P-TRAP FOR EACH C

"ELKAY" MODEL LKAD35, OFFSET CRUMB CUP STRAINER

ON 8" CENTERS.  PROVIDE REAR DRAIN LOCATION 

LEDGE BACK, SELF-RIM.  PROVIDE FAUCET HOLES 

18 GAUGE STAINLESS STEEL, TWO COMPARTMENT WITH 

19" FRONT TO BACK, 33" WIDE x 6" DEPTH OVERALL.

"ELKAY" MODEL LRADQ33-19-60,

SINK

COUNTER MOUNTED

HOT AND COLD WATER

TWO COMPARTMENT

S-3 1-1/2" 1/2"3/4"1/2"3/4"1-1/2"2"

WARRANTY FOR DISPOSER.

PROVIDE FULL 6 YEAR PARTS AND SERVICE 

SWITCH FOR OPERATION OF DISPOSER AND 

RIGHT HAND COMPARTMENT. PROVIDE WALL 

CAPACITOR START.  INSTALL DISPOSER IN 

ESSENTIAL, CONTINUOUS FEED, 3/4 HP, 

DISPOSER: "IN-SINK-ERATOR" EVOLUTION

"CHICAGO" ECAST MODEL 1100-E35-317ABCP (VVAVVP),

WITH INDEXED WRIST BLADE HANDLES, 8" LONG SWIVEL

SPOUT AND 1.5 GPM VANDAL RESISTANT LAMINAR FLOW

AERATOR.

2" 1-1/2" 3/4" 1/2" 3/4" 1/2"1-1/2"S-4

ADMIN/CONF./NURSE

COLD WATER ONLY

COUNTER MOUNTED

SINK

"ELKAY" MODEL LRADQ221965

19-1/2" FRONT TO BACK, 22" WIDE x 6-1/2" DEPTH OVERALL.

18 GAUGE STAINLESS STEEL, LEDGE BACK WITH SELF-

RIM. PROVIDE SINGLE FAUCET HOLE.  PROVIDE REAR DRAIN

LOCATION.  PROVIDE FACTORY ADHERED VANDAL RESISTANT

"ELKAY" MODEL LKAD35, OFFSET CRUMB CUP STRAINER

WITH REMOVABLE BASKET AND P-TRAP.  INSTALL P-TRAP

BACKING PLATE AT FAUCET, AND SLOT AT FAUCET FOR 

VANDAL RESISTANT PINS.

FLUSH TO WALL.

GOOSENECK FAUCET, 1.5 GPM VANDAL RESISTANT LAMINAR

FLOW AERATOR AND RIGID/SWING FAUCET. PROVIDE

VANDAL RESISTANT PIN IN FAUCET, ARRANGED TO MATE

WITH SLOT IN SINK.

"CHICAGO" ECAST MODEL 350-E35ABCP

PROVIDE SLOT FOR BUBBLER AT 15° ANGLE 

FAUCET IN CENTER OF SIDE SPLASH.

THE EDGE OF THE COUNTERTOP.  INSTALL

THAT THE BUBBLER WILL BE WITHIN 5" OF

ARRANGE FINAL INSTALLATION OF SINK SUCH

AND P-TRAP.  INSTALL P-TRAP FLUSH TO WALL.

"ELKAY" MODEL LKAD18, OFFSET STRAINER DRAIN 

RESISTANT PINS.  BACKING PLATE SHALL BE 14 GAUGE SS 

BACKING PLATE AT BUBBLER AND FAUCET FOR VANDAL 

RIM. PROVIDE REAR DRAIN LOCATION, VANDAL RESISTANT

18 GAUGE STAINLESS STEEL, SIDE LEDGES WITH SELF-

19-1/2" FRONT TO BACK, 31" WIDE x 6-1/2" DEPTH OVERALL.

"ELKAY" MODEL DRKADQ311965, 

SINK

COUNTER MOUNTED

TEMPERED WATER

W/BUBBLER

S-5 1-1/2" --1/2"3/4"1-1/2"2"

FORMED AS A CHANNEL.
FROM FRONT OF THE SINK, AND INSTALL

THE BUBBLER AT 15° ANGLE

"CHICAGO" ECAST MODEL 350-E35ABCP

GOOSENECK FAUCET, "HAWS" 5054LF BUBBLER, VANDAL

RESISTANT. PROVIDE VANDAL PROOF PIN (VPP) IN

BUBBLER AND FAUCET, ARRANGE TO MATE WITH SLOTS

IN SINK. PROVIDE 1.5 GPM VANDAL RESISTANT LAMINAR

FLOW AERATOR.

(TEMPERED)(TEMPERED)

2" 1-1/2" 3/4" 1/2" 3/4" 1/2"1-1/2"S-6

ADMIN/CONF./NURSE

TEMPERED WATER

COUNTER MOUNTED

SINK

"ELKAY" MODEL LRADQ221965

19-1/2" FRONT TO BACK, 22" WIDE x 6-1/2" DEPTH OVERALL.

18 GAUGE STAINLESS STEEL, LEDGE BACK WITH SELF-

RIM. PROVIDE SINGLE FAUCET HOLE.  PROVIDE REAR DRAIN

LOCATION.  PROVIDE FACTORY ADHERED VANDAL RESISTANT

"ELKAY" MODEL LKAD35, OFFSET CRUMB CUP STRAINER

WITH REMOVABLE BASKET AND P-TRAP.  INSTALL P-TRAP

BACKING PLATE AT FAUCET, AND SLOT AT FAUCET FOR 

VANDAL RESISTANT PINS.

FLUSH TO WALL.

GOOSENECK FAUCET, 1.5 GPM VANDAL RESISTANT LAMINAR

FLOW AERATOR AND RIGID/SWING FAUCET. PROVIDE

VANDAL RESISTANT PIN IN FAUCET, ARRANGED TO MATE

WITH SLOT IN SINK.

"CHICAGO" ECAST MODEL 350-E35ABCP

(TEMPERED)(TEMPERED)

DRINKING FOUNTAIN

DF-1 1-1/2" -1/2"3/4"1-1/2"2" -

"ELKAY" VRCTLDDWSK TWO LEVEL NON-FILTERED,
NON-REFRIGERATED WALL MOUNT, BARRIER FREE DRINKING
FOUNTAIN WITH INTEGRAL BOTTLE FILLING STATION.
PROVIDE 115V/60HZ 1FLA 15WATTS (3) WIRE RECESSED GFCI BOX
DUPLEX OUTLET ELECTRICAL SUPPLY. SEE INSTALLATION
INSTRUCTIONS.

WALL MOUNTED
STD/ACCESSIBLE

DUAL HEIGHT
OUTDOOR

W/ BOTTLE FILLER

WITH P-TRAPINTEGRAL

PROVIDE MANUFACTURER'S INTERNAL
SUPPORT SYSTEM ELKAY MLP200. WHERE
INSTALLED ON CONCRETE OR CMU WALL,
PROVIDE TWO MOUNTING PLATES AND INSTALL
WITH ONE PLATE ON EACH SIDE OF WALL. SET
AT HEIGHT INDICATED ON ARCH DRAWINGS.

WATER CLOSET

FLOOR MOUNTED

FLUSH VALVE

STANDARD

2" 4" 4" 1-1/4" 1" -- --
WC-2

ELEMENTARY ACCESSIBLE

"AMERICAN STANDARD" MADERA NO. 3451.001, 1.28 GPF

FLOOR MOUNTED, ELONGATED, SIPHON JET ACTION

1-1/2" TOP SPUD, 15" RIM HEIGHT, EVERCLEAN SURFACE.

"SLOAN" ROYAL 111-1.28SG, ADA COMPLIANT, 1.28 GPF

(MANUAL) "SLOAN" ROYAL OPTIMA SMOOTH 111-1.28 ADA

COMPLIANT, 1.28 GPF (BATTERY SIDE) "SLOAN" G2 OPTIMA

PLUS 8111-1.28, ADA COMPLIANT, 1.28 GPF (BATTERY TOP)

SEAT: "CHURCH" MODEL 295SSCT OR "BEMIS" MODEL

1955SSCT. PROVIDE WITH SELF- SUSTAINING CONCEALED

CHECK HINGES, ONE PIECE STAINLESS STEEL POST

HINGES, WHITE COLOR.

WHERE USED FOR CBC ACCESSIBLE WATER

CLOSETS, THE FLUSH TRIP LEVER SHALL BE

MOUNTED ON THE WIDE SIDE OF THE

WATER CLOSET ENCLOSURE.

WC-1

WATER CLOSET

FLOOR MOUNTED

FLUSH VALVE

ACCESSIBLE

2" ----1"1-1/4"4"4"

"AMERICAN STANDARD" MADERA EL NO. 3461.001,

1.28 GPF FLOOR MOUNTED, ELONGATED, SIPHON JET

ACTION 1-1/2" TOP SPUD, 16-1/2" RIM HEIGHT.

"SLOAN" ROYAL 111-1.28SG, ADA COMPLIANT, 1.28 GPF

(MANUAL) "SLOAN" ROYAL SFSM 111-1.28, ADA

COMPLIANT, 1.28 GPF (BATTERY SIDE) "SLOAN" G2

OPTIMA PLUS 8111-1.28, ADA COMPLIANT, 1.28 GPF

(BATTERY TOP)

SEAT: "CHURCH" MODEL 295SSCT OR "BEMIS" MODEL

1955SSCT. PROVIDE WITH SELF- SUSTAINING CONCEALED

CHECK HINGES, ONE PIECE STAINLESS STEEL POST

HINGES, WHITE COLOR.

WHERE USED FOR CBC ACCESSIBLE WATER

CLOSETS, THE FLUSH TRIP LEVER SHALL BE

MOUNTED ON THE WIDE SIDE OF THE

WATER CLOSET ENCLOSURE.

2" 1-1/2" 3/4" 1/2" 3/4" 1/2"1-1/2"L-1

STD/ACCESSIBLE

HOT AND COLD WATER

WALL MOUNTED

LAVATORY
"AMERICAN STANDARD" LUCERNE NO. 0355.012, WALL

HUNG, VITREOUS CHINA WITH CONTOURED BACK AND

SIDE SPLASH SHIELDS, FRONT OVERFLOW,

CONCEALED ARM RECESS, 4" CENTERS, 20" x 18" D

SHAPED BOWL.

"CHICAGO" 3600-E2805AB FAUCET, PUSH LEVER WITH

AERATOR WITH 0.5 GPM FLOW RATE. WITH VANDAL

RESISTANT ECONO-FLO SPRAY OUTLET. WITH IPS

CONNECTIONS, ADA COMPLIANT. SET MAXIMUM WATER

TEMPERATURE STOP TO RESTRICT WATER TEMPERATURE

TO 110° F.

ADA COMPLIANT. LAVATORY GRID DRAIN WITH 1-1/4" OFFSET

TAILPIECE, AMERICAN STANDARD INTEGRAL PERFORATED

GRID NO. 7723.018, CHROME FINISH.  MOUNT P-TRAP FLUSH

TO WALL.  CARRIER: "J R SMITH" 0700 OR ZURN Z1231EZ

MOUNT AT HEIGHT INDICATED ON

ARCHITECTURAL DRAWINGS.  PROVIDE

CONCEALED ARMS AND FLOOR SUPPORT,

WITH FEET OF SUPPORT SECURELY

ANCHORED TO FLOOR.  IN ADDITION ANCHOR

TOP OF SUPPORT TO WALL CONSTRUCTION.

T
H

E
 L

IN
E

 S
H

O
W

N
 A

B
O

V
E

 I
S

E
X

A
C

T
L

Y
 O

N
E

 I
N

C
H

 L
O

N
G

  
A

T
 T

H
IS

S
H

E
E

T
S

 O
R

IG
IN

A
L

 P
A

G
E

 S
IZ

E

SHEET NAME:

SHEET:

DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

1
1
/1

4
/2

0
2

3
 2

:2
0
:4

3
 P

M

A
u

to
d

e
s

k
 D

o
c
s

:/
/R

2
3

1
5

7
1

X
0

0
 F

C
U

S
D

 G
o

ld
 R

id
g

e
 E

le
m

e
n

ta
ry

 S
c

h
o

o
l 
M

o
d

/R
2
3

1
5

7
1

X
0
0
-A

-D
O

C
U

M
E

N
T

A
T

IO
N

.r
v
t

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

2024.02.20 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100,
SACRAMENTO, CA, 95816
916 368 7990 / www.hmcarchitects.com

PLUMBING FIXTURE CONNECTION SCHEDULE
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fume hoods

E
D
IT

ELKAY

ELKAY

ELKAY

ELKAY

ELKAY

L

W
F

S
S

H
S

ELKAY

W
C

U
R

1.28 gpf

1.28 gpf

1.28 gpf

0.125 gpf

JUST

W
C

U
R

L

1.28 gpf

1.28 gpf

1.28 gpf

0.125 gpf

TANK

ALL SS PACKAGE SINK

JUST

JUST

JUST

JUST

JUSTS
IN

K
S

S
IN

K
S

KOHLER

AMERICAN STD.

LAB SINKS

E
D
IT

E
D
IT

KG

EDIT

HARD WIRED

E
D
IT

E
D
IT

HARD WIRED

E
D
IT

E
D
IT

KITCHEN FIXTURES AND

EQUIPMENT

RGA STANDARD

RGA STANDARD

READ ME FIRST
VERIFY THE MODEL NUMBERS WHEN

YOU EDIT THE SCHEDULE SOME

NUMBERS ARE OBSOLETE AND HAVE

REPLACEMENT NUMBERS. i WILL GET

AROUND TO UPDATING AS SOON AS i

GET A BREAK IN MY HEAVY WORK

SCHEDULE. THANK YOU FOR YOUR

PATIENCE.

SARAH
1-15-14

1-15-14

make sure to coordinate faucet and eye wash at sink - avoid conflict

make sure to coordinate faucet and eye wash at sink - avoid conflict

TMV at L faucet

TMV at L faucet

RGA PREFFERENCE FOR KIDS ACC WC

TO AVOID GRAB BAR CONFLICT

when carriers don't work

in existing conditions

UR and DF

0.125 gpf
ES AND HS ACC

verify spec section w/Arch

verify spec section w/Arch

EDIT

EDIT

0.125 gpf

JR Smith

COORD W/ARCH

RGA STANDARD

RGA STANDARD

ELKAY

HAWS

w/BF

w/BF

w/BF

w/BF

w/BF

w/BF

D
R
IN

K
IN

G
 
F
O
U
N
T
A
IN

S

new number

new number

new number

must have TW per code

must have TW per code

must have TW per code

CPC 416.0

& ISEA Z358.1

Shower heads 2.0 GPM per new Green codes for non residential - DSA

new number
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KEY PLAN:

A

B

C

D

E

F
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UNIT A - PLUMBING DEMOLITION PLAN
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UNIT A - PLUMBING DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
PA2.10

%%USHEET NOTES%%U:

1.

2.

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

%%UKEY NOTES%%U:

1

2

3 REMOVE (E) D-SHAPED VITREOUS CHINA WALL HUNG LAVATORY FIXTURE, HOT & COLD
METERING FAUCET, TRIM, SUPPLIES AND STOPS IN THEIR ENTIRETY.  PREPARE (E)
WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) LAVATORY FIXTURE AT
(N) LOCATION.

4

REMOVE (E) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES AND STOPS IN THEIR ENTIRETY.
PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) SINK
FIXTURE AT (E) LOCATION.

REMOVE (E) DOUBLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES, STOPS AND DISPOSER IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AND (N) DISPOSER AT (E) LOCATION.

REMOVE (E) ADA HEIGHT ELONGATED VITREOUS CHINA FLOOR MOUNTED FLUSH VALVE
WATER CLOSET FIXTURE, SEAT AND MANUAL FLUSH VALVE IN THEIR ENTIRETY.
PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) WATER
CLOSET FIXTURE AT (N) LOCATION.
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UNIT A - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"

1
PA2.11

%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2

3

4

INSTALL (N) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES AND STOPS.  RE-CONNECT TO
(E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) DOUBLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES, STOPS AND DISPOSER.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (E) D-SHAPED VITREOUS CHINA WALL HUNG LAVATORY FIXTURE, HOT & COLD
METERING FAUCET, TRIM, SUPPLIES AND STOPS.  RE-CONNECT TO (E) WATER, WASTE
& VENT PIPING AS REQUIRED FOR (N) FIXTURE LOCATION.

INSTALL (E) ADA HEIGHT ELONGATED VITREOUS CHINA FLOOR MOUNTED FLUSH VALVE
WATER CLOSET FIXTURE, SEAT AND MANUAL FLUSH VALVE.  RE-CONNECT TO (E)
WATER, WASTE & VENT PIPING AS REQUIRED FOR (N) FIXTURE LOCATION.
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UNIT B - PLUMBING DEMOLITION PLAN
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UNIT B - PLUMBING DEMOLITION PLAN
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%%USHEET NOTES%%U:

1.

2.

%%UKEY NOTES%%U:

1

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

REMOVE (E) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
DUAL HEIGHT DRINKING FOUNTAIN AT (E) LOCATION.
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%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1 INSTALL (N) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.
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%%USHEET NOTES%%U:

1.

2.

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

%%UKEY NOTES%%U:

1 REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

2

UNIT C - PLUMBING DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
PC2.10

REMOVE (E) DOUBLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES, STOPS AND DISPOSER IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AND (N) DISPOSER AT (E) LOCATION.

3 SALVAGE (E) D-SHAPED VITREOUS CHINA WALL HUNG LAVATORY FIXTURE, HOT & COLD
METERING FAUCET, TRIM, SUPPLIES AND STOPS IN THEIR ENTIRETY.  PREPARE (E)
WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (E) LAVATORY FIXTURE AT
(N) LOCATION.

4 SALVAGE (E) ADA HEIGHT ELONGATED VITREOUS CHINA FLOOR MOUNTED FLUSH VALVE
WATER CLOSET FIXTURE, SEAT AND MANUAL FLUSH VALVE IN THEIR ENTIRETY.
PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (E) WATER
CLOSET FIXTURE AT (N) LOCATION.
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UNIT C - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"
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%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2 INSTALL (N) DOUBLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, HOT & COLD WATER FAUCET, TRIM, SUPPLIES, STOPS AND DISPOSER.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

3

4

REINSTALL (E) D-SHAPED VITREOUS CHINA WALL HUNG LAVATORY FIXTURE, HOT & COLD
METERING FAUCET, TRIM, SUPPLIES AND STOPS.  RE-CONNECT TO (E) WATER, WASTE
& VENT PIPING AS REQUIRED FOR (N) FIXTURE LOCATION.

REINSTALL (E) ADA HEIGHT ELONGATED VITREOUS CHINA FLOOR MOUNTED FLUSH VALVE
WATER CLOSET FIXTURE, SEAT AND MANUAL FLUSH VALVE.  RE-CONNECT TO (E)
WATER, WASTE & VENT PIPING AS REQUIRED FOR (N) FIXTURE LOCATION.
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UNIT D - PLUMBING DEMOLITION PLAN
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UNIT D - PLUMBING DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
PD2.10

%%USHEET NOTES%%U:

1.

2.

%%UKEY NOTES%%U:

1

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

2

REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

REMOVE (E) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
DUAL HEIGHT DRINKING FOUNTAIN AT (E) LOCATION.
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UNIT D - PLUMBING IMPROVEMENT PLAN
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UNIT D - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"
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%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.
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UNIT E - PLUMBING DEMOLITION PLAN

1 1 1

1 1 1

2

%

QC

INI

R
E
G
IS
T
E
R
ED

PRO
FESSIONAL

E
N
GI
N
E
E
R

AI

NROFILACFOE
TA

TS

LACINAHCE
M

M 33498

Exp. 9/30/24

DATE SIGNED: %%U            2/19/24

UNIT E - PLUMBING DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
PE2.10

%%USHEET NOTES%%U:

1.

2.

%%UKEY NOTES%%U:

1

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

2

REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

REMOVE (E) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
DUAL HEIGHT DRINKING FOUNTAIN AT (E) LOCATION.
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UNIT E - PLUMBING IMPROVEMENT PLAN
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UNIT E - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"
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%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.
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UNIT F - PLUMBING DEMOLITION PLAN
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1
PF2.10

%%USHEET NOTES%%U:

1.

2.

%%UKEY NOTES%%U:

1

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

2

REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

REMOVE (E) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
DUAL HEIGHT DRINKING FOUNTAIN AT (E) LOCATION.
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UNIT F - PLUMBING IMPROVEMENT PLAN
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UNIT F - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"

1
PF2.11

%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.
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UNIT G - PLUMBING DEMOLITION PLAN
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UNIT G - PLUMBING DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
PG2.10

%%USHEET NOTES%%U:

1.

2.

%%UKEY NOTES%%U:

1

3. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

ALL EXISTING PLUMBING COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

EXISTING PLUMBING SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE,
BASED ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.
CONTRACTOR SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION
AND ROUTING FOR ALL EXISTING PLUMBING SYSTEMS PRIOR TO COMMENCEMENT OF WORK,
AND SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY
AFFECT THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, TEMPERED WATER FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

2 REMOVE (E) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
SINK FIXTURE AT (E) LOCATION.

3 REMOVE (E) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, TEMPERED WATER FAUCET, TRIM, SUPPLIES AND STOPS IN THEIR ENTIRETY.
PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) SINK
FIXTURE AT (E) LOCATION.

4 REMOVE (E) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, TRIM, SUPPLIES AND STOPS IN THEIR ENTIRETY.
PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) SINK
FIXTURE AT (E) LOCATION.

5 REMOVE (E) STANDARD HEIGHT ROUNDED VITREOUS CHINA FLOOR MOUNTED FLUSH
TANK WATER CLOSET FIXTURE, SEAT, SUPPLY & STOP IN THEIR ENTIRETY.  PREPARE
(E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N) WATER CLOSET
FIXTURE AT (N) LOCATION.

6 REMOVE (E) STANDARD HEIGHT ROUNDED VITREOUS CHINA FLOOR MOUNTED FLUSH
TANK WATER CLOSET FIXTURE, SEAT, SUPPLY & STOP IN THEIR ENTIRETY.  CUT, CAP
AND ABANDON (E) WATER, WASTE & VENT PIPING BEHIND ARCHITECTURAL FINISH TO
REMAIN.

7 REMOVE (E) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS IN THEIR
ENTIRETY.  PREPARE (E) WATER, WASTE & VENT PIPING FOR RE-CONNECTION TO (N)
DUAL HEIGHT DRINKING FOUNTAIN AT (E) LOCATION.

8 (E) UNDER-COUNTER STORAGE TANK ELECTRIC WATER HEATER TO REMAIN IN PLACE,
FOR RE-USE.
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UNIT G - PLUMBING IMPROVEMENT PLAN
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UNIT G - PLUMBING IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"

1
PG2.11

%%USHEET NOTES%%U:

1. FOR PLUMBING GENERAL NOTES, REFER TO SHEET P0.01. 

%%UKEY NOTES%%U:

1

2

3

4

5 INSTALL (N) STANDARD HEIGHT ELONGATED VITREOUS CHINA FLOOR MOUNTED FLUSH
TANK WATER CLOSET FIXTURE, SEAT, SUPPLY AND STOP.  RE-CONNECT TO
(E) WATER, WASTE & VENT PIPING AS REQUIRED FOR (N) FIXTURE LOCATION.

6

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, TEMPERED WATER FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) SINGLE COMPARTMENT SIDE LEDGES STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, BUBBLER, TRIM, SUPPLIES AND STOPS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, TEMPERED WATER FAUCET, TRIM, SUPPLIES AND STOPS.  RE-CONNECT TO
(E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) SINGLE COMPARTMENT REAR LEDGE STAINLESS STEEL DROP-IN SINK
FIXTURE, COLD WATER ONLY FAUCET, TRIM, SUPPLIES AND STOPS.  RE-CONNECT TO
(E) WATER, WASTE & VENT PIPING AT (E) LOCATION.

INSTALL (N) EXTERIOR WALL MOUNTED DRINKING FOUNTAIN AND SUPPORTS.
RE-CONNECT TO (E) WATER, WASTE & VENT PIPING AT (E) LOCATION.
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1.
2.

3.

A.

B.

MP

MP

MD

MD

PP

PP

E

E

ALL MECHANICAL, PLUMBING, AND ELECTRICAL COMPONENTS SHALL BE ANCHORED AND INSTALLED PER
THE DETAILS ON THE DSA-APPROVED CONSTRUCTION DOCUMENTS. THE FOLLOWING COMPONENTS SHALL
BE ANCHORED OR BRACED TO MEET THE FORCE AND DISPLACEMENT REQUIREMENTS PRESCRIBED IN THE
2022 CBC SECTIONS 1617A.1.18 THROUGH 1617A.1.26 AND ASCE 7-16 CHAPTERS 13, 26, AND 30:

ALL PERMANENT EQUIPMENT AND COMPONENTS.
TEMPORARY, MOVABLE OR MOBILE EQUIPMENT THAT IS PERMANENTLY ATTACHED (E.G., HARD
WIRED) TO THE BUILDING UTILITY SERVICES SUCH AS ELECTRICITY, GAS OR WATER.
“PERMANENTLY ATTACHED” SHALL INCLUDE ALL ELECTRICAL CONNECTIONS EXCEPT PLUGS FOR
110/220 VOLT RECEPTACLES HAVING A FLEXIBLE CABLE.
TEMPORARY, MOVABLE OR MOBILE EQUIPMENT WHICH IS HEAVIER THAN 400 POUNDS OR HAS A
CENTER OF MASS LOCATED 4 FEET OR MORE ABOVE THE ADJACENT FLOOR OR ROOF LEVEL
THAT DIRECTLY SUPPORT THE COMPONENT IS REQUIRED TO BE RESTRAINED IN A MANNER
APPROVED BY DSA.

THE FOLLOWING MECHANICAL AND ELECTRICAL COMPONENTS SHALL BE POSITIVELY ATTACHED TO THE
STRUCTURE BUT NEED NOT DEMONSTRATE DESIGN COMPLIANCE WITH THE REFERENCES NOTED ABOVE.
THESE COMPONENTS SHALL HAVE FLEXIBLE CONNECTIONS PROVIDED BETWEEN THE COMPONENT AND
ASSOCIATED DUCTWORK, PIPING, AND CONDUIT.  FLEXIBLE CONNECTIONS MUST ALLOW MOVEMENT IN BOTH
TRANSVERSE AND LONGITUDINAL DIRECTIONS:

COMPONENTS WEIGHING LESS THAN 400 POUNDS AND HAVING A CENTER OF MASS LOCATED
4 FEET OR LESS ABOVE THE ADJACENT FLOOR OR ROOF LEVEL THAT DIRECTLY SUPPORT
THE COMPONENT.
COMPONENTS WEIGHING LESS THAN 20 POUNDS, OR IN THE CASE OF DISTRIBUTED SYSTEMS,
LESS THAN 5 POUNDS PER FOOT, WHICH ARE SUSPENDED FROM A ROOF OR FLOOR OR HUNG
FROM A WALL.

THE ANCHORAGE OF ALL MECHANICAL, ELECTRICAL AND PLUMBING COMPONENTS SHALL BE SUBJECT TO THE
APPROVAL OF THE DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE OR STRUCTURAL ENGINEER
DELEGATED RESPONSIBILITY AND ACCEPTANCE BY DSA. THE PROJECT INSPECTOR WILL VERIFY THAT ALL
COMPONENTS AND EQUIPMENT HAVE BEEN ANCHORED IN ACCORDANCE WITH THE ABOVE REQUIREMENTS.

PIPING, DUCTWORK, AND ELECTRICAL DISTRIBUTION SYSTEMS SHALL BE BRACED TO COMPLY WITH THE FORCES
AND DISPLACEMENTS PRESCRIBED IN ASCE 7-16 SECTION 13.3 AS DEFINED IN ASCE 7-16 SECTIONS 13.6.5, 13.6.6,
13.6.7, 13.6.8; AND 2022 CBC, SECTIONS 1617A.1.24, 1617A.1.25 AND 1617A.1.26.

THE METHOD OF SHOWING BRACING AND ATTACHMENTS TO THE STRUCTURE FOR THE IDENTIFIED DISTRIBUTION
SYSTEM ARE AS NOTED BELOW. WHEN BRACING AND ATTACHMENTS ARE BASED ON A PREAPPROVED INSTALLATION
GUIDE (E.G., HCAI OPM FOR 2013 CBC OR LATER), COPIES OF THE BRACING SYSTEM INSTALLATION GUIDE OR MANUAL
SHALL BE AVAILABLE ON THE JOBSITE PRIOR TO THE START OF AND DURING THE HANGING AND BRACING OF THE
DISTRIBUTION SYSTEMS. THE STRUCTURAL ENGINEER OF RECORD SHALL VERIFY THE ADEQUACY OF THE STRUCTURE
TO SUPPORT THE HANGER AND BRACE LOADS.

MECHANICAL PIPING (MP), MECHANICAL DUCTS (MD), PLUMBING PIPING (PP), ELECTRICAL DISTRIBUTION SYSTEMS (E):

OPTION 1: DETAILED ON THE APPROVED DRAWINGS WITH PROJECT SPECIFIC NOTES
AND DETAILS.

OPTION 2: SHALL COMPLY WITH HCAI (OSHPD) PREAPPROVAL (OPM #) # 0043-13.
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HVAC GENERAL NOTES AND LEGENDS

KW

DESCRIPTION

KILOWATTS

KILOWATT HOUR

LOUVER

MAXIMUM
MANUFACTURER

MANUAL AIR DAMPER

LEAVING DRY BULB IN DEGREES FAHRENHEIT

LEAVING WET BULB IN DEGREES FAHRENHEIT

LOCKED ROTOR AMPERES

SYMBOL

MECHANICAL LEGEND cont'd

ABBREVIATION

LRA
LVR

LDB
LWB

KWH

MAX

MAD

MFR

MIN

(N)

OA

OC

MINIMUM

ON CENTER

OUTSIDE AIR

OUTSIDE AIR DAMPER

NEW

POUNDS
POINT OF DISCONNECTION, POINT OF CONNECTION

PIPE DROP

PIPE RISE

OH OVERHEAD

RL

RA

RS

RETURN AIR

SM

SD

SKD

SD

SPLITTER DAMPER

SHEET METAL

SQUARE INCHES

SQUARE FEET

SMOKE DETECTOR

SMOKE DAMPER

RETURN AIR DAMPER

REVOLUTIONS PER MINUTE

RUNNING LOAD AMPERES

REFRIGERANT LIQUID PIPING

REFRIGERANT SUCTION PIPING
PD PRESSURE DROP

RL

RS

SD
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HVAC SCHEDULES

NAILORMETALAIRE TUTTLE & BAILEYTITUSSYMBOL DESCRIPTION

DIFFUSER, REGISTER & GRILLE SCHEDULE

EGC-5 61 EC-SCC5D MODEL 50 F
BORDER TYPE 1 

KRUEGER

CRE500-SF

* 

5.

GRILLES.

6.

ARCHITECTURAL REFLECTED CEILING PLAN.

OPPOSED BLADE DAMPERS ARE NOT
REQUIRED AT DIFFUSERS, REGISTERS OR

BRANCH DUCT TO A SINGLE DIFFUSER,
REGISTER OR GRILLE.

COORDINATE DIFFUSER TYPE WITH4.

PROVIDE MANUAL AIR DAMPERS AT EACH

2.

3.

1.

NOTES:

FURNISH ALL PRODUCTS OF A SINGLE

ALL SUPPLY AIR DIFFUSERS ARE 4 WAY BLOW 

ALL SYMBOLS NOTED MAY NOT BE USED.
REFER TO PLANS FOR SIZE AND QUANTITY.

UNLESS SHOWN OTHERWISE.

MANUFACTURER.

ALUMINUM REGISTERS FOR SHOWERS
AND DAMP AREAS

VOLT/PH

EXHAUST FAN SCHEDULE

"GREENHECK"

MODEL NO.
UNIT STYLE

ESP

W.G.)

(IN.CFM RPM HP NOTES
(LBS.)

OPER.

WT.
MOUNTING

DETAIL
SERVES

ROOF OPENING

SIZE (IN.)

INTERLOCK

WITH UNIT

STYLE:  RED- ROOF EXHAUST DOWNBLAST, REU- ROOF EXHAUST UPBLAST, CAB- IN LINE CABINET, CE- CEILING, UT- UTILITY SET, WE- WALL EXHAUST

NOTES:

PROVIDE WITH THERMAL OVERLOAD PROTECTED MOTOR.1

2

PROVIDE WITH FACTORY SOLID STATE SPEED CONTROLLER.

4

PROVIDE BACKDRAFT DAMPER.

3

A1

CEF BLDG A
TOILET A113

0.375100 CE 720 120/1 25SP-A200 N/A LIGHTS
M5.01

3
3 41

(MBH)

COOLING

CAPACITY

TOTAL

DUCTLESS SPLIT SYSTEM AIR CONDITIONING (COOLING ONLY) UNIT SCHEDULE

"MITSUBISHI"

(INDOOR UNIT)

MODEL NO.UNIT SERVES CFM MODEL NO.

(OUTDOOR UNIT)

OPER.

(LBS.)

WT.

"MITSUBISHI"

SEER WT.

(LBS.)

OPER.

DETAIL

MOUNTING
NOTESUNIT

DETAIL

MOUNTING
ELECTRICAL DATA

VOLT/PH
FAN

FLA
MCA

ELECTRICAL DATA

VOLT/PH
FAN

FLA
MCA MOCP

COMPRESSOR

RLA LRA(DIA.)

RS

(DIA.)

RL

REFRIG. PIPE

TONS

NOM.

NOTES:

R-410A REFRIGERANT (SAFETY GROUP A1, HIGH-PROBABILITY SYSTEM).1

2

3

4

PROVIDE WITH FACTORY WASHABLE FILTERS.

POWER FOR INDOOR UNIT SUPPLIED FROM RESPECTIVE OUTDOOR UNIT.

5

PROVIDE WITH MANUFACTURERS HARD WIRED WALL MOUNTED PROGRAMABLE THERMOSTAT.

6

PROVIDE HEATING MODE LOCKOUT VIA FACTORY DIP SWITCH.

EMS SYSTEM SHALL MONITOR SPACE TEMPERATURE.

7 PROVIDE WITH INTEGRAL CONDENSATE LIFT PUMP, NO SEPARATE POWER CONNECTION REQUIRED.

A1

SAC SCU

A1
1 2 3 4 5

BLDG A
6

UTIL. A112
TPEADA018 60 TRUZA018 18.0 19.8 100208/1 1.95 2.44 208/1 0.50 11.0 287.0 121/4"1/2"450 1.5

LENGTH

MAX.

100
FEET

1

M5.01

2

M5.01

A2

CEF
LIGHTS 2 31 4

A3

CEF BLDG A
LIGHTS

7

INTERLOCK FAN TO SWITCH WITH LIGHTS, BY DIV. 26.

2 31 4120/1 25

120/1 25

2

TOILET A114

G1

CEF BLDG G
LIGHTS 2 31 4120/1 25

TOILET G102

M5.01

3

M5.01

3

M5.01

3

BLDG A
TOILET A111

25
WATTS

0.375100 CE 720SP-A200 N/A
25

WATTS

0.375100 CE 720SP-A200 N/A
25

WATTS

0.375100 CE 720SP-A200 N/A
25

WATTS

CD

BEVEL FRAME 3/4" DROP

MOUNT CEILING DIFFUSER
MODULAR CORE SURFACE 

1240 7500-S9000-2
FRAME 21, 1-1/4"

MCD
BORDER TYPE 6

SQD-SB

CR, CE CEILING RETURN OR EXHAUST

WITH 1/2" EGG CRATE CORE
SURFACE MOUNT
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CLOSET

A103

T
H

E
 L

IN
E

 S
H

O
W

N
 A

B
O

V
E

 I
S

E
X

A
C

T
L

Y
 O

N
E

 I
N

C
H

 L
O

N
G

  
A

T
 T

H
IS

S
H

E
E

T
S

 O
R

IG
IN

A
L

 P
A

G
E

 S
IZ

E

SHEET NAME:

SHEET:

DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

1
1
/1

4
/2

0
2

3
 2

:2
0
:4

3
 P

M

A
u

to
d

e
s

k
 D

o
c
s

:/
/R

2
3

1
5

7
1

X
0

0
 F

C
U

S
D

 G
o

ld
 R

id
g

e
 E

le
m

e
n

ta
ry

 S
c

h
o

o
l 
M

o
d

/R
2
3

1
5

7
1

X
0
0
-A

-D
O

C
U

M
E

N
T

A
T

IO
N

.r
v
t

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

2024.02.20 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100,

SACRAMENTO, CA, 95816

916 368 7990 / www.hmcarchitects.com

KEY PLAN:

A

B

C

D

E

F

G

UNIT A - HVAC DEMOLITION PLAN

T

T

(E)7"%%C (E)7"%%C

M

M

1

PODPOD

POD

2
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UNIT A - HVAC DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
MA2.10

%%USHEET NOTES%%U:

1. EXISTING HVAC SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE, BASED
ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES. CONTRACTOR
SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION AND
ROUTING FOR ALL EXISTING HVAC SYSTEMS PRIOR TO COMMENCEMENT OF WORK, AND
SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY AFFECT
THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

2.

%%UKEY NOTES%%U:

1 REMOVE (E) CEILING EXHAUST FAN, ASSOCIATED CONTROLS AND EXHAUST DUCTWORK
BACK TO POD AS SHOWN.  (E) EXHAUST DUCT RISE UP THRU ROOF AND (E) ROOF
JACK DISCHARGE CAP ON ROOF TO REMAIN IN PLACE, FOR RE-USE.

3. FOR MECHANICAL GENERAL NOTES, REFER TO SHEET M0.01. 

ALL EXISTING MECHANICAL COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

2 REMOVE (E) PORTABLE AC UNIT AND ASSOCIATED FLEX DUCTS THRU EXTERIOR WALL
IN THEIR ENTIRETY.  PATCH & REPAIR EXTERIOR WALL AND ARCHITECTURAL FINISHES
TO MATCH ADJACENT CONSTRUCTION.
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KEY PLAN:

A

B

C

D

E

F

G

UNIT A - HVAC IMPROVEMENT PLAN

T

T

M

M

CEF
A1

1

CEF
A2

1
CEF
A3

1

7"%%C

POCPOC

POC
7"%%C

SAC-A1
T

SCU
A1

3

SAC
A1

2

UCD

UCD

UCD

4

5

TS

%%u12x12 CD

450%%154

%%U12x12 CR

450%%154

7"%%C

10x1010x10

34x12L
FC

FC
34x12L

6
7
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UNIT A - HVAC IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"

1
MA2.11

%%USHEET NOTES%%U:

1. FOR TYPICAL CONCEALED DUCT SUPPORT, REFER TO DETAIL 4 / M5.01. 

2.

%%UKEY NOTES%%U:

1 CEILING EXHAUST FAN, DUCTED, RECESSED IN FINISHED CEILING. 

3.

WHERE NOTED ON MECHANICAL FLOOR PLAN WITH "UCD", PROVIDE 1" DOOR UNDERCUT
FOR TRANSFER / MAKE-UP AIR (100 cfm MAX.).  REFER TO ARCHITECTURAL DOOR
SCHEDULE FOR DETAILS.

HVAC PIPING IS DIAGRAMATIC IN NATURE.  EACH LINE ON THIS PIPING PLAN
REPRESENTS PROPOSED ROUTING FOR ALL REFRIGERANT PIPING & CONTROL CONDUITS
REQUIRED FOR EACH UNIT.  FOR OTHER SPLIT SYSTEM REFRIGERANT PIPING SIZES,
REFER TO RESPECTIVE EQUIPMENT SCHEDULES, TYP.  FOR TYPICAL REFRIGERANT PIPING
SUPPORT, REFER TO DETAIL 6 / M5.01.

4. REFER TO PLUMBING DRAWINGS FOR HVAC UNIT CONDENSATE DRAIN PIPE ROUTING AND
TERMINATION, TYP.

5. FOR MECHANICAL GENERAL NOTES, REFER TO SHEET M0.01. 

2 DEDICATED COOLING ONLY SPLIT SYSTEM INDOOR AIR CONDITIONING UNIT, HORIZONTAL
DUCTED, CONCEALED ABOVE FINISHED CEILING.

3 DEDICATED COOLING ONLY SPLIT SYSTEM OUTDOOR CONDENSING UNIT, ON CONCRETE
PAD ON GRADE.

4 REFRIGERANT PIPING ON GRADE, WITH SHEET METAL COVER.  FOR MOUNTING, REFER
TO DETAIL 7 / M5.01.

5 REFRIGERANT PIPING ON EXTERIOR WALL, WITH SHEET METAL COVER.  FOR
MOUNTING, REFER TO DETAIL 7 / M5.01.  FOR PIPING THRU EXTERIOR WALL, REFER
TO DETAIL 8 / M5.01.

6

7

REFRIGERANT PIPING ABOVE FINISHED CEILING, TYP.  FOR MOUNTING, REFER TO
DETAIL 6 / M5.01.

INSTALL FACTORY HARD WIRED WALL MOUNTED THERMOSTAT AND "TRANE" TRACER
SC+ EMS WIRELESS REMOTE ROOM TEMP SENSOR (FOR ROOM TEMP MONITORING BY
EMS) ON 1" THICK INSULATING BLOCKS WHERE LOCATED ON EXTERIOR WALLS, TYP.
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KEY PLAN:
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UNIT G - HVAC DEMOLITION PLAN
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UNIT G - HVAC DEMOLITION PLAN

SCALE : 1/8" = 1'-0"

1
MG2.10

%%USHEET NOTES%%U:

1. EXISTING HVAC SYSTEMS SHOWN ON THE PLANS ARE DIAGRAMATIC IN NATURE, BASED
ON RECORD DRAWINGS AND SITE OBSERVATIONS OF EXPOSED FEATURES.  CONTRACTOR
SHALL INCLUDE IN THEIR BID THE FIELD VERIFICATION OF EXACT LOCATION AND
ROUTING FOR ALL EXISTING HVAC SYSTEMS PRIOR TO COMMENCEMENT OF WORK, AND
SHALL NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPENCIES THAT MAY AFFECT
THE PROPOSED SCOPE OF WORK / DESIGN INTENT AS SHOWN ON THESE PLANS.

2.

%%UKEY NOTES%%U:

1

3. FOR MECHANICAL GENERAL NOTES, REFER TO SHEET M0.01. 

ALL EXISTING MECHANICAL COMPONENTS SHOWN SHALL REMAIN IN PLACE FOR RE-USE,
UNLESS OTHERWISE NOTED.

REMOVE (E) CEILING EXHAUST FAN, ASSOCIATED CONTROLS AND EXHAUST DUCTWORK
BACK TO POD AS SHOWN.  REMAINING (E) EXHAUST DUCTWORK ABOVE CEILING AND
(E) SOFFIT GRILLE TO REMAIN IN PLACE, FOR RE-USE.

2 REMOVE (E) CEILING EXHAUST FAN, ASSOCIATED CONTROLS AND EXHAUST DUCTWORK
BACK TO POD AS SHOWN.  REMAINING (E) EXHAUST DUCTWORK ABOVE CEILING AND
(E) SOFFIT GRILLE TO BE CAPPED OFF AND ABANDONED IN PLACE.
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UNIT G - HVAC IMPROVEMENT PLAN
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UNIT G - HVAC IMPROVEMENT PLAN

SCALE : 1/8" = 1'-0"

1
MG2.11

%%USHEET NOTES%%U:

1. FOR TYPICAL CONCEALED DUCT SUPPORT, REFER TO DETAIL 4 / M5.01. 

2.

%%UKEY NOTES%%U:

1 CEILING EXHAUST FAN, DUCTED, RECESSED IN FINISHED CEILING. 

WHERE NOTED ON MECHANICAL FLOOR PLAN WITH "UCD", PROVIDE 1" DOOR UNDERCUT
FOR TRANSFER / MAKE-UP AIR (100 cfm MAX.).  REFER TO ARCHITECTURAL DOOR
SCHEDULE FOR DETAILS.

3. FOR MECHANICAL GENERAL NOTES, REFER TO SHEET M0.01. 

2 CAP OFF (E) EXHAUST DUCT AND ABANDON IN PLACE.
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HVAC DETAILS

NONESCALE :

DUCTED SAC MOUNTING

M5.01

1

6" MIN., ALL SIDES

3/8" DIA. x 2-1/2" EMBED
"HILTI" KB-TZ2 (1
EA. LEG, 4 TOTAL).

SPLIT SYSTEM
OUTDOOR UNIT

FINISHED
GRADE.

#4 AT 12" OC EA. WAY, TYP.
AT CENTER OF PAD THICKNESS.

NONESCALE :

CEF MOUNTING

M5.01

3

CEILING JOIST

CEILING

CEILING EXHAUST FAN CASING

22 GA EXTENSION ALL AROUND
FAN INLET, SECURE TO CASING
W/ #8 x 5/8" LONG S.M. SCREWS
AT 6" 0.C. EACH SIDE.

GRILLE (CE TYPE, SEE DIFFUSER
SCHEDULE) TO MATCH OPENING
SIZE.

ADJUSTABLE MOUNTING
FLANGE, 2 SIDES, BY MFR.
SECURE EACH FLANGE TO
FRAMING WITH (2) #12 x
2" WOOD SCREWS

EXHAUST DUCT, SEE
PLAN FOR SIZE

2x BLOCKING, BETWEEN
CEILING JOIST. SECURE
BLOCKING WITH
"SIMPSON" L50 ANGLE
CLIPS AT EACH END
AND EACH SIDE.

CONCRETE PAD,
MIN. 4" TALL
ABOVE FINISHED
GRADE.

M5.01

4TYPICAL CONCEALED DUCT SUPPORT

SCALE : NONE

RECTANGULAR DUCT

METAL SCREW
(TYP OF 6).

#10 x 3/4" SHEET

1" x 18 GA. GALV.
SUPPORT STRAP
(TYP OF 2).

%%UNOTES%%U:

ROUND DUCT
(24" DIA. MAX.) ROUND DUCT

(25" DIA. TO 33" DIA.)

1" x 18 GA.
GALV. SUPPORT
STRAP.

1" x 18 GA.
GALV. SUPPORT
BAND.

(2) #10 x 3/4"
SHEET METAL
SCREW (TYP).

(2) 1/4" DIA. MB, NUT
& WASHERS (TYP).

FOR UPPER ATTACHMENT
TO STRUCTURE, SEE
5/M5.01. (TYP)

FOR UPPER ATTACHMENT
TO STRUCTURE, SEE
5/M5.01. (TYP)

SUPPORT STRAP SPACING SHALL BE MAX. 8'-0" O.C. APPLIES TO RECTANGULAR DUCTWORK
WITH LESS THAN 6 SQFT CROSS-SECTIONAL AREA, AND ROUND DUCTWORK UP TO 33" DIA.EXTERIOR WALL

SEAL ALL JOINTS AT
FLASHING AND WALL
CONSTRUCTION

24 GA. GALV. SM
FLASHING, TYP.

#8 GALV. SM SCREW
W/ NEOPRENE WASHER

REFRIG./CD OR CONTROL CONDUIT

SEALANT AT PIPE/
FLASHING JOINTS

6 M
IN
.

MIN.

1"

MIN. 1-1/2" OVERLAP

4"

MIN.

INSULATION WHERE
OCCURS

EXTERIOR FINISH, SEE
ARCH PLANS

NONESCALE :

SM STRAP, CABLE & HANGER ROD UPPER ATTACHMENT
M5.01

5

U-BOLT CLAMPS, TYP. OF
2 AT EA. END OF CABLE.

3-1/2"x2-1/2"x3/8"x6"ANGLE

HANGER ROD, TYP.

1-1/2"

3/8"(min.) ROUND PIN CHAIN 

HEAVY WIRE ROPE THIMBLES.

SHACKLE w/ 3/8" DIA. PIN. 1 MIN.
2 MAX.

1

(LONG LEG HORIZ.)

SECURE INTO BLOCKING WITH (2)
3/8" DIA. LAG SCREWS, w/ MIN.

1-1/4"

3"

1-1/2"

SECURE ANGLE TO BLOCKING WITH
(2) 1/2" DIA. x 5" BOLT, NUT, &
LOCKWASHER.

ROOF DECK

3/16" DIA. STEEL CABLE SWAY
BRACE, TYP.

4 x (DEPTH OF FRAMING) BLOCKING
BETWEEN ROOF FRAMING. SECURE BLOCKING
WITH "SIMPSON" LUS JOIST HANGERS
EACH END, TYP.

2-1/2" EMBED.

1/4" DIA. x 1-1/2"
LAG SCREW (MIN. 2
PER STRAP).

SM HANGER
STRAP, TYP. "MW SAUSSE & CO., INC." MODEL

PRMXA-1C HANGER BOX, OSHPD
OPM-0203-13. (OMIT AT
DUCTWORK & PIPING)

(TYP)

(TYP)
REFRIG. LIQUID

REFRIG. SUCTION
INSULATED

3.

2.

1.

CONC. PAD

ALL CHANNELS AND FITTINGS SHALL BE ELECTRO-GALVANIZED.
SPACE PIPE SUPPORTS ON GRADE/WALL AT 4' O.C. MIN. 2 SUPPORTS.
SEE PLANS FOR NUMBER OF PIPES ON EACH SUPPORT.

INSULATED PIPING
AT PIPE CLAMP (TYP). ON
16 GA x 6" LONG SM SLEEVE

CHANNEL LENGTH AS REQ'D
'B-LINE' B22A DOUBLE

%%UNOTES%%U:

SECURE CD TO CHANNEL 
WITH B-LINE B2000 SERIES 
CLAMPS, SECURE RL/RS 
PIPES TO CHANNEL WITH 
B-LINE B2000 SERIES 
COPPER TUBING CLAMPS.

6"MIN.

4. ALL EXPOSED METAL PARTS INCLUDING SHEET METAL COVER SHALL BE
PRIMED AND PAINTED TO MATCH ADJACENT ARCHITECTURAL SURFACE.

INSULATED

CONTROL WIRING
CONDUIT, MOUNTED
ON REFRIGERANT
LINE RACK.

M5.01

8PIPE THRU EXTERIOR WALL

SCALE : NONE

3/8" DIA. HANGER ROD

"B-LINE" PIPE
CLAMP, TYP.

NOTE:
SEE DRAWINGS FOR NUMBER
AND SIZE OF PIPES.

REFRIGERANT PIPES & CONTROL CONDUIT

1

2 MAX.

(2) U-BOLT CLAMPS

LOOP ON CABLE OVER WIRE
ROPE THIMBLE, SECURE
1/2" DIA. PIN SHACKLE TO CLIP

M5.01

6REFRIGERANT PIPING SUPPORT ABOVE CEILING

SCALE : NONE

FOR UPPER ATTACHMENT TO
STRUCTURE, SEE 5/M5.01. (TYP)

%%UNOTE%%U: MAX. 200 LBS PER HANGER

"B-LINE" CHANNEL AT 5'-0" OC,
LENGTH AS REQUIRED, SECURE TO
ROD W/ DOUBLE NUTS

NONESCALE :

SCU MOUNTING ON GRADE

M5.01

2

M5.01

7PIPING ON GRADE / EXTERIOR WALL MOUNTING
SCALE : NONE

PAINT GALV. COVER TO MATCH ADJACENT
SURFACE (TYP).

16 GA GALV. SM COVER OVER
REFRIGERANT LINES AT GRADE & AT WALL.

SECURE ANGLE FITTING TO CHANNEL W/
SPRING CHANNEL NUT & 3/8" BOLT.

'B-LINE' B359 2 HOLE CORNER ANGLE.

SECURE SM COVER TO CORNER ANGLE W/
1/4" BOLT, NUT & WASHER. TACK WELD
NUT TO BACK OF CORNER ANGLE

4x STRUCTURAL BLOCKING SECURE
BETWEEN ROOF FRAMING W/ "SIMPSON"
A34 JOIST HANGER EACH END EACH SIDE.

EXTERIOR WALL
(PLAN VIEW)

SECURE CHANNEL TO CONC. W/ (2) 3/8"
DIA. SS "HILTI" KB-TZ2, MIN. 1-7/8"
EMBEDMENT.  SECURE CHANNEL TO
BLOCKING IN EXTERIOR WOOD FRAMED
WALL W/ (2) 3/8" DIA. LAG SCREWS, MIN.
2-1/4" EMBEDMENT CENTERED INTO BLOCKING.

FOR UPPER ATTACHMENT

%%UPLAN VIEW

SAC CASING

DETAILS, REFER TO
5/M5.01.

-
SAC

(2) U-BOLT CLAMPS

1
2 MAX.
1 MIN.

DOUBLE NUT, TOP & BOTTOM

BY SAC UNIT MFR.
HANGER SUPPORT ANGLE

3/16" DIA. AIRCRAFT CABLE SWAY
BRACE (LOCATE AT 45%%D IN PLAN VIEW),
(1) BRACE AT EACH CORNER (TOTAL 4)

CASING
SUSPENDED UNIT

ATR
Size

Max. Rod Length
Without Rod
Stiffener

(635.0)
(482.6)

(1092.2)
(939.8)
(787.4)

In.
3/8"-16
1/2"-13

3/4"-10
7/8"-9

5/8"-11

43"
37"
31"
25"
19"

(mm)

Note:  Minimum of (2)-SC228 or
SC-UB are required per rod.

ROD STIFFENER CHART

"B-LINE" SC228
HANGER ROD
STIFFENER
ASSEMBLY

"B-LINE" B22
CHANNEL ROD
STIFFENER

ALL THREAD
ROD

%%uFOR 3/8" THRU 5/8" ROD

MAX. DISTANCE
FROM TOP OF
HANGER ROD TO
FIRST BOLT OF
CHANNEL ROD
STIFFENER IS 6"

EQUAL SPACING

MAX. DISTANCE
FROM TOP OF
HANGER OR
TRAPEZE TO THE
FIRST BOLT OF
CHANNEL ROD
STIFFENER IS 6"

"B-LINE" B22 CHANNEL
ROD STIFFENER WITH
SC228 ASSEMBLIES

ALL THREAD
ROD

(FOR 3/4" & 7/8" ROD USE SC-UB)

NONESCALE :

ROD STIFFENER DETAIL

M5.01

9

MAX. WEIGHT = 60 LBS.

4x6 BLOCKING BETWEEN STUDS,
SECURE AT EACH END & EACH SIDE
WITH "SIMPSON" A34 CLIPS.

WOOD STUD WALL.

CEILING

10" MINIMUM CLEARANCE.

NONESCALE :

SAC MOUNTING

M5.01

1

MAX. WEIGHT = 50 LBS.

MIN. 18 GA. MOUNTING
BRACKET BY UNIT MFR.
SECURE TO BLOCKING IN
WALL WITH (4) 3/8" DIA.
x MIN. 2-1/2" EMBED
LAG SCREWS.

3/8" DIA. HANGER ROD,

ROD STIFFENER IF > 19",
REFER TO DETAIL 9/M5.01.

WASHERS, & LOCKNUTS
(TYP OF 4).

FACTORY
SUPPORT
ANGLE

LOOP ON CABLE OVER WIRE ROPE
THIMBLE, SECURE 1/2" DIA. PIN
SHACKLE TO CLIP

SECURE TO EXTENSION WITH #8 x
5/8" LONG SHEET METAL SCREWS
AT GRILLE FASTENING POINTS

1.

%%UNOTES%%U:

1. LOCATE PIPING BETWEEN (E) STUDS,
DO NOT CUT OR NOTCH (E) STUDS.

MAINTAIN MIN.
1/2" CLEARANCE
AROUND PIPING

INSULATION, TYP.

5. ANCHOR TESTING NOT REQUIRED. PIPING LESS THAN 5 POUNDS PER
FOOT SUPPORTED AT GROUND LEVEL.

1.
%%UNOTES%%U:

ANCHOR TESTING NOT REQUIRED. EQUIPMENT LESS THAN 400
POUNDS SUPPORTED AT GROUND LEVEL.

BOLT ANGLE TO BLOCKING AT CENTER
OF BLOCKING, MIN. 2" FROM BOTTOM
EDGE OF BLOCKING.

3/16" DIA. STEEL CABLE
SWAY BRACE (LOCATE AT
45° IN PLAN VIEW) (2)
BRACE AT EACH END OF
TRAPEEZE (TOTAL 4), AT
MAX. 15 FEET OC AND
WITHIN 12" MAX. OF
CHANGES IN DIRECTION.

2-1/2" x 2-1/2" x 1-1/2" WIDE
x 3/16" THICK BENT PLATE CLIP.
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NON FUSED DISCONNECT SWITCH. 

EQUIPMENT DESIGNATION.
-
-

BRANCH CIRCUIT PANELBOARD, SURFACE MOUNTED.

BRANCH CIRCUIT PANELBOARD, FLUSH MOUNTED.

RACEWAY INSTALLED IN CEILING OR WALL.  ROUTE EXPOSED IN ALL 
UNFINISHED AREAS. 

EXISTING CONDUIT RUN, VERIFY ROUTING ON THE JOB.

ARROW AT END OF RACEWAY INDICATES HOME RUN TO RESPECTIVE 
PANELBOARD OR SWITCHBOARD. 

BRANCH CIRCUIT WITHOUT FURTHER DESIGNATION INDICATES A 2 #12 AWG
CIRCUIT WITH 1 #12 AWG GROUND. 

STRAIGHT CROSS-LINES IN BRANCH CIRCUIT RACEWAY INDICATE NUMBER 
OF #12 AWG WIRES IN A CIRCUIT. SHORT LINES INDICATE UNGROUNDED 
CONDUCTORS. LONG LINES INDICATE NEUTRAL CONDUCTORS. WIRES 
SHOWN ARE IN ADDITION TO 1 #12 AWG GROUNDING CONDUCTOR. 

BRANCH CIRCUIT WITH GROUNDING WIRE LARGER THAN #12 AWG. NUMBER  
ADJACENT TO CURVED CROSS-LINE INDICATES WIRE SIZE. #10

BRANCH CIRCUIT RACEWAY WITH WIRE OTHER THAN #12 AWG. NUMBER 
ADJACENT TO STRAIGHT OR CURVED CROSS-LINES INDICATES WIRE SIZE.  
UNGROUNDED AND NEUTRAL CONDUCTORS SHALL BE THE SAME SIZE #10

UNLESS OTHERWISE NOTED. 

FIRE ALARM SYMBOLS

SYMBOL DESCRIPTION

3-POLE 3-PHASE MOTOR RATED DISCONNECT SWITCH.

ABBREVIATIONS
1PH, 3PH 1 PHASE, 3 PHASE
1P, 2P, 3P 1 POLE, 2 POLE, 3 POLE
3W, 4W 3 WIRE, 4 WIRE
(D) DEMO, DEMOLISH
(E) EXISTING
(ER) EXISTING RELOCATED
(N) NEW
(R) RELOCATE

-A-
A, AMPS AMPERES
AC ALTERNATING CURRENT
AF FRAME RATING IN AMPERES
AFF ABOVE FINISHED FLOOR
AIC AMPERES INTERRUPTING

CAPACITY
AL, ALUM ALUMINUM
ATS AUTO TRANSFER SWITCH
AT TRIP RATING IN AMPERES
AWG AMERICAN WIRE GAUGE

-B-
BTR BUILDING TELECOM ROOM

-C-
C CONDUIT
CB,C/B CIRCUIT BREAKER
CEC CALIFORNIA ELECTRICAL CODE
CT CURRENT TRANSFORMER
CU COPPER

-D-
DC DIRECT CURRENT

-E-
EA EACH
ELEC ELECTRICAL
EMT ELECTRICAL METALLIC TUBING

-F-
FA FIRE ALARM
FACP FIRE ALARM CONTROL PANEL
FATC FIRE ALARM TERMINAL CABINET
FLA FULL LOAD AMPS
FT FOOT OR FEET

-G-
G, GND GROUND
GA GAUGE
GFCI GROUND FAULT CIRCUIT

INTERRUPTER
GFI GROUND FAULT INTERRUPTER

-H-
HOA HAND-OFF-AUTO
HP HORSE POWER

-J-
J-BOX JUNCTION BOX

-K-
KVA ONE THOUSAND VOLT-AMPS
KW ONE THOUSAND WATTS

-L-
LCP LIGHTING CONTROL PANEL
LTG LIGHTING

-M-
MCA MINIMUM CIRCUIT AMPACITY
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER
MLO MAIN LUGS ONLY
MOCP MAXIMUM OVER-CURRENT

PROTECTION
MT EMPTY CONDUIT W/ PULL-LINE

-N-
NC NORMALLY CLOSED
NCTC NURSE CALL TERMINAL CABINET
NEC NATIONAL ELECTRIC CODE
NEMA NATIONAL ELECTRICAL

MANUFACTURER ASSOCIATION
NIES NOT INCLUDED IN ELECTRICAL

SCOPE
NL NIGHT LIGHT
NO NORMALLY OPEN
NTS NOT TO SCALE

-O-
OCP OVER-CURRENT PROTECTION
OFCI OWNER FURNISHED 

CONTRACTOR INSTALLED
OFOI OWNER FURNISHED OWNER

INSTALLED

-P-
PT POTENTIAL TRANSFORMER
PVC POLYVINYL CHLORIDE CONDUIT

-R-
RLA RUNNING LOAD AMP
RSC RIGID STEEL CONDUIT

-S-
SPD SURGE PROTECTION DEVICE
SPDT SINGLE POLE DOUBLE THROW
SPST SINGLE POLE SINGLE THROW
SST SOLID STATE TRIP

-T-
TER TELECOM EQUIPMENT ROOM
TR TELECOM ROOM
TM THERMAL MAGNETIC
TTB TERMINAL BACKBOARD

-U-
UG UNDERGROUND
UL UNDERWRITERS LAB.
UON UNLESS OTHERWISE NOTED
UPS UNINTERRUPTIBLE POWER 

SUPPLY
-V-

V VOLTS
VA VOLT-AMPS
VAC VOLTS ALTERNATE CURRENT

-W-
W WATTS
WCR WITHSTAND & CLOSING RATING
WP WEATHERPROOF

-X-
XFMR TRANSFORMER
XFER TRANSFER SWITCH

SHEET INDEX

SHEET DESCRIPTION

ELECTRICAL COVER SHEET

ELECTRICAL DEMOLITION SITE PLAN

ELECTRICAL SITE PLAN

ELECTRICAL FLOOR PLANS - BUILDING A

ELECTRICAL  FLOOR PLAN - BUILDING B

ELECTRICAL FLOOR PLANS - BUILDINGS D AND E

ELECTRICAL FLOOR PLANS - BUILDING G

ELECTRICAL DETAILS

LIGHTING CONTROL DETAILS

TITLE 24 FORMS

FIRE ALARM CUT SHEETS

E0.01

E1.11

E1.12

E2.11

E2.21

E2.31

E2.41

E3.01

E4.01

E5.01

E6.01

NUMBERED NOTE.XX

STANDARD ELECTRICAL SYMBOLS

SYMBOL DESCRIPTION

ENLARGED PLAN OR DETAIL CALL-OUT.
-
-

2-POLE 1-PHASE MOTOR RATED DISCONNECT SWITCH.

1-POLE 1-PHASE MOTOR RATED DISCONNECT SWITCH.

FUSED DISCONNECT SWITCH W/ CLASS 'R' DUAL ELEMENT FUSES, SIZED  
PER EQUIPMENT NAME PLATE RATING. 

FIRE ALARM HEAT DETECTOR. H

FIRE ALARM DEVICE SUBSCRIPTS DESIGNATE THE FOLLOWING:SUBSCRIPTS:
  =  ABOVE CEILING MOUNTED DEVICEAC

FIRE ALARM MONITORING NOTE
AUTOMATIC FIRE ALARM SYSTEMS SHALL TRANSMIT THE ALARM,
SUPERVISORY AND TROUBLE SIGNALS TO AN APPROVED
SUPERVISING STATION AS REQUIRED BY NFPA 72.  THE
SUPERVISING STATION SHALL BE LISTED AS EITHER UUFX OR
UUJS BY UNDERWRITERS LABORATORY OR SHALL MEET THE
REQUIREMENTS OF FACTORY MUTUAL RESEARCH APPROVAL
STANDARD 3011.  SUPERVISION OF SYSTEM AND LEASED
TELEPHONE LINES SHALL BE ARRANGED BY OWNER.

FIRE ALARM RECORD
DOCUMENTS CABINET

1. THE FIRE ALARM SYSTEM WORK SHALL INCLUDE A 
DOCUMENTATION CABINET, INSTALLED AT THE SYSTEM
CONTROL PANEL OR OTHER APPROVED LOCATION PER NFPA
72, 7.7.2.

2. THE DOCUMENTATION CABINET SHALL BE RED WITH A
HINGED, LOCKING DOOR AND SHALL BE PROMINENTLY
LABELED "SYSTEM RECORD DOCUMENTS".

3. ALL RECORD AND TESTING DOCUMENTATION SHALL BE
STORED INSIDE THE CABINET.

4. CONTENTS SHALL BE ACCESSIBLE BY AUTHORIZED
PERSONNEL ONLY.

5. WHERE CABINET IS INSTALLED IN A LOCATION OTHER THAN
THE SYSTEM CONTROL UNIT, ITS LOCATION SHALL BE
IDENTIFIED AT THE SYSTEM CONTROL UNIT.

6. PROVIDE SYSTEM DOCUMENTS AS APPLICABLE:

a. RECORD DRAWINGS/AS-BUILTS

b. EQUIPMENT CUT SHEETS AND CA SFM LISTINGS

c. ALTERNATIVE MEANS AND METHODS

d. PERFORMANCE BASED DESIGN DOCUMENTATION (NFPA
72, 7.3.7)

e. SYSTEM RECORD OF COMPLETION AND ANY
SUPPLEMENTAL INSPECTION AND TESTING
DOCUMENTATION (NFPA 72, 7.8.2)

f. EMERGENCY RESPONSE PLAN (NFPA 72, 7.3.8)

g. EVALUATION DOCUMENTATION (NFPA 72, 7.3.9)

h. RISK ANALYSIS DOCUMENTATION (NFPA 72, 7.3.6)

i. SOFTWARE AND FIRMWARE CONTROL DOCUMENTATION
(NFPA 72, 23.2.2)

FIRE ALARM GENERAL NOTES
1. FURNISH AND INSTALL MODIFICATIONS TO THE EXISTING FIRE

ALARM SYSTEM INCLUDING ALL WIRING AND CONNECTIONS
AND OTHER MATERIALS AS SHOWN ON PLANS AND SPECIFIED
HEREIN.  IT IS THE INTENT THAT A  COMPLETE OPERATING
SYSTEM CONFORMING TO ALL APPLICABLE CODES BE
INSTALLED AND THAT ANY POWER SUPPLIES, RELAYS,
RESISTORS, CARDS, MODULES, PROGRAMMING, OR OTHER
ITEMS REQUIRED TO ACHIEVE THIS END RESULT SHALL BE
FURNISHED  WHETHER OR NOT SUCH ITEM OR ITEMS ARE
SHOWN OR SPECIFIED.

2. THE CONTRACT DRAWINGS AND SPECIFICATIONS INDICATE
THE GENERAL SCOPE OF THE FIRE ALARM SYSTEM.  THE FIRE
ALARM SYSTEM CONTRACTOR SHALL LAYOUT ALL DEVICES,
EQUIPMENT, CONDUIT, WIRING, ETC. AND SUBMIT DRAWINGS
AS REQUIRED BY THE SPECIFICATIONS.  ALL LOCATIONS AND
SPACINGS SHALL CONFORM TO APPLICABLE CODES.  ANY
ADDITIONAL DETECTION AND SIGNALING DEVICES REQUIRED
BY CODES AND THE ENFORCING AUTHORITY SHALL BE
PROVIDED AS PART OF THIS CONTRACT.

3. THE SYSTEM SHALL BE FULLY AUTOMATIC WITH MANUAL
STATIONS AT MAIN OFFICE AND IN ASSEMBLY AREAS.

4. THE SYSTEM SHALL BE ADDRESSABLE WITH CLASS B
SIGNALING CIRCUITS (NAC'S) AND CLASS B WIRING FOR
NON-ADDRESSABLE PORTIONS OF INITIATION CIRCUITS.

5. INSTALLATION OF THE FIRE ALARM SYSTEM EQUIPMENT
SHALL NOT BE STARTED UNTIL SUBMITTAL HAS BEEN
APPROVED BY ARCHITECT.

6. THE FIRE ALARM SYSTEM SHALL CONFORM TO THE
FOLLOWING CODES:
CALIFORNIA BUILDING CODE (CBC)
CALIFORNIA ELECTRICAL CODE (CEC)
CALIFORNIA FIRE CODE (CFC)
NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) NFPA 72
WITH CALIFORNIA AMENDMENTS

7. UPON COMPLETION OF THE INSTALLATION OF THE FIRE
PROTECTIVE SIGNALING EQUIPMENT, A SATISFACTORY TEST
OF THE ENTIRE SYSTEM SHALL BE MADE IN THE PRESENCE
OF THE PROJECT INSPECTOR/DSA.

8. FINAL FIRE TEST SHALL BE MADE WITH PROJECT INSPECTOR
AS A MINIMUM.  LOCAL FIRE AUTHORITY SHALL BE NOTIFIED
OF DATE AND TIME OF FINAL FIRE ALARM TESTING AND
SHALL ASSIST/WITNESS SUCH TESTING WHEN ABLE.

9. FIRE ALARM CONTRACTOR SHALL PROVIDE A "RECORD OF
COMPLETION" TO THE PROJECT INSPECTOR/ DSA AFTER
COMPLETION OF THE OPERATIONAL ACCEPTANCE TESTS.
THE RECORD OF COMPLETION MUST BE SIGNED BY
CONTRACTOR.

GENERAL NOTES
1. ALL WORK SHOWN IS NEW UNLESS NOTED AS EXISTING.

2. INFORMATION GIVEN, CONCERNING EXISTING ELECTRICAL
INSTALLATION IS AS EXACT AS COULD BE SECURED, BUT
EXTREME ACCURACY IS NOT GUARANTEED.  CONTRACTOR
SHALL VISIT THE JOB SITE PRIOR TO BIDS AND SATISFY
HIMSELF AS TO THE CONDITIONS UNDER WHICH THE WORK IS
TO BE PERFORMED.

3. EXISTING CIRCUITS AND SERVICES SHALL NOT BE
INTERRUPTED EXCEPT BY SPECIFIC APPROVAL OF THE
SCHOOL.  ALL SHUTDOWNS SHALL BE SCHEDULED WITH THE
SCHOOL.

4. ALL INTERIOR CONDUIT SHALL BE RUN CONCEALED.  FISH
FLEX IN EXISTING WALLS AND USE CUT-IN BOXES, UNLESS
NOT POSSIBLE.  WHERE CONDUIT MUST RUN EXPOSED,
PROVIDE WIREMOLD SURFACE NONMETALLIC RACEWAY, SIZE
AS REQUIRED (800 SERIES MINIMUM SIZE).  ROUTE AS
INCONSPICUOUS AS POSSIBLE.  MAKE ANGLES CUTS AS
REQUIRED.  ATTACH TO WALL WITH SCREWS SPACED 48"
MAX. SCREWS MUST PENETRATE STRUCTURAL MEMBERS
WITH 1" PENETRATION.  COORDINATE ROUTING WITH
ARCHITECT PRIOR TO INSTALLATION.

ELECTRICAL SCOPE NOTE
THESE ELECTRICAL DRAWINGS INDICATE THE GENERAL SCOPE
OF THE PROJECT IN TERMS OF ELECTRICAL DESIGN CONCEPT,
MAJOR ELECTRICAL ELEMENTS, AND THE TYPE OF ELECTRICAL
SYSTEMS.  AS SCOPE DOCUMENTS, THESE DRAWINGS DO NOT
NECESSARILY INDICATE OR DESCRIBE ALL WORK REQUIRED FOR
FULL PERFORMANCE AND COMPLETION OF THE REQUIREMENTS.
ON THE BASIS OF THE GENERAL SCOPE INDICATED OR
DESCRIBED, THE CONTRACTOR SHALL FURNISH ALL ITEMS
REQUIRED FOR THE PROPER EXECUTION AND COMPLETION OF
THE WORK.

PIPING, DUCTWORK AND ELECTRICAL
DISTRIBUTION SYSTEM BRACING NOTE
PIPING, DUCTWORK AND ELECTRICAL DISTRIBUTION SYSTEMS
SHALL BE BRACED TO COMPLY WITH THE  FORCES AND
DISPLACEMENTS PRESCRIBED IN ASCE 7-16 SECTION 13.3 AS
DEFINED IN ASCE 7-16 SECTION 13.6.5, 13.6.6, 13.6.7, 13.6.8, AND
2022 CBC, SECTIONS 1617A.1.24; 1617A.1.25 AND 1617A.1.26.

THE METHOD SHOWING BRACING AND ATTACHMENTS TO THE
STRUCTURE FOR THE IDENTIFIED DISTRIBUTION SYSTEM ARE AS
NOTED BELOW.  WHEN BRACING AND ATTACHMENTS ARE BASED
ON A PREAPPROVED INSTALLATION GUIDE (E.G. HCAi OPM FOR
2013 CBC OR LATER), COPIES OF THE BRACING SYSTEM
INSTALLATION GUIDE OR MANUAL SHALL BE AVAILABLE ON THE
JOBSITE PRIOR TO THE START OF AND DURING THE  HANGING
AND BRACING OF THE DISTRIBUTION SYSTEMS.  THE
STRUCTURAL ENGINEER OF RECORD SHALL VERIFY THE
ADEQUACY OF THE STRUCTURE TO SUPPORT THE HANGER AND
BRACE LOADS.

MECHANICAL PIPING (MP), MECHANICAL DUCTS (MD), PLUMBING
PIPING (PP), ELECTRICAL DISTRIBUTION SYSTEMS (E):

MP□  MD□  PP□  E■ OPTION 1: DETAILED ON THE APPROVED
DRAWINGS WITH PROJECT SPECIFIC 
NOTES AND DETAILS.

MP□  MD□  PP□  E□ OPTION 2: SHALL COMPLY WITH HCAi 
(OSHPD) PRE-APPROVAL (OPM #) #0052-13.

ANCHORAGE NOTES
MEP COMPONENT

ALL MECHANICAL, PLUMBING AND ELECTRICAL COMPONENTS
SHALL BE ANCHORED AND INSTALLED PER THE DETAILS ON
THE DSA APPROVED CONSTRUCTION DOCUMENTS. THE
FOLLOWING COMPONENTS SHALL BE ANCHORED OR BRACED
TO MEET THE FORCE AND DISPLACEMENT REQUIREMENTS
PRESCRIBED IN THE 2022 CBC, SECTIONS 1617A.1.18 THROUGH
1617A.1.26 AND ASCE 7-16 CHAPTERS 13, 26 AND 30.

1. ALL PERMANENT EQUIPMENT AND COMPONENTS.
2. TEMPORARY, MOVABLE OR MOBILE EQUIPMENT THAT IS

PERMANENTLY ATTACHED (E.G. HARD WIRED) TO THE
BUILDING UTILITY SERVICES SUCH AS ELECTRICITY, GAS
OR WATER. "PERMANENTLY ATTACHED" SHALL INCLUDE
ALL ELECTRICAL CONNECTIONS EXCEPT PLUGS FOR
110/120 VOLT RECEPTACLES HAVING A FLEXIBLE CABLE.

3. TEMPORARY, MOVABLE  OR MOBILE EQUIPMENT WHICH IS
HEAVIER THAN 400 POUNDS OR HAS A CENTER OF MASS
LOCATED 4 FEET OR MORE ABOVE THE ADJACENT FLOOR
OR ROOF LEVEL THAT DIRECTLY SUPPORT THE
COMPONENT IS REQUIRED TO BE RESTRAINED IN A
MATTER APPROVED BY DSA.

THE FOLLOWING MECHANICAL AND ELECTRICAL COMPONENTS
SHALL BE POSITIVELY ATTACHED TO THE STRUCTURE, BUT
NEED NOT DEMONSTRATE DESIGN COMPLIANCE WITH THE
REFERENCES NOTED ABOVE. THESE COMPONENTS SHALL
HAVE FLEXIBLE CONNECTIONS PROVIDED BETWEEN THE
COMPONENT AND ASSOCIATED DUCTWORK, PIPING AND
CONDUIT. FLEXIBLE CONNECTIONS MUST ALLOW MOVEMENT IN
BOTH TRANSVERSE AND LONGITUDINAL DIRECTIONS:

A. COMPONENTS WEIGHING LESS THAN 400 POUNDS AND
HAVING A CENTER OF MASS LOCATED 4  FEET OR LESS
ABOVE THE ADJACENT FLOOR OR ROOF LEVEL THAT
DIRECTLY SUPPORTS THE COMPONENT.

B. COMPONENTS WEIGHING LESS THAN 20 POUNDS, OR IN
THE CASE OF DISTRIBUTED SYSTEMS, LESS THAN 5
POUNDS PER FOOT, WHICH ARE SUSPENDED FROM A
ROOF OR FLOOR OR HUNG FROM A WALL.

THE ANCHORAGE OF ALL MECHANICAL, ELECTRICAL, AND
PLUMBING COMPONENTS SHALL BE SUBJECT TO THE
APPROVAL OF THE DESIGN PROFESSIONAL IN GENERAL
RESPONSIBLE CHARGE OR STRUCTURAL ENGINEER
DELEGATED RESPONSIBILITY AND ACCEPTANCE BY DSA. THE
PROJECT INSPECTOR WILL VERIFY THAT ALL COMPONENTS
AND EQUIPMENT HAVE BEEN ANCHORED IN ACCORDANCE
WITH ABOVE REQUIREMENTS.

SURFACE MOUNTED LUMINAIRE.J

B LUMINAIRE TAG, LETTER INDICATES TYPE, SEE LUMINAIRE SCHEDULE.

SINGLE POLE TOGGLE SWITCH.

EXTERIOR POLE LIGHT, SINGLE LUMINAIRE. 

DIMMING CONTROL.D

CONTROL.
AUTOMATIC ''ON/OFF'' DUAL TECHNOLOGY OCCUPANCY SENSOR W/ DIMMING 

D2

20 AMP 125V 3W DUPLEX CONVENIENCE RECEPTACLE.

20 AMP 125V 3W DOUBLE DUPLEX CONVENIENCE RECEPTACLE.

INTERRUPTER.
20 AMP 125V 3W DUPLEX CONVENIENCE RECEPTACLE W/ GROUND FAULT 

20 AMP 125V 3W DOUBLE DUPLEX CONVENIENCE RECEPTACLE W/ GROUND
FAULT INTERRUPTER.

SENSOR.
AUTOMATIC "ON/OFF" CEILING MOUNTED DUAL TECHNOLOGY OCCUPANCY 

O2

LIGHTING ROOM CONTROLLER.RC

LIGHTING CONTROLS SWITCHING CONTROLLER.SC

TYPE DESCRIPTION

D REFER TO SPECIFICATIONS
(DATA CABLE)

LUMINAIRE SCHEDULE

A

TAG MANUFACTURER & CATALOG NUMBER DESCRIPTION LAMP
TYPE VOLTS WATTS REMARKS

SURFACE WRAP LED UNV 38 -
WILLIAMS
AVX-4-L62/840(L40)-CPC-DIM-UNV

FIRE ALARM SMOKE DETECTOR. S
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FH

NUMBERED NOTES
REMOVE (E) POLE LIGHT AND STORE FOR REINSTALLATION.
REMOVE (E) POLE BASE.  PROTECT (E) CIRCUIT.
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1 ELECTRICAL DEMOLITION SITE PLAN
1" = 30'-0"

1

TH
E 

LI
N

E 
SH

O
W

N
 A

BO
VE

 IS
EX

AC
TL

Y 
O

N
E 

IN
C

H
 L

O
N

G
  A

T 
TH

IS
SH

EE
TS

 O
R

IG
IN

AL
 P

AG
E 

SI
ZE

SHEET NAME:

SHEET:

ISSUE
DATEDESCRIPTION∆

FACILITY:

PROJECT:

DATE: CLIENT PROJ NO:

AGENCY
APPROVAL:

PLEASE RECYCLE

R231571X00

735 HALIDON WAY, FOLSOM, CA 95630

GOLD RIDGE ELEMENTARY SCHOOL MODERNIZATION

GOLD RIDGE ELEMENTARY SCHOOL

DSA SUBMITTAL
2023.12.13 R231571X00

FILE NO.:  34-19 A NO.:  02-121931

2101 CAPITOL AVENUE, SUITE 100,
SACRAMENTO, CA, 95816
916 368 7990 / www.hmcarchitects.com

Contact

Project Number

Sacramento | Alameda | Irvine

400 R Street, Ste 333
Sacramento, CA 95811 
916.256.2460

K472

Chris

E1.11

ELECTRICAL DEMOLITION SITE PLAN

ISSUE
DATEDESCRIPTION∆

R231571X00

2101 CAPITOL AVENUE, SUITE 100,
SACRAMENTO, CA, 95816
916 368 7990 / www.hmcarchitects.com

ISSUE
DATEDESCRIPTION∆

R231571X00

2101 CAPITOL AVENUE, SUITE 100, 
SACRAMENTO, CA, 95816 
916 368 7990 / www.hmcarchitects.com

DATE: 02/22/2024



FH

FH

FH

FH

FH

FH

FH

FH

FH

UNIT A

UNIT B

UNIT C

UNIT D

UNIT E

UNIT F

UNIT G

UNIT P1

UNIT P2

UNIT P3

NUMBERED NOTES
REINSTALL (E) POLE LIGHT.  PROVIDE (N) BASE.  RECONNECT
TO (E) CIRCUIT, PROVIDE PULLBOX TO INTERCEPT AS
REQUIRED AND EXTEND CIRCUIT.
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1 ELECTRICAL SITE PLAN
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NUMBERED NOTES
REPLACE (E) HEAT DETECTOR WITH (N) HEAT DETECTOR.
CONNECT TO (E) CIRCUIT.

SHOWN FOR REFERENCE.

CONNECT TO (E) UNSWITCHED LIGHTING CIRCUIT.

CONNECT INTO (E) FA INITIATION CIRCUIT.

(E) STROBE SHOWN FOR REFERENCE.

PROVIDE A (N) 20/1 BREAKER.

CONNECT INTO (E) RECEPTACLE CIRCUIT.

PROVIDE A (N) 30/2 BREAKER.

LOCATE FOR THE CONDENSATE LIFT PUMP AND CONNECT
PER MANUFACTURER'S INSTRUCTIONS.

(E) CEILING ACCESS SHOWN FOR REFERENCE.

1

SHEET NOTES
1. REPLACE (E) FAULTY DETECTORS AS CALLED OUT ON PLAN.

REPLACEMENT SHALL BE "IN-KIND" (AS SPECIFIED).
CONNECT (N) DETECTOR TO THE (E) CIRCUIT.  TEST (E)
CIRCUIT PRIOR TO REMOVAL OF (E) DETECTOR AND AGAIN
AFTER THE INSTALLATION OF THE (N) DETECTOR.

4 DEMOLITION FLOOR PLAN - BUILDING A
1/8" = 1'-0"

J
J

J

S S

S

J
J

J

D2 D2

D2

A

A

A

RC

RC RC

1 ELECTRICAL FLOOR PLAN - BUILDING A
1/8" = 1'-0"

H
AC

1

H
AC

1

H
AC

1

F
(E) FA MANUAL PULL
STATION

(E) FA REMOTE
ANNUNCIATOR

(E) FA CONTROL
PANEL 2

2

2

2

E2.21

2 LIGHTING FLOOR PLAN - BUILDING A
1/8" = 1'-0"

SAC
A1

5 POWER FLOOR PLAN - BUILDING A
1/8" = 1'-0"

CEF

CEF

CEF

CEF
A3 CEF

A2

CEF
A1

SCU
A1

3

E2.21

4

E2.21

C

2

3 FIRE ALARM FLOOR PLAN - BUILDING A
1/8" = 1'-0"

S S

S

GENERAL DEMOLITION NOTES
1. REMOVE ALL ITEMS SHOWN ON DEMO PLANS, UNLESS NOTED

TO REMAIN.

2. THE PLANS SHOW THE GENERAL DEMOLITION SCOPE.  NOT
ALL DEVICES OR WORK REQUIRED IS SHOWN.  CONTRACTOR
SHALL FIELD VERY THE EXTENT OF DEMOLITION WORK
REQUIRED.

3. WHERE AN ITEM IS REMOVED, REMOVE ALL ASSOCIATED
WIRING, EXPOSED RACEWAYS, WIRING, BOXES, SUPPORTS,
ETC.

4. WHERE AN ITEM IS REMOVED, REMOVE WIRING BACK TO
SOURCE OR LAST REMAINING OUTLET.

5. MAKE ALL RECONNECTIONS REQUIRED TO MAINTAIN
CIRCUITS TO DEVICES THAT ARE TO REMAIN.  PROVIDE
WIRING, RACEWAY, ETC. AS REQUIRED.

6. WHERE WALLS AND CEILINGS ARE OPENED UP AND
RACEWAYS BECOME ACCESSIBLE, REMOVE RACEWAYS
ASSOCIATED WITH DEMOLISHED DEVICES.  WHERE
RACEWAYS ASSOCIATED WITH DEMOLISHED ITEMS REMAIN
CONCEALED, THEY SHALL BE ABANDONED IN
WALLS/CEILINGS.

3

3
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(E) PANEL 'LA1'
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NUMBERED NOTES
REPLACE (E) HEAT DETECTOR WITH (N) HEAT DETECTOR.
CONNECT TO (E) CIRCUIT.

NOT USED.

(E) EQUIPMENT TO BE REPLACED WITH (N).  DISCONNECT (E)
ELECTRICAL CIRCUITS AND REMOVE BACK TO SOURCE.

1"C-1D.

1"C-2#10, 1#10G.

PROVIDE (N) 20/1 BREAKER.  UPDATE CIRCUIT DIRECTORY.

1.5"C-3#6, 1#10G.

PROVIDE (N) 40/3 BREAKER.  UPDATE CIRCUIT DIRECTORY.
(VERIFY BREAKER SIZE REQUIREMENTS WITH EQUIPMENT
PROVIDER).

RISE ON EXTERIOR WALL UP TO A NEMA 3R J-BOX, TYPICAL.

(E) CEILING ACCESS SHOWN FOR REFERENCE.

1

SHEET NOTES
1. REPLACE (E) FAULTY DETECTORS AS CALLED OUT ON PLAN.

REPLACEMENT SHALL BE "IN-KIND" (AS SPECIFIED).
CONNECT (N) DETECTOR TO THE (E) CIRCUIT.  TEST (E)
CIRCUIT PRIOR TO REMOVAL OF (E) DETECTOR AND AGAIN
AFTER THE INSTALLATION OF THE (N) DETECTOR.

UP

2 ELECTRICAL FLOOR PLAN - BUILDING B
1/8" = 1'-0"
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(E) INTERMEDIATE
DISTRIBUTION FACILITY 'IDF-B'
(VERIFY LOCATION)(E) PANEL 'LB1'
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IRRIGATION BOOSTER PUMP

IRRIGATION CONTROLLER
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NUMBERED NOTES
REPLACE (E) HEAT DETECTOR WITH (N) HEAT DETECTOR.
CONNECT TO (E) CIRCUIT.

(E) CEILING ACCESS SHOWN FOR REFERENCE.

1

SHEET NOTES
1. REPLACE (E) FAULTY DETECTORS AS CALLED OUT ON PLAN.

REPLACEMENT SHALL BE "IN-KIND" (AS SPECIFIED).
CONNECT (N) DETECTOR TO THE (E) CIRCUIT.  TEST (E)
CIRCUIT PRIOR TO REMOVAL OF (E) DETECTOR AND AGAIN
AFTER THE INSTALLATION OF THE (N) DETECTOR.

1 FIRE ALARM FLOOR PLAN - BUILDING D
1/8" = 1'-0"

2 FIRE ALARM FLOOR PLAN - BUILDING E
1/8" = 1'-0"
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(E) T-BAR CEILING (E) T-BAR CEILING (E) T-BAR CEILING

(E) T-BAR CEILING (E) T-BAR CEILING (E) T-BAR CEILING

(E) T-BAR CEILING (E) T-BAR CEILING (E) T-BAR CEILING

(E) T-BAR CEILING (E) T-BAR CEILING (E) T-BAR CEILING
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2 ELECTRICAL FLOOR PLAN - BUILDING G
1/8" = 1'-0"

3 DEMOLITION FLOOR PLAN - BUILDING G
1/8" = 1'-0" 1 LIGHTING FLOOR PLAN - BUILDING G

1/8" = 1'-0"

4 POWER FLOOR PLAN - BUILDING G
1/8" = 1'-0" 2 FIRE ALARM FLOOR PLAN - BUILDING G

1/8" = 1'-0"

J J

H H

J

D2

A

RC

S

CEF CEF

CEF
G1

1

E2.23

2

E2.23

3

E2.23

4

E2.23

NUMBERED NOTES
NOT USED.

NOT USED..

CONNECT TO (E) UNSWITCHED LIGHTING CIRCUIT.

CONNECT INTO (E) FA INITIATION CIRCUIT.

(E) STROBE SHOWN FOR REFERENCE.

PROVIDE A (N) 20/1 BREAKER.

1

2

GENERAL DEMOLITION NOTES
1. REMOVE ALL ITEMS SHOWN ON DEMO PLANS, UNLESS NOTED

TO REMAIN.

2. THE PLANS SHOW THE GENERAL DEMOLITION SCOPE.  NOT
ALL DEVICES OR WORK REQUIRED IS SHOWN.  CONTRACTOR
SHALL FIELD VERY THE EXTENT OF DEMOLITION WORK
REQUIRED.

3. WHERE AN ITEM IS REMOVED, REMOVE ALL ASSOCIATED
WIRING, EXPOSED RACEWAYS, WIRING, BOXES, SUPPORTS,
ETC.

4. WHERE AN ITEM IS REMOVED, REMOVE WIRING BACK TO
SOURCE OR LAST REMAINING OUTLET.

5. MAKE ALL RECONNECTIONS REQUIRED TO MAINTAIN
CIRCUITS TO DEVICES THAT ARE TO REMAIN.  PROVIDE
WIRING, RACEWAY, ETC. AS REQUIRED.

6. WHERE WALLS AND CEILINGS ARE OPENED UP AND
RACEWAYS BECOME ACCESSIBLE, REMOVE RACEWAYS
ASSOCIATED WITH DEMOLISHED DEVICES.  WHERE
RACEWAYS ASSOCIATED WITH DEMOLISHED ITEMS REMAIN
CONCEALED, THEY SHALL BE ABANDONED IN
WALLS/CEILINGS.

3

4

5

6

3

4

5

6
(E) PANEL 'LG'

SC

LG
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OUTLET BOX

ADJUSTABLE BOX SUPPORT

JOIST

(2) #6 x 3/4" WOOD SCREWS,
TYP EACH END

CEILING

LUMINAIRE

PLASTER RING

(1) 8d TOENAIL EACH END

2x6 BLOCKING BETWEEN
JOINTS.  PROVIDE (2) PER
FIXTURE

(2) 16d EACH END

CEILING

LUMINAIRE

LOCKNUT AND
FLATWASHER, TYP OF (2)

3/8" BOLT AND FLATWASHER.
PROVIDE (2) FOR 1' WIDE
LUMINAIRES AND (4) FOR 2' OR
WIDER LUMINAIRES

3
CEILING SURFACE MOUNTED LUMINAIRE
NO SCALE

SIDE VIEW

PLAN VIEW

MIN.
24"

GROUT ALL DUCTS FLUSH TO
INSIDE WALL OF PULL BOX.

CONDUIT MUST ENTER FROM
ENDS  OF PULL BOX.
MINIMUM 10'  STRAIGHT
LENGTH OF CONDUIT
REQUIRED BEFORE
ENTRANCE OF  PULL BOX.
PLACE CONDUITS ON
OPPOSITE SIDES OF PULL
BOX IN  LINE WITH EACH
OTHER.

LID WITH HOLD DOWN BOLTS.
LABEL LID "SIGNAL" OR
"ELECTRICAL" OR AS
INDICATED ON PULLBOX
SCHEDULE.

TOP FLUSH IN FINISHED
AREAS AND  1" ABOVE
FINISHED GRADE IN
LANDSCAPED AREAS.

EXTENSIONS AS REQUIRED,
(1) MINIMUM

22 1/2 DEG. SWEEP.

CONDUIT WITH 24"
MINIMUM BURIAL  DEPTH

6" GRAVEL BASE, SHALL
EXTEND 8" BEYOND BOX,
ALL AROUND

FINISED GRADE

TYPICAL END BELL.
SEAL CONDUCTORS.

95% COMPACTED SOIL.

30" DEEP BY 8" DIAMETER
DRY WELL FILLED WITH
GRAVEL 1-1/2" THICK POURED

CONCRETE SLAB.
PROVIDE (4) SPACED
DRAIN HOLES TO DRY
WELL

NOTES:

1. PROVIDE CONCRETE LID AT ASPHALT OR CONCRETE WALKWAY.  PROVIDE GALVANIZED STEEL CHECKER
PLATE LID AT ALL OTHER NON-VEHICULAR AREAS.

2. AT VEHICULAR TRAFFIC AREAS, PULLBOXES, EXTENSIONS AND LIDS SHALL BE TRAFFIC (H20) RATED.
SLAB SHALL BE REINFORCED CONCRETE.

2
PULLBOX DETAIL
NO SCALE

GROUND BOND

POLE.
CONDUIT TO

POLE BASE.

GROUT AROUND POLE BASE

CHAMFER ALL EXPOSED EDGES

(E) POLE

OF BASE.

FINISHED GRADE.

AFTER PLUMB.

LOCATE (3) #3 CLOSED TIES WITHIN
TOP 5" OF DRILLED PIER.

CONDUIT.
BRANCH CIRCUIT 

WITH 3" BEND EXTENSION, INCLUDE

24" DIA. & REINFORCING STEEL.

LEVELING NUTS FURNISHED WITH POLE.

(4) 5/8" DIA. x 18" LONG ANCHOR BOLTS

LARGE FLAT WASHERS, NUTS &

CONC. BASE WITH (8) #5 BARS VERTICAL
REINF. STEEL BARS & #4(MIN.) STEEL

ELEC. TRADE SHALL FURNISH &
INSTALL ALL NECESSARY CONC.

HOOPS, @ 12" O.C.

24"
2" 5"

3'-0"
EMBEDMENT INTO
UNDISTURBED SOIL

24" DIA.

3" CLEAR TO HOOPS &
REINFORCING STEEL.

#4 HOOPS AT 12" O.C.
PROVIDE SEISMIC HOOK
AT EACH END

(8) #5 VERTICALS
EQUALLY SPACED

1
POLE LIGHT DETAIL - FLUSH BASE
NO SCALE

UNISTRUT P1000
MOUNTING CHANNEL

REFER TO PLANS FOR
QUANTITY & SIZE OF
CONDUITS

LOCKING SQUARE
WASHER &
LOCKNUT

WASHER &
LOCKNUT

3/8" MIN. GALVANIZED ALL
THREADED ROD, TYP.

NOTES:
1. METAL CHANNEL STRUT SUPPORT LONGER THAN THAN 36" SHALL BE INSTALLED W/ A CENTER SUPPORT ROD.
2. FOR TRAPEZE INSTALLATIONS IN SEISMIC AREAS, REFER TO STRUCTURAL SPECIFICATION SEISMIC

RESTRAINT REQUIREMENTS FOR NON-STRUCTURAL COMPONENTS.
3. THE TOTAL WEIGHT OF THE RACEWAY SUPPORT BY TRAPEZE ASSEMBLIES IS LESS THAN 100LB (10 LBS/FT AT

10'-0" MAXIMUM TRAPEZE SPACING) AND THE LENGTH FROM THE CONDUIT SUPPORT TO THE SUPPORTING
STRUCTURE IS 12" OR LESS.

4. FOR WEIGHT MORE THAN 10 LB/FT & LESS THAN 30 LB/FT, REFER TO OPM DETAILS.
5. SPACING BETWEEN SUPPORTS SHALL BE 10' MAX.
6. PLACEMENT OF TRAPEZE SHALL NOT OBSTRUCT THE REMOVAL AND/OR INSTALLATION OF CEILING

MATERIALS WHETHER FOR CONSTRUCTION OR MAINTENANCE.

CONDUIT CLAMP, SIZE AS
REQUIRED

4 DETAIL - CONDUIT TRAPEZE MOUNTING
SCALE: NONE

CONDUIT CLAMP. SIZE AS
REQUIRED

REFER TO PLANS FOR QUANTITY
& SIZE OF CONDUITS. (UP TO 4"
DIAMETER)

UNISTRUT P1000 SERIES. ATTACH TO STUDS
WITH 2-1/2" TIMBERLOK SCREWS (CC-ES
ESR-1087 WITH MIN 1 1/2" PENETRATION.
TYPICAL OF (2) PER STRUT.

NOTES:

1. SUPPORTS @ 6'-0" O.C. MAX.

WALL STUD WITH OR WITHOUT
GYP. BOARD.

6 DETAIL -  CONDUIT SUPPORT 
SCALE: NONE

CONDUIT W/ CLAMP. STUD WALL W/ GYP
SHEATHING.

6" MIN.

NOTES:

1. FOR 3/4" TO 2" CONDUIT, SUPPORTS @ 10'-0" OC MAX., MAX. WEIGHT PER CONNECTION IS 20 LBS.
2. FOR 3" CONDUIT, SUPPORTS @ 6'-0" OC MAX., MAX. WEIGHT PER CONNECTION IS 50 LBS.
3. FOR 4" CONDUIT, SUPPORTS @ 4'-0" OC MAX., MAX. WEIGHT PER CONNECTION IS 55 LBS.

UNISTRUT P1000 MAX. SPACING OF 48"
CENTER TO CENTER.

5 DETAIL - HORIZONTAL CONDUIT TO WALL
SCALE: NONE

ATTACH UNISTRUT WITH 2-1/2" TIMBERLOK
SCREWS (CC-ES ESR-1087 WITH MIN 1 1/2"
PENETRATION.

6" MIN.
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LOAD

LINE IN

LOAD

LOAD

NOTES:

1. REFER TO FLOOR PLANS AND WIRING DIAGRAM FOR EACH ROOM FOR
DEVICE QUANTITIES.

2. LOW VOLTAGE WIRING IS NOT SHOWN.  LOW VOLTAGE WIRING SHALL BE
INSTALLED WITHOUT CONDUIT WITHIN THE LIGHTING CONTROL
ENCLOSURE.  LOW VOLTAGE WIRING SHALL BE INSTALLED NEATLY AND
SHALL BE LACED EVERY 6".

1 LIGHTING CONTROL ENCLOSURE "LC": NEMA 1 ENCLOSURE WITH A
HINGED, LATCHING COVER, SIZE AS REQUIRED.  PROVIDE NAME PLATE
ON COVER TO READ "LIGHTING CONTROL ENCLOSURE - ROOM #
(PROVIDE ACTUAL ROOM NUMBER).  WHEN INSTALLED ABOVE THE
CEILING, PROVIDE A SURFACE ENCLOSURE.  WHEN INSTALLED BELOW
THE CEILING, PROVIDE A FLUSH ENCLOSURE.  PROVIDE A 5/8" PLYWOOD
BACKBOARD.

SWITCHING CONTROLLER.

DIMMING CONTROLLER.

JUNCTION BOX BEHIND DIMMING CONTROLLER.

LINE OUT TO OTHER LIGHTING CONTROLLERS.

JUNCTION BOX, TYPICAL.

PHOTOCELL INPUT MODULE.

DIN RAIL, FIELD INSTALL.  TYPICAL.

NETWORK BRIDGE.

CONDUIT FOR SEGMENT NETWORK CABLES.

CONDUITS FOR SWITCH/SENSOR, CONTROL WIRING, ETC.

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 11

11

1
LIGHTING CONTROL ENCLOSURE
NO SCALE

LIGHTING CONTROL NOTES
1. THE CONTRACTOR SHALL SUBMIT MANUFACTURER'S

CATALOG DATA AND SCALED SHOP DRAWINGS AS PART OF
THE EQUIPMENT SUBMITTALS.  SHOP DRAWINGS SHALL
INCLUDE FLOOR PLANS AND WIRING DIAGRAMS.  THE FLOOR
PLANS SHALL SHOW QUANTITIES AND LOCATIONS OF ALL
SYSTEM COMPONENTS AND ACCESSORIES.  THE WIRING
DIAGRAMS SHALL BE JOB SPECIFIC AND SHALL INCLUDE ALL
SYSTEM COMPONENTS.  THE CONTRACTOR SHALL PROVIDE
SYSTEM MANUFACTURER WITH ARCHITECTURAL DRAWINGS,
SECTIONS, ELEVATIONS, REFLECTED CEILING PLANS, ETC SO
THAT DEVICE LOCATIONS CAN BE COORDINATED WITH
BUILDING ELEMENTS.

2. THE DIAGRAMS SHOW THE GENERAL CONNECTIONS, REFER
TO PLANS FOR ADDITIONAL REQUIREMENTS.  ALL DEVICES,
EQUIPMENT AND WIRING SHALL BE INSTALLED PER THE
MANUFACTURER'S JOB SPECIFIC SHOP DRAWINGS.

3. ABOVE ACCESSIBLE CEILINGS, THE LMRJ CABLES AND THE
SEGMENT NETWORK CABLES MAY BE ROUTED THROUGH
J-HOOKS.  ABOVE NON-ACCESSIBLE CEILINGS, PLUG AND
PLAY WIRING SHALL BE INSTALLED IN CONDUIT, 3/4" MINIMUM.

4. OCCUPANCY SENSOR AND DAYLIGHT PHOTOSENSOR
SYMBOLS ON DRAWINGS INDICATE ROOMS REQUIRING
SENSING, NOT SENSOR LOCATIONS OR QUANTITIES.

5. CONTRACTOR SHALL INSTALL OCCUPANCY SENSORS,
PHOTOSENSORS AND PHOTOCELLS PER LAYOUT PREPARED
BY SENSOR MANUFACTURER. LAYOUT SHALL INDICATE
SENSOR LOCATIONS, AIMING, AND QUANTITIES REQUIRED
FOR ALL ROOMS.

6. ADJUST OCCUPANCY SENSOR SENSITIVITY SETTINGS FOR
MAXIMUM AND TIME DELAY SETTINGS FOR MAXIMUM.

7. IN ROOMS WITH T-BAR CEILINGS, INSTALL LIGHTING
CONTROL ENCLOSURES ABOVE THE CEILING.  IN OTHER
SPACES, INSTALL LIGHTING CONTROL ENCLOSURE BELOW
THE CEILING, HIGH ON THE WALL.

8. SENSOR AND DIMMER SETTINGS ARE TO BE CALIBRATED
AFTER FURNITURE AND FINAL FINISHES HAVE BEEN
INSTALLED AND AFTER ALL LIGHTING EQUIPMENT IS
INSTALLED AND OPERATIONAL.

EXHAUST
FAN

NEUTRAL

UNSWITCHED HOT

SWITCHING
CONTROLLER

WATTSTOPPER
LMRC-101

2 TYPICAL WIRING DIAGRAM FOR WATTSTOPPER DLM ROOM CONTROLLER W/ DLM CONTROL DEVICE
SCALE: NONE

D

RC

D
D

D2

3 LIGHTING/EF CONTROL DIAGRAM
SCALE: NONE
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FIRE ALARM SYSTEM SEQUENCE OF OPERATION
ALARM TROUBLE SUPERVISORY

X = REQUIRED ACTION
BLANK MEANS NOT APPLICABLE
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G

CAUSE REMARKS
1 X X X

3

HEAT DETECTOR

POWER FAILURE X X

4
FIRE ALARM TROUBLE (OPEN, SHORTS OR
GROUNDS ON INITIATION, NOTIFICATION
OR SIGNALING LINE CIRCUITS)

X X
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2 X X XSMOKE DETECTOR
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